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            10-1 ACE AC/DC Input Redundant Power Supply Module Specifications ● Input Table : ● Output Table : (at 40°C) ● Ripple and Noise : Less than 140mV@+12V and 1%@Others ● Line Regulation : Less than ±2%@+12V, ±1%@Others ● Load Regulation : Ordering Information: ACE-R20A AC input redundant power supply module ACE-R20T -48V DC input redundant power supply module ACE-R20C +24V DC input redundant power supply module ● Efficiency : Higher than 65% ● Hold-up Time (ACE-R20A) : 14ms (typical)@115V AC ● Altitude : 0 ~ 10,000ft ● Protection : – Over voltage protection : The trip point is around 5.7V ~ 7.0V output – Short circuit protection – Thermal protection with built-in 110±5°C thermal switch in HS1 ● Power Fail Signal : The power fail signal will go low at least 0.5ms before any of the output voltages fall below the regulation limits ● Power Fail Alarm : It will turn the red LED and beeper when power fail ● Power Sharing & Redundancy : These power have power sharing and redundancy capability. When doing that the power share line (Pin 32) must connect with each other ● Vibration : 10 ~ 55Hz at 2G 3min. period, 30 min. along X, Y and Z axis ● Impact : 10G for 20ms once on each X, Y and Z axis ● Built-in ball bearing cooling fan ● MTBF : – ACE-R20A : 131,547 Hours – ACE-R20T : 141,323 Hours – ACE-R20C : 146,383 Hours ● Safety : Meets UL 1950; CSA 22.2 No. 234, VDE EN 60 950 ● EMI : Meets FCC docket 20780 curve "B", EN55022 class "B" ● EMS Standard (Design to meet the following limits) : – IEC 801-2 8KV (Air Discharge) criteria B – IEC 801-3, 10V/M criteria A – IEC 801-4, 2KV criteria B – IEC 801-5, 2KV criteria B (ACE-R20A) ● Operating Temperature : -20° ~ 70°C (Derating curve will occur 45° ~ 70°C) ● Storage Temperature : -40° ~ 75°C ® TÜV Rheinland BAUART GEPRÜFT ® Model Input Range Input Current ACE-R20A ACE-R20T ACE-R20C 85 ~ 265V AC, 47 ~ 63Hz -36 ~ -72V DC +19 ~ +30V DC 4A@115V AC or 2A@230V AC 8A@-48V DC 16A@+24V DC Model +5V +12V -12V -5V ACE-R20A ACE-R20T ACE-R20C <±3% <±3% <±3% <±5% <±5% <±5% <±2% <±2% <±2% <±2% <±2% <±2% Model Input Range Peak Output ACE-R20A ACE-R20T ACE-R20C 20A 20A 20A 4A 4A 4A 0.5A 0.5A 0.5A 0.5A 0.5A 0.5A 25A 25A 25A 6A 6A 6A +5V +12V +5V +12V -12V -5V 1A 1A 1A 1A 1A 1A -12V -5V ACE-R20A Rear View ACE-R20T/C 
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10-1
 ACE-R20 SERIESAC/DC Input Redundant Power Supply Module
 Specifications● Input Table :
 ● Output Table : (at 40°C)
 ● Ripple and Noise : Less than 140mV@+12V and 1%@Others
 ● Line Regulation : Less than ±2%@+12V, ±1%@Others
 ● Load Regulation :
 Ordering Information:ACE-R20AAC input redundant power supply module
 ACE-R20T-48V DC input redundant power supply module
 ACE-R20C+24V DC input redundant power supply module
 ● Efficiency : Higher than 65%● Hold-up Time (ACE-R20A) :
 14ms (typical)@115V AC● Altitude : 0 ~ 10,000ft● Protection :
 – Over voltage protection : The trip point is around 5.7V ~ 7.0V output
 – Short circuit protection– Thermal protection with built-in 110±5°C
 thermal switch in HS1● Power Fail Signal : The power fail signal
 will go low at least 0.5ms before any of the output voltages fall below the regulation limits
 ● Power Fail Alarm : It will turn the red LED and beeper when power fail
 ● Power Sharing & Redundancy : These power have power sharing and redundancy capability. When doing that the power share line (Pin 32) must connect with each other
 ● Vibration : 10 ~ 55Hz at 2G 3min. period, 30 min. along X, Y and Z axis
 ● Impact : 10G for 20ms once on each X, Y and Z axis
 ● Built-in ball bearing cooling fan● MTBF :
 – ACE-R20A : 131,547 Hours– ACE-R20T : 141,323 Hours– ACE-R20C : 146,383 Hours
 ● Safety : Meets UL 1950; CSA 22.2 No. 234, VDE EN 60 950
 ● EMI : Meets FCC docket 20780 curve "B", EN55022 class "B"
 ● EMS Standard (Design to meet the following limits) : – IEC 801-2 8KV (Air Discharge) criteria B– IEC 801-3, 10V/M criteria A– IEC 801-4, 2KV criteria B– IEC 801-5, 2KV criteria B (ACE-R20A)
 ● Operating Temperature : -20° ~ 70°C(Derating curve will occur 45° ~ 70°C)
 ● Storage Temperature : -40° ~ 75°C
 ® TÜV Rheinland
 BAUARTGEPRÜFT®
 Model Input Range Input CurrentACE-R20AACE-R20TACE-R20C
 85 ~ 265V AC, 47 ~ 63Hz-36 ~ -72V DC
 +19 ~ +30V DC
 4A@115V AC or 2A@230V AC8A@-48V DC
 16A@+24V DC
 Model +5V +12V -12V -5VACE-R20AACE-R20TACE-R20C
 <±3%<±3%<±3%
 <±5%<±5%<±5%
 <±2%<±2%<±2%
 <±2%<±2%<±2%
 ModelInput Range Peak Output
 ACE-R20AACE-R20TACE-R20C
 20A20A20A
 4A4A4A
 0.5A0.5A0.5A
 0.5A0.5A0.5A
 25A25A25A
 6A6A6A
 +5V +12V +5V +12V-12V -5V1A1A1A
 1A1A1A
 -12V -5V
 ACE-R20A
 Rear View
 ACE-R20T/C
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10-2
 ACE-RC02/03/04/12 Redundant Power Supply Case forACE-R20 Series
 Features:● Designed for ACE-RC20 series redundant
 power supply module
 ● Using DIN connector with higher reliability and power transmission
 ● Fit 2 ~ 4 power modules in one case with N+1 load sharing function
 ● With extra +5V output connector for most high power requirement
 ● With extra +12V output for most fan cooler requirement
 ● Easily removable power cables for most application
 ● Support different type power input module
 ● Support hot-swappable function
 Ordering Information:ACE-RC02Vertical dual redundant power supply case
 ACE-RC03Vertical triple redundant power supply case
 ACE-RC04Vertical quad redundant power supply case
 ACE-RC12Horizontal dual redundant power supply case
 ® TÜV Rheinland
 BAUARTGEPRÜFT®
 ACE-RC02
 ACE-RC04
 ACE-RC03
 ACE-RC12
 Dimensions:
 ACE-RC02 ACE-RC03
 ACE-RC04 ACE-RC12
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10-3
 ACE-C232 PS/2 Size Redundant Power Supply
 Ordering Information:ACE-C232PS/2 Size Redundant Power Supply, includes two ACE-R23A
 ACE-R23A230W Redundant Power Module
 ● Operating Temperature : 0°C ~ 50°C (derating about 20% form 30°C to 50°C)
 ● Storage Temperature : -40° ~ 85°C● Cooling:
 Cooling with a 42CFM forced air● MTBF: 176,530Hrs● Safety Standards: UL 1950
 CAS22.2 No. 234EN 60950
 ● EMI Standard: ECC docket 20780 curve "B" EN55022 class "B"
 ● Connectors: ECC docket 20780 curve "B"EN55022 class "B"
 ● Connectors: DIN 41612 C96● Pin Assignment:
 Dimensions:
 SpecificationsThe ACE-C232 includes two ACE-R232A redundant power modules.The two power modules are parallel used.The ACE-C232 could be used in ICP Chassis, for example:RACK-305A, PAC-170, MPC-6010,...etc.
 Power Fault Warning:In case one power module failed, the buzzer and LED will act.After pushing reset button, the buzzer stops and the LED still lightuntil the failed power module is fixed.
 ACE-R232A 230W Redundant Power Module● Input : 90V to 130V AC or 180V to 260V AC selectable, ● Output (Max. Output Power 230W at 30°C)
 ● Ripple and Noise: The peak to peak ripple and noise for +5V output is less than 50mV, for +/-12V and -5V output is less than 100mV.
 ● Line Regulation: The line regulation for each output is less +/-1% while measuring at rated load and +/-10% or 115VAC or 230VAC input voltage changing.
 ● Load Regulation: The output voltage load regulation is less than the following valuse by changing each output and +/-40% from 60% rated load, and keep all other outputs at 60% rated load.+5V:+/-4% +12V:+/-5% -12V:+/-2% -5V:+/-2%
 ● Hold Up Time: >16ms● Power Good Signal: Go high 100ms to 500ms after all output DC
 Voltages are within regulation limits.● Efficiency: 70% typical● Output protection: Over Voltage Protection and Short Protection
 ® TÜV Rheinland
 BAUARTGEPRÜFT®
 Output Min. Load
 +5V+12V-12V-5V
 4.0A1.0A0.1A0.1A
 Rated Load
 20A10A0.5A0.5A
 Max. Load Voltage Accessory
 25A12A1A1A
 4.80V to 5.20V11.4V to 12.9V
 -11.30V to -12.60V-4.65V to -5.25V
 Pin 149
 10
 AC LAC N-5V
 -12V
 Pin 11, 12, 1311~2526~31
 32
 +12VGND+5V
 Power Good
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10-4
 ACE-828M/925M Medical Power Supply
 Features:● Standard PS/2 type form factor for most
 PC application
 ● Special designed for medical application
 ● Low leakage current
 ● Wide range of AC input, without any switch setting
 Specifications● Input Table :
 ● Output Table : (at 40°C)
 ● Inrush Current : – ACE-828M : Not exceed 40A@115V AC or 80A@230V AC,
 cold start at 25°C– ACE-925M : Not exceed 30A@115V AC or 60A@230V AC,
 cold start at 25°C● Leakage Current : Primary to safety ground less 500uA at 253V
 AC input, secondary ground to safety ground less than 100uA at 235AV AC input
 ● Ripple and Noise : – ACE-828M : Less than 50mV@+5V and +3.3V; 100mV@Others– ACE-925M : The line regulation for each outputs are less than ±1%
 ● Line Regulation : – ACE-925M : Less than ±1 for each output– ACE-828M : Less than ±2%@+12V, ±1%@Others
 ● Load Regulation :
 Ordering Information:ACE-828MMedical AC input industrial ATX 280W power supply
 ACE-925MMedical AC input PS/2 type 250W power supply
 ● Output Power : Total combined output power on the +3.3V and +5V rails is 150W for ACE-828M
 ● Efficiency : Higher than 65%
 ● Altitude : 0 ~ 10,000ft
 ● Protection : – Over voltage protection : The trip point is
 around 5.7V ~ 7.0V output– Short circuit protection
 ● Vibration : 10 ~ 55Hz at 2G 3min. period, 30 min. along X, Y and Z axis
 ● Impact : 10G for 20ms once on each X, Y and Z axis
 ● Built-in ball bearing cooling fan
 ● MTBF : – ACE-828M : 177,287 Hours– ACE-925M : 132,648 Hours
 ● Safety : Meets UL 544, UL 2601, CSA 22.2 No.601, TUV (DIN. VDE 075T.1/12.91/EN 60 601-1:1990)
 ● EMI : Meets EN55011 class "B"
 ● EMS Standard (Design to meet the following limits) : – IEC 801-2 4KV contact, 8KV Air Discharge– IEC 801-3, 3V/M, 26MHz to 1GHz– IEC 801-4, 2KV power mains– IEC 801-5, 2KV criteria B
 ● Operating Temperature : – ACE-828M : -20° ~ 70°C(Derating curve
 will occur 40° ~ 70°C)– ACE-925M : 0° ~ 70°C(Derating curve
 will occur 40° ~ 70°C)
 ● Storage Temperature : -40° ~ 75°C
 ® TÜV Rheinland
 BAUARTGEPRÜFT®
 Model Input Voltage Input FrequencyACE-828M
 ACE-925M
 90~130V AC or 180~260V AC(Auto-Switch)
 90~264V AC (Full-Range)
 47~63Hz
 47~63Hz
 Model +5V +12V -12V -5V +3.3V +5VsbACE-828MACE-925M
 <±3%<±3%
 <±5%<±5%
 <±2%<±5%
 <±2%<±5%
 <±2% <±3%
 Model Rated Load Max Output
 ACE-828MACE-925M
 +5V +12V -5V -3.3V +5Vsb
 -12V
 25A25A
 10A7A
 0.5A0.5A
 8A 0.72A0.5A0.5A
 +5V +12V -5V -3.3V +5Vsb
 -12V
 30A30A
 15A10A
 1A1A
 15A 1.2A1A1A
 ACE-828M
 ACE-925M
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10-5
 ACE-828/830 Industrial ATX Power Supply
 Specifications● Input Table :
 ● Output Table : (at 40°C)
 ● Ripple and Noise : Less than 50mV@+5V and +3.3V; 100mV@Others
 ● Line Regulation : The line regulation for each outputs are less than ±1%
 ● Load Regulation :
 Ordering Information:ACE-830APAC input PFC 300W industrial ATX power supply
 ACE-828AAC input 280W industrial ATX power supply
 ACE-828C+24V DC input industrial ATX power supply
 ACE-828T-48V DC input industrial ATX power supply
 ● Output Power : Total combined output power on the +3.3V and +5V rails is 150W
 ● Efficiency : Higher than 65%
 ● Hold-up Time (ACE-828A/830AP) :
 20ms (typical)@115V AC
 ● Altitude : 0 ~ 10,000ft● Protection :
 – Over voltage protection : The trip point is around 5.7V ~ 7.0V output
 – Short circuit protection
 ● Vibration : 10 ~ 55Hz at 2G 3min. period, 30 min. along X, Y and Z axis
 ● Impact : 10G for 20ms once on each X, Y and Z axis
 ● Built-in ball bearing cooling fan
 ● MTBF : – ACE-828A : 101,379 Hours– ACE-828C : 121,233 Hours– ACE-828T : 112,112 Hours
 ● Safety : Meets UL 1950; CSA 22.2 No. 234, VDE EN 60 950
 ● EMI : – Meets FCC class "B", EN55022 class "B"– Harmonic EN 61000-3-2 for ACE-830AP
 ● EMS Standard (Design to meet the following limits) : – IEC 801-2 8KV (Air Discharge)– IEC 801-3, 3V/M criteria A– IEC 801-4, 2KV criteria B– IEC 801-5, 2KV criteria B
 ● Operating Temperature : -20° ~ 70°C(Derating curve will occur 40°~ 70°C)
 ● Storage Temperature : -40° ~ 75°C
 ® TÜV Rheinland
 BAUARTGEPRÜFT®
 Model Input Range Input CurrentACE-828A/830AP
 ACE-828CACE-828T
 90 ~ 130V AC or 180 ~ 260V AC,47 ~ 63Hz (Auto-Switch)
 +18 ~ +32V DC-40 ~ -72V DC
 5A@24V DC10A@-48V DC
 Model +5V +12V -12V -5V +3.3V +5VsbACE-830APACE-828AACE-828CACE-828T
 <±1%<±3%<±3%<±3%
 <±1%<±5%<±5%<±5%
 <±1%<±2%<±2%<±2%
 <±1%<±2%<±2%<±2%
 <±1%<±2%<±2%<±2%
 <±1%<±3%<±1%<±1%
 Model Rated Load Max Output
 ACE-830APACE-828AACE-828CACE-828T
 +5V +12V -5V +3.3V +5Vsb
 -12V
 30A25A25A25A
 6A10A7A7A
 0.5A0.5A0.5A0.5A
 1A8A8A8A
 1A0.72A0.72A0.72A
 0.5A0.5A1A1A
 +5V +12V -5V +3.3V +5Vsb
 -12V
 35A30A30A30A
 10A15A15A15A
 1A1A1A1A
 20A15A15A15A
 1.5A1.2A1.2A1.2A
 1A2A2A2A
 PFC
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10-6
 ACE-935A/932A/925A/920A AC Input Industrial PS/2 Type Power Supply
 Specifications● Input Table :
 ● Output Table : (at 40%)
 ● Inrush Current – ACE-935A/932A : Not exceed 15A@115V AC or 30A@230V AC– ACE- 935AP/925A/925AP/920A/920AP : Not exceed 30A@115V AC or
 60A@230V AC● Ripple and Noise :
 – ACE-935A/932A/935AP : Less than 1% of each output at rated load– ACE-925A/925AP/920A/920AP : Less than 140mV@+12V, and 1% of
 each other outputs at rated load● Line Regulation :
 – ACE-935A/932A/935AP : The line regulation for each outputs are less than ±1%
 – ACE-925A/925AP/920A/920AP : Less than ±2%@+12V and ±1%@Others● Load Regulation :
 Ordering Information:ACE-935A350W AC input PS/2 type power supply
 ACE-935AP 350W AC input PS/2 type PFC power supply
 ACE-932A300W AC input PS/2 type power supply
 ACE-925AP250W AC input PS/2 type PFC power supply
 ACE-925A250W AC input PS/2 type power supply
 ACE-920AP200W AC input PS/2 type PFC power supply
 ACE-920A200W AC input PS/2 type power supply
 ● Efficiency : Higher than 68%
 ● Hold-up Time – ACE-935A/932A/932AP :
 20ms (typical)@115V AC– ACE-925A/925AP/920A/920AP :
 14ms (typical)@115V AC
 ● Altitude : 0 ~ 10,000ft
 ● Protection : – Over voltage protection. The trip point is
 around 5.7V ~ 7.0V output– Short circuit and overload
 ● Vibration : 10 ~ 55Hz at 2G 3min. period, 30 min. along X, Y and Z axis
 ● Impact : 10G for 20ms once on each X, Y and Z axis
 ● MTBF : – ACE-935A : 200,050 Hours– ACE-932A : 124,100 Hours– ACE-925A : 204,100 Hours– ACE-920A : 216,700 Hours
 ● Safety : Meets UL 1950; CSA 22.2 No. 234, VDE EN 60 950
 ● EMI : – Meets FCC docket 20780 curve "B",
 EN555022 class "B"– Harmonic EN 61000-3-2 for ACE-932AP/
 925AP/920AP
 ● EMS Standard (Design to meet the following limits) : EN 50082-2
 ● Built-in ball bearing cooling fan
 ● Operating Temperature : -20° ~ 70°C (Derating curve will occur 50° ~ 70°C)
 ● Storage Temperature : -40° ~ 75°C
 ® TÜV Rheinland
 BAUARTGEPRÜFT
 Model Input RangeACE-935AACE-932AACE-925A/925AP/935APACE-920A/920AP
 85~140V AC or 170~270V AC, 47~63Hz (Auto-Switch)85~130V AC or 180~265V AC, 47~63Hz (Auto-Switch)
 85~265V AC, 47~63Hz (Full-Range)85~265V AC, 47~63Hz (Full-Range)
 Model +5V +12V -12V -5VACE-935AACE-932A/935APACE-925A/925APACE-920A/920AP
 <±3%<±3%<±3%<±3%
 <±5%<±5%<±5%<±5%
 <±2%<±1%<±1%<±1%
 <±2%<±1%<±1%<±1%
 ModelRated Load Peak Output
 +5V +12V +5V +12V-12V -5VACE-935AACE-932A/932APACE-935APACE-925A/925APACE-920A/920AP
 8A8A8A7A4A
 0.7A3A3A
 0.7A0.5A
 0.3A0.5A0.5A0.5A0.5A
 44A35A40A25A22A
 10A10A10A10A7A
 40A33A38A22A20A
 PFC
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10-7
 ACE-932T/925T/925P/925C/916V DC Input Industrial PS/2 Type Power Supply
 Features:● Built-in ball bearing cooling fan
 ● Extra P10 (+5V) connector for most high-power requirement (ACE-932T)
 Specifications● Input Table :
 ● Output Table : (at 50°C)
 ● Inrush Current – ACE-932T : Less than 5A@-48V DC– ACE-925T : Less than 5A@+24V DC– ACE-925C : Less than 5A@+24V DC– ACE-916V : Less than 10A@+12V DC
 ● Ripple and Noise : Less than 1% of each output at rated load
 ● Line Regulation : The line regulation for each outputs are less than ±1%
 ● Load Regulation :
 Ordering Information:ACE-932T300W -48V DC input PS/2 type power supplyACE-925P 250W 110V DC input PS/2 type power supplyACE-925T250W -48V DC input PS/2 type power supplyACE-925C250W +24V DC input PS/2 type power supplyACE-916V160W +12V DC input PS/2 type power supply
 ● Efficiency : Higher than 65%
 ● Altitude : 0 ~ 15,000ft
 ● Protection : – Over voltage protection. The trip point is
 around 5.7V ~ 7.0V output– Short circuit and overload– Thermal Protection : Built-in 110±5°C
 thermal switch in HS1
 ● Vibration : 10 ~ 55Hz at 2G 3min. period, 30 min. along X, Y and Z axis
 ● Impact : 10G for 20ms once on each X, Y and Z axis
 ● MTBF : – ACE-932T : 141,000 Hours– ACE-925T : 198,500 Hours– ACE-925C : 206,000 Hours– ACE-916V : 202,500 Hours
 ● Safety : Meets UL 1950; CSA 22.2 No. 234, VDE EN 60 950
 ● EMI : Meets FCC docket 20780 curve "B", EN555022 class "B"
 ● Built-in ball bearing cooling fan
 ● Operating Temperature : -20° ~ 70°C(Derating curve will occur 50° ~ 70°C)
 ● Storage Temperature : -40° ~ 75°C
 ® TÜV Rheinland
 BAUARTGEPRÜFT®
 Model +5V +12V -12V -5VACE-932TACE-925PACE-925TACE-925CACE-916V
 <±3%<±3%<±4%<±4%<±3%
 <±5%<±5%<±5%<±5%<±5%
 <±1%<±3%<±1%<±3%<±1%
 <±1%<±3%<±1%<±3%<±1%
 Model Input RangeACE-932TACE-925PACE-925TACE-925CACE-916V
 -40 ~ -70V DC100 ~120V DC-40 ~ -65V DC
 +19 ~ +30V DC+8.5 ~ +16V DC
 Input Current9A@-48V DC4A@110V DC8A@-48V DC16@+24V DC25A@+12V
 ModelRated Load Peak Output
 ACE-932TACE-925PACE-925TACE-925CACE-916V
 10A10A8A6A4A
 3A1A2A2A
 0.5A
 0.5A1A1A1A
 0.5A
 40A30A30A30A25A
 12A12A12A12A7A
 35A25A25A25A20A
 +5V +12V +5V +12V-12V -5V
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10-8
 ACE-890 Industrial 1U Power Supply
 Specifications● Input / Output Table : (at 50°C)
 ● Ripple and Noise : Less than 50mV@+5V and less than 100mV@±12V
 ● Line Regulation : The line regulation for each output is less than ±1%, while measuring at rated loading and ±10% of input voltage changing
 ● Load Regulation : Less than ±1%@+5V and ±5%@±12V
 ● Efficiency : Higher than 70%
 ● Hold-up Time (ACE-890A/890AP) : 16ms (typical)@115V AC
 ● Protection : Over voltage protection. The trip point is around 5.7V ~ 7.0V output
 ● Operating Temperature : -20° ~ 70°C (Derating curve will occur 50° ~ 70°C)
 ● Storage Temperature : -20° ~ 85°C● Altitude : 0 ~ 10,000ft
 ● MTBF : – ACE-890A : 268,358 Hours– ACE-890P : 265,827 Hours– ACE-890T : 269,884 Hours– ACE-890C : 252,383 Hours– ACE-890V : 245,424 Hours.
 ● Safety : Meets UL 1950, CSA 22.2 No. 234, VDE EN 60 950
 ● EMI : – Meets FCC docket 20780 curve "B", EN55022 "B"– Harmonic EN 61000-3-2 for ACE-890AP
 Ordering Information:ACE-890APAC input 90W industrial PFC power supplyACE-890AAC input 90W industrial power supplyACE-890C24V DC input 90W industrial power supplyACE-890P100V DC input 90W industrial power supplyACE-890T48V DC input 90W industrial power supplyACE-890V12V DC input 75W industrial power supplyCB-8901DC output cable for backplane (P8/P9 type) and HDD/FDD, 40cmCB-8902DC output cable for CPU card (271-08TS) andHDD/FDD, 40cmCB-8903DC output cable for NOVA series SBC (Molex 26-60-4080) and HDD/FDD, 40cm
 ● EMS Standard (Design to meet the following limits) : – IEC 801-2 15KV (Air Discharge)– IEC 801-3, 10V/M– IEC 801-4, 2KV– IEC 801-5, 2KV
 ● Dimensions : 89(W) x 39(H) x 152.4(D)mm; (3.5" x 1.5" x 6")
 Dimensions:
 ® TÜV Rheinland
 BAUARTGEPRÜFT®
 Rated Load Max Output
 ACE-890A/890APACE-890CACE-890PACE-890TACE-890V
 85~264V AC18V~36V DC
 70V~132V DC36V~72V DC9V~16V DC
 10A10A10A10A9A
 2.5A2.5A2.5A2.5A2.5A
 0.5A0.5A0.5A0.5A0.5A
 Model Input Voltage+5V +12V -12V
 12A12A12A12A12A
 4A4A4A4A4A
 1A1A1A1A1A
 +5V +12V -12V
 PFC
 CB-8901
 CB-8902 CB-8903
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10-9
 ACE-855/845 AC/DC Input LCD Panel PC 55W Power Supply
 Specifications● Input Table :
 ● Output Table: (at 50°C):
 ● Inrush Current (ACE-855A) : Not exceed 30A@115V AC or 60A@230V AC
 ● Ripple and Noise : Less than 1% of output voltage
 ● Line Regulation : The line regulation for each outputs are less than ±1%, while measuring at rated loading and ±10% of input voltage changing
 ● Load Regulation : Less than ±3%@+5V, ±5%@+12V
 ● Efficiency : Higher than 70%
 ● Hold-up Time (ACE-855A) : 16ms (typical)@115V AC
 ● Altitude : 0 ~ 10,000ft
 ● Protection : Over voltage protection. The trip point is around 5.7V ~ 7.0V output
 ● Vibration : 10 ~ 55Hz at 2G 3min. period, 30 min. along X, Y and Z axis
 Ordering Information:ACE-855AAC input 55W LCD Panel PC power supply
 ACE-855C24V DC input 55W LCD Panel PC power supply
 ACE-845V12V DC input 45W LCD Panel PC power supply
 ● Impact : 10G for 20ms once on each X, Y and Z axis
 ● MTBF : – ACE-855A : 335,874 Hours– ACE-855C : 327,482 Hours– ACE-845V : 339,662 Hours
 ● Safety : Meets UL 1950; CSA 22.2 No. 234, VDE EN 60 950
 ● EMI : Meets FCC docket 20780 curve "B", EN50081-2 : CISPR curve "B"
 ● EMS Standard (Design to meet the following limits) : – EN 50082-2– IEC 801-2 8KV (Air Discharge) criteria B– IEC 801-3, 10V/M criteria B– IEC 801-4, 2KV criteria B– IEC 801-5, 2KV criteria B
 ● Operating Temperature : -20° ~ 70°C (Derating curve will occur 50° ~ 70°C)
 ● Storage Temperature : -20° ~ 85°C
 ● Dimensions : 50.5(W) x 37(H) x 177.5(D)mm; (2" x 1.5" x 7")
 Dimensions:
 ® TÜV Rheinland
 BAUARTGEPRÜFT
 Model Input Voltage Input Current
 ACE-855AACE-855C ACE-845V
 85 ~ 264V AC, 47 ~ 63Hz+16 ~ +32V DC+9.5 ~ +18V DC
 2A@115V AC or 1A@230V AC9A@+16V DC
 10A@+9.5V DC
 ModelRated Load Max. Output
 ACE-855AACE-855C ACE-845V
 +5V8A8A8A
 +12V1.2A1.2A1.1A
 +5V10A10A8A
 +12V4A4A2A
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 ACE-870/865 AC/DC Input Compact Size 70W Power Supply
 Specifications● Input Table :
 ● Output Table: (at 50°C)
 ● Ripple and Noise : Less than 50mV@+5V; 100mV@Others
 ● Line Regulation : The line regulation for each outputs are less than ±1%@+5V; ±2%@+12V; ±3%@-5V & -12V;
 ● Load Regulation : Less than ±3%@+5V & +12V;, ±5%@-5V & -12V
 ● Efficiency : Higher than 70%
 ● Hold-up Time (ACE-870A/870AP) : 16ms (typical)@115V AC
 ● Altitude : 0 ~ 10,000ft
 ● Protection : Over voltage protection. The trip point is around 5.7V ~ 7.0V output
 ● MTBF :– ACE-870A : 296,831 Hours– ACE-870T : 277,126 Hours– ACE-870C : 276,238 Hours– ACE-865V : 246,485 Hours
 ● Safety : Meets UL 1950; CSA 22.2 No. 234, VDE EN 60 950
 Ordering Information:ACE-870APAC input compact size PFC power supplyACE-870AAC input compact size power supplyACE-870T+48V DC input compact size power supplyACE-870C+24V DC input compact size power supplyACE-865V+12V DC input compact size power supplyCB-870ADC Cable set for ACE-870 power to backplane with P8/P9 connector, 40cmCB-870BDC Cable set for ACE-870 power to CPU card with 8-pin connector, 40cmCB-870CDC Cable set for ACE-870 power to CPU card with 8-pin & P8/P9 connector, 40cmCB-870DACE-870A/870AP AC input cable kit, 60cm
 ● EMI : – ACE-870A/870AP : Meets FCC docket
 20780 curve "B– ACE-870AP : Harmonic EN 61000-3-2
 ● Operating Temperature : 0° ~ 50°C● Storage Temperature : -20° ~ 85°C● Dimensions : 81(W) x 50(H) x 127(D)mm;
 (3.2" x 2" x 5")
 Dimensions:
 ® TÜV Rheinland
 BAUARTGEPRÜFT
 Model Input Range Input Current
 ACE-870A/870AP
 ACE-870TACE-870CACE-865V
 85~264V AC, 47~63Hz
 +36 ~ +72V DC+18 ~ +36V DC+8 ~ +16V DC
 1.5A@115V AC or 0.8A@230V AC4A@+48V DC6A@+24V DC
 12A@+12V DC
 ModelRated Load Max. Output
 ACE-870A/870APACE-870TACE-870CACE-865V
 +5V7A7A7A6A
 +12V2.5A2.5A2.5A2A
 -5V0.3A0.3A0.3A0.3A
 -12V0.3A0.5A0.5A0.5A
 +5V10A
 +12V4A
 4A4A
 -5V0.5A
 0.3A0.3A
 -12V0.5A
 0.5A0.5A
 PFC
 CB-870DCB-870CCB-870A CB-870B
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10-11
 ACE-723 Rugged AC/DC Input 230W Power Supply
 Ordering Information:ACE-723ARugged AC input 230W power supply
 ACE-723BRugged AC input 230W PC and +24V power supply
 ACE-723TRugged-48V DC input 230W power supply
 ACE-723CRugged 24V DC input 230W power supply
 ● Impact : 10G for 20ms once on each X, Y and Z axis
 ● Hi-pot isolation :– 4300V DC, input to output for one minute– 2200V DC, input to ground for one minute
 ● MTBF : – ACE-723A : 206,500 Hours– ACE-723B : 206,300 Hours– ACE-723T : 206,700 Hours– ACE-723C : 205,900 Hours
 ● Safety : Meets UL 478, 1012, 1950; CSA 22.2 No. 234, VDE EN 60 950
 ● EMI : Meets FCC docket 20780 curve "A", EN50081-2 : CISPR22 "A"
 ● EMS Standard (Design to meet the following limits) : – EN 50082-2– IEC 801-1 8KV (Air Discharge) criteria B– IEC 801-3, 10V/M criteria A– IEC 801-4, 2KV criteria B– IEC 801-5, 2KV criteria B
 ● Built-in ball bearing cooling fan● Operating Temperature : -20° ~ 70°C
 (Derating curve will occur 50° ~ 70°C)● Storage Temperature : -20° ~ 85°C● Dimensions : 114(W) x 51(H) x 193(D)mm;
 (4.5" x 2" x 7.66")
 Dimensions:
 Specifications● Input Table :
 ● Output Table (at 40°C) :
 ● Inrush Current (ACE-723A/B) : Not exceed 15A@115V AC or 30A@230V AC
 ● Ripple and Noise : Less than 100mV● Line Regulation : The line regulation for each outputs are less
 than ±1%, while measuring at rated loading and ±10% of input voltage changing
 ● Load Regulation : Less than ±1%@±5V and -12V, ±4%@+12V and +24V (ACE-723B)
 ● Efficiency : Higher than 75%● Hold-up Time (ACE-723A/B) : 20ms (typical)@115V AC● Protection : Over voltage protection. The trip point is around
 5.9V ~ 7.0V output● Thermal Protection : Built in 110±5°C thermal switch in HS1● Altitude : 0 ~ 10,000ft● Vibration : 10 ~ 55Hz at 2G 3min. period,
 30 min. along X, Y and Z axis
 ® TÜV Rheinland
 BAUARTGEPRÜFT
 Model Input Range Input Current
 ACE-723A
 ACE-723B
 ACE-723TACE-723C
 85~135V AC or 180~265V AC,47 ~ 440Hz
 85~135V AC or 180~265V AC,47 ~ 440Hz
 -36 ~ -72V DC+19 ~ +30V DC
 5A@115V AC or 3A@230V AC
 5A@115V AC or 3A@230V AC
 8A@-48V DC16A@+24V DC
 ACE-723AACE-723BACE-723TACE-723C
 +5V20A21A22A22A
 +12V6A5A6A6A
 -5V1A
 1A1A
 -12V1A1A1A1A
 +24V
 1A
 ModelRated Load Max. Output
 +5V33A33A33A33A
 +12V12A12A12A12A
 -5V1.5A
 1.5A1.5A
 -12V1.5A1.5A1.5A1.5A
 +24V
 1.5A
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10-12
 ACE-716 Rugged AC/DC Input 150W Power Supply
 Specifications● Input Table :
 ● Output Table (at 50°C) :
 ● Inrush Current (ACE-716A/716AP) : Not exceed 15A@115V AC or 30A@230V AC
 ● Ripple and Noise : Less than 100mV● Line Regulation : The line regulation for each outputs are less
 than ±1%, while measuring at rated loading and ±10% of input voltage changing
 ● Load Regulation : – ACE-716A/716AP : Less than ±3%@±5V and -12V, ±6%@+12V– ACE-716T/C : Less than ±1%@±5V and -12V, ±4%@+12V
 ● Efficiency : – ACE-716A/716AP : Higher than 75%– ACE-716T/C : Higher than 70%
 ● Hold-up Time (ACE-716A/716AP) : 20ms (typical)@115V AC● Altitude : 0 ~ 10,000ft● Protection : Over voltage protection. The trip point is around
 5.9V ~ 7.0V output● Thermal Protection : Built in 110±5°C thermal switch in HS1● Vibration : 10 ~ 55Hz at 2G 3min. period, 30 min. along X, Y
 and Z axis● Impact : 10G for 20ms once on each X, Y and Z axis
 Ordering Information:ACE-716APRugged AC input 150W PFC power supply
 ACE-716ARugged AC input 150W power supply
 ACE-716TRugged -48V DC input 150W power supply
 ACE-716CRugged 24V DC input 150W power supply
 ● Hi-pot isolation :– 4300V DC, input to output for one minute– 2200V DC, input to ground for one minute
 ● MTBF : – ACE-716A : 188,800 Hours– ACE-716T : 212,050 Hours– ACE-716C : 187,490 Hours
 ● Safety : Meets UL 478, 1012, 1950; CSA 22.2 No. 234, VDE EN 60 950
 ● EMI :– Meets FCC docket 20780 curve "A",
 EN50081-2 : CISPR22 "A"– Harmonic EN 61000-3-2 for ACE-716AP
 ● EMS Standard (Design to meet the following limits) : – EN 50082-2– IEC 801-1 8KV (Air Discharge) criteria
 B (ACE-716A/716AP)– IEC 801-3, 10V/M criteria A– IEC 801-4, 2KV criteria B
 (ACE-716A/716AP)– IEC 801-5, 2KV criteria B
 (ACE-716A/716AP)● Built-in ball bearing cooling fan● Operating Temperature : -20° ~ 70°C
 (Derating curve will occur 50° ~ 70°C)● Storage Temperature : -20° ~ 85°C● Dimensions : 97(W) x 40.5(H) x 198(D)mm;
 (3.8" x 1.6" x 7.8")
 Dimensions:
 ® TÜV Rheinland
 BAUARTGEPRÜFT
 Model Input Range Input Current
 ACE-716A/716AP
 ACE-716TACE-716C
 85~135V AC or 180~265V AC, 47~440Hz
 -36 ~ -72V DC+19 ~ +30V DC
 4A@115V AC or2A@230V AC6A@-48V DC
 12A@+24V DC
 ACE-716A/716APACE-716TACE-716C
 +5V18A18A18A
 +12V4A4A4A
 -5V0.5A0.5A0.5A
 -12V1A1A1A
 ModelRated Load Max. Output
 +5V25A25A25A
 +12V10A10A10A
 -5V1A1A1A
 -12V1A
 1.5A1.5A
 PFC
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10-13
 ACE-540A 24V DC Output Industrial Power Supply
 Features:● Wide range of operating temperature :
 -20°~70°C● High power output for 24V DC
 Specifications● Input
 – Voltage : 85 ~ 264V AC– Frequency : 47 ~ 63Hz– Current : Less than 1A@115V AC or 0.6A@230V AC– Inrush Current : Not exceed 30A@115V AC or
 60A@230V AC, cold start at 25°C● Output :
 – 2A@24V DC, 50°C with 20CFM air cooling– 1.7A@24V DC, 50°C with free air cooling– Ripple and Noise : Less than 240mV@+24V– Line Regulation : Less than ±1% when the
 input change from low-line to hi-line, and output at rated load
 ● Load Regulation : Less than ±1% by changing the output
 ● Efficiency : Higher than 70%
 ● Hold-up Time : 20ms (typical)@115V AC
 ● Protection : Over voltage protection. The trip point is around 26.2V ~ 31V output
 ● Operating Temperature : -20° ~ 70°C (Will derate the output to 70% when operating at 70°C)
 ● Storage Temperature : -40° ~ 85°C● Altitude : 0 ~ 10,000ft
 ● MTBF : 396,220 Hours.
 ● Safety : UL 1950, CSA 22.2 No. 234, VDE EN 60 950
 Ordering Information:ACE-540A24V DC Output industrial power supply
 ● EMI : FCC docket 20780 curve "B", EN55022
 ● EMS Standard :- EN-50082-1- IEC 801-2 8KV (Air Discharge) criteria B- IEC 801-3, 3V/M criteria B- IEC 801-4, 2KV criteria B- IEC 801-5, 2KV criteria B
 ● Dimensions : 100(W) x 40(H) x 161(D)mm; (3.9" x 1.6" x 6.3")
 Dimensions:
 ® TÜV Rheinland
 BAUARTGEPRÜFT
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                                EMC TEST REPORT for Azlan Logistics Limited ......Test Power Supply : DC 5V via adapter AC 100V, 50Hz/ DC 5V via adapter AC 240V, 50Hz Applicant : Azlan Logistics Limited Address :

                            

                                                    
                                Relays - scciclient.blob.core.windows.net...4.5-12v dc 24v dc / 6v dc 4.5v dc 1.5v dc 120μs 200μs 19.6-30v dc 24v dc / 24v dc 19.6v dc 5v dc 350μs 200μs 96-132v ac 24v dc / 120v

                            

                                                    
                                FERRARI COLLECTION Catalog.pdfPOWER BANK - 44 - CAPACITY 10400 mAh - Weight: 250g - Capacity : 10400mAh - Input : DC 5V / 2A - Output (1): DC 5V / 1A - Output (2): DC 5V / 2A - 4 Leds

                            

                                                    
                                Schedule of supplytechedu.hp.gov.in/sites/default/files/Annexure A-Schdule... · 2020. 7. 29. · AC Mains & 24V DC operation Central amplifier is 19" rack ... SMPS based +5V DC Logic

                            

                                                    
                                BAB III PERANCANGAN SISTEM - UKSW · 2017. 2. 3. · BAB III PERANCANGAN SISTEM. ... AC 220 ke DC 5V Mikrokontroler Sensor gas Motor AC TGS 2610 Sensor suhu termokopel ... AC yang

                            

                                                    
                                VOLTAGE CONVERTERS SOLAR CHARGE CONTROLLERS AC … · DC-DC Voltage Converters DC-AC Power Inverters AC-DC Power Supplies AC-AC Frequency Converters DC & AC Source Battery Chargers

                            

                                                    
                                Operating Behavior and Design of the Half-Cycle ...€¦ · DC DC AC DC DC DC AC DC DC DC AC DC DC DC AC DC DC DC AC DC DC AC LV AC MV phase MV neutral isolation Fig. 1. Schematic

                            

                                                    
                                Power Supply. Power Supply Function & Operation Converts 120-volt AC power source into 3.3v, 5v, 12v, -5v, -12v DC power source. –To run the system Negative

                            

                                                    
                                [MEAN WELL] 1982 (Charger) DC/AC (Inverter) 8000 (DoE ... · PDF fileAC/DC DC/DC (Converter) (Adaptor) (Charger) DC/AC (Inverter) 8000 LED ... AC AC AC GE12/18/24/30 I AC AC Plug-AU

                            

                                                    
                                Power Flow Control in Multi-Active-Bridge Converters ...minjie/files/yenan_apec19_slides.pdf · • Ac coupledDC AC AC DC DC AC AC DC DC DC DC DC DC DC DC DC ☺Decoupled control

                            

                                                    
                                Konverter AC-AC Konverter DC-DC Elektronika Daya

                            

                                                    
                                CONVERTIDOR BIDIRECCIONAL AC/DC – DC/AC

                            

                                                    
                                Usermanual CAPSTONE Cover - Rosewillcapstone 450 ac input dc output total power 115-240vac 10a 50-60hz 450w capstone 550 ac input dc output total power +3.3v +5v +12v 45.5a 546w-12v

                            

                                                    
                                Adjustable Frequency AC Drive - e-applied.com.t Refere… · Adjustable Frequency AC Drive ... Standard I/O ... 5V DC or 12V DC 

                            

                                                    
                                RelésdeSegurança · transistorizadas adicionais Dados das saídas do Relé Categoria de Utilização AC 15 / DC 13 AC 15 / DC 13 AC 15 / DC 13 AC 15 / DC 13 AC 15 / DC 13 AC 15

                            

                                                    
                                PINZA AMPEROMETRICA AC/DC CON TRUE RMS …...IT PINZA AMPEROMETRICA AC/DC CON TRUE RMS MOD. 1760PA/ AC-DC AC/DC TRUE RMS CLAMP METER MOD. 1760PA/ AC-DC EN MULTÍMETRO DE PINZA AC/DC

                            

                                                    
                                Service Manual - Carrier · 2020. 7. 30. · CN34 Communication to indoor unit,Pin1(5V DC),Pin3(5V DC) CN41,CN42,CN43 Output: Power output for AC fan motor (230V AC) P-1 Connection

                            

                                                    
                                L.E.D.LampsandLuminaries. L.E.D.DriversandPowerSupplies. … · 2020. 8. 27. · 2 - 5V DC 6-14V DC 3-5V DC 10-24V DC 5-10V DC 20-47V DC 8-14VDC 36-70V DC 15-26V DC 60-105V DC 20-36V

                            

                                                    
                                3.3V~5V Input 24W Output Step-up DC/DC Converter

                            

                                                    
                                AC TO DC ADAPTERS - NTE Electronics, · PDF fileNEW NEW NEW NEW NEW NEW NEW NEW NEW NEW − + − + 2 NTE Electronics, Inc. Voice (973) 74 8−5089 FAX (973) 74 6224 5V AC−DC

                            

                                                    
                                Fournisseur de Pièces et Composants Électroniques | DB Lectro · AC-DC Power Module 2 watt to 200 watt V LED Power No: : Switching Power Supply DC-DC CONVERTER Output:5V 2000mA

                            

                                                    
                                Asceta™ iQL Series DC/DC Power Modules 48V Input, 5V / …

                            

                                                    
                                2015 FnIO-12p 1차 en - Epma · Digital Input 4 Points, 240Vac (AC 170V ~ 264V) Type Specification Digital Input Modules Model There are DC 5V, DC 12V, DC 24V, DC 48V, AC 110V and

                            

                                                    
                                INVERTORY AC/DC PERUN 200 AC/DC PERUN 200 AC ......PERUN 200 AC/DC PERUN 200 AC/DC PULSE Svařovací invertor pro svařování hliníku, nerezi a uhlíkatých ocelí metodami TIG AC/DC

                            

                                                    
                                ELETTRONICA DI POTENZA Sistemi elettronici di conversione (conversione ac-dc, ac-ac, dc-dc, dc-ac)

                            

                                                    
                                Data-Sheet MEX-II Rev E - ITELCO Broadcast · Driver Final reflected agc EMI AC/DC +5V/ 12V +50V AC/DC 50V POWER SUPPLY SECTION ANALOG INPUTS RF IN RECEIVING SECTION (* optional)

                            

                                                    
                                74LCX541 - Low Voltage Octal Buffer/Line Driver with 5V ...74LCX541 — Low Voltage Octal Buffer/Line Driver with 5V Tolerant Inputs and Outputs DC Electrical Characteristics AC Electrical

                            

                                                    
                                Catalogue Automation 2020 TIG DC/AC-DC Plasma Welding DC/AC-DC … · 2020. 5. 26. · Catalogue Automation 2020 TIG DC/AC-DC Plasma Welding DC/AC-DC ROBOT 5 So it’s also available

                            

                                                    
                                1711 DC – 1702 AC/DC – 2201DC – 2202 AC/DC

                            

                                                    
                                LED TYPE ROUND TYPE LED INDICATORLED · PDF fileRound flat type Round type Red Green Orange Milky white 63.5V AC / DC 48V AC / DC 12V AC / DC 5V AC / DC 24V AC / DC 100 / 110V AC

                            

                                                    
                                ALIMENTATORI AC / DC POWER SUPPLIES CONVERTITORI … · ALIMENTATORI AC/DC - CONVERTITORI DC/DC in CASSETTO SUBRACK AC/DC POWER SUPPLIES - DC/DC CONVERTERS Protezione di sovratemperatura

                            

                                                    
                                 · 2018. 6. 4. · Street Light PRODUCT CATALOG 2018 Indonesian Version . Power Supply 5V DC SV DC 20A-100W Fitur . SV DC 40A-200W Merubah tegangan listrik 220V AC menjadi tegangan

                            

                                                    
                                MELSEC ST - Flexibility, Point for Point · ST1H-PB 0.53A P.consumpt.5V DC Slice module 0.1A P.consumpt.5V DC Block module 0.15A P.consumpt.5V DC Electronics modules are colour-coded

                            

                                                    
                                PLAN DE ESTUDIOS · - Rectificadores AC/DC - Convertidores AC/AC - Inversores DC/AC - Convertidor DC/DC (Chopper) Lógica cableada ... - Christopher Jones, Christopher Alexander,

                            

                                                    
                                Artist Title - hamiltonislandraceweek.com.au · ac-dc jailbreak ac-dc whole lotta rosie ac-dc rock n roll train ac-dc you shook me all night long ac-dc back in black ac-dc for those
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