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 35W HID Headlights Kit
  Ballast type 35W Regular 12V
 Input Voltage Range DC9V～17V
 Typical Operating Voltage DC12.8V
 Typical Input Current 3.5A
 Output Power 35W±2W (Constant Power)
 Ignition pulse
 Typical peak Voltage 23kV
 Typical duration 1s
 Bulb type:
 1. Single Low Beam: H1, H3, H4L, H6, H7, H8, H9, H10, H11, H12, H13L, 9004L, 9005,
 9006, 9007L
 2. H4 Hi/Lo-B, H13 Hi/Lo-B, 9004 Hi/Lo-B, 9007 Hi/Lo(HID for Low Beam & Halogen
 for High Beam)
 3. H4 Hi/Lo Bi-Xenon (Bulb-moving Type)
 4. D2
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 Available Color Temperature:
 From 3,000K to 10, 000K
 Ballast Brightstar
 Heat resistance
 of electronic
 components
 Higher
 Process/
 Lead element Lead-free
 Wire UL grade (High Voltage resistance)
 Wiring Isolation 7-layer coverage
 Connector A grade
 Wire diameter Thicker
 E-mark Yes
 RoHS compliant Yes
 Protection Over 5 types of protection
 Input / Output DC-AC ballast (Stable color)
 Bulb Brightstar
 Xenon Gas sufficient（stable color）
 Electrode Made in USA/ EU（long life duration）
 Chemical material APL（USA）comply with environmental regulations
 short circuit or
 strike fire risk
 No
 Quartz tube Made by GE or Philips（UV cut glass）
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  Wire material UL grade (High Voltage resistance)
 Bulb type AC bulb (bulb’s life is 3 times than DC bulb)
 Shock resistance
 protection
 YES
 Wiring Isolation 7-layer coverage
 E-mark Real on D1S/D2S/D2R
 Insurance Global Insurance
 【Packing】
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 35W HID Canbus Lights Kit
  Ballast type 35W Can-bus 12V
 Input Voltage Range DC9V～17V
 Typical Operating Voltage DC12.8V
 Typical Input Current 3.2A
 Output Power 35W±2W (Constant Power)
 Ignition pulse
 Typical peak Voltage 23kV
 Typical duration 1s
 Bulb type:
 1. Single Low Beam: H1, H3, H4L, H6, H7, H8, H9, H10, H11, H12, H13L, 9004L, 9005,
 9006, 9007L
 2. H4 Hi/Lo-B, H13 Hi/Lo-B, 9004 Hi/Lo-B, 9007 Hi/Lo(HID for Low Beam & Halogen
 for High Beam)
 3. H4 Hi/Lo Bi-Xenon (Bulb-moving Type)
 4. D2
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  5. Ballast
 Brightstar
 Heat resistance
 of electronic components
 Higher
 Process/ Lead element Lead-free
 Wire
 UL grade
 (High Voltage resistance)
 Wiring Isolation 7-layer coverage
 Connector A grade
 Wire diameter Thicker
 E-mark Yes
 RoHS compliant Yes
 Protection Over 5 types of protection
 Input / Output DC-AC ballast
 (Stable color)
 Bulb Brightstar
 Xenon Gas sufficient (stable color)
 Electrode
 Made in USA/ EU
 (long life duration)
 Chemical material APL (USA) comply with
 environmental regulations
 short circuit or
 strike fire risk
 No
 Quartz tube
 Made by GE or Philips
 (UV cut glass)
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 Wire material UL grade (High Voltage
 resistance)
 Bulb type
 AC bulb
 (bulb’s life is 3 times than DC
 bulb)
 Shock resistance
 protection
 YES
 Wiring Isolation 7-layer coverage
 E-mark Real on D1S/D2S/D2R
 Insurance Global Insurance
 【Packing】
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 35W Slim HID Conversion Kit
  Ballast type 35W Slim 12V 35W Slim 24V
 Input Voltage Range DC9V～16V DC18V～30V
 Typical Operating Voltage DC12.8V DC 24V
 Typical Input Current 3.2A 1.8A
 Output Power 35W±2W (Constant Power)
 35W±2W
 (Constant Power)
 Ignition pulse
 Typical peak Voltage 23kV
 Typical duration 1s
 Typical peak Voltage
 23kV
 Typical duration 1s
 Bulb type:
 1. Single Low Beam: H1, H3, H4L, H6, H7, H8, H9, H10, H11, H12, H13L, 9004L, 9005,
 9006, 9007L
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  2. H4 Hi/Lo-B, H13 Hi/Lo-B, 9004 Hi/Lo-B, 9007 Hi/Lo(HID for Low Beam & Halogen
 for High Beam)
 3. H4 Hi/Lo Bi-Xenon (Bulb-moving Type)
 4. D2
 Available Color Temperature:
 From 3,000K to 10,000K
 Ballast Brightstar
 Heat resistance
 of electronic
 components
 Higher
 Process/
 Lead element Lead-free
 Wire
 UL grade
 (High Voltage resistance)
 Wiring Isolation 7-layer coverage
 Connector A grade
 Wire diameter Thicker
 E-mark Yes
 RoHS compliant Yes
 Protection Over 5 types of protection
 Input / Output DC-AC ballast (Stable color)
 Bulb Brightstar
 Xenon Gas sufficient（stable color）
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 Electrode Made in USA/ EU（long life duration）
 Chemical material APL（USA）comply with environmental
 regulations
 short circuit or
 strike fire risk
 No
 Quartz tube Made by GE or Philips（UV cut glass）
 Wire material UL grade (High Voltage resistance)
 Bulb type AC bulb (bulb’s life is 3 times than DC
 bulb)
 Shock resistance
 protection
 YES
 Wiring Isolation 7-layer coverage
 E-mark Real on D1S/D2S/D2R
 Insurance Global Insurance
 【Packing】
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 35W Slim HID Motorcycle Kit
  Ballast type 35W Slim 12V
 Input Voltage Range DC9V～16V
 Typical Operating Voltage DC12.8V
 Typical Input Current 3.2A
 Output Power 35W±2W (Constant Power)
 Ignition pulse
 Typical peak Voltage 23kV
 Typical duration 1s
 Bulb type:
 1. Single Low Beam: H1, H3, H4L, H6, H7, H8, H9, H10, H11, H12, H13L, 9004L, 9005,
 9006, 9007L
 2. H4 Hi/Lo-B, H13 Hi/Lo-B, 9004 Hi/Lo-B, 9007 Hi/Lo(HID for Low Beam & Halogen
 for High Beam)
 3. H4 Hi/Lo Bi-Xenon (Bulb-moving Type)
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 Available Color Temperature:
 From 3,000K to 10,000K
 Ballast Brightstar
 Heat resistance
 of electronic components
 Higher
 Process/ Lead element Lead-free
 Wire UL grade (High Voltage resistance)
 Wiring Isolation 7-layer coverage
 Connector A grade
 Wire diameter Thicker
 E-mark Yes
 RoHS compliant Yes
 Protection Over 5 types of protection
 Input / Output DC-AC ballast (Stable color)
 Bulb Brightstar
 Xenon Gas sufficient（stable color）
 Electrode Made in USA/ EU（long life duration）
 Chemical material APL（USA）comply with environmental
 regulations
 short circuit or
 strike fire risk
 No
 Quartz tube Made by GE or Philips（UV cut glass）
 Wire material UL grade (High Voltage resistance)
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 Bulb type AC bulb (bulb’s life is 3 times than DC
 bulb)
 Shock resistance
 protection
 YES
 Wiring Isolation 7-layer coverage
 E-mark Real on D1S/D2S/D2R
 Insurance Global Insurance
 【Packing】
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 50W HID Regular Kit
 Ballast type 50W Regular 12V 50W Regular 24V
 Input Voltage Range DC9V～16V DC18V～30V
 Typical Operating Voltage DC13.2V DC 24V
 Typical Input Current 4.2A 2.2A
 Output Power 50W±2W (Constant Power) 50W±2W (Constant Power)
 Ignition pulse
 Typical peak Voltage 23kV
 Typical duration 1s
 Typical peak Voltage 23kV
 Typical duration 1s
 Bulb type:
 1. Single Low Beam: H1, H3, H4L, H6, H7, H8, H9, H10, H11, H12, H13L, 9004L, 9005,
 9006, 9007L
 2. H4 Hi/Lo-B, H13 Hi/Lo-B, 9004 Hi/Lo-B, 9007 Hi/Lo(HID for Low Beam & Halogen
 for High Beam)
 3. H4 Hi/Lo Bi-Xenon (Bulb-moving Type)
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  Available Color Temperature:
 From 3,000K to 10,000K
 Ballast Brightstar
 Heat resistance
 of electronic components
 Higher
 Process/ Lead element Lead-free
 Wire
 UL grade
 (High Voltage resistance)
 Wiring Isolation 7-layer coverage
 Connector A grade
 Wire diameter Thicker
 E-mark Yes
 RoHS compliant Yes
 Protection Over 5 types of protection
 Input / Output DC-AC ballast
 (Stable color)
 Bulb Brightstar
 Xenon Gas sufficient (stable color)
 Electrode
 Made in USA/ EU
 (long life duration)
 Chemical material APL (USA) comply with
 environmental regulations
 short circuit or
 strike fire risk
 No
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 Quartz tube
 Made by GE or Philips
 (UV cut glass)
 Wire material UL grade (High Voltage
 resistance)
 Bulb type
 AC bulb
 (bulb’s life is 3 times than DC
 bulb)
 Shock resistance
 protection
 YES
 Wiring Isolation 7-layer coverage
 E-mark Real on D1S/D2S/D2R
 Insurance Global Insurance
 【Packing】
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 35W Hid Lights Bulbs
  
 D1/D2
 Power Operation voltage Average rated life Burning
 position Pinch Base
 35W ± 3W 85V ± 12V 2500hr Horizontal ± 10% 400°C 180°C
 D4
 Power Operation voltage Average rated life Burning
 position Pinch Base
 35W ± 3W 45V ± 15V 2500hr Horizontal ± 10% 400°C 180°C
 Bulb type
 1. D1: D1S/D1C
 2. D2: D2S/D2R/D2C
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  3. D4: D4S/D4R/D4C
 Available Color Temperature:
 From 5000K to 1,0000K
 Bulb Brightstar
 Xenon Gas sufficient（stable color）
 Electrode Made in USA/ EU（long life duration）
 Chemical material APL（USA）comply with environmental regulations
 short circuit or
 strike fire risk
 No
 Quartz tube Made by GE or Philips（UV cut glass）
 Bulb type AC bulb (bulb’s life is 3 times than DC bulb)
 Shock resistance
 protection
 YES
 Insurance Global Insurance
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 35W E-mark Hid Lights Bulbs
  
 D1/D2
 Power Operation
 voltage
 Average
 rated life
 Burning
 position Pinch Base
 35W ± 3W 85V ± 12V 2500hr Horizontal ±
 10% 400°C 180°C
 Bulb type
 1. D1: D1S
 2. D2: D2S/D2R
 Available Color Temperature: 4200K ONLY
 Bulb Brightstar
 Xenon Gas sufficient（stable color）
 Electrode Made in USA/ EU（long life duration）
 Chemical material APL（USA）comply with environmental regulations

Page 19
                        
                        

TAIWAN   R&Y   DEV.   CO.,   LTD.   Racchi_lee@ry-‐dev.com   
  short circuit or
 strike fire risk
 No
 Quartz tube Made by GE or Philips（UV cut glass）
 Bulb type AC bulb (bulb’s life is 3 times than DC bulb)
 Shock resistance
 protection
 YES
 E-mark Real on D1S/D2S/D2R
 Insurance Global Insurance
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 Power Boost Microcomputer
  
 P-3000
 For automobile enthusiast, work best with engine over 2.0L, weigh over 1700kg.
 Example: jeeps, SUVs, pickups, light trucks
 P-1500
 For automobile enthusiast, work best with engine under 2.0L, weigh under 1600kg
 P-750
 For motorbike enthusiast, work best with injection engine over 0.25L
 P-500
 For fuel efficiency enthusiast, work with all 12V cars, most fuel efficient in combination
 with P-1000
 P-1000
 For 0-100km/hr acceleration enthusiast, reinforced when working with P-3000, P-1500,
 P-750, P-500, good for run-and-stop cars, especially on the city street, like taxis
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  P-6000
 Work with 24V heavy trucks, coaches, buses, etc., enhancing horsepower and torque
 ＊ Most torque & horsepower enhancing combination: P3000 + P1000
 ＊ Most fuel efficient combination: P500 + P1000
 1. The PBM is designed and accomplished by excellent computer engineers here
 in Taiwan and is patented in over 20 nations worldwide.
 2. The PBM has been field-tested on over 8,000 vehicles and certified by CE, FCC,
 C-TICK already.
 3. The PBM just won the Global Media Award at the biggest global auto show,
 SEMA, in 2007.
 The PBM is environment-friendly by preserving energy resources (decreasing fuel
 consumption) and reducing the vehicle’s exhaust, doing something for the earth.
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