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            For dust proofing, install feed-through grommet into un-used access hole as shown. 9 Install top cover by pushing onto enclosure tabs and then sliding forward under over-hang at front. Engage the push-pull latch to secure. Mount enclosure onto rack using hardware provided. 10 Fiber Connect Panel (FCP3-RACK) Tray can be mounted to a rack in a protruding, flush or recessed position. Once determined, secure the mounting brackets to each side of the enclosure using the two screws provided. 1 Install the Fiber Management clips by inserting into appro- priate holes and turning 45º to lock into place. (Clip opening should face the outer walls of the enclosure.) 2 Align the adapter plate latches with the respective cutouts in the mounting plate and push the adapter plate inward until it snaps into place. Note: Adapter plates shall be positioned as shown so that the fiber adapters are hor- izontal. 3 If optional Compression Fitting is used, use in place of grommet. Position the fitting at least one meter from the cut end of cable. Tighten the clamp nut against the cable jacket. Loosen the hex nut and insert the externally threaded portion of the fitting into the selected cable access hole. Re-tighten the hex nut to secure the fitting to the tray. 5 Slide a grommet onto the incoming cable and, to enable sufficient cable slack, push the grommet back one-meter from the cut end of the cable. Install grommet into desired cable access hole. 4 Once cable is secured, termi- nate fiber per manufacturer’s specifications and route cable slack through fiber management clips. Mate fiber connectors into appropri- ate fiber adapters. 8 If optional splice tray is used, install using four velcro style tabs as shown. 7 Incoming fiber may be secured by tying down to lance tabs. For rear entry, the lance tabs will be located on the side- walls. For side entry, the lance tabs will be located on the base of the enclosure. 6 
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For dust proofing, installfeed-through grommet into
 un-used access hole as shown.9 Install top cover by pushing
 onto enclosure tabs and thensliding forward under over-hang atfront. Engage the push-pull latch tosecure. Mount enclosure onto rackusing hardware provided.
 10
 Fiber Connect Panel (FCP3-RACK)
 Tray can be mounted to a rackin a protruding, flush or
 recessed position. Once determined,secure the mounting brackets toeach side of the enclosure using thetwo screws provided.
 1 Install the Fiber Managementclips by inserting into appro-
 priate holes and turning 45º to lockinto place. (Clip opening should facethe outer walls of the enclosure.)
 2
 Align the adapter plate latches with the respective
 cutouts in the mounting plate andpush the adapter plate inward untilit snaps into place. Note: Adapter plates shall be positioned as shown so that the fiber adapters are hor-izontal.
 3 If optional CompressionFitting is used, use in place
 of grommet. Position the fitting atleast one meter from the cut end ofcable. Tighten the clamp nut againstthe cable jacket. Loosen the hex nut and insert theexternally threaded portion of thefitting into the selected cable accesshole. Re-tighten the hex nut tosecure the fitting to the tray.
 5Slide a grommet onto theincoming cable and, to enable
 sufficient cable slack, push thegrommet back one-meter from thecut end of the cable. Install grommetinto desired cable access hole.
 4
 Once cable is secured, termi-nate fiber per manufacturer’s
 specifications and route cable slackthrough fiber management clips.Mate fiber connectors into appropri-ate fiber adapters.
 8If optional splice tray is used,install using four velcro style
 tabs as shown.7
 Incoming fiber may besecured by tying down to
 lance tabs. For rear entry, the lancetabs will be located on the side-walls. For side entry, the lance tabswill be located on the base of theenclosure.
 6
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 Fiber Connect Panel (FCP3-RACK)
 WARNING:OOppttiiccaall ttrraannssmmiitttteerrss aanndd ffiibbeerr ooppttiicc tteesstt eeqquuiippmmeenntt uusseedd iinn tthhee
 tteelleeccoommmmuunniiccaattiioonnss iinndduussttrryy uusseess iinnvviissiibbllee iinnffrraarreedd eenneerrggyy..AAtt ssuuffffiicciieenntt ppoowweerr,, tthhiiss mmaayy ccaauussee eeyyee oorr sskkiinn ddaammaaggee..
 If you work with fiber optic products, including test equipment, consider the following:1. Do not look into fibers or connectors. They may be ‘live’.2. Know what is happening with the fiber under test at the far end!3. When connecting a light source, try to make it the last element you connect!4. Whenever possible, switch off and disconnect your light source(s) before breakingany fiber connections.5. Always consider the hazard to other people:
 a. Use warning signs, etc.b. Keep caps on unconnected fibers whenever possible.c. If using “live” optical beams, keep them low and facing away
 from personnel.6. Don’t view optical outputs with a microscope, use a TV camera/monitor.7. Elect a safety officer to:
 a. Train staffb. Maintain records of equipment classification, calibrations and
 safety checks.8. Be careful of cut fibers. Remember they are sharp and difficult to see!
 Global HeadquartersWatertown, Connecticut USA
 Tel: (1) 866-548-5814
 For a complete listing of our global offices visit our web site www.siemon.com
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                                Rack & Panel...TXAC Heavy Duty, Industrial and Commercial, External Miniature Rectangular Rack and Panel Connector With Removable Contacts 23 - 24 MRA Miniature Rectangular / #16 Contacts

                            

                                                    
                                FIBER CONNECT PANEL (FCP3) · SIEMON. COM FIBER PRODUCTS FIBER CONNECT PANEL (FCP3) The FCP3-RACK has a fixed tray and can be mounted to a rack in a protruding, flush or recessed

                            

                                                    
                                RACK MOUNT - ntnk.ru · RACK MOUNT MODULES X-RAY ... BFP Blank Front Panel • COMPACT DESIGN AND LIGHTWEIGHT ... 3 External Interlock In 4 External Interlock Out

                            

                                                    
                                Cannon Rack & Panel Connectorsittcannon.com/Core/medialibrary/ITTCannon/website/...2 Cannon Rack and Panel ITT Electronic Components is a division of the multi-national ITT Corporation

                            

                                                    
                                Rack e Painel Romaconteudoproduto.magazineluiza.com.br/montagem/21/216400800/2… · Rack e Painel Roma Rack e Painel Roma / Roma Panel and Rack 1400mm 1-Base (1368x398x15mm) 2-Rodapé

                            

                                                    
                                For Digidesign VENUE FOH Rackakmedia.digidesign.com/support/docs/IOx_Card_46662.pdf · Rack. 3 Remove the FOH Rack front panel faceplate by unscrewing its mounting screws (#1 Phillips)

                            

                                                    
                                Fiber Optik Patch Panel 12 / 24 Port SC Duplex Rack Tipi

                            

                                                    
                                Soundtoys Effect Rack - Soundtoys - Effects as Powerful as ...€¦ · Soundtoys Effect Rack is made up of three areas; the Control Panel, Rack, ... (Logic/Cubase) While DAWs differ

                            

                                                    
                                Rack e Painel Roma II - Lojas Marabraz · Rack e Painel Roma II Rack e Painel Roma II / Roma II Panel and Rack 1400mm 1-Base (1368x398x15mm) 2-Rodapé frontal (1200x65x15mm) 3-Rodapé

                            

                                                    
                                Model 12576-501(x) Rack-Mount Access Panel with LCD Display · 2018. 10. 22. · Model 12576-501(x) Rack-Mount Access Panel with LCD Display Page 5 of 16 P:\Standard IOMs - Current

                            

                                                    
                                EDAC Card Edge and Rack Panel Catalog by Trendsetter Electronics

                            

                                                    
                                Chapter 1 Front Panel - synthmanuals.com...Chapter 1 Front Panel Front Panel Quick Reference This section describes features common to both the rack versions of the K2500 (K2500R and
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                                Under Rack Panel - upsite.com · 10126 27.5" Under Rack Panel 10127 31.5" Under Rack Panel Installation Guide The 10-pack carton contains: (10) AisleLok® Under Rack Panel (1) Installation

                            

                                                    
                                Rack Mount Panel PC - rugged mobile computingdc.winmate.com.tw/_downloadCenter/2016/Military/Winmate... · 2017. 2. 23. · Rack Mount Panel PC 17”/ 19”/ 24” Touchscreen Intel®

                            

                                                    
                                Introduction of Oakforest-PACS - hpci-office.jp · Introduction of Oakforest-PACS. ... pipe; Impacts of extreme ... Rack; 15 Chassis with 120 nodes per Rack; rear panel radiator 

                            

                                                    
                                Mix Rack - Digidesignakmedia.digidesign.com/support/docs/Mix_Rack.rev.c_78369.pdf · Mix Rack Front Panel ... An additional Mix Engine card can be added to the Mix Rack (up to a maximum

                            

                                                    
                                Rack and Panel Connectors - Amphenol Ltd · Amphenol® ARINC 600 Rack and Panel Connectors ... AC-782200-801 22 Socket - PC Tail.375 (9.52) (Nom.) Post Extension AC-782203-801 22

                            

                                                    
                                ES I CEILING BOX ORDERING INFORMATION CB SERIES R E S …drop ceiling panel material 23.69 3.00 alternate location for rack mount shelf (2) optional 19" eia x 1 ru rack moun b rack

                            

                                                    
                                Hardware Specification and Installation Guide Threat ...Chassis Front Panel The 440T device is a 1U form-factor device that is rack-mountable in a 19-inch rack (or 23-inch rack, with

                            

                                                    
                                DW80R2031US-UM page 001pdf.lowes.com/useandcareguides/887276305004_use.pdf · Contmt panel Cycle Meeting installation the u rack oading the Loading the rack using the glass using

                            

                                                    
                                VOLKSWAGEN CADDY - storevannederland.nl · volkswagen caddy bestelwagen - panel van imperiaals en ladderdragers - roof and ladder rack voertuig vehicle imperiaal roof rack afmetingen
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                                PANEL DE CONEXIÓN DE FIBRA ÓPTICA (FCP3)files.siemon.com/int-download-product-specsheets/siemon-fiber... · W W W. S I E M O N. C O M PRODUCTOS PARA FIBRA FCP3-DWR ..... Panel de

                            

                                                    
                                Rack Mounting Kit for VisiPatch® 360 Panel System · SYSTIMAX® Solutions Instruction Sheet 860397058 Issue 2, April 2012 Rack Mounting Kit for VisiPatch® 360 Panel System General

                            

                                                    
                                Fiber Connect Panel (FCP3) - The Siemon Companyfiles.siemon.com/int-download-product-specsheets/siemon-fcp3_fiber... · Siemon’s popular Fiber Connect Panels (FCP3-DWR and FCP3-RACK)

                            

                                                    
                                19“ Panel PC / Monitor - adm-electronic.de · [email protected] | Mounting systems: Panel Mount / Rack Mount / open frame ... - material / size according to custo- mer 

                            

                                                    
                                Stage Rack Guide - Avid Technologyakmedia.digidesign.com/support/docs/Stage_Rack_Guide_28724.pdf · Stage Rack Guide 4 Stage Rack Back Panel Power Switch The Power switch applies

                            

                                                    
                                Rack and Panel Connectors - Промавтоматикаpromavtomatica.com/.../06/rack_panel_connectors.pdf · panel connectors for aircraft applications. Compared to the preceding

                            

                                                    
                                Rack and Panel Systems...Pipe Feed Panels: Combines the features of a pipe feed panel with a 10 bank distribution panel. This panel This panel is equipped with a totalizing flow meter,

                            

                                                    
                                10716 - RACK PAINEL AMÉRICA - Koerichconteudos.koerich.com.br/PDF/3481300.pdf · Teka TX - 046 Rústico Malbec - 047 Panel Inferior Panel Superior Bloqueo del Panel Suporte Panel

                            

                                                    
                                7316-TF4 18.5-Inch Flat Panel Rack-Mounted Monitor and Keyboard

                            

                                                    
                                Spice Rack Manual Issue 2ET = Earth Terminal Spice Rack Dimmer 73-854-00 Issue 2 2 - 3 Installation Figure 2 - 4: Rear Panel with Socapex Connectors ... • Spice Rack Dimmer • Frog

                            

                                                    
                                Amphenol® ARINC 600 rack and panel connectors · Amphenol® ARINC 600 rack and panel connectors lntroductlon AAINC 600 Connectors are a recognlzed standard rack and panel connector

                            

                                                    
                                Digi 002 & Digi 002 Rack Basics Guide - Digidesignakmedia.digidesign.com/.../docs/002_Basics_Guide_25678.pdfDigi 002, and on the front panel of Digi 002 Rack) The Headphone Level knob
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