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FIRE HOSE, NOZZLES, BRASS & HOSE VALVES 29
 211N
 221
 Cast brass 11/2" STRAIGHT STREAM NOZZLE with 1/2"discharge. This 10" nozzle is ideal for industrial wash down applications where powerful straight streams are needed. Satin finish.
 P/N DESCRIPTION211N Straight Stream Nozzle (NST)
 Underwriter’s PLAYPIPE is made of cast brass, with swivelhandle and red marlin trim. Discharge end supplied with under-writer’s thread (23/16" ODM x 12 threads per inch). Inlet: 21/2" NSTwith a standard 11/8" discharge tip (13/4" without tip).
 P/N DESCRIPTION221 Playpipe
 RACKS & REELS
 RACK ACCESSORIES include wall brackets and rack nipplesfor hose rack support. Use a wall bracket when a FxM valve is pre-sent and a rack nipple when double female valves are encountered.
 P/N DESCRIPTIONFHWB Wall Bracket for Pin Rack w/ 11/2" Opening311I 11/2" Rack Nipple, NPT x NPSH311N 11/2" Rack Nipple, NPT x NST312N 21/2" Rack Nipple, NPT x NST
 Brooks’ ECONOMY HOSE REELS offer quality and value ina lightweight design. Comes with a 14-gauge steel wall bracket thatswings 180° (will accept 2" to 3" pipe clamps, sold separately). Redbaked enamel finish.
 P/N RACK HOSE SJ HOSE DJ HOSE HOSE DIA L H WFHR 100' 75' – 11/2" 231/2" 18" 61/2"FHR24 150' 100' – 11/2" 29" 24" 61/4"
 P/N DESCRIPTIONFHR 18" Economy Hose ReelFHR24 24" Economy Hose Reel
 Brooks’ HEAVY-DUTY HOSE REELS have sides and hub constructed of 16-gauge steel. Welded steel 1" x 3/16" reel bracket,with a 11/2" x 1/4" wall bracket, provides superior support. Wallbracket swings 180° and easily adapts to pipes (11/2" to 3"), withoptional pipe bracket set PBSET (see above). Comes with reusablehook and loop back strap to prevent accidental unrolling of hose.
 P/N RACK HOSE SJ HOSE DJ HOSE HOSE DIA L H WHDR19 100' 75' 50' 11/2" 233/8" 19" 53/4"HDR25 150' 100' 75' 11/2" 30" 25" 53/4"HDR25HC 300' 200' 150' 11/2" 29" 24" 83/4"HDR25HC 150' 100' 75' 21/2" 29" 24" 83/4"
 P/N DESCRIPTIONHDR19 19" Heavy-Duty Hose ReelHDR25 25" Heavy-Duty Hose ReelHDR25HC 25" High Capacity Heavy
 FHWB 311N
 HDR19
 FHR
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FIRE HOSE, NOZZLES, BRASS & HOSE VALVES30
 HHR1
 THH
 RC25 HRC1
 FHRC18
 Red enameled steel HUMP RACKS provide easy, stress-free firehose storage. Supports hose weight at the center, relieving strain onthe folded ends and couplings, which increases hose service life.
 P/N RACK HOSE SJ HOSE DJ HOSE HOSE DIA L H WHHR1 200' 100' 75' 11/2" 331/2" 277/8" 43/8"HHR2 200' 100' 75' 21/2" 331/2" 277/8" 513/16"
 P/N DESCRIPTIONHHR1 Hump Rack for 11/2" HoseHHR2 Hump Rack for 21/2" Hose
 Taraton HOSE HANGER is constructed of aluminum alloy casting. Accommodates lined or unlined hose up to 21/2". The topshoulder is spring loaded so that water pressure or a single pull issufficient to release the hose. Stores hose close to walls or columns tominimize damage, allowing fewer bends in the hose to prolong its life.
 P/N RACK HOSE SJ HOSE DJ HOSE HOSE DIA L HTHH TOP 100' 100' 100' 1 – 21/2" 61/2" 7"THH BOTTOM 100' 100' 100' 1 – 21/2" 41/2" 43/4"
 P/N DESCRIPTIONTHH Taraton Hose Hanger for 100' of Hose
 Brooks’ RACK COVERS are made of durable red vinyl to protect your equipment from dirt and other natural elements. Highlyvisible, yet discourages tampering. Hook and loop closures ensureproper fit and easy access.
 P/N DESCRIPTION L x H x WRC25 Cover for Pin Rack 21" x 24" x 5" RC25L Cover for Pin Rack 21" x 30" x 5" RC32 Cover for Pin Rack 25" x 24" x 5" HRC1 Cover for HHR1
 Hump Rack 34" x 281/2" x 5"HRC2 Cover for HHR2
 Hump Rack 34" x 281/2" x 61/4"
 Brooks’ REEL COVERS are manufactured to the same standards as our rack covers. Custom fitted to both our economy and heavy-duty hose reels, these durable, red vinyl covers are a must for protecting your hose reel investment.
 P/N DESCRIPTION L x H x WFHRC18 Cover for FHR and
 HDR19 Hose Reels 20" x 19" x 5" FHRC24 Cover for FHR24
 and HDR25 Hose Reels 26" x 25" x 5" FHRC24DW Cover for HDR25HC
 Hose Reels 26" x 25" x 8"
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FIRE HOSE, NOZZLES, BRASS & HOSE VALVES 31
 WRENCHES & AXES
 A selection of the most popular WRENCHES, designed fortoday’s fire department connections, covering a variety of sizes in both Storz and threaded adapters (pin or rocker lugs). The Res-Q-Rench is actually 5 tools in 1: universal spanner, pry tool, window punch, seatbelt cutter and gas shutoff.
 P/N DESCRIPTIONSTW Storz x Universal Spanner (Steel)
 Fits 4" – 6" Storz and 11/2" – 3" Rocker LugsRST1 Res-Q-Me Tool
 Cuts Seat Belts, Shatters Tempered GlassRQR Res-Q-Rench (Plastic)
 Fits 4", 5" Storz and Rocker Lugs Thru 3"AFS Folding Pocket Spanner Wrench (Plastic)
 Fits Pin/Rocker Lugs Thru 4"W570 Universal Spanner Wrench (Alum)
 Fits 11/2" – 3" Pin/Rocker LugsW575 Heavy-Duty Hydrant/Spanner Wrench
 (Steel/Ductile Iron)Fits 11/2" – 6" Pin/Rocker Lugs
 W580 Standard Hydrant/Spanner Wrench (Steel/Ductile Iron)Fits 11/2" – 6" Pin/Rocker Lugs
 FIRE AXES AND ACCESSORIES include some of the finest emergency entry tools available today. The discriminating professional has a choice of 4 different axes, with or without pickhead and either solid hickory or yellow fiberglass handles, all standard with a 6 lb head and 36" handle. Optional mounting bracket and hook available separately.
 P/N DESCRIPTION406M Pick Head Fire Axe w/ Hickory Handle406Y Pick Head Fire Axe w/ Fiberglass Handle407M Flat Head Fire Axe w/ Hickory Handle407Y Flat Head Fire Axe w/ Fiberglass HandleAB408 Axe Bracket and Hook
 ADAPTERS, CAPS & PLUGS
 BRASS HEXAGON ADAPTERS used to change threads.
 P/N DESCRIPTION711 11/2" PCT(F) x NST(M) Hex Adapter712 11/2" NPT(F) x NST(M) Hex Adapter713 11/2" NST(F) x NPT(M) Hex Adapter714 11/2" NPSH(F) x NST(M) Hex Adapter715 21/2" NPT(F) x NST(M) Hex Adapter716 21/2" NST(F) x NPT(M) Hex Adapter
 711
 STW
 RST1 RQR
 W570
 W575
 W580
 AFS
 406M
 407Y
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FIRE HOSE, NOZZLES, BRASS & HOSE VALVES32
 731 B741
 721
 511N
 761752
 811PB
 822 831
 BRASS REDUCERS. Pin lug adapter used to change size and/or threads.
 P/N DESCRIPTION721 21/2" NST(F) x 11/2" NST(M) Reducer722 21/2" NPSH(F) x 11/2" NST(M) Reducer724 21/2" NST(F) x 3/4" GHT(M) Reducer725 21/2" NST(F) x 11/2" NPSH(M) Reducer726 11/2" NST(F) x 3/4" GHT(M) Reducer
 BRASS HEXAGON NIPPLES used to change size and/orthreads.
 P/N DESCRIPTION731 11/2" NPT(M) x 11/2" NST(M) 732 21/2" NPT(M) x 21/2" NST(M) B732 21/2" NPT(M) x 21/2" NST(M), Domestic733 21/2" NPT(M) x 11/2" NST(M)
 BRASS DOUBLE SWIVEL ADAPTERS used to connect 2 male hose threads.
 P/N DESCRIPTIONB741 11/2" NST(F) x 11/2" NST(F), Domestic B742 21/2" NST(F) x 21/2" NST(F), Domestic
 BRASS HEXAGON BUSHINGS used to changesize and/or threads.
 P/N DESCRIPTION751 2" NPT(F) x 21/2" NST(M) 752 11/2" NST(F) x 21/2" NST(M) 753 11/2" NST(F) x 21/2" NPT(M)
 BRASS HEXAGON ADAPTERS used to changethreads or to connect 2 males.
 P/N DESCRIPTION761 21/2" NST(F) x 21/2" NPT(F) 762 11/2" NST(F) x 11/2" NPT(F) 763 11/2" NST(F) x 11/2" NST(F)
 Fire department SWIVEL CONNECTION female (NST) pin lugs x rigid female (NPT).
 P/N DESCRIPTION811 21/2" F x 21/2" F Brass Connection811PB 21/2" F x 21/2" F Polished
 Brass Connection811PC 21/2" F x 21/2" F Chrome Connection
 Fire department SWIVEL CONNECTION female (NST) pin lugs x rigid hexagon male (NPT).
 P/N DESCRIPTION821 21/2" F x 21/2" M Brass Connection822 11/2" F x 11/2" M Brass Connection
 Fire department RIGID CONNECTION rigid female (NPT) x male (NST) connection.
 P/N DESCRIPTION831 21/2" F x 21/2" M Polished Brass Adapter
 BRASS CAPS used with fire department connections, hydrants, valves, etc., to hold back water.
 P/N DESCRIPTION511I 11/2" NPSH Brass Cap & Chain511N 11/2" NST Brass Cap & ChainB511N 11/2" NST Brass Cap & Chain, Domestic511NPB 11/2" NST Polished Brass Cap & Chain511NPC 11/2" NST Polished Chrome Cap & Chain
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 BRASS CAPS used with fire department connections, hydrants,valves, etc., to hold back water.
 P/N DESCRIPTION512N 21/2" NST Brass Cap & ChainB512N 21/2" NST Brass Cap & Chain, Domestic512NPB 21/2" NST Polished Brass Cap & Chain512NPC 21/2" NST Polished Chrome Cap & Chain
 Ô 512NPCRL 21/2" NST Polished Chrome Cap & Chain, Rocker Lug
 B512NPC 21/2" NST Polished Chrome Cap & Chain, Domestic
 BRASS PLUGS used with fire department inlet connections,siamese, single inlet, etc., to keep inlet ports free of debris.
 P/N DESCRIPTION513N 21/2" NST Brass Plug & ChainB513N 21/2" NST Brass Plug & Chain, Domestic513NPB 21/2" NST Polished Brass Plug & Chain513NPC 21/2" NST Polished Chrome Plug & Chain
 Ô 513NPCRL 21/2" NST Polished Chrome Plug & Chain, Rocker Lug
 B513NPC 21/2" NST Polished Chrome Plug & Chain, Domestic
 514N 11/2" NST Brass Plug & Chain
 PLASTIC CAPS used to protect hydrant threads. Often usedwhere theft of the brass caps is a problem. The B150 and B250 models are threaded. Part number U250 requires no threads, pushon/pull off.
 P/N DESCRIPTIONB150IPT 11/2" NPSH Red Plastic Cap & ChainB150NST 11/2" NST Red Plastic Cap & ChainB250 21/2" NST Red Plastic Cap & Chain B250G Gasket for B250 U250 21/2" Red Plastic Universal Cap & Chain
 ALUMINUM BREAK CAPS serve the same function as the brass and plastic caps. Not threaded, easily broken with ahydrant/spanner wrench. Available in aluminum or red aluminum.
 P/N DESCRIPTIONABCA 21/2" Aluminum Break Cap
 w/ Eye Bolts, Pkg/2ABCR 21/2" Red Aluminum Break Cap
 w/ Eye Bolts, Pkg/2
 PLASTIC BREAK CAPS serve the same function as the aluminum break caps, but for about half the price. Not threaded, easily broken with a hydrant/ spanner wrench.
 P/N DESCRIPTIONPAC Adjust-A-Plug Plastic Break CapPBC2 21/2" Molded Plastic Break Cap
 w/ Eye Bolts, Pkg/2EB Eye Bolt w/ Nut for Plastic Break Cap
 HOSE VALVES
 GATED “Y” LEADER LINE SIAMESE with ball valves builtinto body so that either lead can be used independently. Rocker lugfemale swivel inlet 21/2" NST, male outlets 11/2". Cast brass body,painted red with polished chrome trim. NOTE: Not recommended for charged preconnected hose lines.
 P/N DESCRIPTION611 Gated Wye, Outlets NST611NPSH Gated Wye, Outlets NPSH
 FIRE HOSE, NOZZLES, BRASS & HOSE VALVES 33
 512N
 514N, 513N
 U250
 PBC2
 ABCRABCA
 PAC
 611
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ANGLE HOSE VALVES for use with hose storage devices and hydrants. Has a 300 lb rating. UL listed and FM approved. Cast brass.
 P/N DESCRIPTION411 11/2" NPT(F) x 11/2" NPT(F) ValveB411 11/2" NPT(F) x 11/2" NPT(F) Valve, Domestic412 21/2" NPT(F) x 21/2" NPT(F) Valve413 11/2" NPT(F) x 11/2" NST(M) ValveB413 11/2" NPT(F) x 11/2" NST(M) Valve, Domestic414 21/2" NPT(F) x 21/2" NST(M) ValveB414 21/2" NPT(F) x 21/2" NST(M) Valve, Domestic415 11/2" NPT(F) x 11/2" NPSH(M) Valve
 PRESSURE REDUCING ANGLE VALVES can be adjustedto restrict pressures up to 175 lbs. Locking pin device restricts fullopening of valve by untrained personnel. Pin may be removed byfire personnel for unrestricted operation. UL listed. Cast brass.
 P/N DESCRIPTION421 11/2" NPT(F) x 11/2" NPT(F) Valve422 21/2" NPT(F) x 21/2" NPT(F) Valve423 11/2" NPT(F) x 11/2" NST(M) Valve424 21/2" NPT(F) x 21/2" NST(M) Valve
 GATE VALVES for use on standpipes, fire pumps or hydrants.Straightway pattern, with a 300 lb rating. UL listed and FMapproved. Cast brass.
 P/N DESCRIPTION433 21/2" NPT(F) x 21/2" NST(M) Gate Valve
 w/ Cap and Chain, Non-Rising StemB433 21/2" NPT(F) x 21/2" NST(M) Gate Valve
 w/ Cap and Chain, Non-Rising Stem, Domestic
 434 3" NPT(F) x 21/2" NST(M) Gate Valve w/ Cap and Chain, Rising Stem
 SINGLE HYDRANT GATE VALVES for use on standpipes, fire pumps or hydrants. Straightway pattern, with a 300 lb rating.UL listed and FM approved. Cast brass.
 P/N DESCRIPTION443 21/2" NST(F) x 21/2" NST(M) Single
 Hydrant Gate Valve w/ Swivel, Non-Rising Stem
 B443 21/2" NST(F) x 21/2" NST(M) Single Hydrant Gate Valve w/ Swivel, Non-Rising Stem, Domestic
 FIRE HOSE, NOZZLES, BRASS & HOSE VALVES34
 433 B433
 443 B443
 411 413
 421 423
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EMERGENCY RESPONSE PRODUCTS 3520
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 PROTECTIVE GEAR
 Shelby® GLOVES are designed for firefighting professionals.Made of cowhide, wash-and-wear pigskin or Ever Soft® cowhidefor durability and toughness. Rescue/Extrication gloves are Gunncut and feature a hemmed cuff with shirred elastic and a keystonethumb for superior movement and comfort. All other gloves areGunn cut with seamless palms, wing thumb construction andNomex® wristlets. The fire retardant cowhide models also include a breathable Porelle® fluid-barrier liner.
 P/N DESCRIPTION SIZE2533S Cream Pigskin Rescue-
 Extrication Gloves w/o Wristlets Small2533M Cream Pigskin Rescue-
 Extrication Gloves w/o Wristlets Medium2533L Cream Pigskin Rescue-
 Extrication Gloves w/o Wristlets Large2533XL Cream Pigskin Rescue-
 Extrication Gloves w/o Wristlets X-Large5009S Tan Pigskin Flame Resistant
 Gloves w/ Nomex Wristlets SmallMeets Cal - OSHA
 5009M Tan Pigskin Flame Resistant Gloves w/ Nomex Wristlets MediumMeets Cal - OSHA
 5009L Tan Pigskin Flame Resistant Gloves w/ Nomex Wristlets LargeMeets Cal - OSHA
 5009XL Tan Pigskin Flame Resistant Gloves w/ Nomex Wristlet X-LargeMeets Cal - OSHA
 5221S Ever Soft Green Cowhide Flame Resistant Gloves w/ Nomex Wristlet SmallMeets NFPA
 5221M Ever Soft Green Cowhide FlameResistant Gloves w/ Nomex Wristlets MediumMeets NFPA
 5221L Ever Soft Green Cowhide Flame Resistant Gloves w/ Nomex Wristlets LargeMeets NFPA
 5221XL Ever Soft Green Cowhide FlameResistant Gloves w/ Nomex Wristlets X-LargeMeets NFPA
 5227S Blue Cowhide Flame Resistant Gloves w/ Nomex Wristlets SmallMeets NFPA
 5227M Blue Cowhide Flame Resistant Gloves w/ Nomex Wristlets MediumMeets NFPA
 5227L Blue Cowhide Flame Resistant Gloves w/ Nomex Wristlets LargeMeets NFPA
 5227XL Blue Cowhide Flame Resistant Gloves w/ Nomex Wristlets X-LargeMeets NFPA
 Ô More GLOVES Available - Call for Pricing.
 5009XL
 2533XL
 5227L
 5221L
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Firedome® FIREFIGHTING HELMETS come in thermoplastic or fiberglass. Thermoplastic outer shells provide greater impact andpenetration resistance than fiberglass and are more reliable withrepeated heat exposures. Fiberglass outer shells are more resistant tochemical attack and more stable at extreme temperatures than thosemade of thermoplastic. Fiberglass helmets also feature color pigmentmolded directly into the material, making nicks and chips less visible.All helmets come with the Sure-Lock® ratchet headband suspensionfor easy adjustment and superior comfort. Optically correct faceshields are standard as well. Certified to NFPA 1971 Standard onProtective Ensemble for Structural Fire Fighting, 1997 Edition.
 P/N DESCRIPTIONPXBK Black Thermoplastic Fire HelmetPXR Red Thermoplastic Fire HelmetPXY Yellow Thermoplastic Fire HelmetFXBK Black Fiberglass Fire HelmetFXR Red Fiberglass Fire HelmetFXY Yellow Fiberglass Fire HelmetÔ More FIREFIGHTING HELMETS Available -
 Call for Pricing.
 ESS INNERZONE GOGGLES feature a snap-on, snap-off strap system that easily accommodates a face shield or flip-downshield. Goggles store out of the way, either on the front or the backof the helmet. And, they’re ventilated to help resist fogging. NFPA1971-2000 compliant for use on structural fire helmets.
 P/N DESCRIPTIONESS2 Black Frame, Clear Lens
 ESS STRIKE TEAM GOGGLES are designed with wildland and technical rescue in mind. Goggles feature high-impactpolycarbonate lenses, instant-fit speed clips, full ventilation forreduced fogging and face padding for added comfort. ANSI Z87.1compliant.
 P/N DESCRIPTIONESS1 Black Frame, Clear Lens
 FIRE SHELTER
 Manufactured to USDA Forest Service specifications, this NEWGENERATION FIRE SHELTER features improved thermal protection over older models, boasting a 22% reduction in temperature rise and a 59% reduction in heat flux with radiant heat.And with direct flame, there is an 81% reduction in temperature riseand 97% reduction in heat flux. Other improvements include: better, overall material strength; a longer, lower, rounder shape to scatter radiant heat; faster deployment via reinforced “shake handles”; and larger dimensions with greater depth and thickness in the case’s hard-plastic liner. Shelter weighs 4.2 lbs without caseand measures 53/4"L x 9"H x 41/2"D (folded) and 86"L x151/2"H x 31"W (deployed).NOTE: Shelter’s bigger size may require firefighters to acquire new line gear or modify existing line packs to accommodate the new shelter.
 P/N DESCRIPTIONÔNGFS2 New Generation Fire Shelter w/ Case
 EMERGENCY RESPONSE PRODUCTS36
 ESS2
 PXY
 FXR
 ESS1
 NGFS2
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The King Cobra™ FIREFIGHTING HOOD in a Nomex®/Lenzing FR™ blend is patterned to comfortably fit with or without an SCBA mask. Flat stitched seams improve comfort and fit, eliminate bunching and won’t dig into your skin. Also featuresextra-heavyweight, 1/2" wide elastic face opening that stretches to a full 17" for easy donning and snug fit around SCBA mask. Hood’sComfort-Plus™ liner ensures super wicking and flame resistancewith unparalleled comfort and thermal protection. Coverage extendsto lower neck. UL classified and NFPA 1971-1997 compliant.
 P/N DESCRIPTIONBZ33 Nomex/Lenzing Firefighting Hood
 w/ Comfort-Plus LinerOne Size Fits All
 Servus™ BUNKER BOOTS have a Trac Tread® outsole, withfelt lining, steel toe, flexible stainless steel midsole, reinforced heeland thick cork cushioned insole. Sure-footed cleat-grip sole patternprevents slippage on wet or icy ladders. NFPA compliant.
 P/N DESCRIPTION SIZE*LBB5 16" Non-Insulated 5 MediumLBB6 16" Non-Insulated 6 MediumLBB7 16" Non-Insulated 7 MediumLBB75 16" Non-Insulated 71/2 MediumLBB8 16" Non-Insulated 8 MediumLBB85 16" Non-Insulated 81/2 MediumLBB9 16" Non-Insulated 9 MediumLBB95 16" Non-Insulated 91/2 MediumLBB10 16" Non-Insulated 10 MediumLBB105 16" Non-Insulated 101/2 MediumLBB11 16" Non-Insulated 11 MediumLBB115 16" Non-Insulated 111/2 MediumLBB12 16" Non-Insulated 12 MediumLBB125 16" Non-Insulated 121/2 MediumLBB13 16" Non-Insulated 13 Medium*Wide widths in stock, full and half sizes 5-13 (narrow widths, special
 order only). Call theSales Department for more information.
 APPAREL AND ACCESSORIES.
 P/N DESCRIPTIONHBS Fully Adjustable, Red “H” Back SuspendersLGB Large Firefighter’s Gear Bag
 28"L x 13"H x 14"W Coated 1000 Denier Nylon Construction
 RST1 Res-Q-Me Tool Cuts Seat Belts, Shatters Tempered Glass
 LTA Amber Lite Tracker™ w/ ClipComes w/ (2) AAA Alkaline Batteries, Flashes
 LTB Blue Lite Tracker w/ ClipComes w/ (2) AAA Alkaline Batteries, Flashes
 LTR Red Lite Tracker w/ ClipComes w/ (2) AAA Alkaline Batteries, Flashes
 Ô More APPAREL AND ACCESSORIES Available - Call for Pricing.
 PUBLIC SAFETY LIGHTING
 The new Streamlight® KEY-MATE® is the smallest 1 oz LED flashlight available. Offering 400% more lighting range than a penlight, the Key-Mate uses reflector optics to enhance thebrightness of the LED, lighting two to three times the range of other keychain lights. Plus, its high-intensity LED lasts 100,000hours, and the anodized-aluminum casing is virtually indestructible.A high-capacity alkaline button cell battery (included) powers theKey-Mate for up to 96 hours.
 P/N DESCRIPTIONÔ SL72001 Key-Mate Flashlight
 EMERGENCY RESPONSE PRODUCTS 37
 BZ33 LBB10BZ33
 HBS LGB
 RST1
 SL72001
 LTB LTR
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The STINGER®, from Streamlight®, is virtually indestructibleproviding tremendous power via a 3.6V, 1.8AH battery (rechargeableup to 1,000 times) and a 3.7V, 6W Xenon® bi-pin bulb (providing15,000 candlepower). Other features include anodized aluminumhousing, polycarbonate lens and a spare xenon bulb in the tail cap.Each Stinger weighs 10 oz, measures 71/3" in length and provides 1 hour of continuous use between charges.
 P/N DESCRIPTIONÔ SL75014 Stinger Flashlight with AC/DC Charger
 The SURVIVOR® is fitted with a Xenon® bulb that cuts throughsmoke, fog and mist like a knife (pre-focused candlepower up to15,000)! With features like a nylon case, polycarbonate lens, 2-positionrotary switch and 10-hour AC/DC steady chargers, Survivor will bea welcome partner if things get dark. Unit will operate 11/2 hours percharge. FM approved.
 P/N DESCRIPTION H x W x DSL90043 Survivor Steady Charge
 Flashlight, Orange 7" x 3" x 31/2"SL90243 Survivor Steady Charge
 Flashlight, Yellow 7" x 3" x 31/2"
 LITEBOX® & VULCAN™, from Streamlight®, feature a newsealed beam system that allows easy replacement of Halogen® orXenon® bulbs. Constructed of high-impact ABS thermoplastic withrubberized impact bumper, lens ring and cushion gripped handle,these lights are not your typical junk-drawer variety! Vulcan modelis waterproof, and both are FM approved.
 P/N DESCRIPTIONSL45116 Litebox Standard System Flashlight,
 111/2" x 7" x 51/8", Orange (Includes 120V AC, 12V DC Chargers, Shoulder Strap, Mounting Rack) 8W Spot - Candlepower up to 50,000
 SL45107 Litebox Vehicle Mount System Flashlight,111/2" x 7" x 51/8", Orange(Includes Truck-mountable 12V DC Direct Wire Mounting Rack and Shoulder Strap)8W Spot - Candlepower up to 50,000
 SL44000 Vulcan Standard System Flashlight,71/2" x 53/4" x 5", Yellow (Includes 120V AC, 12V DC Chargers, Shoulder Strap, Charging Rack)8W Spot - Candlepower up to 50,000
 SL44001 Vulcan Vehicle Mount System Flashlight,71/2" x 53/4" x 5", Yellow (Includes Truck-mountable 12V DC Direct Wire Charging Rack and Shoulder Strap)8W Spot - Candlepower up to 50,000
 Ô More LITEBOX & VULCAN Available - Call for Pricing.
 Setting a new standard in high-performance alkaline-powered flashlights, the Streamlight® 3C and 4AA PROPOLYMERFLASHLIGHTS are completely waterproof, extremely tough and incredibly bright. These non-conductive flashlights featuresuper-bright Xenon® bulbs or LEDs, as well as non-slip grips and virtually indestructible polymer cases. The 3C utilizes push-buttonswitching for one-handed operation and uses 3 C-cell alkaline bat-teries (not included). The 4AA incorporates helmet clamps (soldseparately) for hands-free operation and uses 4 AA-cell alkaline batteries. Both lights are Class I, Division 1 approved.
 P/N DESCRIPTIONÔ SL33200 3C LED FlashlightÔ SL33000 3C Xenon FlashlightÔ SL68202 4AA LED FlashlightÔ SL68251 4AA Xenon FlashlightÔ SL68220 Xenon BulbÔ SL68023 4AA Helmet Clip
 EMERGENCY RESPONSE PRODUCTS38
 SL90043
 SL75014
 SL45116 SL44000
 SL33200 SL33000
 SL68202 SL68251
 SL44001
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WOW™ & TOPSPOT® 2 are unique lights with tough polymercases that convert instantly from flashlights to headlamps. WOW™
 features 180° head-tilt, a textured reflector that eliminates “hotspots”, a 1.3W krypton bulb, and it uses (2) AA alkaline batteries(not included) for up to 31/2 hours of run time. Topspot 2 featureslightweight, thermoplastic construction, 45° head-tilt and spot-to-flood focus. It uses a 2.2W krypton bulb, and comes withone back-up bulb. Uses (4) AA alkaline batteries (not included) forup to 41/2 hours of run time with the krypton bulb and 71/2 hourswith the back-up bulb.
 P/N DESCRIPTION L x DIASL12503 WOW Convertible
 Flashlight/Headlamp 5" x 21/2"SL30007 Topspot 2 Convertible
 Flashlight/Headlamp 61/2" x 21/2"ALK91 AA Alkaline BatteryÔ More WOW & TOPSPOT 2 Available - Call for Pricing.
 Constructed from rugged, machined aluminum with a knurleddesign for a positive grip, MagLite® FLASHLIGHTS are comfortable in your hand or your glove! Shock resistant andanodized inside and out for improved corrosion resistance, eachMagLite sports a high-intensity (spot-to-flood) light beam; a recessed, self-cleaning, pushbutton switch; and a spare lamp safely secured in the tail cap.
 P/N DESCRIPTIONML2DC 10" MagLite, 9,000 CandlepowerML3DC 121/16" MagLite, 14,000 CandlepowerML4DC 141/4" MagLite, 15,700 CandlepowerMLB2 Replacement Bulb for ML2DCMLB3 Replacement Bulb for ML3DCMLB4 Replacement Bulb for ML4DC
 EMERGENCY RESPONSE LIGHTS
 MINI LIGHTBARS by Whelen® provide great safety in a compact package. Featuring a 135 RPM Halogen®/reflector assembly and choice of permanent or magnetic mounting. The magnetic kit includes four 90 lb magnets, power cord and cigar plug. Non-corroding polycarbonate base. Two rotating lamp modules with diamond-shaped mirror. Available in 3 lens colors.Measures 17"L x 43/4"H x 65/16"W.
 P/N DESCRIPTIONÔ R6DXPA Mini Lightbar, AmberÔ R6DXPB Mini Lightbar, BlueÔ R6DXPR Mini Lightbar, Red
 R2DXPB* Mini Lightbar, BlueMM90 Magnetic Mounting KitH35SN12* Strobe Bulb (R2 Series Only)
 * WHILE QUANTITIES LAST
 FLATLIGHTER™ SERIES STROBE LIGHT by Whelen®
 is compact, with dual light heads. Can be mounted on visor, wind-shield, deck or dash. Comes with 8' straight cord, cigarette lighteradapter, 2 built-in adjustable mounting straps with hook and loopfasteners, and on/off switch, with a 20W strobe power supply.Specifications: 60 double flashes per minute (FPM), per lamp, 240FPM total. Measures 37/8"H x 1011/16"W x 11/2"D. Weighs only 11/4 lbs!
 P/N DESCRIPTIONFL220RR Flatlighter Red Strobe LightFL220BB Flatlighter Blue Strobe LightWL1820D Replacement Blue Flatlighter LensWL1850D Replacement Red Flatlighter Lens
 EMERGENCY RESPONSE PRODUCTS 39
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DASH KING 2000™ by Whelen® features wide, angular strobe tube and reflector technology. Select from 4 flash patterns:Comet Flash®, Action Flash™, Double Flash or Rapid RandomFlash™. These self-contained models include easily accessible powerand pattern increment switches, power cord and cigarette lighterplug. Four mounting configurations: Headliner, over mirror, undermirror or dash/deck mount. Measures 21/4"H x 81/8"W x 61/8"D.
 P/N DESCRIPTIONDKPSB Blue Single Dash King BeaconDKPSR Red Single Dash King BeaconDKSLR Red Dash King Replacement Lens DKSLB Blue Dash King Replacement Lens TURB6DUP Replacement Bulb for Dash King
 RESPONDER CADET BEACON by Whelen® is perfect for the dash. This compact, rotating Halogen® light has 2 speeds and provides 42,000-beam candlepower, using a 20W bulb. Can be mounted permanently or with the 50 lb magnet (included).Includes light shield, hook and loop pad, 8' straight power cord and cigarette lighter plug. Features black plastic half-hood lightshield and frosted dome top. AMECA certified to SAE and California Title XIII requirements. Measures 31/2"H x 41/4"Dia.
 P/N DESCRIPTIONCR212RM Red Cadet Dash StrobeCR212BM Blue Cadet Dash StrobeTURBO64 Clear Strobe Bulb
 64 Series, 508 Series Linear, 1997 Edge Bars, Super Advant Edge Plus, TA864S & Dash King 200 Series
 MUNICIPAL FIRE HOSE & FITTINGS
 This durable DOUBLE JACKET FIRE HOSE is constructed of100% high tensile strength polyester yarns, both warp and filler,and lined with a high tech E.P.D.M. tube, so it weighs less, but lastslonger. The ultimate in quality, municipal grade fire hose.
 P/N DESCRIPTION BOWL WEIGHT SIZE COUPLED
 DJ50ANST 50' x 11/2" Alum 115/16" 18 lbDJ2550ANST 50' x 21/2" Alum 3" 34 lbDJ50YHANST 50' x 11/2" Alum
 Yellow Hypalon 115/16" 21 lbDJ2550YHANST 50' x 21/2" Alum
 Yellow Hypalon 3" 39 lbÔ More DOUBLE JACKET FIRE HOSE Available -
 Call for Pricing.
 This lightweight FORESTRY HOSE meets the USDA-US ForestService Specification. Burst pressure is 900 psi, acceptance test pressure is 600 psi and service test is 300 psi. Aluminum couplingsonly.
 P/N DESCRIPTION BOWL WEIGHT SIZE COUPLED
 FH150ANST 50' x 1" Alum 11/4" 7 lb FH1100ANST 100' x 1" Alum 11/4" 11 lb Ô More FORESTRY HOSE Available - Call for Pricing.
 EMERGENCY RESPONSE PRODUCTS40
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BOOSTER HOSE has a burst pressure of 1,200 psi, an accep-tance test pressure of 800 psi and a service test of 400 psi. Designedfor structural, vehicle, grass and forestry fire fighting. Outer jacket is constructed of a specially compounded red neoprene (resists abrasion, ultraviolet light, ozone and most petrochemicals), with 2 braids of high tensile rayon yarn. Tube is constructed of smoothblack SBR rubber. Aluminum couplings only. Meets NFPA.
 P/N DESCRIPTION BOWL WEIGHT SIZE COUPLED
 BH150ANST 50' x 1" Alum 19/16" 31 lb BH1100ANST 100' x 1" Alum 19/16" 60 lb Ô More BOOSTER HOSE Available - Call for Pricing.
 This Flex-Lite® SUCTION HOSE with Poly-Lock® collars is the most advanced suction hose system available. Features anexclusive interlock system that provides superior strength and durability. The hose itself is constructed of low temperature PVCcompounds that maintain high flexibility from 150°F through -40°F. It boasts a black-ridged helix, smooth bore and flexible clearweb connector for visual monitoring. Aluminum couplings only. NOTE: All PVC Suction Hoses are strictly “drafting” hoses and mustnot be used on hydrants or in pressure applications!
 P/N DESCRIPTION BOWL WEIGHT SIZE COUPLED
 DDPSH15ANST 10' x 11/2" Alum RL 11/2" 8 lb DDPSH25ANST 10' x 21/2" Alum RL 3" 19 lb DDPSH40ANST 10' x 4" Alum LH 4" 32 lb DDPSH45ANST 10' x 41/2" Alum LH 5" 35 lb DDPSH50ANST 10' x 5" Alum LH 5" 35 lb DDPSH60ANST 10' x 6" Alum LH 6" 50 lb Ô More SUCTION HOSE Available - Call for Pricing.
 TEST EQUIPMENT is compiled of a variety of products to handleyour hydraulic calculation needs. The inline and cap gauges are easy toattach to hydrants, valves, etc., and provide a quick check of waterpressure. The hand held pitot gauge and hydrant test kit offer con-venient methods of checking straight tip nozzle and hydrant pressures.
 P/N DESCRIPTIONCG25 21/2" Cap Gauge, NST
 0 – 300 psiLG25 21/2" Line Gauge
 0 – 300 psiHH26 Pitot Gauge
 0 – 160 psiHK25 Hydrant Flow Test Kit, 21/2" NST
 0 – 160 psi
 MUNICIPAL HAND TOOLS
 Designed for today’s fire department connections, these popularWRENCHES cover a variety of sizes in both Storz and threadedadapters (pin or rocker lugs).
 P/N DESCRIPTIONSTW Storz x Universal Spanner (Steel)
 Fits 4" – 6" Storz and 11/2" – 3" Rocker LugsAFS Folding Pocket Spanner Wrench (Plastic)
 Fits Pin/Rocker Lugs Thru 4"W570 Universal Spanner Wrench (Alum)
 Fits 11/2" – 3" Pin/Rocker LugsW575 Heavy-Duty Hydrant/Spanner Wrench
 (Steel/Ductile Iron)Fits 11/2" – 6" Pin/Rocker Lugs
 W580 Standard Hydrant/Spanner Wrench (Steel/Ductile Iron)Fits 11/2" – 6" Pin/Rocker Lugs
 EMERGENCY RESPONSE PRODUCTS 41
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Multi-purpose RESCUE TOOLS are the new rage in public safety! The Res-Q-Rench is actually 5 tools in 1: universal spanner, pry tool, window punch, seatbelt cutter and gas shutoff,while the small, but effective Res-Q-Me tool shatters tempered glassor cuts through safety belts in seconds.
 P/N DESCRIPTIONRQR Res-Q-Rench (Plastic)
 Fits 4", 5" Storz and Rocker Lugs Thru 3"RST1 Res-Q-Me Tool
 Cuts Seat Belts, Shatters Tempered Glass
 FIRE AXES AND ACCESSORIES include some of the finestemergency entry tools available today. The discriminating profes-sional has a choice of 4 different axes, with or without pick headand either solid hickory or yellow fiberglass handles, all standardwith a 6 lb head and 36" handle. Optional mounting bracket andhooks available separately.
 P/N DESCRIPTION406M Pick Head Fire Axe w/ Hickory Handle406Y Pick Head Fire Axe w/ Fiberglass Handle407M Flat Head Fire Axe w/ Hickory Handle407Y Flat Head Fire Axe w/ Fiberglass HandleAB408 Axe Bracket and Hook
 BACKPACK EXTINGUISHING SYSTEM
 The Genfo-45 WILDLAND BACKPACK EXTINGUISHINGSYSTEM is considered by firefighting professionals to be the bestin backpack water carriers. With its large 41⁄2 gal reservoir and inter-nal baffle (preventing excessive water slosh), you have a substantial,yet stable, transportable water supply. Features also include a double-action hand pump for fast pressuring and a 40" x 1/4" bsphose with a fully adjustable nozzle (straight-stream to full-fog). Eachbackpack incorporates a carry handle and shoulder straps for easytransportation. Empty, each backpack weighs 4 lbs and measures191/3"L x 251/2"H x 1"D. Foam tube attachment sold separately.
 P/N DESCRIPTIONÔWBES45 Genfo-45 Water BackpackÔWBES45FT Foam Application Tube for Genfo-45
 MUNICIPAL VALVES
 MUNICIPAL VALVES are manufactured to provide years of trouble-free service. Both the gated wye and hydrant gate valve are constructed of lightweight, cast aluminum with powder coatedbodies and hard anodized, extruded aluminum inlets/outlets. Gatedwye has powder coated handles, with an orange peel finish for easygripping. The hydrant gate valve has a non-rising brass stem withaluminum hand crank.
 P/N DESCRIPTION9443 Aluminum Swivel Gate Valve w/ Crank
 21/2" NST(F) x 21/2" NST(M)9611 Aluminum Gated Wye Connection
 21/2" NST(F) x 11/2" NST(M) x 11/2" NST(M)
 42 EMERGENCY RESPONSE PRODUCTS
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EMERGENCY RESPONSE PRODUCTS 43
 NOZZLES
 Brooks’ collection of FIREFIGHTING NOZZLES includes thevery best municipal nozzles available. Offered in a variety of styles,sizes and construction (either hard-anodized aluminum or brass),these nozzles are ideal for municipal and industrial applications.
 P/N DESCRIPTIONSG3012 11/2" Viper Select Nozzle w/ Ball
 Shutoff & Pistol Grip, NST30, 60, 95, 125 gpm
 P45SV 11/2" Viper Industrial Nozzle w/ Ball Shutoff & Pistol Grip, NST95 gpm
 MS500AD* 21/2" Aluminum Master Stream Nozzle, NST500 gpm
 MS1000AD* 21/2" Aluminum Master Stream Nozzle, NST 1000 gpm
 SPECIAL APPLICATION NOZZLES
 The 95 gpm POK FOAM EDUCTOR features aluminum/stain-less steel construction with bypass and metering valve for 0% – 6%foam solutions. Pick-up tube included.
 P/N DESCRIPTIONPOK1448 11/2" Foam Eductor
 CHEMICAL
 Brooks carries a wide selection of FOAM products to meet your specific requirements. The 36AFFF is an all-synthetic, film-forming foam, designed for protection of water-soluble polarsolvents and water-insoluble hydrocarbon flammable liquids. The 3AFFF and 6AFFF are synthetic, aqueous film-forming foam concentrates designed for use on non-polar hydrocarbon hazards. For the complete specification on these products, call the Sales Department. NOTE: The TFOAM is a specially designed synthetic foam that is biodegradable and environmentally friendly for use in live fire-training sessions only.
 P/N DESCRIPTION SIZE36AFFF 3% or 6% AR-AFFF Foam 5 gal Pail3AFFF 3% AFFF Foam 5 gal Pail6AFFF 6% AFFF Foam 5 gal PailTFOAM 3% or 6% AFFF
 Training Foam 5 gal Pail
 BIO-REM 2000 uses microbes to clean up oil and oil by-products and is biodegradable, non-hazardous, non-corrosive and environmentally safe.
 P/N DESCRIPTION SIZEBR2000C* Bio-Rem 2000 Surface Cleaner 5 gal Pail
 * WHILE QUANTITIES LAST!
 3AFFF36AFFF
 TFOAM6AFFF
 BR2000C
 POK1448
 MS1000AD
 P45SVSG3012
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REPLACEMENT SPRINKLER HEADS
 Globe® 1/2", 5 mm bulb-type (Model GL) SPRINKLER HEADS(1/2" NPT) are UL listed and FM approved. K factor is 5.6.
 P/N DESCRIPTIONSP135 135°F Pendent Bulb, BrassSU135 135°F Upright Bulb, Brass SPC135 135°F Pendent Bulb, Chrome SP155 155°F Pendent Bulb, Brass SU155 155°F Upright Bulb, Brass SPC155 155°F Pendent Bulb, Chrome SPW155 155ºF Pendent Bulb, WhiteSP200 200°F Pendent Bulb, Brass SU200 200°F Upright Bulb, BrassSPC200 200°F Pendent Bulb, Chrome SPW200 200ºF Pendent Bulb, WhiteSP286 286°F Pendent Bulb, Brass SU286 286°F Upright Bulb, Brass SPW286 286ºF Pendent Bulb, White
 Globe® 3/4", 5 mm bulb-type (Model GL) SPRINKLER HEADS(3/4" NPT) are UL listed and FM approved. K factor is 8.1.
 P/N DESCRIPTIONÔ 34SP155 155°F Pendent Bulb, BrassÔ 34SU155 155°F Upright Bulb, BrassÔ 34SP200 200°F Pendent Bulb, BrassÔ 34SU200 200°F Upright Bulb, Brass
 Globe® 1/2", 5 mm bulb-type sidewall (Model GL) SPRINKLERHEADS (1/2" NPT) are UL listed and FM approved. K factor is 5.6.
 P/N DESCRIPTION SPSW155 155ºF Sidewall Bulb, BrassSPSW155C 155ºF Sidewall Bulb, ChromeSPSW155W 155ºF Sidewall Bulb, WhiteSPSW200 200ºF Sidewall Bulb, BrassSPSW200C 200ºF Sidewall Bulb, ChromeSPSW200W 200ºF Sidewall Bulb, WhiteSPSW286 286ºF Sidewall Bulb, BrassSPSW286C 286ºF Sidewall Bulb, ChromeSPSW286W 286ºF Sidewall Bulb, White
 SPRINKLER SPECIALTIES
 SPRINKLER CAGE is made of red painted steel. Fits most 1/2"NPT sprinkler heads.
 P/N DESCRIPTIONSPC1 Economy Sprinkler GuardSPCAGE Heavy-Duty Sprinkler Guard
 SPRINKLER ACCESSORIES & STANDPIPE EQUIPMENT44
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SPRINKLER HEAD CABINETS, made of red enamel-paintedsteel, will accommodate 1/2" or 3/4" heads. Will hold wrenches also.Two sizes available to meet code requirements. Wall mountable.
 P/N DESCRIPTIONSHC6 6-Sprinkler-Head CabinetSHC12 12-Sprinkler-Head Cabinet
 Solid and split WALL ESCUTCHEONS. The heavy-duty split style has springs for easy centering on the pipe and is idealfor installation over existing sprinkler heads. All are chrome plated with opening for 1/2" NPT sprinkler heads.
 P/N DESCRIPTIONEP700 Wall Plate EscutcheonEP200 Split Wall Plate Escutcheon
 Canopy style, 2-piece ESCUTCHEONS available with solid or split cups. The split cup style is ideal for installation over existing sprinkler heads. Order 1 cup and 1 skirt for each sprinkler head. All are chrome plated with opening for 1/2" NPTsprinkler heads.
 P/N DESCRIPTIONEP600 Chrome Escutcheon Cup EP650 Split Chrome Escutcheon Cup EP500 Steel Skirt for EP600 and EP650
 Globe® TWO-PIECE RECESSED ESCUTCHEONis available in white or chrome finish. Fits model GL 1/2" NPT sprinkler heads. Easy to install. UL listed and FM approved.
 P/N DESCRIPTIONEP10 2-Piece Chrome UnitEP20 2-Piece White Unit
 PipeFit® THREAD SEALANT PASTE with Teflon® is a premium, non-hardening paste formulated as a low cost, high performance thread sealant. PipeFit contains more Teflon by volume than any other similar product. Suitable for most threadedmaterials, including CPVC. Designed to be used in the field and in high-speed threading operations in fabrication shops. Has brush in cap.
 P/N DESCRIPTIONPF133 PipeFit w/ Brush, 1 pt
 Slic-Tite® PASTE by La-Co® is a heavy-duty thread sealing compound with Teflon®. Use on metal, PVC, CPVC and ABS pipethreads. Working pressure is 3,000 psi for gas and 10,000 psi for liquids. USDA approved for use in federally inspected meat andpoultry plants.
 P/N DESCRIPTIONSTQ Slic-Tite Paste, 1 qt
 SPRINKLER ACCESSORIES & STANDPIPE EQUIPMENT 45
 SHC12
 EP650EP600, EP500
 EP200EP700
 EP10
 PF133 STQ

Page 21
                        

PIPE DOPE BRUSH, with 6" wood handle and natural fibers, is a long time favorite with pipe fitters.
 P/N DESCRIPTIONPDB 6" Pipe Dope Brush
 SPRINKLER SHUT OFF (Will not fit all models.)
 P/N DESCRIPTIONSP50 Sprinkler Shut Off
 SPRINKLER WRENCHES for Firematic and Globe®
 sprinklers.
 P/N DESCRIPTIONRSW Recessed Sprinkler WrenchRSW2 Recessed Sprinkler Wrench, “GL” and “U” StyleSPWR Sprinkler WrenchSPWR2 Sprinkler Wrench, “GL” and “U” Style
 ÔSPWR34 Sprinkler Wrench, 3/4" “GL” Style
 SPRINKLER IDENTIFICATION SIGNS made of aluminum,painted white, then printed with fade-resistant red ink. Each signhas predrilled mounting holes for easy installation.
 P/N DESCRIPTION L X HA221* “Air Control” 6" x 2" A222* “Air Line” 6" x 2"A223* “Alarm Line” 6" x 2"A163* “Alarm Test” 6" x 2"
 SPRINKLER IDENTIFICATION SIGNS made of aluminum,painted white, then printed with fade-resistant red ink. Each signhas predrilled mounting holes for easy installation.
 P/N DESCRIPTION L X HA224* “Anti-Freeze System” 6" x 2"A225* “Auxiliary Drain” 6" x 2"
 SPRINKLER IDENTIFICATION SIGNS made of aluminum,painted white, then printed with fade-resistant red ink. Each signhas predrilled mounting holes for easy installation.
 P/N DESCRIPTION L X HA142 “This Valve Controls...” 6" x 4"A226* “This Valve Controls...” 9" x 7"
 SPRINKLER IDENTIFICATION SIGNS made of aluminum,painted white, then printed with fade-resistant red ink. Each signhas predrilled mounting holes for easy installation.
 P/N DESCRIPTION L x HA143* “Control Valve” 6" x 2"A227* “Drain” 6" x 2"A228* “Drain Valve” 6" x 2"A229* “Dry Standpipe” 6" x 2"
 SPRINKLER ACCESSORIES & STANDPIPE EQUIPMENT46
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SPRINKLER IDENTIFICATION SIGNS made of aluminum,painted white, then printed with fade-resistant red ink. Each signhas predrilled mounting holes for easy installation.
 P/N DESCRIPTION L x HA160* “Inspection Test” 6" x 2"A230* “Entire System” 6" x 2"A243* “Fire Sprinkler Valve” 6" x 2"
 SPRINKLER IDENTIFICATION SIGNS made of aluminum,painted white, then printed with fade-resistant red ink. Each signhas predrilled mounting holes for easy installation.
 P/N DESCRIPTION L x HA164 “Hydraulic Data...” 6" x 4"A232* “Hydraulic System...” 5" x 7"
 * Sign has plastic coating to prevent scratching.
 SPRINKLER IDENTIFICATION SIGNS are made of aluminum, painted white, then printed with fade-resistant red ink.Each sign has predrilled mounting holes for easy installation.
 P/N DESCRIPTION L x HA233* “Main Control” 6" x 2"A161* “Main Drain” 6" x 2"A234* “Normally Closed” 6" x 2"A235* “Normally Open” 6" x 2"A236* “Open Sprinkler Control” 6" x 2" A237* “Open Sprinkler Drain” 6" x 2"A162* “Sprinkler Control” 6" x 2"
 * Sign has plastic coating to prevent scratching.
 SPRINKLER IDENTIFICATION SIGNS are made of aluminum, painted white, then printed with fade-resistant red ink.Each sign has predrilled mounting holes for easy installation.
 P/N DESCRIPTION L x HA165 “Sprinkler Fire Alarm...” 73/4" x 6"A238* “Sprinkler Valve Room” 6" x 2"A239* “Test & Drain” 6" x 2"A240* “Test Valve” 6" x 2"A241* “Water Motor Line” 6" x 2"A242* “Wet Standpipe” 6" x 2"
 * Sign has plastic coating to prevent scratching.
 SPRINKLER ACCESSORIES & STANDPIPE EQUIPMENT 47
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SPRINKLER ALARM SIGNS are made of plastic, painted red,then printed with fade-resistant white ink. Each sign has a predrilledmounting hole for easy installation over alarm bell.
 P/N DESCRIPTION DIARP251 911 Fire Alarm Bell, Plastic 7"
 FIRE SPRINKLER LINE LABEL with arrow is printed wihfade-resistant red ink on white self-adhesive vinyl. Use to identifysprinkler lines and the direction of flow. Rolls of 100 labels.
 P/N DESCRIPTION L x HBL252 “Fire Sprinkler Line” Arrow 6" x 2"
 Ashcroft SPRINKLER GAUGES are designed for use on wetor dry sprinkler systems. The 31/2" gauges are UL listed and FMapproved. The SG1 is used in a dry system on the sprinkler head sideof the control valve to accurately monitor line air pressure, with theability to accept water pressure up to 250 psi (upon system activation).The SG2 is used on the water supply side of the system to indicateavailable source pressure. The SG3 accomodates both air and watersides up to 300 psi. Custom gauge faces are available with your nameand phone number. Call the Sales Department for more information.
 P/N DESCRIPTIONSG1 Air/Water Retard Gauge, 0-80/250 psi SG2 Water Gauge, 0 – 300 psiSG3 Air/Water Gauge, 0 – 300 psi
 HOSE VALVES
 ANGLE HOSE VALVES are for use with hose storage devicesand hydrants. Cast brass with a 300 lb rating. UL listed and FMapproved.
 P/N DESCRIPTION411 11/2" NPT(F) x 11/2" NPT(F) ValveB411 11/2" NPT(F) x 11/2" NPT(F) Valve, Domestic412 21/2" NPT(F) x 21/2" NPT(F) Valve413 11/2" NPT(F) x 11/2" NST(M) ValveB413 11/2" NPT(F) x 11/2" NST(M) Valve, Domestic414 21/2" NPT(F) x 21/2" NST(M) ValveB414 21/2" NPT(F) x 21/2" NST(M) Valve, Domestic415 11/2" NPT(F) x 11/2" NPSH(M) Valve
 SPRINKLER ACCESSORIES & STANDPIPE EQUIPMENT48
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PRESSURE REDUCING ANGLE VALVES can be adjusted to restrict pressures up to 175 lb. Locking pin device restricts fullopening of valve by untrained personnel. Pin may be removed byfire personnel for unrestricted operation. UL listed. Cast brass.
 P/N DESCRIPTION421 11/2" NPT(F) x 11/2" NPT(F) Valve422 21/2" NPT(F) x 21/2" NPT(F) Valve423 11/2" NPT(F) x 11/2" NST(M) Valve424 21/2" NPT(F) x 21/2" NST(M) Valve
 GATE VALVES are for use on standpipes, fire pumps or hydrants.Straightway pattern with a 300 lb rating. Cast brass, UL listed andFM approved.
 P/N DESCRIPTION433 21/2" NPT(F) x 21/2" NST(M) Gate Valve
 w/ Cap and Chain, Non-Rising StemB433 21/2" NPT(F) x 21/2" NST(M) Gate Valve
 w/ Cap and Chain, Non-Rising Stem, Domestic
 434 3" NPT(F) x 21/2" NST(M) Gate Valve w/ Cap and Chain, Rising Stem
 SINGLE HYDRANT GATE VALVES are for use on stand-pipes, fire pumps or hydrants. Straightway pattern, with a 300 lbrating. Cast brass, UL listed and FM approved.
 P/N DESCRIPTION443 21/2" NST(F) x 21/2" NST(M) Single
 Hydrant Gate Valve w/ SwivelB443 21/2" NST(F) x 21/2" NST(M) Single
 Hydrant Gate Valve w/ Swivel, Non-Rising Stem, Domestic
 REPLACEMENT PARTS FOR HOSE VALVES. The red colored handwheels fit Giacomini valves, the silver handwheels fitPowhatan.
 P/N DESCRIPTIONPHW15 Handwheel for Powhatan 11/2" ValvePHWN15 Handwheel Nut for Powhatan 11/2" ValveGHW15 Handwheel for Giacomini 11/2" ValvePHW25 Handwheel for Powhatan 21/2" ValvePHWN25 Handwheel Nut for Powhatan 21/2" ValveGHW25 Handwheel for Giacomini 21/2" ValveGHWN Handwheel Nut for Giacomini ValvesGSRS15 Rubber Seal for 11/2" Giacomini
 Angle ValvePSRS15 Rubber Seal For Powhatan 11/2"
 Angle ValvePSRS25 Rubber Seal For Powhatan 21/2"
 Angle Valve
 SPRINKLER ACCESSORIES & STANDPIPE EQUIPMENT 49
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FIRE DEPARTMENT CONNECTIONS
 Straight DOUBLE CLAPPER SIAMESE with two 21/2" NSTinlets and 4" NPT outlet. Connection features cast brass body withpin lug swivels. 500 gpm capacity. UL listed and FM approved.
 P/N DESCRIPTION613 “Auto-Spkr” Straight “Y” Siamese613PCD “Auto-Spkr” Straight “Y” Siamese, Polished Chrome623 “Standpipe” Straight “Y” Siamese
 90° DOUBLE CLAPPER SIAMESE with two 21/2" NST inletsand 4" NPT outlet. Connection features cast brass body with pin lugswivels. 500 gpm capacity. UL listed and FM approved.
 P/N DESCRIPTION614 “Auto-Spkr” 90° Siamese624 “Standpipe” 90° Siamese
 Straight SINGLE CLAPPER SIAMESE with two 21/2" NSTinlets and 4" NPT outlet. Connection features cast brass body withpin lug swivels. 500 gpm capacity. UL listed and FM approved.
 P/N DESCRIPTION612 “Auto-Spkr” Straight “Y” Siamese
 90° SINGLE CLAPPER SIAMESE with two 21/2" NST inletsand 4" NPT outlet. Connection features cast brass body with pin lugswivels. 500 gpm capacity. UL listed and FM approved.
 P/N DESCRIPTION622 “Auto-Spkr” 90° Siamese
 Straight/Angled CONCEALED SIAMESE with two 21/2" NPTinlets and 4" NPT outlet. Connection features cast brass body withdouble drop clapper. 500 gpm capacity. UL listed.
 P/N DESCRIPTION616D Angled Body Siamese641 Straight “Y” Body Siamese
 Straight HYDRANT with two 21/2" NPT outlets and 4" NPT inlet.Connection features cast brass body and 500 gpm capacity. Typicallyused with angle valves to provide water control.
 P/N DESCRIPTION633 Straight “Y” Hydrant
 SPRINKLER ACCESSORIES & STANDPIPE EQUIPMENT50
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90° HYDRANT with two 21/2" NPT outlets and 4" NPT inlet.Connection features cast brass body and 500 gpm capacity. Typicallyused with gate valves to provide water control.
 P/N DESCRIPTION634 90° Hydrant
 Fire department SINGLE INLET CONNECTION for residentialsprinkler systems. 11/2" NST female inlet.
 P/N DESCRIPTION685 Single Inlet ConnectionB685 Single Inlet Connection, Domestic
 Polished brass SIDEWALK SLEEVE.
 P/N DESCRIPTION652 18" Brass Sidewalk Sleeve
 STANDPIPE ESCUTCHEONS
 Fire Department Connection IDENTIFICATION PLATES aremade of red aluminum or plastic. Each measures approximately 1/4"thick, with “AUTO SPKR” or “FIRE DEPT. CONN” in raised lettering. Theround FDC507 and FDC508 plates measure 41/2" inside diameter by95/8" outside diameter. The rectangular aluminum FDC509 measures 37/8" x 77/8".
 P/N DESCRIPTIONFDC507 “Auto-Spkr” Wall Escutcheons, PlasticFDC508 “Auto-Spkr” Wall Escutcheons, AluminumFDC509 “FDC” Wall Escutcheons, Aluminum
 Cast brass ROUND WALL ESCUTCHEONS for single inletconnections measure 21/2".
 P/N DESCRIPTION841 “Auto-Spkr” Wall Escutcheon
 Cast brass SIDEWALK ESCUTCHEONS for sidewalk siamesemeasure 4".
 P/N DESCRIPTION664 “Auto-Spkr” Sidewalk Escutcheon 665 “Standpipe” Sidewalk Escutcheon
 Brass ROUND WALL ESCUTCHEONS for identifying andtrimming fire department connections measure 4".
 P/N DESCRIPTION661 “Auto-Spkr” Wall Escutcheon, Cast Brass661PCD “Auto-Spkr” Wall Escutcheon, Polished Chrome 662 “Standpipe” Wall Escutcheon, Cast Brass663 “Wall Hydrant” Wall Escutcheon, Cast Brass
 SPRINKLER ACCESSORIES & STANDPIPE EQUIPMENT 51
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Brass RECTANGULAR WALL ESCUTCHEONS (with openings 7" on center) for flush wall siamese.
 P/N DESCRIPTION667 “Auto-Spkr” 2-Hole Wall Escutcheon, Polished Brass667PCD “Auto-Spkr” 2-Hole Wall Escutcheon, Polished Chrome 668D “Standpipe” 2-Hole Wall Escutcheon, Polished Brass668PCD “Standpipe” 2-Hole Wall Escutcheon, Polished Chrome
 SPRINKLER ACCESSORIES
 Cast brass, automatic STRAIGHT BALL DRIP VALVES.
 P/N DESCRIPTION471 1/2" Automatic Straight Ball Drip Valve472 3/4" Automatic Straight Ball Drip Valve
 Cast brass FULL PORT BALL VALVES with chrome plated balland teflon seats. Female NPT inlet/outlet. UL listed and FM approved.
 P/N DESCRIPTIONBV75 3/4" Full Port Ball ValveBV100 1" Full Port Ball ValveBV150 11/2" Full Port Ball Valve
 Vane-type WATERFLOW DETECTORS with sealed retard,visual switch activation and a computer designed paddle. UL listedand FM approved.
 P/N DESCRIPTIONWFD20 2" Waterflow DetectorWFD25 21/2" Waterflow DetectorWFD30 3" Waterflow DetectorWFD40 4" Waterflow DetectorWFD50 5" Waterflow DetectorWFD60 6" Waterflow DetectorWFD80 8" Waterflow Detector
 ALARM BELLS are for use in burglary, fire alarm and sprinkler systems. Minimum 82 dB output. UL listed and FM approved.
 P/N DESCRIPTIONAB6 6" Alarm Bell (120VAC)AB624 6" Alarm Bell (24VDC)AB8 8" Alarm Bell (120VAC )AB824 8" Alarm Bell (24VDC)AB10 10" Alarm Bell (120VAC)AB1024 10" Alarm Bell (24VDC)BG457 Wire Guard for 6", 8" or 10" BellsHSR120WP 120VAC Horn Strobe, WaterproofABBB Weatherproof Back Box for Alarm Bells
 Electric SUPERVISORY SWITCH helps prevent tamperingand incorrect setting of valve controls. UL listed and FM approved.
 P/N DESCRIPTIONPIBV2 Supervisory Switch
 Post Indicator/Butterfly ValveTS Supervisory Switch
 OS&Y/Pressure Reducing ValvePSP1 Supervisory Switch
 Non-Rising Stem Gate Valves/Ball Valves/Angle Valves
 SPRINKLER ACCESSORIES & STANDPIPE EQUIPMENT52
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 FIRE ALARM PRODUCTS
 HEAT DETECTORS
 The 5600 SERIES MECHANICAL HEAT DETECTORSoffer a low-cost means for property protection against fire and non-life-safety installations, where smoke detectors are inappropriate.Detectors easily mount to single-gang and octagonal backboxes. Plus, a reversible mounting bracket makes flush- or surface-mount back boxinstallations a breeze. Detectors also feature clear markings for properdetector selection and alphanumeric characters for identifying activa-tion method and temperature rating, in both Fahrenheit and Celsius.
 P/N DESCRIPTIONÔ HD5601 Single Circuit, Fixed/R-O-R Activation
 135°F RatingÔ HD5602 Single Circuit, Fixed/R-O-R Activation
 194°F RatingÔ HD5603 Single Circuit, Fixed Activation
 135°F RatingÔ HD5604 Single Circuit, Fixed Activation
 194°F RatingÔ HD5621 Dual Circuit, Fixed/R-O-R Activation
 135°F RatingÔ HD5622 Dual Circuit, Fixed/R-O-R Activation
 194°F RatingÔ HD5623 Dual Circuit, Fixed Activation
 135°F RatingÔ HD5624 Dual Circuit, Fixed Activation
 194°F Rating
 Thermotech HEAT DETECTORS are of the rate compensationtype, Normally Open, self-restoring and vertical mounting only. Theyare UL listed, FM approved and California listed for 50' x 50' areas.NOTE: Not for outdoor use or use in direct sunlight. Call the SalesDepartment for technical support.
 P/N DESCRIPTIONEPM194 194°F Explosion-Proof Heat DetectorET135 135°F All-Weather Heat DetectorET194 194°F All-Weather Heat Detector
 MANUAL PULL STATIONS AND ACCESSORIES
 The Fire•Lite’s® BG12 Series is a cost-effective, feature-packed,non-coded series of MANUAL FIRE ALARM PULL STATIONS designed to meet multiple applications with the installerand end-user in mind. The BG12 Series features a variety of mod-els, including single- and dual-action versions. They provide Fire•LiteFire Alarm Control Panels (FACPs) and other manufacturers’ FACPswith a manual alarm initiating input signal. Its innovative design,durable construction and multiple mounting options make the BG12 Series simple to install, maintain and operate.
 P/N DESCRIPTIONÔ DDPBG12SF Single-Action Lexan®, Pigtail Leads,
 Hex KeyÔ BG12F Dual-Action Lexan, Terminal Block,
 Hex KeyÔ BG12LF Dual-Action Lexan, Terminal Block,
 Key LockÔ DDPBG12LAF Dual-Action Lexan, Terminals,
 Key Lock, Aux ContactsÔ DDPBG12LPSF Dual-Action Lexan, Terminal Block,
 Key Lock, w/ Additional Pre-Signal Switch
 Ô DDPBG12LRAF Dual-Action Lexan, Agent Releasew/ Abort Applications
 Ô SBIOF Surface Mounting Indoor/Outdoor BG12F
 HD5601
 EPM194 ET194
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54 FIRE ALARM PRODUCTS
 Fire•Lite’s® MANUAL FIRE ALARM PULL STATIONprovides a single-action, Normally Open contact alarm initiating pointfor use with UL listed Fire Alarm Control Panels (FACPs).
 P/N DESCRIPTIONÔ BG8F Single-Action, Aluminum, SPSTÔ DDPBG8SPF Single-Action, Aluminum, SPST
 w/ Spanish (Fuego) CoverÔ DDPBG2RF Surface Box, Red, Tapped for
 1/2" ConduitÔ More FIRE•LITE PULL STATIONS Available-
 Call for Pricing.
 Red die-cast ALARM MANUAL PULL STATION with steelback plate and 10A snap action switch. Measures 43/4"H x 31/4"W x 7/8"D. Meets UL, ULC, CSFM and MEA requirements.
 P/N DESCRIPTIONMPS1 Manual Pull Station, SPST PigtailMPS2 Pull Station, SPST w/ Terminal BlockMPS3 Pull Station, SPST w/ Terminal Block & KeyMPS4 Pull Station, DPDT
 Ô MPS5 Pull Station, DPST w/ Terminal BlockMPSBB Surface Mount Backbox
 For Pull StationGR1 Hollow Glass Break Rod
 3" x 1/4"GR2 Solid Glass Break Rod, Pkg/10
 31/8" x 5/32"
 Alarm PULL STATION PROTECTORS are made of clearLexan® with or without an 85 db horn. Fits most pull stations. Helps prevent false alarms and vandalism.
 P/N DESCRIPTION H x W x DSTI6500 Protector w/o Horn 51/2" x 41/8" x 21/4"STI6600 Protector w/ Horn 51/2" x 41/8" x 21/4"STI1100 Protector w/ Horn 63/4" x 51/2" x 23/4"STI1200 Protector w/o Horn 63/4" x 51/2" x 23/4"STI6531 2" Surface Conduit Spacer
 For STI6600STI3100 2" Surface Conduit Spacer
 For STI1100
 Cato PROTECTIVE COVERS are injection molded ofhigh-density, red polyethylene for optimum impact and tensilestrength. Breaker bar models feature a break glass panel andsilk-screen messaging. The pull-down model features a molded,1-piece copolymer cover and silk-screen messaging.
 P/N DESCRIPTIONFAC220SB Pull Station Cover w/ Breaker Bar
 Surface MountFAC220S Pull Station Cover w/ Pull-Down Cover
 Surface MountFAC220RB Pull Station Cover w/ Breaker Bar
 Recessed MountFAC220R Pull Station Cover w/ Pull-Down Cover
 Recessed Mount
 ALARM BREAK GLASS COVER made of heavy, 14-gaugesteel. This unique design features a slot for broken glass to fallthrough, minimizing possible injury during use. Outside measures73/8"H x 51/2"W x 21/4"D. Red finish. Key lock sold separately.
 P/N DESCRIPTIONBGC Break Glass Cover211KL Key Lock Assembly for BGC
 FAC220SB FAC220R
 BGC 211KL
 MPS2 STI1100, MPS1
 BG8F
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55FIRE ALARM PRODUCTS
 FIRE SPRINKLER MONITORING PRODUCTS
 VANE-TYPE WATERFLOW DETECTORS with sealedretard, visual switch activation, and computer-designed paddle. ULlisted and FM approved.
 P/N DESCRIPTIONWFD20 2" Waterflow DetectorWFD25 21/2" Waterflow DetectorWFD30 3" Waterflow DetectorWFD40 4" Waterflow DetectorWFD50 5" Waterflow DetectorWFD60 6" Waterflow DetectorWFD80 8" Waterflow Detector
 Electric SUPERVISORY SWITCH helps prevent tampering andincorrect setting of valve controls. UL listed and FM approved.
 P/N DESCRIPTIONPIBV2 Supervisory Switch
 Post Indicator/Butterfly ValveTS Supervisory Switch
 OS&Y/Pressure Reducing ValvePSP1 Supervisory Switch
 Non-Rising Stem Gate Valves/Ball Valves/Angle Valves
 FIRE EXTINGUISHER MONITORING EQUIPMENT
 HOW EN-GAUGETM WORKS
 EN-Gauge provides an active pressure gauge that indicates thepressure within a fire extinguisher and also a supervised, solid-stateoutput for signaling an alert to a monitoring panel when the extin-guisher is removed or falls below an acceptable pressure level. Whenthe pressure in the extinguisher drops below the required level, amagnet on the back of the indicating pointer trips a hall-effect switchmounted in the dial face. The hall-effect switch activates circuitrywithin the accompanying support module, which provides bothNormally Open and Normally Closed contacts for direct interface toa fire alarm or security alarm system. The Sensor Interface Modulecontains sonar technology that senses when the extinguisher isobstructed and signals an alert. The module also contains the powermanagement circuitry and the battery.
 WFD20
 PIBV2 TS PSP1
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56 FIRE ALARM PRODUCTS
 EN-Gauge™ provides a multi-patented, active monitoring capabilityfor portable fire extinguishers. With solid-state electronics housed in astandard, spiral-wound, Bourdon tube pressure gauge and its accompa-nying sensor interface module, EN-Gauge allows a fire extinguisher to become a fully supervised component of a monitored fire alarm or security system.
 P/N DESCRIPTIONÔ ENG195 EN-Gauge Enabled 195 lb Fire
 Extinguisher Pressure GaugeÔ ENGSIM Sensor Interface Module for
 Monitoring EN-Gauge EnabledFire Extinguishers
 Ô More EN-GAUGE PRODUCTS Available-Call for Pricing.
 Amerex’s ABC DRY CHEMICAL FIREEXTINGUISHERS with EN-Gauge™ Technology utilize amonoammonium phosphate dry chemical. It chemically insulates Class A fires by melting and clinging to the heated surface, smothersand breaks the chain reaction of Class B fires, and is a nonconductor of electricity (Class C fires). When combined with the ENGSIM,EN-Gauge enabled fire extinguishers may be electronically monitored as part of a fully supervised fire alarm or security system.
 P/N SHIP. UNIT UNIT SHELL HEAVY-DUTY WEIGHT HEIGHT WIDTH DIAMETER BRACKET P/N
 AX417TEN 51/2 lb 143/4" 53/4" 3" –AX500EN 91/4 lb 151/4" 71/4" 41/4" 5DCAX402EN 9 lb 151/4" 71/4" 41/4" 5DCAX456EN 18 lb 20" 73/4" 5" 5HB
 P/N DESCRIPTION UL RATINGÔ AX417TEN EN-Gauge Enabled 21/2 lb
 ABC Extinguisher w/ Vehicle Bracket 1A:10B:CÔ AX500EN EN-Gauge Enabled 5 lb
 ABC Extinguisher w/ Wall Hanger 2A:10B:CÔ AX402EN EN-Gauge Enabled 5 lb
 ABC Extinguisher w/ Wall Hanger 3A:40B:CÔ AX456EN EN-Gauge Enabled 10 lb
 ABC Extinguisher w/ Wall Hanger 4A:80B:C
 ENG195 ENG195
 ENGSIM
 AX417TEN AX500EN
 AX402EN AX456EN
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57FIRE ALARM PRODUCTS
 TEST EQUIPMENT
 SMOKE ALARM TESTER is great for testing both photo-electric and ionization alarms. Non-toxic and environmentally safe.21/2 oz gives 100+ bursts. For high, hard-to-reach alarms try theDDPN30 with DDPN59.NOTE: Maximum number of extensions is 5 (34').
 P/N DESCRIPTIONSDT2 Smoke Alarm Tester, 21/2 ozTE1490 Tester Adapter w/ 18" ExtensionDDPN30 30" Grip & Trigger
 Use w/ DDPN59DDPN59 59" Aerosol Extension
 Use w/ DDPN30
 CANNED AIR is nonflammable, nonresidual and nonabrasive withzero ozone depletion potential. Canned Air is moisture free and deliv-ers up to 96 lb per square inch of pressure. Great for cleaning smokealarms, panels and office equipment. Comes with plastic delivery tubefor hard-to-reach places. Net weight 10 oz.
 P/N DESCRIPTIONAB2000 Canned Air 2000, 10 oz
 SINGLE/MULTI-STATION SMOKE ALARMS
 The 914E IONIZATION SMOKE ALARM is UL listed with testbutton, power-on LED and 85 dB alarm horn. Body measures 37/8",with a 47/8" mounting plate. Comes with a 3-year limited warranty.Battery included.
 P/N DESCRIPTION914E 9V Battery Operated Ionization Smoke Alarm
 The 915 IONIZATION SMOKE ALARM is UL listed with testbutton, power-on LED and 85 dB alarm horn. Body measures 5".Comes with a 5-year limited warranty. Battery included.
 P/N DESCRIPTION915 9V Battery Operated Ionization Smoke Alarm
 The 916LL IONIZATION SMOKE ALARM features a 10-yearlithium battery. Includes test button, power-on LED and 85 dB alarmhorn. Comes with a 10-year limited warranty. UL listed.
 P/N DESCRIPTION916LL 9V Battery Operated Smoke Alarm
 w/ Lithium Battery
 The UL listed 918 IONIZATION SMOKE ALARM with safetylight includes test button, power-on LED and 85 dB alarm horn.Safety light comes on when alarm sounds. Comes with a 5-year limited warranty. Battery included.
 P/N DESCRIPTION918 9V Battery Operated Ionization Smoke
 Alarm w/ Safety Light
 SDT2
 AB2000
 914E
 918
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