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 OUR EXPERTISE, YOUR SAFETY
 NOHA NORWAY AS – LEADING SUPPLIER OF FIRE FIGHTING EQUIPMENTNOHA NORWAY AS was founded in 1924 and has grown to become world leading manufacturer of fire hose reelsand cabinets. NOHA started manufacturing hose reels early in the 1950’s and has since focused on developingsolutions and extending the product range to cover all fire fighting equipment for the residential- and commercialmarkets. We are therefore proud to be able to supply fire fighting equipment according to our customers’ needs. And, we have the competence needed to come up with safe and smart solutions. Such solutions are best foundthrough communication with our customers.
 EXTENSIVE RANGE OF CERTIFIED QUALITY PRODUCTSIs it possible to buy safety? Actually, yes. Feeling safe is based on being prepared. In case of fire, feeling safe isbased on having high-quality fire fighting equipment available when you need it.
 In addition to a wide range of quality products for the residential- and consumer markets, we offer our customers whatis needed to be prepared: Service and maintenance included. We also offer training and counselling. Regardingquality, there is no compromise.
 RENOVATING OR BUILDING NEW?If you involve us in your plans at an early stage, we can find practical and esthetical solutions. This will provide youwith the safety you deserve: Not only design-wise, you will also save money.
 www.noha.noYou will find updated information about NOHA, our products and solutions on our web-site.
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 TECHNICAL DATA
 INLET PRESSURE (BAR)
 FLO
 W (L
 /MIN
 )
 THRO
 W L
 ENG
 TH (M
 )
 INLET PRESSURE (BAR)
 Wall-mounted In cabinet Wall-mounted In cabinet Floor-mounted Floor-mountedwith swinging arm with swinging arm in cabinet
 Manual Automatic Manual Automatic Manual Automatic Manual Automatic Manual Automatic Manual Automaticvalve valve valve valve valve valve valve valve valve valve valve valve
 Hose reel:Side disc: 1 mm steel, paint finish 70 micron x x x x x x x x x x x xOther steel parts: galvanized plate, no paint finish x x x x x x x x x x x xCentre parts: brass x x x x x x x x x x x xWater inlet: 1” BSPM x x x x xWater inlet: 3/4” BSPM xWater inlet: 1” BSPF x x x x x xValve: Ball valve 1” BSPF x x x x x xHose: PVC x x x x x x x x x x x xNozzle: Composite x x x x x x x x x x x xWater pressure max: 1,2 Mpa x x x x x x x x x x x xWater temperature max: 40°C x x x x x x x x x x x xFresh water x x x x x x x x x x x x
 Cabinet:Steel parts: 1,5 mm steelplate, paint finish 70 micron x x x x x xBack wall: 0,8 mm galvanized plate, no paint finish x x x x x xDoor look: Plastic/composite x x x x x xHinges: Plastic/composite x x x x x x
 Frame: 5 mm square tube, paint finish 70 micron x x
 Pedestal: 1,5 mm steelplate, paint finish 70 micron x x
 Hose reel
 Materials
 CAPACITY AND THROW LENGTHSPressure at inlet to stop valve, measured with flowing water. Valid for hose reels with max. 30 meter hose.
 TECHNICAL DATA EN671-1 HOSE REELS
 = 19 mm hose
 = 25 mm hose
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IN NEED OF CUSTOM-MADE SOLUTIONS?Modern architecture is characterized by consistent solutions. As a supplier of fire hose reels, we aim at offering productsthat match building interiors when it comes to both design and color. NOHA is world leading manufacturer of fire hosereels and we cooperate with companies in many countries where we meet customers in need of custom-made solutions. Do not hesitate to contact us should you need products that are not to be found in our standard catalogue range. Havingsatisfied customers is very important to us, and our products are designed to meet your needs, CE-marking requirementsand environmental requirements.
 FIRE HOSE REELS WITH AUTOMATIC STOP VALVEMost of our fire hose reel models are available with an automatic stop valve. The automatic stop valve opens toprovide full capacity within just two revolutions of the reel. This may be vital in situations where seconds matter anduntrained personnel will attempt to extinguish the fire.
 NOHA FIRE HOSE REELS ARE EASY TO INSTALLOur hose reel models are supplied with mounting-templates and the hose reels can easily be removed from the cabinetto facilitate the installation. One man alone can then install the cabinet. Please use the installation instructions suppliedwith the products or download it from www.noha.no.
 We are often asked questions regarding mounting-height from the floor to the lower edge of the cabinet. We recom-mend approx. 1100 mm. For fire hose reels, the mounting-height from the floor to the center of the reel should beapprox. 1500 mm. Please note that when recess-mounting a cabinet, the cabinet box adds 6 mm to the existing wallwhen using a trim frame. Be careful not to install the door into the wall. Minimum recess for cabinets: H+5 mm,D+5 mm. The door may be sealed if needed.
 CORROSIVE ENVIRONMENT DEMAND SUITABLE PARTS AND CORROSION PROTECTIONCorrosive environment such as sewage disposal works, water treatment plants, bathing facilities, tunnels and parkinggarages demand stainless steel parts and brass parts with extra corrosion protection. A range of suitable models available.
 FOOD INDUSTRYThe food industry is demanding when it comes to safety. NOHA offers cabinets in raw stainless steel and a generalpurpose hose reel for hot water up to 80°C.
 GENERAL PURPOSE HOSE REEL – INDUSTRIAL HOSE REEL – HOSE TROLLEY – FOAM HOSE REELAvailable in a separate brochure – General Purpose Hose Reels.
 CHOOSING THE CORRECT, SUITABLE EXTINGUISHANTFor optimal fire protection, it is important to define which areas and objects that may become exposed to fire andwhich extinguishant is the most suitable for the particular hazard.
 WaterClean water will extinguish most fires. It is almost always available and you won’t risk running empty on extinguishant.
 FoamYou will need foam in situations where water alone is not enough to put out a fire, for example fires in carboniferousmaterials and flammable liquid. Foam is excellent for insulating spills of flammable liquids against ignition.
 PowderPowder is often used as a supplement to extinguish fires in combustible solids such as wood, paper and textile, and indifferent kinds of gasses such as propane, butane and acetylene. Powder is a highly effective extinguishant and isavailable in different classes according to the extinguishing effect.
 GasArgonite is a blend of 50% argon and 50% nitrogen gases that occur naturally in the atmosphere. It is popular withorganizations that prefer to use a non-chemical suppression agent. With zero ODP, zero GWP and zero atmospheric life-time, Argonite has excellent environmental credentials. It works by displacing oxygen and reducing from the normal 21%to a level that will not support combustion. A typical design concentration of 40% will reduce the oxygen level to 12.5%within 60 seconds. In occupied areas personnel can continue to breathe safely at this level for short periods of time.
 OPPORTUNITIES AND PRODUCT SOLUTIONS
 5
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• NOHA MODEL 1
 6 NOHA NORWAY AS • www.noha.no
 NOHA MODEL 1 IS CE-MARKED ACCORDING TO EN671-1 AND SUPPLIED WITH:
 • Hose reel with side discs powder coated RAL 3001 red gloss 15• 1” manual stop valve• NOHA quick-change coupling system on reel outlet• NOHA jet/spray/shut-off nozzle• NOHA special black hose, designed to standard EN694 for
 fire hose reels
 • Wall-mounting bracket• Roller hose guide allowing the hose to be run out in any
 direction• Centre parts made of brass• Adjustable brake• Clockwise rotation• NOHA installation instructions
 OPTIONS
 • Red hose• Light hose
 NOHA FIXED FIRE HOSE REEL FOR WALL-MOUNTING
 For use in factories, warehouses andshowrooms.
 Model Hose length in metres Dimensions in mm Order
 19 mm 25 mm Ø x A number
 1 20 600 x 175 555001
 1 25 600 x 175 555002
 1 30 600 x 175 555003
 1 20 600 x 230 555004
 1 25 600 x 230 555005
 1 30 600 x 230 555006
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 • NOHA MODEL 1A
 7NOHA NORWAY AS • www.noha.no
 OPTIONS
 • Red hose• Light hose• Anti-clockwise rotation
 • Hose reel with side discs powder coated RAL 3001 red gloss 15• Integrated NOHA automatic stop valve• NOHA quick-change coupling system on reel outlet• NOHA jet/spray/shut-off nozzle• NOHA special black hose, designed to standard EN694 for
 fire hose reels
 • Wall-mounting bracket• Roller hose guide allowing the hose to be run out in any
 direction• Centre parts made of brass• Adjustable brake• Clockwise rotation• NOHA installation instructions
 NOHA FIXED FIRE HOSE REEL WITH AUTOMATIC STOP VALVEFOR WALL-MOUNTING
 The automatic stop valve opens toprovide full capacity within just tworevolutions of the reel.
 For use in factories, warehouses andshowrooms.
 NOHA MODEL 1A IS CE-MARKED ACCORDING TO EN671-1 AND SUPPLIED WITH:
 Model Hose length in metres Dimensions in mm Order
 19 mm 25 mm Ø x A number
 1A 20 600 x 175 555007
 1A 25 600 x 175 555008
 1A 30 600 x 175 555009
 1A 20 600 x 230 555010
 1A 25 600 x 230 555011
 1A 30 600 x 230 555012
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• NOHA MODEL 1SW
 8 NOHA NORWAY AS • www.noha.no
 NOHA MODEL 1SW IS CE-MARKED ACCORDING TO EN671-1 AND SUPPLIED WITH:
 • Hose reel with side discs powder coated RAL 3001 red gloss 15• 1” manual stop valve• NOHA quick-change coupling system on reel outlet• NOHA jet/spray/shut-off nozzle• NOHA special black hose, designed to standard EN694 for
 fire hose reels
 • Mounting template• NOHA swinging arm with internal waterways, hinged on
 right hand side• Centre parts made of brass• Adjustable brake• NOHA installation instructions
 OPTIONS
 • Red hose• Light hose• Hinged on left hand side
 NOHA SWINGING FIRE HOSE REELFOR WALL-MOUNTING
 Hose reel mounted on a swinging armwith internal waterways which swings180°.
 For use in factories, warehouses andshowrooms.
 Model Hose length in metres Dimensions in mm Order
 19 mm 25 mm W x H x D number
 1SW 20 675 x 630 x 235 555013
 1SW 25 675 x 630 x 235 555014
 1SW 30 675 x 630 x 235 555015
 1SW 20 675 x 630 x 235 555016
 1SW 25 675 x 630 x 235 555017
 1SW 30 675 x 630 x 235 555018
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 • NOHA MODEL 1SWA
 9NOHA NORWAY AS • www.noha.no
 OPTIONS
 • Red hose• Light hose• Hinged on left hand side
 • Hose reel with side discs powder coated RAL 3001 red gloss 15 • Integrated NOHA automatic stop valve• NOHA quick-change coupling system on reel outlet• NOHA jet/spray/shut-off nozzle• NOHA special black hose, designed to standard EN694 for
 fire hose reels
 • Mounting template• NOHA swinging arm with internal waterways, hinged on
 right hand side• Centre parts made of brass• Adjustable brake• NOHA installation instructions
 NOHA SWINGING FIRE HOSE REELWITH AUTOMATIC STOP VALVEFOR WALL-MOUNTING
 Hose reel mounted on a swinging armwith internal waterways which swings180°. The automatic stop valve opensto provide full capacity within just tworevolutions of the reel.
 For use in factories, warehouses andshowrooms.
 NOHA MODEL 1SWA IS CE-MARKED ACCORDING TO EN671-1 AND SUPPLIED WITH:
 Model Hose length in metres Dimensions in mm Order
 19 mm 25 mm W x H x D number
 1SWA 20 675 x 630 x 235 555019
 1SWA 25 675 x 630 x 235 555020
 1SWA 30 675 x 630 x 235 555021
 1SWA 20 675 x 630 x 235 555022
 1SWA 25 675 x 630 x 235 555023
 1SWA 30 675 x 630 x 235 555024
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• NOHA MODEL 2SW
 10 NOHA NORWAY AS • www.noha.no
 NOHA MODEL 2SW IS CE-MARKED ACCORDING TO EN671-1 AND SUPPLIED WITH:
 • Hose reel with side discs powder coated RAL 3001 red gloss 15• 1” manual stop valve• NOHA quick-change coupling system on reel outlet• NOHA jet/spray/shut-off nozzle• NOHA special black hose, designed to standard EN694 for
 fire hose reels
 • Mounting template• NOHA swinging arm with internal waterways, hinged on
 right hand side• Centre parts made of brass • Adjustable brake • NOHA installation instructions
 OPTIONS
 • Red hose• Light hose• Hinged on left hand side
 NOHA SWINGING FIRE HOSE REELFOR RECESS-MOUNTING
 Hose reel mounted on a swinging armwith internal waterways which swings180°.
 For use in factories, warehouses andshowrooms.
 Model Hose length in metres Dimensions in mm Order
 19 mm 25 mm W x H x D number
 2SW 20 750 x 750 x 235 555025
 2SW 25 750 x 750 x 235 555026
 2SW 30 750 x 750 x 235 555027
 2SW 20 750 x 750 x 290 555028
 2SW 25 750 x 750 x 290 555029
 2SW 30 750 x 750 x 290 555030
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 • NOHA MODEL 2SWA
 11NOHA NORWAY AS • www.noha.no
 OPTIONS
 • Red hose• Light hose• Hinged on left hand side
 • Hose reel with side discs powder coated RAL 3001 red gloss 15• Integrated NOHA automatic stop valve• NOHA quick-change coupling system on reel outlet• NOHA jet/spray/shut-off nozzle• NOHA special black hose, designed to standard EN694 for
 fire hose reels
 • Mounting template• NOHA swinging arm with internal waterways, hinged on
 right hand side• Centre parts made of brass • Adjustable brake • NOHA installation instructions
 NOHA SWINGING FIRE HOSE REEL WITH AUTOMATIC STOP VALVEFOR RECESS-MOUNTING
 Hose reel mounted on a swinging armwith internal waterways which swings180°. The automatic stop valve opensto provide full capacity within just tworevolutions of the reel.
 For use in factories, warehouses andshowrooms.
 NOHA MODEL 2SWA IS CE-MARKED ACCORDING TO EN671-1 AND SUPPLIED WITH:
 Model Hose length in metres Dimensions in mm Order
 19 mm 25 mm W x H x D number
 2SWA 20 750 x 750 x 235 555031
 2SWA 25 750 x 750 x 235 555032
 2SWA 30 750 x 750 x 235 555033
 2SWA 20 750 x 750 x 290 555034
 2SWA 25 750 x 750 x 290 555035
 2SWA 30 750 x 750 x 290 555036
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OPTIONS
 • Cabinet RAL 3001 red• Cabinet RAL _____(smooth surface gloss 70)• Door for manual call point
 • Hinges on left hand side• Red hose• Light hose
 • NOHA MODEL 3
 12 NOHA NORWAY AS • www.noha.no
 NOHA MODEL 3 IS CE-MARKED ACCORDING TO EN671-1 AND SUPPLIED WITH:
 • Hose reel with side discs powder coated RAL 3001 red gloss 15• 1” manual stop valve• NOHA quick-change coupling system on reel outlet• NOHA jet/spray/shut-off nozzle• NOHA special black hose, designed to standard EN694 for
 fire hose reels• NOHA special supply hose• Centre parts made of brass• Adjustable brake
 • Hinges on right hand side• NOHA door catch/release handle• Ø35 mm knockouts for inlet pipework on 3 sides• Removable back wall, made of galvanized steel; can be
 used as a mounting template• Cabinet, except back wall, powder coated RAL 9010 white
 gloss 15• Door sign in accordance with Council Directive 92/58/EEC• NOHA installation instructions
 NOHA FIRE HOSE REEL ANDCABINET FOR WALL-MOUNTINGOR RECESS-MOUNTING
 Hose reel mounted on the door whichopens 180°. The reel can easily beremoved from the cabinet to facilitatethe installation.
 For use in office buildings, schools,hospitals, kindergartens, sports arenas,cinemas, hotels and conference centres,airports and shopping centres.
 Model Hose length in metres Dimensions in mm Order
 19 mm 25 mm W x H x D number
 3 20 795 x 795 x 110 555038
 3 25 795 x 795 x 110 555039
 3 30 795 x 795 x 110 555040
 3 20 795 x 795 x 200 555044
 3 25 795 x 795 x 200 555045
 3 30 795 x 795 x 200 555046
 3 20 695 x 695 x 110 555047
 3 25 695 x 695 x 160 555048
 3 30 695 x 695 x 160 555049
 3 20 695 x 695 x 285 555220
 3 25 695 x 695 x 285 555221
 3 30 695 x 695 x 285 555222
 Trim frame for recess mounting 795 x 795 555204
 695 x 695 555203
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 • NOHA MODEL 3A
 13NOHA NORWAY AS • www.noha.no
 OPTIONS
 • Cabinet RAL 3001 red• Cabinet RAL _____(smooth surface gloss 70)• Door for manual call point
 • Hinges on left hand side• Red hose• Light hose
 • Hose reel with side discs powder coated RAL 3001 red gloss 15• Integrated NOHA automatic stop valve• NOHA quick-change coupling system on reel outlet• NOHA jet/spray/shut-off nozzle• NOHA special black hose, designed to standard EN694 for
 fire hose reels• NOHA special supply hose• Centre parts made of brass• Adjustable brake
 • Hinges on right hand side• NOHA door catch/release handle• Ø35mm knockouts for inlet pipework on 3 sides• Removable back wall, made of galvanized steel; can be
 used as a mounting template• Cabinet, except back wall, powder coated RAL 9010 white
 gloss 15• Door sign in accordance with Council Directive 92/58/EEC• NOHA installation instructions
 NOHA FIRE HOSE REEL WITHAUTOMATIC STOP VALVE ANDCABINET FOR WALL-MOUNTINGOR RECESS-MOUNTING
 Hose reel mounted on the door whichopens 180°. The reel can easily beremoved from the cabinet to facilitatethe installation. The automatic stop valveopens to provide full capacity within justtwo revolutions of the reel.
 For use in office buildings, schools,hospitals, kindergartens, sports arenas,cinemas, hotels and conference centres,airports and shopping centres.
 NOHA MODEL 3A IS CE-MARKED ACCORDING TO EN671-1 AND SUPPLIED WITH:
 Model Hose length in metres Dimensions in mm Order
 19 mm 25 mm W x H x D number
 3A 20 795 x 795 x 135 555050
 3A 25 795 x 795 x 135 555051
 3A 30 795 x 795 x 135 555052
 3A 20 795 x 795 x 200 555053
 3A 25 795 x 795 x 200 555054
 3A 30 795 x 795 x 200 555055
 3A 20 695 x 695 x 200 555056
 3A 25 695 x 695 x 200 555057
 3A 30 695 x 695 x 200 555058
 Trim frame for recess mounting 795 x 795 555204
 695 x 695 555203
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OPTIONS
 • Cabinet RAL 3001 red• Cabinet RAL _____(smooth surface gloss 70)• Door for vision panel• Door for manual call point
 • Hinges on left hand side• Red hose• Light hose
 • NOHA MODEL 3SW
 14 NOHA NORWAY AS • www.noha.no
 NOHA MODEL 3SW IS CE-MARKED ACCORDING TO EN671-1 AND SUPPLIED WITH:
 • Hose reel with side discs powder coated RAL 3001 red gloss 15• 1” manual stop valve• NOHA quick-change coupling system on reel outlet• NOHA jet/spray/shut-off nozzle• NOHA special black hose, designed to standard EN694 for
 fire hose reels• NOHA swinging arm with internal waterways• Centre parts made of brass• Adjustable brake
 • Hinges on right hand side.• NOHA door catch/release handle• Ø35 mm knockouts for inlet pipework on 3 sides• Removable back wall, made of galvanized steel; can be
 used as a mounting template• Cabinet powder coated RAL 9010 white gloss 15• Door sign in accordance with Council Directive 92/58/EEC • NOHA installation instructions
 NOHA SWINGING FIRE HOSE REELAND CABINET FOR WALL-MOUNTINGOR RECESS-MOUNTING
 Hose reel mounted on a swinging armwith internal waterways which swings180°. The reel can easily be removed fromthe cabinet to facilitate the installation.
 For use in office buildings, schools,hospitals, kindergartens, sports arenas,cinemas, hotels and conference centres,airports and shopping centres.
 Model Hose length in metres Dimensions in mm Order
 19 mm 25 mm W x H x D number
 3SW 20 795 x 795 x 230 555059
 3SW 25 795 x 795 x 230 555060
 3SW 30 795 x 795 x 230 555061
 3SW 20 795 x 795 x 285 555062
 3SW 25 795 x 795 x 285 555063
 3SW 30 795 x 795 x 285 555064
 Trim frame for recess mounting 795 x 795 555204
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 • NOHA MODEL 3SWA
 15NOHA NORWAY AS • www.noha.no
 OPTIONS
 • Cabinet RAL 3001 red• Cabinet RAL _____(smooth surface gloss 70)• Door for vision panel• Door for manual call point
 • Hinges on left hand side• Red hose• Light hose
 • Hose reel with side discs powder coated RAL 3001 red gloss 15• Integrated NOHA automatic stop valve• NOHA quick-change coupling system on reel outlet• NOHA jet/spray/shut-off nozzle • NOHA special black hose, designed to standard EN694 for
 fire hose reels • NOHA swinging arm with internal waterways• Centre parts made of brass• Adjustable brake
 • Hinges on right hand side• NOHA door catch/release handle• Ø35mm knockouts for inlet pipework on 3 sides• Removable back wall, made of galvanized steel; can be
 used as a mounting template• Cabinet powder coated RAL 9010 white gloss 15• Door sign in accordance with Council Directive 92/58/EEC • NOHA installation instructions
 NOHA SWINGING FIRE HOSE REELWITH AUTOMATIC STOP VALVE ANDCABINET FOR WALL-MOUNTING ORRECESS-MOUNTING
 Hose reel mounted on a swinging armwith internal waterways which swings180°. The reel can easily be removedfrom the cabinet to facilitate the instal-lation. The automatic stop valve opensto provide full capacity within just tworevolutions of the reel.
 For use in office buildings, schools,hospitals, kindergartens, sports arenas,cinemas, hotels and conference centres,airports and shopping centres.
 NOHA MODEL 3SWA IS CE-MARKED ACCORDING TO EN671-1 AND SUPPLIED WITH:
 Model Hose length in metres Dimensions in mm Order
 19 mm 25 mm W x H x D number
 3SWA 20 795 x 795 x 230 555065
 3SWA 25 795 x 795 x 230 555066
 3SWA 30 795 x 795 x 230 555067
 3SWA 20 795 x 795 x 285 555068
 3SWA 25 795 x 795 x 285 555069
 3SWA 30 795 x 795 x 285 555070
 Trim frame for recess mounting 795 x 795 555204
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 16 NOHA NORWAY AS • www.noha.no
 NOHA MODEL 31 IS CE-MARKED ACCORDING TO EN671-1 AND SUPPLIED WITH:
 • Hose reel with side discs powder coated RAL 3001 red gloss 15• 1” manual stop valve• NOHA quick-change coupling system on reel outlet• NOHA jet/spray/shut-off nozzle• NOHA special black hose, designed to standard EN694 for
 fire hose reels• NOHA special supply hose• Centre parts made of brass• Adjustable brake
 • Hinges on right hand side • NOHA door catches/release handles• Ø35 mm knockouts for inlet pipework on 3 sides• Removable back wall, made of galvanized steel; can be
 used as a mounting template• Cabinet, except back wall, powder coated RAL 9010 white
 gloss 15• Door sign in accordance with Council Directive 92/58/EEC• NOHA installation instructions
 NOHA FIRE HOSE REEL AND CABINETWITH EQUIPMENT COMPARTMENTFOR WALL-MOUNTING OR RECESS-MOUNTING
 Hose reel mounted on the door whichopens 180°. The reel can easily beremoved from the cabinet to facilitate the installation.
 For use in office buildings, schools,hospitals, kindergartens, sports arenas,cinemas, hotels and conference centres,airports and shopping centres.
 OPTIONS
 • Cabinet RAL 3001 red• Cabinet RAL _____(smooth surface gloss 70)• Compartment door for manual call point
 • Hinges on left hand side• Red hose• Light hose
 Model Hose length in metres Dimensions in mm Order
 19 mm 25 mm W x H x D number
 31 20 1105 x 795 x 230 555098
 31 25 1105 x 795 x 230 555099
 31 30 1105 x 795 x 230 555100
 31 20 1105 x 795 x 230 555101
 31 25 1105 x 795 x 230 555102
 31 30 1105 x 795 x 230 555103
 31 20 1005 x 695 x 230 555104
 31 25 1005 x 695 x 230 555105
 31 30 1005 x 695 x 230 555106
 Trim frame for recess mounting 1105 x 795 555206
 1005 x 695 555205
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 OPTIONS
 • Cabinet RAL 3001 red• Cabinet RAL _____(smooth surface gloss 70)• Compartment door for manual call point
 • Hinges on left hand side• Red hose• Light hose
 • Hose reel with side discs powder coated RAL 3001 red gloss 15• Integrated NOHA automatic stop valve• NOHA quick-change coupling system on reel outlet• NOHA jet/spray/shut-off nozzle• NOHA special black hose, designed to standard EN694 for
 fire hose reels • NOHA special supply hose• Centre parts made of brass• Adjustable brake
 • Hinges on right hand side• NOHA door catches/release handles• Ø35 mm knockouts for inlet pipework on 3 sides• Removable back wall, made of galvanized steel; can be
 used as a mounting template• Cabinet, except back wall, powder coated RAL 9010 white
 gloss 15• Door sign in accordance with Council Directive 92/58/EEC• NOHA installation instructions
 NOHA FIRE HOSE REEL WITHAUTOMATIC STOP VALVE ANDCABINET WITH EQUIPMENT COM-PARTMENT, FOR WALL-MOUNTINGOR RECESS-MOUNTING
 Hose reel mounted on the door whichopens 180°. The reel can easily beremoved from the cabinet to facilitate theinstallation. The automatic stop valveopens to provide full capacity within justtwo revolutions of the reel.
 For use in office buildings, schools,hospitals, kindergartens, sports arenas,cinemas, hotels and conference centres,airports and shopping centres.
 NOHA MODEL 31A IS CE-MARKED ACCORDING TO EN671-1 AND SUPPLIED WITH:
 Model Hose length in metres Dimensions in mm Order
 19 mm 25 mm W x H x D number
 31A 20 1105 x 795 x 230 555107
 31A 25 1105 x 795 x 230 555108
 31A 30 1105 x 795 x 230 555109
 31A 20 1105 x 795 x 230 555110
 31A 25 1105 x 795 x 230 555111
 31A 30 1105 x 795 x 230 555112
 31A 20 1005 x 695 x 230 555113
 31A 25 1005 x 695 x 230 555114
 31A 30 1005 x 695 x 230 555115
 Trim frame for recess mounting 1105 x 795 555206
 1005 x 695 555205
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• NOHA MODEL 31SW
 18 NOHA NORWAY AS • www.noha.no
 NOHA MODEL 31SW IS CE-MARKED ACCORDING TO EN671-1 AND SUPPLIED WITH:
 • Hose reel with side discs powder coated RAL 3001 red gloss 15• 1” manual stop valve• NOHA quick-change coupling system on reel outlet• NOHA jet/spray/shut-off nozzle• NOHA special black hose, designed to standard EN694 for
 fire hose reels • NOHA swinging arm with internal waterways• Centre parts made of brass • Adjustable brake
 • Hinges on right hand side• NOHA door catches/release handles• Ø35 mm knockouts for inlet pipework on 3 sides• Removable back wall, made of galvanized steel; can be
 used as a mounting template• Cabinet powder coated RAL 9010 white gloss 15• Door sign in accordance with Council Directive 92/58/EEC• NOHA installation instructions
 NOHA SWINGING FIRE HOSE REELAND CABINET WITH EQUIPMENTCOMPARTMENT, FOR WALL-MOUNTING OR RECESS-MOUNTING
 Hose reel mounted on a swinging armwith internal waterways which swings180°. The reel can easily be removedfrom the cabinet to facilitate the instal-lation.
 For use in office buildings, schools,hospitals, kindergartens, sports arenas,cinemas, hotels and conference centres,airports and shopping centres.
 OPTIONS
 • Cabinet RAL 3001 red• Cabinet RAL _____(smooth surface gloss 70)• Doors for vision panel• Compartment door for manual call point
 • Hinges on left hand side• Red hose• Light hose
 Model Hose length in metres Dimensions in mm Order
 19 mm 25 mm W x H x D number
 31SW 20 1105 x 795 x 230 555116
 31SW 25 1105 x 795 x 230 555117
 31SW 30 1105 x 795 x 230 555118
 31SW 20 1105 x 795 x 285 555119
 31SW 25 1105 x 795 x 285 555120
 31SW 30 1105 x 795 x 285 555121
 Trim frame for recess mounting 1105 x 795 555206
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 • NOHA MODEL 31SWA
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 • Hose reel with side discs powder coated RAL 3001 red gloss 15• Integrated NOHA automatic stop valve• NOHA quick-change coupling system on reel outlet• NOHA jet/spray/shut-off nozzle• NOHA special black hose, designed to standard EN694 for
 fire hose reels• NOHA swinging arm with internal waterways• Centre parts made of brass• Adjustable brake
 • Hinges on right hand side• NOHA door catches/release handles• Ø35 mm knockouts for inlet pipework on 3 sides• Removable back wall, made of galvanized steel; can be
 used as a mounting template• Cabinet powder coated RAL 9010 white gloss 15• Door sign in accordance with Council Directive 92/58/EEC• NOHA installation instructions
 NOHA SWINGING FIRE HOSE REELWITH AUTOMATIC STOP VALVE ANDCABINET WITH EQUIPMENT COM-PARTMENT, FOR WALL-MOUNTINGOR RECESS-MOUNTING
 Hose reel mounted on a swinging armwith internal waterways which swings180°. The hose reel can easily beremoved from the cabinet to facilitate theinstallation. The automatic stop valveopens to provide full capacity within justtwo revolutions of the reel.
 For use in office buildings, schools,hospitals, kindergartens, sports arenas,cinemas, hotels and conference centres,airports and shopping centres.
 NOHA MODEL 31SWA IS CE-MARKED ACCORDING TO EN671-1 AND SUPPLIED WITH:
 OPTIONS
 • Cabinet RAL 3001 red• Cabinet RAL _____(smooth surface gloss 70)• Doors for vision panel• Compartment door for manual call point
 • Hinges on left hand side• Red hose• Light hose
 Model Hose length in metres Dimensions in mm Order
 19 mm 25 mm W x H x D number
 31SWA 20 1105 x 795 x 230 555122
 31SWA 25 1105 x 795 x 230 555123
 31SWA 30 1105 x 795 x 230 555124
 31SWA 20 1105 x 795 x 285 555125
 31SWA 25 1105 x 795 x 285 555126
 31SWA 30 1105 x 795 x 285 555127
 Trim frame for recess mounting 1105 x 795 555206
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 20 NOHA NORWAY AS • www.noha.no
 NOHA MODEL 3 IS CE-MARKED ACCORDING TO EN671-1 AND SUPPLIED WITH:
 • Hose reel with side discs powder coated RAL 3001 red gloss 15• 1” manual stop valve• NOHA quick-change coupling system on reel outlet• NOHA jet/spray/shut-off nozzle• NOHA special black hose, designed to standard EN694 for
 fire hose reels • NOHA special supply hose• Centre parts made of brass• Adjustable brake
 • Hinges on right hand side• NOHA door catches/release handles• Ø35 mm knockouts for inlet pipework on 3 sides• Removable back walls, made of galvanized steel; can be
 used as a mounting template• Cabinet, except back walls, powder coated RAL 9010 white
 gloss 15• Door signs in accordance with Council Directive 92/58/EEC• NOHA installation instructions
 OPTIONS
 • Cabinet RAL 3001 red• Cabinet RAL _____(smooth surface gloss 70)• Hose reel door for manual call point
 NOHA FIRE HOSE REEL ANDVERTICAL COMBINED CABINETWITH EQUIPMENT COMPARTMENT, FOR WALL-MOUNTING OR RECESS-MOUNTING
 Hose reel mounted on the door whichopens 180°. The reel can easily beremoved from the cabinet to facilitate theinstallation.
 For use in office buildings, schools,hospitals, kindergartens, sports arenas,cinemas, hotels and conference centres,airports and shopping centres.
 Model Hose length in metres Dimensions in mm Order
 19 mm 25 mm W x H x D number
 3 20 695 x 1400 x 230 560050
 3 25 695 x 1400 x 230 560049
 3 30 695 x 1400 x 230 560024
 3 20 695 x 1400 x 285 560051
 3 25 695 x 1400 x 285 560052
 3 30 695 x 1400 x 285 560053
 Trim frame for recess-mounting 695 x 1400 555318
 • Hinges on left hand side• Red hose• Light hose
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 OPTIONS
 • Cabinet RAL 3001 red• Cabinet RAL _____(smooth surface gloss 70)• Hose reel door for manual call point
 • Hinges on left hand side• Red hose• Light hose
 • Hose reel with side discs powder coated RAL 3001 red gloss 15• Integrated NOHA automatic stop valve• NOHA quick-change coupling system on reel outlet• NOHA jet/spray/shut-off nozzle• NOHA special black hose, designed to standard EN694 for
 fire hose reels • NOHA special supply hose• Centre parts made of brass• Adjustable brake
 • Hinges on right hand side• NOHA door catches/release handles• Ø35 mm knockouts for inlet pipework on 3 sides• Removable back walls, made of galvanized steel; can be
 used as a mounting template• Cabinet, except back walls, powder coated RAL 9010 white
 gloss 15• Door signs in accordance with Council Directive 92/58/EEC• NOHA installation instructions
 NOHA MODEL 3A IS CE-MARKED ACCORDING TO EN671-1 AND SUPPLIED WITH:
 Model Hose length in metres Dimensions in mm Order
 19 mm 25 mm W x H x D number
 3A 20 695 x 1400 x 230 555312
 3A 25 695 x 1400 x 230 555313
 3A 30 695 x 1400 x 230 555314
 3A 20 695 x 1400 x 285 555315
 3A 25 695 x 1400 x 285 555316
 3A 30 695 x 1400 x 285 555317
 Trim frame for recess-mounting 695 x 1400 555318
 NOHA FIRE HOSE REEL WITHAUTOMATIC STOP VALVE ANDVERTICAL COMBINED CABINETWITH EQUIPMENT COMPARTMENT,FOR WALL-MOUNTING OR RECESS-MOUNTING
 Hose reel mounted on the door whichopens 180°. The reel can easily beremoved from the cabinet to facilitate theinstallation. The automatic stop valveopens to provide full capacity within justtwo revolutions of the reel.
 For use in office buildings, schools,hospitals, kindergartens, sports arenas,cinemas, hotels and conference centres,airports and shopping centres.
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 22 NOHA NORWAY AS • www.noha.no
 NOHA MODEL 3SW IS CE-MARKED ACCORDING TO EN671-1 AND SUPPLIED WITH:
 • Hose reel with side discs powder coated RAL 3001 red gloss 15• 1” manual stop valve• NOHA quick-change coupling system on reel outlet• NOHA jet/spray/shut-off nozzle• NOHA special black hose, designed to standard EN694 for
 fire hose reels • NOHA swinging arm with internal waterways• Centre parts made of brass• Adjustable brake
 • Hinges on right hand side• NOHA door catches/release handles• Ø35 mm knockouts for inlet pipework on 3 sides• Removable back walls, made of galvanized steel; can be
 used as a mounting template• Cabinet, except back walls, powder coated RAL 9010 white
 gloss 15• Door signs in accordance with Council Directive 92/58/EEC• NOHA installation instructions
 OPTIONS
 • Cabinet RAL 3001 red• Cabinet RAL _____(smooth surface gloss 70)• Doors for vision panels• Hose reel door for manual call point
 NOHA SWINGING FIRE HOSE REELAND VERTICAL COMBINEDCABINET WITH EQUIPMENTCOMPARTMENT FOR WALL/RECESS-MOUNTING
 Hose reel mounted on a swinging armwith internal waterways which swings180°. The hose reel can easily beremoved from the cabinet to facilitatethe installation.
 For use in office buildings, schools,hospitals, kindergartens, sports arenas,cinemas, hotels and conference centres,airports and shopping centres.
 Model Hose length in metres Dimensions in mm Order
 19 mm 25 mm W x H x D number
 3SW 20 795 x 1600 x 230 560054
 3SW 25 795 x 1600 x 230 560055
 3SW 30 795 x 1600 x 230 560056
 3SW 20 795 x 1600 x 285 560057
 3SW 25 795 x 1600 x 285 560058
 3SW 30 795 x 1600 x 285 560059
 Trim frame for recess-mounting 795 x 1600 555325
 • Hinges on left hand side• Red hose• Light hose
 3470_Fire hose reels 05-01-07 18:20 Side 22

Page 23
                        

23
 • NOHA MODEL 3SWA
 23NOHA NORWAY AS • www.noha.no
 OPTIONS
 • Cabinet RAL 3001 red• Cabinet RAL _____(smooth surface gloss 70)• Doors for vision panels• Hose reel door for manual call point
 • Hinges on left hand side• Red hose• Light hose
 • Hose reel with side discs powder coated RAL 3001 red gloss 15• Integrated NOHA automatic stop valve• NOHA quick-change coupling system on reel outlet• NOHA jet/spray/shut-off nozzle• NOHA special black hose, designed to standard EN694 for
 fire hose reels • NOHA swinging arm with internal waterways• Centre parts made of brass• Adjustable brake
 • Hinges on right hand side• NOHA door catches/release handles• Ø35 mm knockouts for inlet pipework on 3 sides• Removable back walls, made of galvanized steel; can be
 used as a mounting template• Cabinet, except back walls, powder coated RAL 9010 white
 gloss 15• Door signs in accordance with Council Directive 92/58/EEC• NOHA installation instructions
 MODEL 3SWA IS CE-MARKED ACCORDING TO EN671-1 AND SUPPLIED WITH:
 Model Hose length in metres Dimensions in mm Order
 19 mm 25 mm W x H x D number
 3SWA 20 795 x 1600 x 230 555319
 3SWA 25 795 x 1600 x 230 555320
 3SWA 30 795 x 1600 x 230 555321
 3SWA 20 795 x 1600 x 285 555322
 3SWA 25 795 x 1600 x 285 555323
 3SWA 30 795 x 1600 x 285 555324
 Trim frame for recess-mounting 795 x 1600 555325
 NOHA SWINGING FIRE HOSE REELWITH AUTOMATIC STOP VALVE ANDVERTICAL COMBINED CABINET WITHEQUIPMENT COMPARTMENT FORWALL-/RECESS-MOUNTING
 Hose reel mounted on a swinging armwith internal waterways which swings180°. The hose reel can easily beremoved from the cabinet to facilitatethe installation. The automatic stop valveopens to provide full capacity within justtwo revolutions of the reel.
 For use in office buildings, schools,hospitals, kindergartens, sports arenas,cinemas, hotels and conference centres,airports and shopping centres.
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 24 NOHA NORWAY AS • www.noha.no
 NOHA MODEL 3 SST IS CE-MARKED ACCORDING TO EN671-1 AND SUPPLIED WITH:
 • Hose reel with side discs powder coated RAL 3001 red gloss 15• 1” manual stop valve• NOHA quick-change coupling system on reel outlet• NOHA jet/spray/shut-off nozzle• NOHA special black hose, designed to standard EN694 for
 fire hose reels• NOHA special supply hose• Centre parts made of brass• Adjustable brake
 • Hinges on right hand side• NOHA door catch/release handle• Door and frame brushed stainless steel• Ø35 mm knockouts for inlet pipework on 3 sides• Removable back wall, made of galvanized steel; can be
 used as a mounting template• Cabinet, except back wall, powder coated RAL 9010 white
 gloss 15• Double 45° wall sign in accordance with Council Directive
 92/58/EEC• NOHA installation instructions
 OPTIONS
 • Door and frame polished stainless steel• Door for manual call point• Hinges on left hand side
 • Red hose• Light hose
 NOHA FIRE HOSE REEL ANDCABINET FOR RECESS-MOUNTING,DOOR AND FRAME BRUSHEDSTAINLESS STEEL
 Hose reel mounted behind the door ona swivel plate which opens 180°. Thereel can easily be removed from thecabinet to facilitate the installation.
 For use in office buildings, schools,hospitals, kindergartens, sports arenas,cinemas, hotels and conference centres,airports and shopping centres.
 Model Hose length in metres Dimensions in mm Order
 19 mm 25 mm W x H x D number
 3 SST 20 795 x 795 x 110 555071
 3 SST 25 795 x 795 x 110 555072
 3 SST 30 795 x 795 x 110 555073
 3 SST 20 795 x 795 x 200 555077
 3 SST 25 795 x 795 x 200 555078
 3 SST 30 795 x 795 x 200 555079
 3470_Fire hose reels 05-01-07 18:20 Side 24

Page 25
                        

25
 • NOHA MODEL 3A SST
 25NOHA NORWAY AS • www.noha.no
 • Hose reel with side discs powder coated RAL 3001 red gloss 15• Integrated NOHA automatic stop valve• NOHA quick-change coupling system on reel outlet• NOHA jet/spray/shut-off nozzle• NOHA special black hose, designed to standard EN694 for
 fire hose reels• NOHA special supply hose• Centre parts made of brass• Adjustable brake
 • Hinges on right hand side• Door and frame brushed stainless steel• NOHA door catch/release handle• Ø35 mm knockouts for inlet pipework on 3 sides• Removable back wall, made of galvanized steel; can be
 used as a mounting template• Cabinet, except back wall, powder coated RAL 9010 white
 gloss 15• Double 45° wall sign in accordance with Council Directive
 92/58/EEC• NOHA installation instructions
 NOHA FIRE HOSE REEL WITHAUTOMATIC STOP VALVE ANDCABINET FOR RECESS-MOUNTING,DOOR AND FRAME BRUSHEDSTAINLESS STEEL
 Hose reel mounted behind the door ona swivel plate which opens 180°. Thereel can easily be removed from thecabinet to facilitate the installation. Theautomatic stop valve opens to providefull capacity within just two revolutionsof the reel.
 For use in office buildings, schools,hospitals, kindergartens, sports arenas,cinemas, hotels and conference centres,airports and shopping centres.
 OPTIONS
 • Door and frame polished stainless steel• Door for manual call point• Hinges on left hand side
 • Red hose• Light hose
 NOHA MODEL 3A SST IS CE-MARKED ACCORDING TO EN671-1 AND SUPPLIED WITH:
 Model Hose length in metres Dimensions in mm Order
 19 mm 25 mm W x H x D number
 3A SST 20 795 x 795 x 135 555080
 3A SST 25 795 x 795 x 135 555081
 3A SST 30 795 x 795 x 135 555082
 3A SST 20 795 x 795 x 200 555083
 3A SST 25 795 x 795 x 200 555084
 3A SST 30 795 x 795 x 200 555085
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OPTIONS
 • Door and frame polished stainless steel• Door and frame brushed stainless steel for vision panel• Door and frame polished stainless steel for vision panel• Full vision panel
 • Door for manual call point• Hinges on left hand side• Red hose• Light hose
 • NOHA MODEL 3SW SST
 26 NOHA NORWAY AS • www.noha.no
 NOHA MODEL 3SW SST IS CE-MARKED ACCORDING TO EN671-1 AND SUPPLIED WITH:
 • Hose reel with side discs powder coated RAL 3001 red gloss 15• 1” manual stop valve• NOHA quick-change coupling system on reel outlet• NOHA jet/spray/shut-off nozzle• NOHA special black hose, designed to standard EN694 for
 fire hose reels• NOHA swinging arm with internal waterways• Centre parts made of brass• Adjustable brake
 • Hinges on right hand side• NOHA door catch/release handle• Door and frame brushed stainless steel• Ø35 mm knockouts for inlet pipework on 3 sides• Removable back wall, made of galvanized steel; can be
 used as a mounting template• Cabinet and back wall powder coated RAL 9010 white
 gloss 15• Double 45° wall sign in accordance with Council Directive
 92/58/EEC• NOHA installation instructions
 NOHA SWINGING FIRE HOSE REELAND CABINET FOR RECESS-MOUNTING DOOR AND FRAMEBRUSHED STAINLESS STEEL
 Hose reel mounted on a swinging armwith internal waterways which swings180°. The reel can easily be removedto facilitate the installation.
 For use in office buildings, schools,hospitals, kindergartens, sports arenas,cinemas, hotels and conference centres,airports and shopping centres.
 Model Hose length in metres Dimensions in mm Order
 19 mm 25 mm W x H x D number
 3SW SST 20 795 x 795 x 230 555086
 3SW SST 25 795 x 795 x 230 555087
 3SW SST 30 795 x 795 x 230 555088
 3SW SST 20 795 x 795 x 285 555089
 3SW SST 25 795 x 795 x 285 555090
 3SW SST 30 795 x 795 x 285 555091
 3470_Fire hose reels 05-01-07 18:20 Side 26

Page 27
                        

OPTIONS
 • Door and frame polished stainless steel• Door and frame brushed stainless steel for vision panel• Door and frame polished stainless steel for vision panel• Full vision panel
 • Door for manual call point• Hinges on left hand side• Red hose• Light hose
 27
 • NOHA MODEL 3SWA SST
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 • Hose reel with side discs powder coated RAL 3001 red gloss 15• Integrated NOHA automatic stop valve• NOHA quick-change coupling system on reel outlet• NOHA jet/spray/shut-off nozzle• NOHA special black hose, designed to standard EN694 for
 fire hose reels• NOHA swinging arm with internal waterways• Centre parts made of brass• Adjustable brake
 • Hinges on right hand side• NOHA door catch/release handle• Door and frame brushed stainless steel• Ø35 mm knockouts for inlet pipework on 3 sides• Removable back wall, made of galvanized steel; can be
 used as a mounting template• Cabinet and back wall powder coated RAL 9010 white
 gloss 15• Double 45° wall sign in accordance with Council Directive
 92/58/EEC• NOHA installation instructions
 NOHA SWINGING FIRE HOSE REELWITH AUTOMATIC STOP VALVEAND CABINET, FOR RECESS-MOUNTING DOOR AND FRAMEBRUSHED STAINLESS STEEL
 Hose reel mounted on a swinging armwith internal waterways which swings180°. The reel can easily be removedfrom the cabinet to facilitate the instal-lation. The automatic stop valve opensto provide full capacity within just tworevolutions of the reel.
 For use in office buildings, schools,hospitals, kindergartens, sports arenas,cinemas, hotels and conference centres,airports and shopping centres.
 NOHA MODEL 3SWA SST IS CE-MARKED ACCORDING TO EN671-1 AND SUPPLIED WITH:
 Model Hose length in metres Dimensions in mm Order
 19 mm 25 mm W x H x D number
 3SWA SST 20 795 x 795 x 230 555092
 3SWA SST 25 795 x 795 x 230 555093
 3SWA SST 30 795 x 795 x 230 555094
 3SWA SST 20 795 x 795 x 285 555095
 3SWA SST 25 795 x 795 x 285 555096
 3SWA SST 30 795 x 795 x 285 555097
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OPTIONS
 • Doors and frame polished stainless steel• Compartment door for manual call point• Hinges on left hand side
 • Red hose• Light hose
 • NOHA MODEL 31 SST
 28 NOHA NORWAY AS • www.noha.no
 NOHA MODEL 31 SST IS CE-MARKED ACCORDING TO EN671-1 AND SUPPLIED WITH:
 • Hose reel with side discs powder coated RAL 3001 red gloss 15• 1” manual stop valve• NOHA quick-change coupling system on reel outlet• NOHA jet/spray/shut-off nozzle• NOHA special black hose, designed to standard EN694 for
 fire hose reels• NOHA special supply hose• Centre parts made of brass• Adjustable brake
 • Hinges on right hand side• Doors and frame brushed stainless steel• NOHA door catches/release handles• Ø35 mm knockouts for inlet pipework on 3 sides• Removable back wall, made of galvanized steel; can be
 used as a mounting template• Cabinet, except back wall, powder coated RAL 9010 white
 gloss 15• Double 45° wall sign in accordance with Council Directive
 92/58/EEC• NOHA installation instructions
 NOHA FIRE HOSE REEL ANDCABINET WITH EQUIPMENTCOMPARTMENT FOR RECESS-MOUNTING, DOOR AND FRAMEBRUSHED STAINLESS STEEL
 Hose reel mounted behind the door ona swivel plate which opens 180°. Thereel can easily be removed to facilitatethe installation.
 For use in office buildings, schools,hospitals, kindergartens, sports arenas,cinemas, hotels and conference centres,airports and shopping centres.
 Model Hose length in metres Dimensions in mm Order
 19 mm 25 mm W x H x D number
 31 SST 20 1105 x 795 x 230 555128
 31 SST 25 1105 x 795 x 230 555129
 31 SST 30 1105 x 795 x 230 555130
 31 SST 20 1105 x 795 x 230 555131
 31 SST 25 1105 x 795 x 230 555132
 31 SST 30 1105 x 795 x 230 555133
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OPTIONS
 • Doors and frame polished stainless steel• Compartment door for manual call point• Hinges on left hand side
 • Red hose• Light hose
 29
 • NOHA MODEL 31A SST
 29NOHA NORWAY AS • www.noha.no
 • Hose reel with side discs powder coated RAL 3001 red gloss 15• Integrated NOHA automatic stop valve• NOHA quick-change coupling system on reel outlet• NOHA jet/spray/shut-off nozzle• NOHA special black hose, designed to standard EN694 for
 fire hose reels• NOHA special supply hose• Centre parts made of brass• Adjustable brake
 • Hinges on right hand side• Doors and frame brushed stainless steel• NOHA door catches/release handles• Ø35 mm knockouts for inlet pipework on 3 sides• Removable back wall, made of galvanized steel; can be
 used as a mounting template• Cabinet, except back wall, powder coated RAL 9010 white
 gloss 15• Double 45° wall sign in accordance with Council Directive
 92/58/EEC• NOHA installation instructions
 NOHA FIRE HOSE REEL WITHAUTOMATIC STOP VALVE ANDCABINET WITH EQUIPMENTCOMPARTMENT FOR RECESS-MOUNTING, DOOR AND FRAMEBRUSHED STAINLESS STEEL
 Hose reel mounted behind the door ona swivel plate which opens 180°. Thereel can easily be removed to facilitatethe installation. The automatic stop valveopens to provide full capacity within justtwo revolutions of the reel.
 For use in office buildings, schools,hospitals, kindergartens, sports arenas,cinemas, hotels and conference centres,airports and shopping centres.
 NOHA MODEL 31A SST IS CE-MARKED ACCORDING TO EN671-1 AND SUPPLIED WITH:
 Model Hose length in metres Dimensions in mm Order
 19 mm 25 mm W x H x D number
 31A SST 20 1105 x 795 x 230 555134
 31A SST 25 1105 x 795 x 230 555135
 31A SST 30 1105 x 795 x 230 555136
 31A SST 20 1105 x 795 x 230 555137
 31A SST 25 1105 x 795 x 230 555138
 31A SST 30 1105 x 795 x 230 555139
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• NOHA MODEL 31SW SST
 30 NOHA NORWAY AS • www.noha.no
 NOHA MODEL 31SW SST IS CE-MARKED ACCORDING TO EN671-1 AND SUPPLIED WITH:
 • Hose reel with side discs powder coated RAL 3001 red gloss 15• 1” manual stop valve• NOHA quick-change coupling system on reel outlet• NOHA jet/spray/shut-off nozzle• NOHA special black hose, designed to standard EN694 for
 fire hose reels• NOHA swinging arm with internal waterways• Centre parts made of brass• Adjustable brake
 • Hinges on right hand side• Doors and frame brushed stainless steel• NOHA door catches/release handles• Ø35 mm knockouts for inlet pipework on 3 sides• Removable back wall, made of galvanized steel; can be
 used as a mounting template• Cabinet and back wall powder coated RAL 9010 white
 gloss 15• Double 45° wall sign in accordance with Council Directive
 92/58/EEC• NOHA installation instructions
 NOHA SWINGING FIRE HOSE REELAND CABINET WITH EQUIPMENTCOMPARTMENT FOR RECESS-MOUNTING, DOOR AND FRAMEBRUSHED STAINLESS STEEL
 Hose reel mounted on a swinging armwith internal waterways which swings180°. The reel can easily be removedfrom the cabinet to facilitate the instal-lation.
 For use in office buildings, schools,hospitals, kindergartens, sports arenas,cinemas, hotels and conference centres,airports and shopping centres.
 OPTIONS
 • Doors and frame polished stainless steel• Doors and frame brushed stainless steel for vision panel• Doors and frame polished stainless steel for vision panel• Full vision panels
 • Compartment door for manual call point• Hinges on left hand side• Red hose• Light hose
 Model Hose length in metres Dimensions in mm Order
 19 mm 25 mm W x H x D number
 31SW SST 20 1105 x 795 x 230 555140
 31SW SST 25 1105 x 795 x 230 555141
 31SW SST 30 1105 x 795 x 230 555142
 31SW SST 20 1105 x 795 x 285 555143
 31SW SST 25 1105 x 795 x 285 555144
 31SW SST 30 1105 x 795 x 285 555145
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31
 • NOHA MODEL 31SWA SST
 31NOHA NORWAY AS • www.noha.no
 • Hose reel with side discs powder coated RAL 3001 red gloss 15• Integrated NOHA automatic stop valve• NOHA quick-change coupling system on reel outlet• NOHA jet/spray/shut-off nozzle• NOHA special black hose, designed to standard EN694 for
 fire hose reels• NOHA swinging arm with internal waterways• Centre parts made of brass• Adjustable brake
 • Hinges on right hand side• Doors and frame brushed stainless steel• NOHA door catches/release handles• Ø35 mm knockouts for inlet pipework on 3 sides• Removable back wall, made of galvanized steel; can be
 used as a mounting template• Cabinet and back wall powder coated RAL 9010 white
 gloss 15• Double 45° wall sign in accordance with Council Directive
 92/58/EEC• NOHA installation instructions
 NOHA MODEL 31SWA SST IS CE-MARKED ACCORDING TO EN671-1 AND SUPPLIED WITH:
 OPTIONS
 • Doors and frame polished stainless steel• Doors and frame brushed stainless steel for vision panel• Doors and frame polished stainless steel for vision panel• Full vision panels
 • Compartment door for manual call point• Hinges on left hand side• Red hose• Light hose
 Model Hose length in metres Dimensions in mm Order
 19 mm 25 mm W x H x D number
 31SWA SST 20 1105 x 795 x 230 555146
 31SWA SST 25 1105 x 795 x 230 555147
 31SWA SST 30 1105 x 795 x 230 555148
 31SWA SST 20 1105 x 795 x 285 555149
 31SWA SST 25 1105 x 795 x 285 555150
 31SWA SST 30 1105 x 795 x 285 555151
 NOHA SWINGING FIRE HOSE REELWITH AUTOMATIC STOP VALVEAND CABINET WITH EQUIPMENT COMPARTMENT FOR RECESS-MOUNTING, DOOR AND FRAMEBRUSHED STAINLESS STEEL
 Hose reel mounted on a swinging armwith internal waterways which swings180°. The reel can easily be removed tofacilitate the installation. The automaticstop valve opens to provide full capacitywithin just two revolutions of the reel.
 For use in office buildings, schools,hospitals, kindergartens, sports arenas,cinemas, hotels and conference centres,airports and shopping centres.
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• NOHA MODEL 3 SST
 32 NOHA NORWAY AS • www.noha.no
 NOHA MODEL 3 SST IS CE-MARKED ACCORDING TO EN671-1 AND SUPPLIED WITH:
 • Hose reel with side discs powder coated RAL 3001 red gloss 15• 1” manual stop valve• NOHA quick-change coupling system on reel outlet• NOHA jet/spray/shut-off nozzle• NOHA special black hose, designed to standard EN694 for
 fire hose reels• NOHA special supply hose• Centre parts made of brass• Adjustable brake
 • Hinges on right hand side• Doors and frame brushed stainless steel• NOHA door catches/release handles• Ø35 mm knockouts for inlet pipework on 3 sides• Removable back walls, made of galvanized steel; can be
 used as a mounting template• Cabinet, except back walls, powder coated RAL 9010 white
 gloss 15• Double 45° wall signs in accordance with Council Directive
 92/58/EEC• NOHA installation instructions
 OPTIONS
 • Doors and frame polished stainless steel• Compartment door for manual call point• Hinges on left hand side
 NOHA FIRE HOSE REEL ANDVERTICAL COMBINED CABINET WITHEQUIPMENT COMPARTMENT FORRECESS-MOUNTING, DOORS ANDFRAME BRUSHED STAINLESS STEEL
 Hose reel mounted behind the door ona swivel plate which opens 180°. Thereel can easily be removed to facilitatethe installation.
 For use in office buildings, schools,hospitals, kindergartens, sports arenas,cinemas, hotels and conference centres,airports and shopping centres.
 Model Hose length in metres Dimensions in mm Order
 19 mm 25 mm W x H x D number
 3 SST 20 695 x 1400 x 230 560060
 3 SST 25 695 x 1400 x 230 560061
 3 SST 30 695 x 1400 x 230 560062
 3 SST 20 695 x 1400 x 285 560064
 3 SST 25 695 x 1400 x 285 560064
 3 SST 30 695 x 1400 x 285 560065
 • Red hose• Light hose
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33
 • NOHA MODEL 3A SST
 33NOHA NORWAY AS • www.noha.no
 OPTIONS
 • Doors and frame polished stainless steel• Compartment door for manual call point• Hinges on left hand side
 • Red hose• Light hose
 • Hose reel with side discs powder coated RAL 3001 red gloss 15• Integrated NOHA automatic stop valve• NOHA quick-change coupling system on reel outlet• NOHA jet/spray/shut-off nozzle• NOHA special black hose, designed to standard EN694 for
 fire hose reels• NOHA special supply hose• Centre parts made of brass• Adjustable brake
 • Hinges on right hand side• Doors and frame brushed stainless steel• NOHA door catches/release handles• Ø35 mm knockouts for inlet pipework on 3 sides• Removable back walls, made of galvanized steel; can be
 used as a mounting template• Cabinet, except back walls, powder coated RAL 9010 white
 gloss 15• Double 45° wall signs in accordance with Council Directive
 92/58/EEC• NOHA installation instructions
 NOHA MODEL 3A SST IS CE-MARKED ACCORDING TO EN671-1 AND SUPPLIED WITH:
 Model Hose length in metres Dimensions in mm Order
 19 mm 25 mm W x H x D number
 3A SST 20 695 x 1400 x 230 555326
 3A SST 25 695 x 1400 x 230 555327
 3A SST 30 695 x 1400 x 230 555328
 3A SST 20 695 x 1400 x 285 555329
 3A SST 25 695 x 1400 x 285 555330
 3A SST 30 695 x 1400 x 285 555331
 NOHA FIRE HOSE REEL WITHAUTOMATIC STOP VALVE ANDVERTICAL COMBINED CABINET WITHEQUIPMENT COMPARTMENT FORRECESS-MOUNTING, DOORS ANDFRAME BRUSHED STAINLESS STEEL
 Hose reel mounted behind the door on aswivel plate which opens 180°. The reelcan easily be removed to facilitate theinstallation. The automatic stop valveopens to provide full capacity within justtwo revolutions of the reel.
 For use in office buildings, schools,hospitals, kindergartens, sports arenas,cinemas, hotels and conference centres,airports and shopping centres.
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• NOHA MODEL 3SW SST
 34 NOHA NORWAY AS • www.noha.no
 NOHA MODEL 3SW SST IS CE-MARKED ACCORDING TO EN671-1 AND SUPPLIED WITH:
 • Hose reel with side discs powder coated RAL 3001 red gloss 15• 1” manual stop valve NOHA• NOHA quick-change coupling system on reel outlet• NOHA jet/spray/shut-off nozzle• NOHA special black hose, designed to standard EN694 for
 fire hose reels• NOHA swinging arm with internal waterways• Centre parts made of brass• Adjustable brake
 • Hinges on right hand side• Doors and frame brushed stainless steel• NOHA door catches/release handles• Ø35 mm knockouts for inlet pipework on 3 sides• Cabinet and back walls powder coated RAL 9010 white
 gloss 15• Double 45° wall signs in accordance with Council Directive
 92/58/EEC• NOHA installation instructions
 OPTIONS
 • Doors and frame polished stainless steel• Doors and frame stainless steel for vision panel• Doors and frame polished stainless steel for vision panel• Full vision panels
 NOHA SWINGING FIRE HOSE REELAND VERTICAL COMBINEDCABINET WITH EQUIPMENTCOMPARTMENT FOR RECESS-MOUNTING, DOORS AND FRAMEBRUSHED STAINLESS STEEL
 Hose reel mounted on a swinging armwith internal waterways which swings180°. The reel can easily be removedto facilitate the installation.
 For use in office buildings, schools,hospitals, kindergartens, sports arenas,cinemas, hotels and conference centres,airports and shopping centres.
 Model Hose length in metres Dimensions in mm Order
 19 mm 25 mm W x H x D number
 3SW SST 20 795 x 1600 x 230 560066
 3SW SST 25 795 x 1600 x 230 560067
 3SW SST 30 795 x 1600 x 230 560068
 3SW SST 20 795 x 1600 x 285 560069
 3SW SST 25 795 x 1600 x 285 560070
 3SW SST 30 795 x 1600 x 285 560071
 • Hose reel door for manual call point• Hinges on left hand side• Red hose• Light hose
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 • NOHA MODEL 3SWA SST
 35NOHA NORWAY AS • www.noha.no
 OPTIONS
 • Doors and frame polished stainless steel• Doors and frame brushed stainless steel for vision panel• Doors and frame polished stainless steel for vision panel• Full vision panels
 • Hose reel door for manual call point• Hinges on left hand side• Red hose• Light hose
 • Hose reel with side discs powder coated RAL 3001 red gloss 15• Integrated NOHA automatic stop valve• NOHA quick-change coupling system on reel outlet• NOHA jet/spray/shut-off nozzle• NOHA special black hose, designed to standard EN694 for
 fire hose reels• NOHA swinging arm with internal waterways• Centre parts made of brass• Adjustable brake
 • Hinges on right hand side• Doors and frame brushed stainless steel• NOHA door catches/release handles• Ø35 mm knockouts for inlet pipework on 3 sides• Cabinet and back walls powder coated RAL 9010 white
 gloss 15• Double 45° wall signs in accordance with Council Directive
 92/58/EEC• NOHA installation instructions
 NOHA MODEL 3SWA SST IS CE-MARKED ACCORDING TO EN671-1 AND SUPPLIED WITH:
 Model Hose length in metres Dimensions in mm Order
 19 mm 25 mm W x H x D number
 3SWA SST 20 795 x 1600 x 230 555332
 3SWA SST 25 795 x 1600 x 230 555333
 3SWA SST 30 795 x 1600 x 230 555334
 3SWA SST 20 795 x 1600 x 285 555335
 3SWA SST 25 795 x 1600 x 285 555336
 3SWA SST 30 795 x 1600 x 285 555337
 NOHA SWINGING FIRE HOSE REELWITH AUTOMATIC STOP VALVE ANDVERTICAL COMBINED CABINET WITHEQUIPMENT COMPARTMENT FORRECESS-MOUNTING, DOORS ANDFRAME BRUSHED STAINLESS STEEL
 Hose reel mounted on a swinging armwith internal waterways which swings180°. The reel can easily be removedto facilitate the installation. The auto-matic stop valve opens to provide fullcapacity within just two revolutions ofthe reel.
 For use in office buildings, schools,hospitals, kindergartens, sports arenas,cinemas, hotels and conference centres,airports and shopping centres.
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• NOHA MODEL 3 SST P
 36 NOHA NORWAY AS • www.noha.no
 OPTIONS
 • Cabinet RAL 3001 red• Cabinet RAL _____(smooth surface gloss 70)• Hinges on left hand side
 • Red hose• Light hose
 NOHA MODEL 3 SST P IS CE-MARKED ACCORDING TO EN671-1 AND SUPPLIED WITH:
 • Hose reel with side discs in stainless steel powder coated RAL 3001 red gloss 15
 • 1” manual stop valve• NOHA quick-change coupling system on reel outlet• NOHA jet/spray/shut-off nozzle• NOHA special black hose, designed to standard EN694 for
 fire hose reels• NOHA special supply hose• Centre parts made of brass• Adjustable brake
 • Hinges on right hand side• Cabinet in stainless steel powder coated RAL 9010 white
 gloss 15 • NOHA door catch/release handle• Removable back wall, made of galvanized steel; can be
 used as a mounting template• Ø35 mm knockouts for inlet pipework on 3 sides• Door sign in accordance with Council Directive 92/58/EEC• NOHA installation instructions
 NOHA FIRE HOSE REEL ANDCABINET FOR WALL-MOUNTINGOR RECESS-MOUNTING, POWDERCOATED STAINLESS STEEL
 Hose reel mounted on the door whichopens 180°. The reel can easily beremoved from the cabinet to facilitatethe installation.
 For use in swimming facilities or othercorrosive environment.
 Model Hose length in metres Dimensions in mm Order
 19 mm 25 mm W x H x D number
 3 SST P 20 795 x 795 x 110 555270
 3 SST P 25 795 x 795 x 110 555271
 3 SST P 30 795 x 795 x 110 555272
 3 SST P 20 795 x 795 x 200 555273
 3 SST P 25 795 x 795 x 200 555274
 3 SST P 30 795 x 795 x 200 555275
 3 SST P 20 695 x 695 x 110 555276
 3 SST P 25 695 x 695 x 160 555277
 3 SST P 30 695 x 695 x 160 555278
 3 SST P 20 695 x 695 x 285 560189
 3 SST P 25 695 x 695 x 285 560190
 3 SST P 30 695 x 695 x 285 560191
 Trim frame SST P for recess mounting 695 x 695 560192
 795 x 795 560193
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 • NOHA MODEL 43
 37NOHA NORWAY AS • www.noha.no
 OPTIONS
 • Colour cabinet RAL 3001 red• Cabinet RAL _____ (smooth surface gloss 70)• Door for manual call point• Hinges on left hand side
 NOHA MODEL 43 IS CE-MARKED ACCORDING TO EN671-1 AND SUPPLIED WITH:
 • Hose reel with side discs powder coated RAL 3001 red gloss 15• 1” manual stop valve • NOHA quick-change coupling system on reel outlet• NOHA jet/spray/shut-off nozzle• NOHA light semi-rigid woven textile hose, designed to standard
 EN694 for fire hose reels• NOHA special supply hose
 • Centre parts made of brass• Adjustable brake• Hinges on right hand side• NOHA door catch/release handle• Cabinet powder coated RAL 9010 white gloss 15• Door sign in accordance with Council Directive 92/58/EEC• NOHA installation instructions
 NOHA FIRE HOSE REEL AND CABINETREPLACES RECESS-STORED CANVASHOSE, FOR WALL-MOUNTING
 Hose reel mounted on the door whichopens 180°. The hose reel can easily beremoved to facilitate the installation. Thecabinet is supplied without back wall,allowing the door-mounted reel to swinginto the recess and the supply hose to beconnected to the valve in the recess.
 For use in office buildings, schools,hospitals, kindergartens, sports arenas,cinemas, hotels and conference centres,airports and shopping centres.
 Model Hose length in metres Dimensions in mm Order
 19 mm 25 mm W x H x D + R number
 43 25 795 x 795 x 50 + 120 555152
 43 30 795 x 795 x 50 + 160 555153
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• NOHA MODEL GALLERY
 38 NOHA NORWAY AS • www.noha.no
 • Cabinet RAL 3001 red• Cabinet RAL _____(smooth surface gloss 70)• Hinges on left hand side
 NOHA MODEL GALLERY IS CE-MARKED ACCORDING TO EN671-1 AND SUPPLIED WITH:
 • Hose reel with side discs powder coated RAL 3001 red gloss 15• 1” manual stop valve• NOHA quick-change coupling system• NOHA jet/spray/shut-off nozzle• NOHA light semi-rigid woven textile hose, designed to standard
 EN694 for fire hose reels• NOHA special supply hose• Centre parts made of brass• Adjustable brake
 • Hinges on right hand side• NOHA door catch/release handle • Roller hose guide allowing the hose to be run out in any
 direction• Ø35 mm knockouts for inlet pipework in the bottom of the
 cabinet• Cabinet powder coated RAL 9010 white gloss 15• Door sign in accordance with Council Directive 92/58/EEC• NOHA installation instructions
 OPTIONS
 NOHA FIRE HOSE REEL IN CABINETFOR WALL-MOUNTING OR RECESS-MOUNTING
 Hose reel mounted on a wall-bracketinside the cabinet. Can easily be removed from the cabinet to facilitatethe installation.
 For shopping centres, airports, officebuildings, schools, kindergartens,cinemas and conference centres withlimited wall-space.
 Model Hose length in metres Dimensions in mm Order
 19 mm 25 mm W x H x D number
 Gallery 20 305 x 795 x 795 560148
 Gallery 25 305 x 795 x 795 560149
 Gallery 30 305 x 795 x 795 560150
 Gallery 20 305 x 795 x 795 560151
 Gallery 25 305 x 795 x 795 560152
 Gallery 30 305 x 795 x 795 560153
 Trim frame for recess-mounting 305 x 795 555201
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 • NOHA MODEL GALLERY A
 39NOHA NORWAY AS • www.noha.no
 OPTIONS
 • Cabinet RAL 3001 red• Cabinet RAL _____(smooth surface gloss 70)• Hinges on left hand side
 • Hose reel with side discs powder coated RAL 3001 red gloss 15• Integrated automatic stop valve• NOHA quick-change coupling system• NOHA jet/spray/shut-off nozzle• NOHA light semi-rigid woven textile hose, designed to standard
 EN694 for fire hose reels• NOHA special supply hose• Centre parts made of brass• Adjustable brake
 • Hinges on right hand side• NOHA door catch/release handle • Roller hose guide allowing the hose to be run out in any
 direction• Ø35 mm knockouts for inlet pipework in the bottom of the
 cabinet• Cabinet powder coated RAL 9010 white gloss 15• Door sign in accordance with Council Directive 92/58/EEC• NOHA installation instructions
 NOHA FIRE HOSE REEL IN CABINET,WITH AUTOMATIC STOP VALVE,FOR WALL-MOUNTING OR RECESS-MOUNTING
 Hose reel mounted on a wall-bracketinside the cabinet. Can easily beremoved from the cabinet to facilitatethe installation. The automatic stop valveopens to provide full capacity within justtwo revolutions of the reel.
 For shopping centres, airports, officebuildings, schools, kindergartens,cinemas and conference centres withlimited wall-space.
 NOHA MODEL GALLERY A IS CE-MARKED ACCORDING TO EN671-1 AND SUPPLIED WITH:
 Model Hose length in metres Dimensions in mm Order
 19 mm 25 mm W x H x D number
 Gallery A 20 305 x 795 x 795 560142
 Gallery A 25 305 x 795 x 795 560143
 Gallery A 30 305 x 795 x 795 560144
 Gallery A 20 305 x 795 x 795 560145
 Gallery A 25 305 x 795 x 795 560146
 Gallery A 30 305 x 795 x 795 560147
 Trim frame for recess-mounting 305 x 795 555201
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• NOHA MODEL GALLERY SST
 40 NOHA NORWAY AS • www.noha.no
 NOHA MODEL GALLERY SST IS CE-MARKED ACCORDING TO EN671-1 AND SUPPLIED WITH:
 • Hose reel with side discs powder coated RAL 3001 red gloss 15• 1” manual stop valve• NOHA quick-change coupling system• NOHA jet/spray/shut-off nozzle• NOHA light semi-rigid woven textile hose, designed to standard
 EN694 for fire hose reels• NOHA special supply hose• Centre parts made of brass• Adjustable brake
 • Hinges on right hand side• Door and frame brushed stainless steel• NOHA door catch/release handle • Roller hose guide allowing the hose to be run out in any
 direction• Ø35 mm knockouts for inlet pipework in the bottom of the
 cabinet• Cabinet powder coated RAL 9010 white gloss 15• Double 45° wall signs in accordance with Council Directive
 92/58/EEC• NOHA installation instructions
 OPTIONS
 NOHA FIRE HOSE REEL IN CABINETFOR RECESS-MOUNTING, DOORAND FRAME BRUSHED STAINLESSSTEEL
 Hose reel mounted on a wall-bracketinside the cabinet. Can easily beremoved from the cabinet to facilitatethe installation.
 For shopping centres, airports, officebuildings, schools, kindergartens,cinemas and conference centres withlimited wall-space.
 • Door and frame polished stainless steel• Hinges on left hand side
 Model Hose length in metres Dimensions in mm Order
 19 mm 25 mm W x H x D number
 Gallery SST 20 305 x 795 x 795 560162
 Gallery SST 25 305 x 795 x 795 560163
 Gallery SST 30 305 x 795 x 795 560164
 Gallery SST 20 305 x 795 x 795 560165
 Gallery SST 25 305 x 795 x 795 560166
 Gallery SST 30 305 x 795 x 795 560167
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 • NOHA MODEL GALLERY A SST
 41NOHA NORWAY AS • www.noha.no
 OPTIONS
 • Door and frame polished stainless steel• Hinges on left hand side
 • Hose reel with side discs powder coated RAL 3001 red gloss 15• Integrated automatic stop valve• NOHA quick-change coupling system• NOHA jet/spray/shut-off nozzle• NOHA light semi-rigid woven textile hose, designed to standard
 EN694 for fire hose reels• NOHA special supply hose• Centre parts made of brass• Adjustable brake
 • Hinges on right hand side• Door and frame brushed stainless steel• NOHA door catch/release handle • Roller hose guide allowing the hose to be run out in any
 direction• Ø35 mm knockouts for inlet pipework in the bottom of the
 cabinet• Cabinet powder coated RAL 9010 white gloss 15• Double 45° wall signs in accordance with Council Directive
 92/58/EEC• NOHA installation instructions
 NOHA FIRE HOSE REEL IN CABINET,WITH AUTOMATIC STOP VALVE, FORRECESS-MOUNTING, DOOR ANDFRAME BRUSHED STAINLESS STEEL
 Hose reel mounted on a wall-bracketinside the cabinet. Can easily beremoved from the cabinet to facilitatethe installation. The automatic stop valveopens to provide full capacity within justtwo revolutions of the reel.
 For shopping centres, airports, officebuildings, schools, kindergartens,cinemas and conference centres withlimited wall-space.
 NOHA MODEL GALLERY A SST IS CE-MARKED ACCORDING TO EN671-1 AND SUPPLIED WITH:
 Model Hose length in metres Dimensions in mm Order
 19 mm 25 mm W x H x D number
 Gallery A SST 20 305 x 795 x 795 560156
 Gallery A SST 25 305 x 795 x 795 560157
 Gallery A SST 30 305 x 795 x 795 560158
 Gallery A SST 20 305 x 795 x 795 560159
 Gallery A SST 25 305 x 795 x 795 560160
 Gallery A SST 30 305 x 795 x 795 560161
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• NOHA MODEL 5D
 42 NOHA NORWAY AS • www.noha.no
 OPTIONS
 • Red hose• Light hose
 • Hose reel with side discs powder coated RAL 3001 red gloss 15• 1” manual stop valve• NOHA quick-change coupling system on reel outlet• NOHA jet/spray/shut-off nozzle• NOHA special black hose, designed to standard EN694 for
 fire hose reels• Centre parts made of brass• Adjustable brake
 • Roller hose guide allowing the hose to be run out in anydirection
 • Pedestal made of steel, powder coated RAL 3001 red gloss 15
 • Supply pipe and connections built into the pedestal• Bracket for floor mounting• NOHA installation instructions
 NOHA FREE-STANDING FIRE HOSEREEL FOR FLOOR MOUNTING
 Hose reel fixed to a pedestal formounting on the floor. The water supply is hidden inside the pedestal.
 For entrance halls, in front of glasspanels and beside columns.
 NOHA MODEL 5D IS CE-MARKED ACCORDING TO EN671-1 AND SUPPLIED WITH:
 Model Hose length in metres Dimensions in mm Order
 19 mm 25 mm W x H x D number
 5D 20 600 x 1300 x 220 555166
 5D 25 600 x 1300 x 220 555167
 5D 30 600 x 1300 x 220 555168
 5D 20 600 x 1300 x 275 555169
 5D 25 600 x 1300 x 275 555170
 5D 30 600 x 1300 x 275 555171
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 • NOHA MODEL 5DA
 43NOHA NORWAY AS • www.noha.no
 NOHA MODEL 5DA IS CE-MARKED ACCORDING TO EN671-1 AND SUPPLIED WITH:
 • Hose reel with side discs powder coated RAL 3001 red gloss 15• Integrated NOHA automatic stop valve• NOHA quick-change coupling system on reel outlet• NOHA jet/spray/shut-off nozzle• NOHA special black hose, designed to standard EN694 for
 fire hose reels• Centre parts made of brass• Adjustable brake
 • Roller hose guide allowing the hose to be run out in any direction
 • Pedestal made of steel, powder coated RAL 3001 red gloss 15
 • Supply pipe and connections built into the pedestal • Bracket for floor mounting• NOHA installation instructions
 OPTIONS
 • Red hose• Light hose
 NOHA FREE-STANDING FIRE HOSEREEL WITH AUTOMATIC STOPVALVE FOR FLOOR MOUNTING
 Hose reel fixed to a pedestal for moun-ting on the floor. The water supplypiping is hidden inside the pedestal.The automatic stop valve opens toprovide full capacity within just tworevolutions of the reel.
 For entrance halls, in front of glasspanels and beside columns.
 Model Hose length in metres Dimensions in mm Order
 19 mm 25 mm W x H x D number
 5DA 20 600 x 1300 x 220 555172
 5DA 25 600 x 1300 x 220 555173
 5DA 30 600 x 1300 x 220 555174
 5DA 20 600 x 1300 x 275 555175
 5DA 25 600 x 1300 x 275 555176
 5DA 30 600 x 1300 x 275 555177
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• NOHA MODEL 5BR
 44 NOHA NORWAY AS • www.noha.no
 OPTIONS
 • Cabinet RAL 3001 red• Cabinet RAL _____(smooth surface gloss 70)• Door for manual call point
 • Hinges on left hand side• Red hose• Light hose
 • Hose reel with side discs powder coated RAL 3001 red gloss 15• 1” manual stop valve• NOHA quick-change coupling system on reel outlet• NOHA jet/spray/shut-off nozzle• NOHA special black hose, designed to standard EN694 for
 fire hose reels• NOHA special supply hose• Centre parts made of brass• Adjustable brake
 • Hinges on right hand side• NOHA door catch/release handle• Cabinet powder coated RAL 9010 white gloss 15• Frame for mounting on the floor, powder coated RAL 3001
 red gloss 15• Mounting template• Water supply piping inside the frame• Door sign in accordance with Council Directive 92/58/EEC• NOHA installation instructions
 NOHA FREE-STANDING FIRE HOSEREEL AND CABINET FOR FLOOR-MOUNTING
 Hose reel mounted behind the door ona swivel plate which opens 180°. Thereel can easily be removed from thecabinet to facilitate the installation. Thecabinet is fixed to a robust frame formounting on the floor. The water supplypiping to the reel is hidden in the frame.
 Suitable for use in locations where it isundesirable to mount it on the wall; inentrance halls, in front of glass panels,beside columns and in places with greatfloor space.
 NOHA MODEL 5BR IS CE-MARKED ACCORDING TO EN671-1 AND SUPPLIED WITH:
 Model Hose length in metres Dimensions in mm Order
 19 mm 25 mm W x H x D number
 5BR 20 980 x 1300 x 160 555154
 5BR 25 980 x 1300 x 160 555155
 5BR 30 980 x 1300 x 160 555156
 5BR 20 980 x 1300 x 225 555157
 5BR 25 980 x 1300 x 225 555158
 5BR 30 980 x 1300 x 225 555159
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 • NOHA MODEL 5BRA
 45NOHA NORWAY AS • www.noha.no
 • Cabinet RAL 3001 red• Cabinet RAL _____(smooth surface gloss 70)• Door for manual call point
 • Hinges on left hand side• Red hose• Light hose
 NOHA MODEL 5BRA IS CE-MARKED ACCORDING TO EN671-1 AND SUPPLIED WITH:
 • Hose reel with side discs powder coated RAL 3001 red gloss 15• 1” automat stop valve• NOHA quick-change coupling system on reel outlet• NOHA jet/spray/shut-off nozzle• NOHA special black hose, designed to standard EN694 for
 fire hose reels• NOHA special supply hose• Centre parts made of brass• Adjustable brake
 • Hinges on right hand side• NOHA door catch/release handle• Cabinet powder coated RAL 9010 white gloss 15• Frame for mounting on the floor, powder coated RAL 3001
 red gloss 15• Mounting template• Water supply piping inside the frame• Door sign in accordance with Council Directive 92/58/EEC• NOHA installation instructions
 NOHA FREE-STANDING FIRE HOSEREEL WITH AUTOMATIC STOPVALVE AND CABINET FOR FLOOR-MOUNTING
 Hose reel mounted behind the door ona swivel plate which opens 180°. Thereel can easily be removed from thecabinet to facilitate the installation. Thecabinet is fixed to a robust frame formounting on the floor. The water supplypiping to the reel is hidden in the frame.The automatic stop valve opens to provi-de full capacity within just two revoluti-ons of the reel.
 Suitable for use in locations where it isundesirable to mount it on the wall; inentrance halls, in front of glass panels,beside columns and in places with greatfloor space.
 OPTIONS
 Model Hose length in metres Dimensions in mm Order
 19 mm 25 mm W x H x D number
 5BRA 20 980 x 1300 x 160 555160
 5BRA 25 980 x 1300 x 160 555161
 5BRA 30 980 x 1300 x 160 555162
 5BRA 20 980 x 1300 x 225 555163
 5BRA 25 980 x 1300 x 225 555164
 5BRA 30 980 x 1300 x 225 555165
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OPTIONS
 • Cabinet RAL 3001 red• Hinges on left hand side• Red hose
 • Hose reel with side discs powder coated RAL 3001 red gloss 15• 1” manual stop valve• NOHA quick-change coupling system on reel outlet• NOHA jet/spray/shut-off nozzle• NOHA special black hose, designed to standard EN694 for
 fire hose reels• NOHA special supply hose• Centre parts made of brass• Adjustable brake
 • The cabinet is made of steel, lined with 20 mm of insulation• Door fitted with rubber gasket and hinges on right hand side• One throw-over door catch• 200W/230V thermostatically controlled heating element• Ø35 mm knockouts for inlet pipework on 2 sides• Cabinet powder coated RAL 9010 white gloss 15• Door sign in accordance with Council Directive 92/58/EEC• NOHA installation instructions
 NOHA MODEL 32 IS CE-MARKED ACCORDING TO EN671-1 AND SUPPLIED WITH:
 • NOHA MODEL 32
 46 NOHA NORWAY AS • www.noha.no
 NOHA FIRE HOSE REEL ANDCABINET WITH INSULATION ANDHEATING FOR WALL-MOUNTINGOR RECESS-MOUNTING IN COLDROOMS
 Hose reel mounted behind the door on aswivel plate which swings 180°. The reelcan easily be removed to facilitate theinstallation. The cabinet is equipped withinsulation and a thermostatically control-led heating element and will withstandtemperatures down to –35°C (measuredin zero wind) without the water freezing.
 For use in cold rooms with temperaturesbelow freezing point. Is unsuitable forinstallation outdoors or in corrosiveenvironments. Parking garages areconsidered corrosive environments.
 Model Hose length in metres Dimensions in mm Order
 19 mm 25 mm W x H x D number
 32 20 795 x 795 x 230 560112
 32 25 795 x 795 x 230 560113
 32 30 795 x 795 x 230 560114
 32 20 795 x 795 x 265 560115
 32 25 795 x 795 x 265 560116
 32 30 795 x 795 x 265 560117
 Trim frame for recess-mounting 795 x 795 555204
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 • NOHA MODEL 20
 47NOHA NORWAY AS • www.noha.no
 NOHA MODEL 20 IS CE-MARKED ACCORDING TO EN671-1 AND SUPPLIED WITH:
 • Hose reel with side discs powder coated RAL 3001 red gloss 15• 1” manual stop valve• NOHA quick-change coupling system on reel outlet• NOHA jet/spray/shut-off nozzle• NOHA special black hose, designed to standard EN694 for
 fire hose reels• NOHA special supply hose• Centre parts made of brass• Adjustable brake
 • The cabinet is made of stainless steel, lined with 20 mm ofinsulation
 • Door fitted with rubber gasket and hinges on right hand side • One throw-over door catch• 200W/230V thermostatically controlled heating element• Cabinet powder coated RAL 3001 red gloss 70• Door sign in accordance with Council Directive 92/58/EEC• NOHA installation instructions
 OPTIONS
 • Red hose
 NOHA FIRE HOSE REEL ANDCABINET WITH INSULATION ANDHEATING FOR WALL-MOUNTINGOUTDOORS OR IN CORROSIVEENVIRONMENTS
 Hose reel mounted on a swinging armwith internal waterways which swings180°. The stainless steel cabinet isequipped with insulation and a thermo-statically controlled heating element andwill withstand temperatures down to–35°C (measured in zero wind) withoutthe water freezing.
 For use outdoors and in corrosiveenvironments, for instance in marinas,on campgrounds and in parkinggarages.
 Model Hose length in metres Dimensions in mm Order
 19 mm 25 mm W x H x D number
 20 20 795 x 795 x 300 560094
 20 25 795 x 795 x 300 560095
 20 30 795 x 795 x 300 560096
 20 20 795 x 795 x 300 560097
 20 25 795 x 795 x 300 560098
 20 30 795 x 795 x 300 560099
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• NOHA MODEL 5Ci
 48 NOHA NORWAY AS • www.noha.no
 OPTIONS
 • Cabinet RAL 3001 red• Cabinet RAL ______ (smooth surface gloss 70)
 • Hose reel with side discs powder coated RAL 3001 red gloss 15• 1” manual stop valve• NOHA quick-change coupling system on reel outlet• NOHA jet/spray/shut-off nozzle• NOHA special black hose, designed to standard EN694 for
 fire hose reels• NOHA supply hose• Center parts made of brass• Adjustable brake
 • Cabinet made of steel, lined with 20 mm of insulation• Door fitted with rubber gasket and hinges on the right hand side• One throw-over door catch• 200W/230V thermostatically controlled heating element• Cabinet powder coated RAL 9010 white gloss 15• Door sign in accordance with Council Directive 92/58/EEC• NOHA installation instructions
 NOHA FREE-STANDING FIRE HOSEREEL AND CABINET WITH INSULA-TION AND HEATING FOR FLOOR-MOUNTING IN COLD ROOMS
 Hose reel mounted on a swinging armwith internal waterways which swings180°. The reel can easily be removedfrom the cabinet to facilitate the installation. The cabinet is equipped withinsulation and a thermostatically controlledheating element and will withstand tempe-ratures down to –35°C (measured in zerowind) without the water freezing.
 For use in cold rooms with temperaturesbelow freezing point and where it isimpossible or undesirable to mount it onthe wall. Model 5Ci is unsuitable forinstallation outdoors or in corrosiveenvironments.
 NOHA MODELL 5Ci IS CE-MARKED ACCORDING TO EN671-1 AND SUPPLIED WITH:
 • Hinges on left hand side• Red hose
 Model Hose length in metres Dimensions in mm Order
 19 mm 25 mm W x H x D number
 5Ci 30 795 x 1105 x 285 560102
 5Ci 30 795 x 1105 x 285 560103
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 • NOHA TRIM FRAME
 49NOHA NORWAY AS • www.noha.no
 NOHA TRIM FRAME FOR RECESS-MOUNTING
 Is used to cover the gap between thewall and the cabinet. The frame issupplied packed separately and is veryeasy to install. Suitable for partial or fullrecess-mounting.
 Tested and approved under approval no. 2293-0466 issued byStatens Bygningstekniske Etat in Norway.
 Classification is valid only when the above equipment ismounted in accordance with the approved NOHA installationinstructions. The classification certificate must be submitted tothe authority having jurisdiction when requested. The instal-lation instructions must always be available at the site.
 NOHA EI60 INNER BOX FOR RECESS-MOUNTING IN FIRE RETARDANT WALLS
 Made of double-skinned, galvanizedsteel with fire-retardant insulation andmeets the requirements of EI60.
 The inner box fits all NOHA cabinetswith dimensions 795 x 795 for wall-mounting. The box is supplied with atrim frame for recess-mounting.
 838 x 838 x 150 555207
 Dimensions in mm
 W x H x D
 EI60
 inner box
 Order
 number
 Dimensions in mm Order
 W x H number
 305 x 695 555200
 305 x 795 555201
 460 x 646 555340
 500 x 500 555202
 695 x 695 555203
 795 x 795 555204
 1005 x 695 555205
 1105 x 795 555206
 695 x 1400 555318
 795 x 1600 555325
 Dimensions in mm Order
 W x H number
 695 x 695 560192
 795 x 795 560193
 • NOHA EI60 INNER BOX
 Powder coated
 Powder coated stainless steel
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 • NOHA MODEL 3EXT
 Model Dimensions in mm Order
 W x H x D number
 3EXT 305 x 695 x 230 555190
 3EXT 305 x 695 x 285 555191
 3EXT 305 x 795 x 230 555192
 3EXT 305 x 795 x 285 555193
 Trim frame for recess-mounting 305 x 695 555200
 305 x 795 555201
 OPTIONS
 • Cabinet RAL 3001 red• Cabinet RAL _____(smooth surface gloss 70)
 • Door for manual call point• Hinges on left hand side
 • Hinges on right hand side• NOHA door catch/release handle• Removable back wall, made of galvanized steel; can be
 used as a mounting template
 • Cabinet powder coated RAL 9010 white gloss 15• Door sign in accordance with Council Directive 92/58/EEC• NOHA installation instructions
 • Fire extinguisher is not included
 NOHA FIRE EXTINGUISHERCABINET FOR RECESS-MOUNTING OR WALL-MOUNTING
 Cabinet for storing a fire extinguisher orother equipment. The design anddimensions match other NOHA models.
 NOHA MODEL 3EXT IS SUPPLIED WITH:
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 • NOHA MODEL 3EXT SST
 Model Dimensions in mm Order
 W x H x D number
 3EXT SST 305 x 695 x 230 555194
 3EXT SST 305 x 695 x 285 555195
 3EXT SST 305 x 795 x 230 555196
 3EXT SST 305 x 795 x 285 555197
 OPTIONS
 • Door and frame polished stainless steel• Full vision panel
 • Door for manual call point• Hinges on left hand side
 NOHA MODEL 3EXT SST IS SUPPLIED WITH:
 • Hinges on right hand side• NOHA door catch/release handle• Door and frame brushed stainless steel• Cabinet and back wall powder coated RAL 9010
 white gloss 15
 • Double 45° wall sign in accordance with Council Directive92/58/EEC
 • NOHA installation instructions
 • Fire extinguisher is not included
 NOHA FIRE EXTINGUISHERCABINET FOR RECESS-MOUNTING DOOR AND FRAME BRUSHEDSTAINLESS STEEL
 Cabinet for storing a fire extinguisher orother equipment. The design anddimensions match other NOHA models.
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 • NOHA NOZZLE CABINET
 NOHA NOZZLE CABINET FORWALL-MOUNTING
 Ideal for places where hose reel withautomatic valve is mounted below theceiling.
 NOHA NOZZLE CABINET IS SUPPLIED WITH:
 • Hinges on right hand side• NOHA door catch/release handle• Cabinet powder coated RAL 9010 white gloss 15
 • Door sign in accordance with Council Directive 92/58/EEC• Instruction manual inside the cabinet• NOHA installation instructions
 Model Dimensions in mm Order
 W x H x D number
 Nozzle cabinet 275 x 235 x 60 560194
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 • NOHA MODEL 3DR
 NOHA MODEL 3DR IS SUPPLIED WITH:• Hinges on right hand side• NOHA door catch/release handle• Removable back wall, made of galvanized steel; can be
 used as a mounting template
 • Cabinet, except back wall, powder coated RAL 9010 whitegloss 15
 • Door sign in accordance with Council Directive 92/58/EEC• NOHA installation instructions
 OPTIONS• Cabinet RAL 3001 red• Cabinet RAL _____(smooth surface gloss 70)
 • NOHA MODEL 3DR SST
 • Full vision panel• Hinges on left hand side• System lock
 • Hinges on left hand side• System lock
 NOHA MODEL 3DR SST IS SUPPLIED WITH:• Hinges on right hand side• NOHA door catch/release handle• Door and frame brushed stainless steel
 • Cabinet and back wall, powder coated RAL 9010 whitegloss 15
 • Double 45° wall sign in accordance with Council Directive92/58/EEC
 • NOHA installation instructions
 OPTIONS
 • Full vision panel• Door and frame polished stainless steel for vision panel
 NOHA CABINET FOR LANDINGVALVE FOR RECESS-MOUNTING,DOOR AND FRAME BRUSHEDSTAINLESS STEEL
 Cabinet especially useful for the specifierwho is looking for a common appear-ance for all the fire fighting equipmentcabinets. The design matches otherNOHA models.
 NOHA CABINET FOR LANDINGVALVE, FOR WALL-MOUNTING ORRECESS-MOUNTING
 Cabinet especially useful for thespecifier who is looking for a commonappearance for all the fire fightingequipment cabinets. The design matchesother NOHA models.
 Model Dimensions in mm Order
 W x H x D number
 3DR 460 x 646 x 245 555339
 Trim frame for recess-mounting 460 x 646 555340
 Model Dimensions in mm Order
 W x H x D number
 3DR SST 460 x 646 x 245 555341
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 54 NOHA NORWAY AS • www.noha.no
 • PVC hose reel• Wall-mounting bracket• Black hose
 • Adjustable, jet/spray/shut-off brass nozzle• 3/4” BSP brass coupling for connecting to water tap• NOHA installation and maintenance instructions
 135
 Ø33
 0
 NOHA EASY FOR INSTALLATION INPRIVATE HOMES
 NOHA Easy is perfect for your home.With NOHA Easy, you can extinguish afire at an early stage, adding consider-ably to the safety of your family.
 NOHA EASY IS SUPPLIED WITH:
 NOHA VILLA IS SUPPLIED WITH:• PVC hose reel with water supply through centre of reel• Wall-mounting bracket• Adjustable jet/spray/shut-off nozzle, with quick coupling
 • Black hose• Supply hose with quick coupling for connecting to water tap• Rewind handle fitted to front disc• NOHA installation and maintenance instructions
 NOHA VILLA
 Hose reel is excellent for fire fighting aswell as car washing and gardenwatering. 26,5 meters of 13 mm hosecovers the needs of most private homes.The hose reel can easily be disconnec-ted for storing indoors. It can easily beconnected indoors as well. You thenhave an extra fire hose in case of fire.
 • NOHA VILLA
 Model Hose length in metres Dimensions in mm Order
 13 mm Ø x A number
 Easy 20+2 330 x 135 155001
 Model Hose length in metres Dimensions in mm Order
 13 mm Ø x A number
 Villa 26,5 400 x 160 155002
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 • NOHA MODEL 3 JUNIOR
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 NOHA FIRE HOSE REEL ANDCABINET FOR WALL-MOUNTINGOR RECESS-MOUNTING
 Hose reel with a 13 mm hose mountedon the door which opens 180°.
 Intended for use in locations with limitedwater supply.
 • Hose reel with side discs PVC red • 1/2” manual stop valve• NOHA jet/spray/shut-off nozzle• NOHA black hose • NOHA special supply hose• Waterways made of acetal
 NOHA MODEL 3 JUNIOR IS SUPPLIED WITH:
 • Hinges on right hand side• NOHA door catch/release handle• Ø35 mm knockouts for inlet pipework on 3 sides• Removable back wall, made of galvanized steel; can be
 used as a mounting template• Cabinet, except back wall, powder coated RAL 9010 white
 gloss 15• Door sign in accordance with Council Directive 92/58/EEC• NOHA installation instructions
 Model Hose length in metres Dimensions in mm Order
 13 mm W x H x D number
 3 Jr 25 500 x 500 x 170 555037
 Trim frame for recess-mounting 500 x 500 555202
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