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Cerrar SIS

Pantalla anterior

Producto: EXCAVATOR

Modelo: 320C EXCAVATOR ANB00166

Configuracin: 320C & 320C L Excavators ANB00001-UP (MACHINE)
POWERED BY 3066 Engine

Instruccin EspecialProcedure for the Installation of the Cable
for the Governor Actuator{1264, 1265,

1716}

Nmero de medio -REHS2358-02 Fecha de publicacin -23/02/2010
Fecha de actualizacin -23/02/2010

i03865590

Procedure for the Installation of the Cable for the Governor

Actuator{1264, 1265, 1716}

SMCS - 1264; 1265; 1716

Excavator:311B (S/N: 8GR1-UP; 9MR1-UP; 2LS1-UP)

311C (S/N: PAD1-UP; CKE1-UP; CLK1-UP)

312B (S/N: 8JR1-UP; 9GR1-UP; 2NS1-UP; 3FS1-UP; 9FS1-UP; 2KW1-UP;
6SW1-UP;

9NW1-UP) 312C (S/N: CBA1-UP; CAE1-UP; BWH1-UP; BNN1-UP; DBN1-UP;
FDS1-UP; CBT1-

UP)

313C (S/N: WSA1-UP; HGF1-UP) 314C (S/N: KJA1-UP; PCA1-UP;
KHB1-UP; SNY1-UP)

315B (S/N: 5SW1-UP)

317B (S/N: 9WW1-UP; 6DZ1-UP)

318B (S/N: ADC1-UP; AEJ1-UP)318C (S/N: FAA1-UP; GPA1-UP;
BTG1-UP; DAH1-UP; CWP1-UP; MDY1-UP)

319C (S/N: KGL1-UP)

320B (S/N: AED1-UP; BBG1-UP; 3MR1-UP; 4MR1-UP; 4NR1-UP; 5BR1-UP;
6CR1-UP; 9KR1-UP; 1CS1-UP; 4FS1-UP; 5CS1-UP; 6LS1-UP; 8ES1-UP;
9CS1-UP; 9JS1-UP;

4XW1-UP; 5GW1-UP; 2WZ1-UP; 7ZZ1-UP; 8GZ1-UP)

320C (S/N: APA1-UP; BEA1-UP; EGA1-UP; FBA1-UP; GAA1-UP; GHA1-UP;
GLA1-

UP; MAA1-UP; PAA1-UP; ANB1-UP; BCB1-UP; BDB1-UP; BGB1-UP;
FBB1-UP; GAB1-UP; MAB1-UP; PAB1-UP; AMC1-UP; BDC1-UP; HBC1-UP;
MAC1-UP; PAC1-

UP; CCD1-UP; GAD1-UP; BDE1-UP; NAE1-UP; ALF1-UP; DBG1-UP;
EAG1-UP;

GNG1-UP; JTG1-UP; AKH1-UP; SAH1-UP; AXK1-UP; BKK1-UP; BBL1-UP;
EGL1-UP; JPL1-UP; CLM1-UP; BCN1-UP; SBN1-UP; BER1-UP; BPR1-UP;
TBR1-UP; HKT1-

UP; RAW1-UP; ALX1-UP; BRX1-UP; BMZ1-UP; CLZ1-UP)

320D (S/N: FNA1-UP; DHK1-UP; FXK1-UP; GKL1-UP; CWN1-UP; BWP1-UP;
AMR1-

UP; EBT1-UP; CXY1-UP) 321B (S/N: AKG1-UP; 9CZ1-UP)

321C (S/N: KBB1-UP; MCF1-UP; KCR1-UP; DAX1-UP)
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323D (S/N: SDC1-UP; CYD1-UP; PBM1-UP; DKW1-UP)

Introduction

This Special Instruction outlines the basic procedures that are
required in order to install the cable for the governor actuator
onto an Excavator.

Required Parts

The following parts are required in order to install the cable
for the governor actuator onto an Excavator.

Required Parts for Replacement of the Cable for the Governor
Actuator

Model Item Qty Part Number Description

All Models

1 3 4Y-4079 Wire Assembly

2 1 152-9155 Adhesive

3 1 155-0695 or 185-3998 Thread Lock Compound

4 1 188-8589 Harness

311B 312B

5

1 309-5864 Motor Repair Kit

315B 317B 318B

1 309-5867 Motor Repair Kit

320B 1 309-5869 Motor Repair Kit

320B U 1 309-5871 Motor Repair Kit

321B 1 309-5872 Motor Repair Kit

311C 1 309-5854 Motor Repair Kit

312C 1 309-5855 Motor Repair Kit

313C 314C

1 309-5857 Motor Repair Kit

318C 1 309-5859 Motor Repair Kit

320C 320D

1 309-5861 Motor Repair Kit

320C U 323D

1 309-5860 Motor Repair Kit

Table 1
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321C 1 309-5862 Motor Repair Kit

All Models 6 1 248-4754 Harness

Disassembling the Governor Actuator

Illustration 1 g01129305

Remove the six screws.1.
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Illustration 2 g01129307

Remove the terminals (A) on the motor.2.

Remove the connector (B) on the potentiometer.3.

Illustration 3 g01129311

Remove the grommet from the case.4.
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Illustration 4 g01129318

Remove the two screws that connect the motor to the cover.5.

Illustration 5 g01129324

Remove the four screws that connect the motor to the case for
the pulley.6.
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Illustration 6 g01129352

Remove the motor from the case for the pulley.7.

Illustration 7 g01129328

Remove the pulley (C) from the case for the pulley.8.

Remove the bearings (D) from the pulley, and remove the inner
cables (E) from the pulley.9.
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Illustration 8 g01129330

Measure the distance (F) and measure the distance (G). Record
the measurements. You will need the measurements later in order to
assemble the governor actuator.

10.

Illustration 9 g01129336

Loosen the locknuts (H) .11.

Rotate the screw caps (J) in order to remove the cables.12.
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Assembling the Governor Actuator

Illustration 10 g01129418

Replace the former cables with the new cables that are included
in the new motor repair kit (5) .13.

Insert the inner cables into the case for the pulley.14.

The screw caps (J) should be adjusted to the distances (F) and
(G) that were measured in Step 10.

15.

Illustration 11 g01129442
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Attach the inner cable of the decelerator cable to the pulley.
The decelerator cable does not have blue tape around the center.
Rotate the pulley clockwise for one revolution.

16.

Illustration 12 g01129444

(K) Groove for the accelerator cable

(L) Groove for the decelerator cable

The decelerator cable will sit in groove (L) .17.

Illustration 13 g01129454

Attach the inner cable of the accelerator cable to the pulley.
The accelerator cable has blue tape around the center. Rotate the
pulley counterclockwise for one revolution.

18.

The accelerator cable will sit in groove (K) .19.
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Illustration 14 g01129613

Paint the inside of the bearings and the outside of the bearings
with the Molybdenum coating YM103 that is included in the new motor
repair kit (5). Attach the two bearings to the pulley, and insert
the pulley into the case for the pulley.

20.

Illustration 15 g01129631

Install the new packing that is included in the new motor repair
kit (5) .21.
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Attach the motor to the case for the pulley. Use the screws that
were removed in Step 6. Tighten the screws to a torque of 0.505
0.075 Nm (4.47 0.66 lb in). Refer to Illustration 5.

22.

Attach the motor to the cover. Use the screws that were removed
in Step 5. Install the new seal washers that are included in the
new motor repair kit (5). Tighten the screws to a torque of 1.00
0.15 Nm (8.85 1.33 lb in). Refer to Illustration 4.

23.

Adjusting the Governor Actuator

Illustration 16 g01447765

Connect the 248-4754 Harness (6) to the potentiometer.24.

Illustration 17 g01447768
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Connect the terminals (A) for the motor. Attach the 188-8589
Harness (4) .25.

Illustration 18 g01447769

Connect one 4Y-4079 Wire Assembly (1) from +BAT to the +BAT
terminal on the 188-8589 Harness (4). Connect one 4Y-4079 Wire
Assembly (1) from ground to the ground terminal on the 188-8589
Harness (4) .

26.

Illustration 19 g01447770
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Connect a multimeter to the 248-4754 Harness (6) .27.

Illustration 20 g01447772

Connect one 4Y-4079 Wire Assembly (1) from +BAT to the terminal
(M) for the accelerator on the 188-8589 Harness (4). If the voltage
on the multimeter is less than 4.13 V, adjust the potentiometer
until the multimeter reads 4.13 0.10 V.

28.

Disconnect the wire (1) from the terminal (M) for the
accelerator, and connect the wire (1) to the terminal (N) for the
decelerator. If the voltage on the multimeter is greater than 4.13
V, adjust the potentiometer until the multimeter reads 4.13 0.10
V.

29.

Perform Steps 28 and 29 in order to ensure that the voltage on
the multimeter reads 4.13 0.10 V.

30.

Disconnect the equipment that was installed in Steps 24 through
29.31.
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Illustration 21

Adjust the inserted length of the accelerator cable. The length
(P) between the outer cable and the universal joint should be 175 5
mm (6.9 0.2 inch).

32.

Tighten the locknut (Q) on the accelerator cable to a torque of
5.05 0.75 Nm (44.7 6.6 lb in), and apply 155-0695 Thread Lock
Compound or 185-3998 Thread Lock Compound (3) to the locknut.

33.

Adjust the inserted length of the decelerator cable. The length
(R) between the outer cable andthe universal joint should be 200 5
mm (7.9 0.2 inch).

34.

Tighten locknut (S) on the decelerator cable to a torque of 5.05
0.75 Nm (44.7 6.6 lb in) and apply 155-0695 Thread Lock Compound or
185-3998 Thread Lock Compound (3) to the locknut.

35.

Completing the Assembly
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Illustration 22 g01129768

Install the new packing that is included in the new motor repair
kit (5). Apply 152-9155 Adhesive (2) to the packing.

36.

Insert the grommet into the case. Apply 152-9155 Adhesive (2) to
the grommet. Refer to Illustration 3.

37.

Connect the terminals (A) for the motor. The two red terminals
should be connected, and the two white terminals should be
connected. Connect the potentiometer with the connector (B). Refer
to Illustration 2.

38.

Attach the cover to the case. Use the six screws that were
removed in Step 1. Tighten the screws to a torque of 0.505 0.075 Nm
(4.47 0.66 lb in). Refer to Illustration 1.

39.

Copyright 1993 - 2013 Caterpillar Inc.

Todos los derechos reservados.

Red privada para licenciados del SIS.

Wed May 15 21:37:28 CDT 2013
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