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            Module Efficiency: 16.4% Cell Efficiency: 18.8% Power Output: 190 Watts High Efficiency HIT ® Power solar panels are leaders in sunlight conversion efficiency. Obtain maximum power within a fixed amount of space. Save money using fewer system attachments and racking materials, and reduce costs by spending less time install- ing per watt. Power Guarantee SANYO’s power ratings for HIT Power panels guarantee customers receive 100% of the nameplate rated power (or more) at the time of purchase, enabling owners to generate more kWh per rated watt, quicken investment returns, and help realize complete customer satisfaction. Temperature Performance As temperatures rise, HIT Power solar panels produce 10% or more electricity (kWh) than conventional crystalline silicon solar panels at the same temperature. Proprietary Technology HIT solar cells are hybrids of single crystalline silicon surrounded by ultra-thin amorphous silicon layers, and are available solely from SANYO. HIT Power models are ideal for grid-connected solar systems, areas with performance based incen- tives, and renewable energy credits. Structural Strength HIT Power panels have a double-wall black anodized aluminum frame for extra strength, and are tested to 60PSF. The panels come pre-equipped with a touch- safe junction box, USE-2 outdoor rated cables, MC4 ™ locking connectors, and are UL 1703 safety rated for wind, hail, and fire. Valuable Features HIT Power solar panels operate silently, have no moving parts and are among the lightest per watt in the industry. Unique eco-packaging minimizes cardboard waste at the job site. The packing density of the panels reduces transportation, fuel, and storage costs per installed watt. Quality Products SANYO silicon wafers located inside HIT solar panels are made in California USA, and the panels are assembled in an ISO 9001 (quality), 14001 (environment), and 18001 (safety) certified factory. The panels have a Limited 20-Year Power Output and 5-Year Product Workmanship Warranty. SANYO HIT ® Solar Cell Structure Unnecessary Section When Using SANYO Increased Performance with SANYO Normalized Output Power HIT c-Si Time Approx. 10% Up Module Temp.75°C Kobe (Japan), July 24, 2007, Faced due South, Tilt angle 30° 0.8 0.5 5 am 7 am 9 am 11 am 1pm 3 pm 5 pm 7 pm n p-type/i-type (Ultra-thin amorphous silicon layer) Front-side electrode Rear-side electrode Thin mono crystalline silicon wafer i-type/n-type (Ultra-thin amorphous silicon layer) HIT Photovoltaic Module 
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Module Efficiency: 16.4%Cell Efficiency: 18.8%
 Power Output: 190 Watts
 High EfficiencyHIT® Power solar panels are leaders in sunlight conversion efficiency. Obtain maximum power within a fixed amount of space. Save money using fewer system attachments and racking materials, and reduce costs by spending less time install-ing per watt.
 Power GuaranteeSANYO’s power ratings for HIT Power panels guarantee customers receive 100% of the nameplate rated power (or more) at the time of purchase, enabling owners to generate more kWh per rated watt, quicken investment returns, and help realize complete customer satisfaction.
 Temperature Performance As temperatures rise, HIT Power solar panels produce 10% or more electricity (kWh) than conventional crystalline silicon solar panels at the same temperature.
 Proprietary Technology HIT solar cells are hybrids of single crystalline silicon surrounded by ultra-thin amorphous silicon layers, and are available solely from SANYO. HIT Power models are ideal for grid-connected solar systems, areas with performance based incen-tives, and renewable energy credits.
 Structural Strength HIT Power panels have a double-wall black anodized aluminum frame for extra strength, and are tested to 60PSF. The panels come pre-equipped with a touch-safe junction box, USE-2 outdoor rated cables, MC4™ locking connectors, and are UL 1703 safety rated for wind, hail, and fire.
 Valuable FeaturesHIT Power solar panels operate silently, have no moving parts and are among the lightest per watt in the industry. Unique eco-packaging minimizes cardboard waste at the job site. The packing density of the panels reduces transportation, fuel, and storage costs per installed watt.
 Quality ProductsSANYO silicon wafers located inside HIT solar panels are made in California USA, and the panels are assembled in an ISO 9001 (quality), 14001 (environment), and 18001 (safety) certified factory. The panels have a Limited 20-Year Power Output and 5-Year Product Workmanship Warranty.
 SANYO HIT® Solar Cell Structure
 Unnecessary Section When Using SANYO
 Increased Performance with SANYO
 No
 rmal
 ized
 Ou
 tpu
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 c-Si
 Time
 Approx.10% Up
 Module Temp.75°C
 Kobe (Japan), July 24, 2007,Faced due South, Tilt angle 30°
 0.8
 0.5
 5 am 7 am 9 am 11 am 1pm 3 pm 5 pm 7 pm
 n
 p-type/i-type(Ultra-thin amorphous silicon layer)
 Front-sideelectrode
 Rear-sideelectrode
 Thin mono crystalline silicon wafer
 i-type/n-type(Ultra-thin amorphous silicon layer)
 HIT Photovoltaic Module
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Dimensions Unit: inches (mm)
 Dependence on Temperature1
 Dependence on Irradiance1
 34.6 (880)
 Front Side Back
 51.9
 (13
 19)
 1.8 (46)
 Electrical Specifications
 Temperature Coefficient (Pmax)Temperature Coefficient (Voc)Temperature Coefficient (Isc)
 Cell EfficiencyModule EfficiencyWatts per Ft.2
 Maximum System VoltageSeries Fuse RatingWarranted Tolerance (-/+)
 Mechanical SpecificationsInternal Bypass Diodes Module AreaWeightDimensions LxWxHCable Length -Male/+FemaleCable Size / Connector TypeStatic Wind / Snow LoadPallet Dimensions LxWxHQuantity per Pallet / Pallet WeightQuantity per 20', 40', and 53' Container
 Operating Conditions & Safety RatingsAmbient Operating TemperatureNOCTHail Safety Impact VelocityFire Safety Classification Safety & Rating CertificationsLimited Warranty
 Rated Power (Pmax)1
 Maximum Power Voltage (Vpm)Maximum Power Current (Ipm)Open Circuit Voltage (Voc)Short Circuit Current (Isc)
 Model
 4 Bypass Diodes
 12.49 Ft.2 (1.16m2)33.07 Lbs. (15kg)
 51.9x34.6x1.8 in. (1319x880x46mm)30.7/24.8 in. (780/630mm)
 No.12 AWG / MC4™ Locking Connectors 60PSF (2880Pa) / 39PSF (1867Pa)53x35x77 in. (1346x897x1952mm)
 34 pcs. / 1166 Lbs. (530kg)340 pcs., 714 pcs., 918 pcs.
 -4°F to 115°F (-20°C to 46°C)2
 113°F (45°C)1" hailstone (25mm) at 52 mph (23m/s)
 1STC: Cell Temp. 25oC, AM1.5, 1000W/m2 2Monthly average low and high of the installation site.Note: Specifications and information above may change without notice.
 Class CUL 1703, cUL, CEC
 5 Years Workmanship, 20 Years Power Output
 190 W54.8 V3.47 A67.5 V3.75 A
 -0.348% / °C-0.187 V / °C1.96 mA / °C
 18.8%16.4%15.2 W
 600 V15 A
 -0% / +10%
 Cur
 rent
 (A)
 Cur
 rent
 (A)
 CEC PTC Rating 176.4 W
 SANYO Energy (U.S.A.) Corp.A Division of SANYO North America Corporation
 550 S. Winchester Blvd., Suite 510San Jose, CA 95128, U.S.A.www.sanyo.com/[email protected]
 © SANYO Energy (U.S.A.) Corp. All Rights Reserved. 9/1/2009
 13 (
 330)
 17.3 (440)
 Ground (4 places)
 4x mounting holes
 0.276 (7)0.276 (7)
 0.165 (4.2) 0.205 (5.2)
 0.165 (4.2)
 0.276 (7)0.276 (7)
 0.205 (5.2)
 Section A-A’
 1.8
 (46)
 1.5 (37)
 0.5 (13) CAUTION! Read theoperating instructions carefullybefore use of these products
 190
 HIT Power 190 or HIP-190BA19
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                                MELILLA - diesseltd.co.uk€¦ · 800x800mm. 31.5x31.5 inches 800x1800mm. 31.5x70.9 inches 1200x1200mm. 47.2x47.2 inches 600x600mm. 23.6x23.6 inches 593x393mm 23.3x23.3 inches 600x600mm

                            

                                                    
                                d2z471btmx6vaz.cloudfront.net · 2020-05-04 · TOP valley fold SMALL: MEDIUM: LARGE: 9 inches high x 10 inches wide 9 inches high x 10.5 inches wide 9 inches high x 11 inches wide

                            

                                                    
                                Solar Photovoltaic Fundamentals and Photovoltaic Systems

                            

                                                    
                                Marker #1 inches, ¾ inches wide Chinese characters on …media.metro.net/projects_studies/eastside/images/mglee...Marker #1 3 fragments of white marble, 7 inches by 6 inches, 5 inches

                            

                                                    
                                N 330 Photovoltaic module HIT N 325 VBHN330SJ47/ VBHN325SJ47 · • IEC and over 20 ... 1975 solar business since 1975 heterojunction technology since 1990 HIT ... 5/19/2017 11:38:53

                            

                                                    
                                THE FRAMED 60-CELL MODULE - Trina Solar...Photovoltaic Technology Cable 4.0mm² (0.006 inches²), 1000 mm (39.4 inches) MC4 Type 1 or Type 2 ELECTRICAL DATA (STC) STC: Irradiance 1000W/m˚,

                            

                                                    
                                Automatic Bucket Hooks Low Slump Concrete Buckets€¦ · No. Cubic Feet Inches Inches Inches Pounds

                            

                                                    
                                2021 FourTrax Foreman 4x4 - powersports.honda.com · Sealed 160mm mechanical drum 25 x 8-12 25 x 10-12 82.8 inches 47.4 inches 48.0 inches 50.0 inches 34.2 inches 7.5 inches 654 pounds

                            

                                                    
                                Convert feet to inches 2 feet = 24 inches 40 inches 24 inches simplify ÷ 8 5 3

                            

                                                    
                                AUDI BMW LAND ROVER Q5 2.0T RANGE ROVER EVOQUE … · BMW X3 xDRIVE28i $39,395 $52,345 183.0 inches 74.1 inches 65.4 inches 110.6 inches 63.6 inches 64.3 inches F: 54 cubic feet R:

                            

                                                    
                                HiT entertainment HIT and the HIT logo are trademarks of HIT ......HiT entertainment HIT and the HIT logo are trademarks of HIT Entertainment Limited. THOMAS Y SUS AMIGOS For more

                            

                                                    
                                90mm GUN TANK T95 - StarDestroyer.Net · 2008. 9. 13. · 90mm GUN TANK T95E1 4 men 405.9 inches 393.9 inches 275.5 inches 130.4 inches 124.0 inches 112.0 inches 103.0 inches 17.0

                            

                                                    
                                CATALOG - Akron Electric Inc.akronelectric.com/pdf_files/cxj series.pdf · catalog number inside dimensions (inches) outside dimensions (inches) mounting (inches) lug bolt size (inches)

                            

                                                    
                                HIT Photovoltaic Module Sales Sheet (195).pdf · complete customer satisfaction. Temperature Performance As temperatures rise, HIT Power solar panels produce 10% or more electricity

                            

                                                    
                                Photovoltaic Module HIT N330, N325 | VBHN330SA16, …€¦ · the beginning of the green revolution. In 1997, the HIT® set the industry standard for high conversion efficiency. Satisfied

                            

                                                    
                                SURPASS hiT 7070 - centr-postavka.ru Simens Network/Surpass hiT 7070.pdf · Generation Metro, SURPASS hiT 70xx hiT 7020 hiT 7030 hiT 7035 hiT 7025 hiT 7060/HC Емкость hiT 7070

                            

                                                    
                                INSTALLATION GUIDE FOR PHOTOVOLTAIC (PV) · PDF fileINSTALLATION GUIDE FOR PHOTOVOLTAIC (PV ... Before installing a solar photovoltaic system, ... refer to standard solar photovoltaic

                            

                                                    
                                Photovoltaic module HIT - Panasonic · Photovoltaic module HIT® N245 Panasonic’s unique heterojunction technology uses ultra-thin amorphous silicon layers. These thin dual layers

                            

                                                    
                                Solar photovoltaic solutions - Datacentrix - Home · Solar photovoltaic solutions Solar photovoltaic solutions. Solar photovoltaic solutions mitigate the risk of being exposed to

                            

                                                    
                                Photovoltaic Module HIT N330, N325 | VBHN330SA16, … Specs.pdfCEC PTS Rating 305.9W 301.2W Cell Efficiency 22.09% 21.76% Module Efficiency 19.7% 19.4% Watts per Ft.² 18.3W 18.0W

                            

                                                    
                                A quadrilateral with congruent opposite sides… …and parallel opposite sides 3 inches 6 inches 3 inches 6 inches

                            

                                                    
                                LCD Monitor User Manual - AOC...Leave at lease this space around the set 10cm 4 inches 10cm 4 inches 11 7/8 inches 10cm 4 inches 30cm 10cm 4 inches 4 10cm inches 11 7/8 inches 30cm

                            

                                                    
                                General Installation Manual for SANYO HIT Photovoltaic Modules€¦ · Solar Module Mounting Structure Rail Clamp Clamp Solar Module Mounting Structure Rail 
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                                Руководство пользователя - Citilink · 2019. 6. 6. · 10 cm (3.93 Inches) 10 cm (3.93 Inches) 10 cm (3.93 Inches) 10 cm (3.93 Inches) 10 cm (3.93 Inches) Глава

                            

                                                    
                                Renewable Energy: Photovoltaic Modules · Bypass diode included in promptly provided junction box is to prevent the power dropped by partial shading. Square Cell 156x156 mm (6 inches)

                            

                                                    
                                HIT photovoltaic module HIT-240HDE4 HIT-235HDE4grindhousewebdesign.com/aquasolar/pdf/pv/sanyo/sanyo_240_250.p… · existing-HIT® 12.5 cm 12.5 cm The newly developed “Honeycomb

                            

                                                    
                                HIT Power 240 - · PDF filePanasonic is truly committed to quality since it began developing and manufacturing solar PV modules in 1975. ... HIT Power 240S HIT Photovoltaic Module

                            

                                                    
                                November 7, 2014.  Length: 99.875 inches  Diameter: 6.00 inches  Mass: 277.42 oz. / 17.34lbs.  Span: 13.50 inches  Center of Gravity: 56.3919 inches

                            

                                                    
                                Disc Springs ( Inches ) · Disc Springs ( Inches )

                            

                                                    
                                Fédération Internationale de l'Automobile - Homologation ......23.0 1.00 Front track + 25.0 1.00 systems, see Note 3. 91.0 inches inches inches inches inches gall. Imp. 3. Rear track

                            

                                                    
                                HIT Photovoltaic Module - Wholesale Solar · complete customer satisfaction. Temperature Performance As temperatures rise, HIT Power solar panels produce 10% or more electricity (kWh)

                            

                                                    
                                HIT Double Photovoltaic Panels Double - altEStore.com · Double solar cells achieve up to 24.2% . 24.2%. cell efficiency in mass production, ... Photo Courtesy of Namaste Solar Electric

                            

                                                    
                                Solar Photovoltaic: SPECIFICATION, CHECKLIST AND GUIDEhvacrknowlagecenter.homestead.com/SolarChecklist.pdf · Solar Photovoltaic SPECIFICATION, CHECKLIST AND ... Home SOLAR PHOTOVOLTAIC

                            

                                                    
                                miamikillianhs.com EOC... · Core, and Mantle, respectively? A 4 inches, 8 inches, 9 inches B 4 inches, 7 inches, 9 inches C 2 inches, 3 inches, 4.5 inches D 2 inches, 3.5 inches,
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