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 WARRANTYYEARS
 COMPATIBLE
 DAY & NIGHT CMOSMAT PROPRIETARY
 H.264HW
 NETWORK
 IP
 Power Over Ethernet
 PoE
 DUAL CODEC
 H.264
 MJPEGCOMPATIBLE AUDIO APPROVAL
 VIDEO ANALYTICS
 CrossL> ROO02
 APPROVAL
 FCCDYNAMIC RANGE
 WDRWIDE
 COMPATIBLE O. VOLTAGE
 12 Vdc
 24 Vac
 Includes32 Channel Recording Software
 • Motion Detection• Event Log.• Supports FTP (File Transfer Protocol) for recording.• EventNotification(SWremotesendEmailwithimages).• Securitylevels(userroles,IPfiltering,HTTPS,SSLencryption).• Videoanalytics:(TamperingandTripzone).• Privacy Masks.
 Software INEX 32 Channels (included) for recording.
 WebGuard (Access via IE browser).
 Network Camera Switch NVR
 HD provides 5 times more resolution than the standard resolution camera
 General Features:
 Network Cameras
 • 1/2.7”CMOSprogressivescan.• [email protected](30IRE).• CompressionH.264/M-JPEG.• 1 Input / 1 Output 2-Way Audio (internal mic).• 1 Input / 1 Output Alarm.• StoragebySD(SDHC)upto32GB(notincluded).• Functions: 3A (AE, AWB, AF).• Ethernet 10/100.• AC Adapter Not Included.• Operating Temperature 14 to 122 ºF.• Power Consumption: 13 W.• Dimensions: 2.68 x 2.31 x 5.39 in.• Weight: 0.77 Lbs.
 Special Features:
 Network Features and Basic iNEX Recording:
 • MAT(MotionAdaptedTransmission).• Maximum number of live remote connections 10.• Network Assigning (Manual, ADSL, DHCP, UPnP, mDNS).• Supports DVRNS (DDNS Proprietary ).• WebGuard remote access, INIT, INEX.• Network cameras autodetection “NC” connected to the
 network.• Multiscreen Format Picture.• File Backup (AVI, BMP, JPEG and Player Clip-Proprietary ).
 NC-B210-DN / NC-B220-DN
 Additional Recording Option with NVR iX-416/832
 Network Camera, Day/ Night. 1 Megapixel Network Camera, Day/ Night, 2 Megapixels
 NC-B210-DN
 US$ 799.00
 • SupportsCIF,4CIFand1280X720Pix.• Bitrate Control: H.264-CBR/VBR (Up to 8 Mbps).• Speed: [email protected]. TripeStreaming.• Compatible Lenses: HM410VDCIR, • SYSVD4510IR,SYSVD1040IR,HM880VDCIR,
 LENS4-10AI,AG3Z3112M,AG4Z1214MandHG5Z2518FCM.
 NC-B220-DN
 US$ 959.00
 • SupportsCIF,4CIF,1280x720,1920x1080Pix.
 • Bitrate Control: H.264-CBR/VBR (Up to 12 Mbps).
 • Speed: [email protected] TripleStreaming.• Compatible Lenses: HM410VDCIR, • SYSVD4510IR,SYSVD1040IR,HM880VDCIR,
 LENS4-10AI,AG3Z3112M,AG4Z1214MandHG5Z2518FCM.M.
 1MP
 2MP
 Ver. 1.04Compatible
 NC Series
 Access via Smartphone
 2MP
 1MP
 1920 x 1080
 1280 x 720
 Available in
 Free Mobile Application - iPhone, Android
 NC Series
 Protect your equipment from power surges and discharges, (see pgs. 256 - 261) Ask Technical Support.
 Available in the
 Play Store
 RESOLUTION
 RESOLUTION
 RESOLUTION
 RESOLUTION
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 NEW
 12 LEDs
 DIGITAL ZOOM
 10X
 OPTICAL ZOOM
 18X
 3D - DNR
 3D - DNR
 3D - DNR
 WARRANTYYEARS
 COMPATIBLEDAY & NIGHT
 Power Over Ethernet
 PoE
 O. VOLTAGE
 12 Vdc
 24 Vac
 DYNAMIC RANGE
 WDRWIDE
 IP66 STANDARD
 VANDALPROOF
 Power Over Ethernet
 PoE
 IR 32 ft
 O. VOLTAGE
 12 Vdc
 Power Over Ethernet
 PoE
 O. VOLTAGE
 12 Vdc
 24 Vac
 DYNAMIC RANGE
 WDRWIDE
 RESOLUTION
 CMOSMAT PROPRIETARY
 H.264HW
 NETWORK
 IPDUAL CODEC
 H.264
 MJPEGCOMPATIBLE AUDIO APPROVAL APPROVAL
 FCCCOMPATIBLE
 Software INEX 32 Channels (included) for recording.
 Webguard(Access via IE Browser)
 Network Domes & Cameras
 Special Features:
 • Motion Detection• Event Log.• Supports FTP (File Transfer Protocol) for recording.• EventNotification(SWremotesendEmailwith
 images).• Securitylevels(userroles,IPfiltering,HTTPS,SSL
 encryption).• CompatiblewithNVRiX-416/832,andiSYSPRO.
 Network Characteristics and Recording with Basic iNEX:• AdaptiveMotionTransmission.• Maximum number of Live remote connections 10.• Network Assigning (Manual, ADSL, DHCP, UPnP, mDNS).• Supports DVRNS (DDNS Proprietary ).• WebGuard remote access, INIT, INEX and RAS Mobile I• Network cameras autodetection "NC" connected to the
 network.• Backupoffiles(AVI,BMP,JPEGandPlayerClipProprietary).
 Indoor IR, Mini Network Dome, Electronic Day / Night for Indoors
 NC-EP103-IR.(VGA)....................................US$ 539.00NC-EP210-IP.(1MP)....................................US$ 629.00 EP103-WM.(Wall mount).............................US$ 45.00EP103-CM.(Celing mount)...........................US$ 45.00
 • 1/4” CMOS progressive scan.• SupportsQVGA,VGA.• Bitrate Control: H.264-CBR/VBR (Up to 4 Mbps).• Speed: 30FPS +30 FPS @ VGA Dual Streaming.• [email protected](30IRE),0luxwithIR.• 4.3mmlens.• 1input,1audiooutput.• StoragebySD(SDHC)upto32GB(notincluded).• Operating Temperature 32 to 122 ºF.• Power Consumption: 5 W.• Dimensions: 4.56 (base) x 3.57 (D) x 5.27 (H) in.• Weight: 0.92 Lbs.
 Outdoor IR, 2 Megapixel Network Camera, Real Day / Night (ICR)
 NC-A220-WH......................................US$ 1,290.00
 • 1/2.7” CMOS progressive scan.• SupportsCIF,4CIF,1280x720,1920x1080Pix.• Bitrate Control: H.264-CBR/VBR (Up to 12 Mbps).• Speed: 30FPS+30FPS @ D1 Triple Streaming • [email protected](30IRE),0luxwithIR.• VarifocalLensof3to9mm.• Privacy masking.• Event Triggered with Audible Alert.• 1input,1audiooutput2wayaudio.• Operating temperature -4 to 122 ° F.• Power Consumption: 16 W.• Dimensions: 2.99 x 2.99 x 10.79 in.• Weight: 2 Lbs.
 Network Zoom Camera, Day / Night (ICR)
 Includes Motorized Lens
 NC-Z220-1Z....................................................US$ 1,489.00
 NC-D103-VD. (CIF y 4 CIF).................................US$ 739.00NC-D220-VD. (2MP)........................................US$ 1,039.00DSB-302. (Wall Bracket)......................................US$ 89.00
 • 1/2.7” CMOS progressive scan. • SupportsCIF,4CIF,1280x720,1920x1080Pix.• Bitrate Control: H.264-CBR/VBR (Up to 12 Mbps).• Speed:+3030FPS@D1TripleStreaming• [email protected](30IRE).• 18X Optical Zoom Lens (4.7 to 84.6 mm) and 10X Digital
 Zoom.• Privacymasking.• 1input,1alarmoutput.• Storage by SD (SDHC) up to 32GB (not included).• Internal Microphone / 1 audio output.• Operating Temperature 32 to 122 ° F.• Power Consumption: 6 W.• Dimensions: 2.91 x 2.95 x 7.83 in.• Weight: 1.56 Lbs.
 Includes32 Channel Recording Software
 4CIF 2MP
 2MP2MP
 Ver. 1.04Compatible
 NC Series
 • 1/2.7” CMOS progressive scan.• Bitrate Control: H.264-CBR/VBR up to 4Mbps (NC-D103-VD).• Speed: 30FPS + 30FPS @ 4CIF, Dual Streaming (NC-D103-VD).• Bitrate Control: H.264-CBR/VBR up to 12Mbps (NC-D220-VD).• Speed: 30FPS @ 2MP, Triple Streaming (NC-D220-VD).• Minimum Illumination: 0.5 [email protected] (30 IRE).• 3 to 9mm Varifocal Lens.• 1 input, 1 audio output.• 1 input, 1 alarm output.• Storage by SD (SDHC) up to 32GB (not included).• Operating Temperature 32 to 113 ° F (NC-D103-VD),
 14 to 122 ° F (NC-D220-VD).• Privacy Mask (NC-D220-VD).• Power Consumption: 7W.• Dimensions: 5.82 (Dia) x 5.03 (H) in. Weight 2.29 Lbs.
 Network Dome Camera, Vandal Proof, Day Night (ICR)
 5.8”
 Access via Smartphone
 Available in
 NC Series
 Protect your equipment from power surges and discharges, (see pgs. 256 - 261). Ask Technical Support.
 Available in
 Play Store
 Free Mobile Application - iPhone, Android
 DYNAMIC RANGE
 WDRWIDE
 O. VOLTAGE
 12 Vdc
 RESOLUTION
 42 LEDs
 IR 98 ft
 IP66 STANDARD
 • iSYSPRO
 VGA
 1MP
 3.5” EP-103WM EP-103CM
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 WARRANTYYEARS
 COMPATIBLE
 DAY & NIGHT MAT PROPRIETARY
 H.264HW
 NETWORK
 IP
 DUAL CODEC
 H.264
 MJPEGCOMPATIBLE
 AUDIO
 COMPATIBLE
 3D - DNR
 IP66 STANDARD
 VANDALPROOF RESOLUTION
 4VATNr
 ETHERNET PAN / TILT
 OPTICAL ZOOM
 10X
 DIGITAL ZOOM
 10X
 APPROVAL
 FCC
 CE
 O. VOLTAGE
 12 Vdc
 4.9”
 Vandal Proof Network Dome, PTZ, Day / Night
 PTZ Network Dome, Day / Night, Speed of 0.5 - 180 º / s
 NC-P103-WV......US$ 1,469.00
 Camera Features
 Special Features:
 • Motion Detection• DualStreaming(Live/Recording).• Supports FTP (File Transfer Protocol) for recording.• EventNotification(SWremotesendEmailwith
 images).• Date and time sync via network.• Securitylevels(userroles,IPfiltering,HTTPS,SSL
 encryption).• Privacy Masks.• Imported/Exportedconfiguration.• Update Firmware Remotely.• Web Casting Support.
 • MAT(MotionAdaptiveTransmission).• Max Number. Remote Connections Live 10, 1 Search.• Network Assigning (Manual, ADSL, DHCP).• Remoteconfigurationvianetwork.• Supports DVRNS (DDNS Proprietary ).• WebGuard remote access, INIT, INEX.• Recording through INEX Basic Software (32 channels).• Network cameras autodetection "NC" connected to the
 network.• Multiscreen Format Picture.• Time bar for searches.• Event Search.• Backupoffiles(AVI,BMP,JPEGandClip-Player
 Proprietary).• Self-monitoringofsystemstatus(Verificationofcorrect
 operation).
 Features Network Recording and Basic INEX:
 • 1/4CCDSONYExviewHAD.• 540linesofresolution.• Day / Night ICR.• 100Xzoom(10Xopticaland10Xdigital).• Minimum Illumination 0.7 Lux color, F1.4• MinimumIlluminationB/W0.02Lux,F1.4• FocalLength3.8to38mm.• Approvals: FCC, CE (50130-4).
 Specifications:
 • ProprietaryH.264CompressionMethod.• Maximumresolution4CIFat30FPS.• VandalProof.• IP66 Standard (with housing JP-M-WM2).• Operating Temperature 32 to 122 ° F. • Rotationof360°continuousandTilt180°.• Averagespeed:0.5°-180°/s.• 1 input, 1 alarm output.• 1 Audio Line In.• 10/100Base-T Ethernet port.• Power Consumption: 10 W.• Operating Voltage: 12 Vdc.
 Keyboard Compatible INK1000 (TCP / Network)
 See pgs. 42, 58 and 64
 Network Dome NC-P
 Ver. 1.04Compatible
 NC Series
 Software INEX 32 Channels (included) for recording.
 WebGuard (Access via IE browser).
 Allows addition recessed ceiling
 Access via Smartphone
 Available in
 NC Series
 Protect your equipment from power surges and discharges, (see pgs. 256 - 261) Ask Technical support.
 Available in
 Play Store
 Includes32 Channel Recording Software
 Free mobile applicationiPhone, Android
 • iSYSPRO
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 WARRANTYYEARS
 COMPATIBLE
 DAY & NIGHT MAT PROPRIETARY
 H.264HW
 NETWORK
 IP
 DUAL CODEC
 H.264
 MJPEGCOMPATIBLE
 AUDIO COMPATIBLE
 IP66 STANDARD
 RESOLUTION
 4CIF
 ETHERNET PAN / TILT
 OPTICAL ZOOM
 36X
 DIGITAL ZOOM
 12X
 APPROVAL
 FCC
 CE
 O. VOLTAGE
 24 Vac
 PTZ Network Dome, Day / Night
 Special Features:
 • Motion Detection• DualStreaming(Live/Recording).• Supports FTP (File Transfer Protocol) for recording.• EventNotification(SWremotesendEmailwith
 images).• Date and time sync via network.• Securitylevels(userroles,IPfiltering,HTTPS,SSL
 encryption).• Privacy Masks.• Import/Exportconfiguration.• Updatefirmwareremotely.
 • MAT(MotionAdaptiveTransmission).• Max Number of live Remote Connections 10, 1 in Search.• Network Assigning (Manual, ADSL, DHCP).• Remoteconfigurationvianetwork.• Supports DVRNS (DDNS Proprietary ).• WebGuard remote access, INIT, INEX.• Recording through iNEX Basic Software (32 channels).• Network cameras autodetection "NC" connected to the
 network.• Multiscreen Format Picture.• Time bar for searches.• Event Search.• Backupoffiles(AVI,BMP,JPEGandClip-Player
 Proprietary).• Self-monitoringofsystemstatus(Verificationofcorrect
 operation).
 Network Characteristics and Recording with Basic iNEX:
 Camera Features
 • 1/4CCDSONYExviewHAD.• 540linesofresolution.• Day / Night ICR.• 432xZoom(36Xopticaland12Xdigital).• Minimum Illumination 1.4 Lux color, F1.4• Minimum Illumination B / W 0.01 Lux, F1.4• FocalLength3.4to122.4mm.• Approvals: FCC, CE (50130-4).
 Specifications:
 • ProprietaryH.264CompressionMethod.• Maximumresolution4CIFat30FPS.• IP66Standard(withhousingJP-H604-HB-C/Sand
 wallmountJP-H-WL).• Operating Temperature 32 to 122 ° F. • Rotationof360°continuousandTilt180°.• HighSpeed:0.1º-420º/s.• 1 input, 1 alarm output. • 1 input, 1 audio output.• Power Consumption: 15 W.• Operating Voltage: 24 Vac.• RS-485 port.• Ethernet 10/100 Base-T.
 PTZ Network Dome, Day / NightHigh Speed (0.1 - 420 º / s)
 NC-S103-3Z.........US$ 3,239.00
 NC-S Dome
 Ver. 1.02Compatible
 Serie NC
 5.5”
 Software INEX 32 Channels (included) for recording.
 WebGuard (Access via IE browser).
 Access via Smartphone
 Available in
 Keyboard Compatible INK1000 (TCP / Network)
 See pgs. 42, 58 and 64
 NC Series
 Protect your equipment from power surges and discharges, (see pgs. 256 - 261). Ask Technical Support.
 Available in
 Play Store
 Includes32 Channel Recording Software
 Free mobile applicationiPhone, Android
 • iSYSPRO
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 SVMS Software (SYSCOM Virtual Management System)
 Monitor 1 Monitor 2
 • Features:• 2 screens of 64 cameras e / o.• Extend screens.• It allows recording and playback of video.• Supports IMAP.• Includes event and status screens.• Compatible with Inex Standard.
 • Motion Detection• Event Log.• Privacy Masks.• Features:BLC,AWB,AE,2D-DNR.• Supports FTP (File Transfer Protocol) for
 recording.• Security levels (IP Filtering, Password,
 HTTPS, SSL).• Web casting.
 • MAT(MotionAdaptiveTransmission).• Maximum number of live remote connections 10.• Protocols: Manual, TCP / IP, UDP, HTTP, RTP, RTSP, NTP, DHCP,
 SMTP, DDNS, HTTPS, RTCP, FTP, SNMP, Bonjour.• Remote Access: Web Browser (Safari, Firefox, Google Chrome),
 Smart Manager, Inex Standard, Smartphone (iPhone, Android) and tablet (iPad).
 • Ethernet 10/100 Mbps• Compatible with ONVIF ver. 1.02 (Standard iNEX).• Compatible with NUUO software.
 Special Features: Networking features:
 Network Cameras
 Ver. 1.02Compatible
 NCT-2221…………….............………….$285.00NCT-2211 Wi-Fi Version.................…..……$297.00
 • H.264, MJPEG.• 1/4” CMOS Progressive Scan.• Supports QVGA, VGA, D1, 720p,
 1080p.• Bitrate Control 4Mbps.• Speed: 30FPS @ 720p, 15FPS @
 1080p.Dual Streaming.• Lens 3.6 mm.• Built in Microphone and Speaker.
 Cube Type 2MP Network Camera with PIR Sensor and LED for indoor Lighting
 2Megapixels
 2Megapixels
 2Megapixels
 HDU-T422F……….…………….…….$1,049.00
 Outdoor IR, Bullet Type Network Ca-mera, Day / Night (ICR)
 HDU-T322T……….…………………..….$469.00
 • H.264, MPEG4, MJPEG.• 1/2.8” CMOS Progressive Scan.• Minimum Illumination 2.5 Lux Color, 0 Lux
 LED's on.• Supports CIF, QVGA, VGA, Half-D1, D1,
 720p, 1080p.• Bitrate Control: 4Mbps.• Speed: 15FPS @ 1080p (H.264) + 5FPS @
 QVGA (MJPEG), 30FPS @ 720p (H.264) + 5FPS @ QVGA (MJPEG) Triple Streaming.
 • 3.7 mm F1.8 lens.• Intelligent IR light.
 • Alarm: 1 Input / 1 Output. • Internal storage for micro SD (Not included).• Operating Temperature: 14 to 122 ºF.• Consumption 5.10 W• Operating Voltage: 12 Vdc, PoE (802.3 af).• Dimensions 2.71 (diameter) x 7.85 (L) in• Weight 1.7 Lbs.
 Outdoor IR, Bullet Type Network Camera, Day / Night (ICR)
 • Internal storage for micro SD (not included).• Operating Temperature: 32 to 122 ºF.• Power Consumption: 3.5 W• Power: 5 Vdc, PoE (802.3 at).• Dimensions: 2.43 x 3.81 x 1.51 in.• Weight: 0.16 Lbs.
 • H.264, MPEG4, MJPEG.• 1/2.8” CMOS Progressive Scan.• Minimum Illumination 2.5 Lux Color, 0 Lux
 LED Lighted• Supports CIF, QVGA, VGA, Half-D1, D1,
 720p, 1080p.• Bitrate Control: 4Mbps.• Speed: 30FPS @ 1080p (H.264) + 5FPS @
 QVGA (MJPEG), 30FPS @ 720p (H.264) + 30FPS @ 720p (MJPEG) Triple Streaming.
 • Motorized Lens 3-9 mm F1.2 (control via data network).
 • Intelligent IR light.• Internal storage for micro SD (not included).• Operating Temperature: 14 to 122 ºF.
 Consumption 5.10 W• Supply 12Vdc, 24Vac, PoE (802.3 af)• Dimensions: 3.87 (diameter) x 11.18 (L) in.• Weight 2.26 Lbs.
 Protect your equipment from power surges and discharges, (see pgs. 256 - 261) Ask Technical support.
 WARRANTYYEARS
 COMPATIBLEMATNETWORK
 IPCOMPATIBLE COMPATIBLERESOLUTION 2D - DNR ZONES
 PRIVACYCMOS
 DAY & NIGHT TRIPLE CODEC
 H.264MPEG4MJPEG
 32 LEDs IR 65 ft IP66 STANDARD Power Over Ethernet
 PoEat
 O. VOLTAGE
 12 Vdc
 24 Vac
 O. VOLTAGE
 12 Vdc
 DAY & NIGHT TRIPLE CODEC
 H.264MPEG4MJPEG
 32 LEDs IR 65 ft IP66 STANDARD Power Over Ethernet
 PoEat
 DUAL CODEC
 H.264
 MJPEG
 O. VOLTAGE
 5 Vdc
 Power Over Ethernet
 PoEat
 2 WAY
 AUDIO
 Available in
 Available in
 Play Store
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 VANDALPROOF IP66 STANDARD
 OPTICAL ZOOM
 22X
 WARRANTYYEARS
 COMPATIBLEDAY & NIGHT MATNETWORK
 IPCOMPATIBLE
 AUDIO
 COMPATIBLE
 PAN / TILT
 DIGITAL ZOOM
 16X
 O. VOLTAGE
 12 Vdc
 DYNAMIC RANGE
 WDRWIDE
 2D - DNR
 ZONESPRIVACY
 OSD MENU APPROVAL
 FCCAPPROVALRoHS
 Minitrax III VandalProof (ICR) Day / Night for OutdoorsNetwork Mini Dome, High Speed PTZ
 Camera Features
 Programmable Functions
 Generalspecifications
 • 1/4CCDSonyExviewHADProgressiveScan.• 580TVL.• 352x Zoom (22X Optical, 16X Digital).• Focal Length 3.9 to 85.8 mm.• Minimum Illumination 0.5 Lux Color, Low Shutter 0.01,
 0.001 with ICR and Low Shutter.• Features: AE, AWB, 3D-DNR, BLC, WDR.
 • H.264,MPEG4,MJPEG.• Resolution QCIF, CIF, Half D1, D1.• Speed: 30FPS @ D1 (H.264) + 30FPS @ D1 (MJPEG).• Bitrate Control 2Mbps.• Dual Streaming.• MAT(MotionAdaptiveTransmission).• Ethernet 10/100 Base-T.• Supports 10 Live Users.• Protocols: Manual, TCP / IP, UDP, HTTP, RTP, RTSP, NTP,
 DHCP, SMTP, DDNS, HTTPS, RTCP, FTP, Bonjour.• Remote Access: Web Browser (Safari, Firefox, Google Chrome),
 Smart Manager, Inex Standard, Smartphone (iPhone, Android) and tablet (iPad)
 • Supports FTP (File Transfer Protocol) for recording.• Security levels (IP Filtering, Password, HTTPS, SSL).• Compatible with NUUO.• Compatible with ONVIF Ver 1.02 (Standard INEX).
 • Event Log.• Motion Detection• Privacy Masks.• 120 Presets, 4 Tours, 4 Pattern, Function home.• Audio: 1 Input / 1 Output.• Prerecorded Voice alert (Integrating Voice Allows
 Custom).• Alarm: 1 Input / 1 Output.• RS-485 (Fastrax, Pelco P / D).• Auxiliary video output BNC.• Supply 12Vdc, 13W.• Operating Temperature: 32 to 113 ºF.• Dimensions: 5.70 (diameter) x 5.90 (H) in.• Weight: 3.5 Lbs.
 4.3”
 Minitrax 3IP….........................……………$1,459.00
 Ver. 1.02Compatible
 Recommended Accessories for Minitrax III, 3L and 3IP
 Ceiling Mount for Minitrax III and 3L.
 Dimensions. 4.88 (Base Diameter) x
 15 (H) in.
 Wall Mount Minitrax III and 3L. Dimensions. 1.33 in (OD Tube) x 60 ° (Neck) x 5.90 in (H)
 Ceiling Mount Wall bracket (Curve)
 Corner Mounting
 Pole MountWall Mount
 HDB-243.......US$ 59.00 HVPCB2...US$ 80.00 HVPWB2-A..US$ 109 .00HCM-150US$ 18.00
 HCM-151US$ 38.00
 Wall Mount Minitrax III and 3L.
 Dimensions. 6.69 x 5.74 x 9.05 in.
 Protect your equipment from power surges and discharges, (see pgs. 256 - 261) Ask Technical Support.
 SVMS Software (SYSCOM Virtual Management System)
 Monitor 1 Monitor 2
 • Features:• 2 screens of 64 cameras e / o.• Extend screens.• It allows recording and playback of video.• Supports IMAP.• Includes event and status screens.• Compatible with Inex Standard.
 Available in
 Available in
 Play Store
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 O. VOLTAGE
 12 Vdc
 O. VOLTAGE
 5 Vdc
 WARRANTYYEARS
 NETWORK
 IPCOMPATIBLE AUDIOTRIPLE CODEC
 H.264MPEG4MJPEG
 PROPRIETARY
 H.264HW
 RESOLUTION
 4CIF
 VIDEOWALL
 INT / INR Series
 General Features:
 • Video resolution 720 x 480 pix.• 1 Input / 1 Output Audio.• Supports CIF, 2CIF and 4CIF• Ethernet 10/100.• Firmware Update (USB, Software Installation Tool
 and Remote).• WebGuard remote access, INIT, INEX.• Localandremoteconfiguration.• 2-way audio.• Auto-detection devices.• Network Assigning (Manual, ADSL, DHCP).• PTZ Control via RS-485, Protocols Fastrax, Pelco
 D / P.• Supports DVRNS (DDNS Proprietary ).• USB 2.0 (Supports Mouse) (INR-1000/4000).• Operating Temperature 32 to 122 ºF.• Dimensions: 4.68 x 1.12 x 4.26 in.
 • Event Log up to 64M.• MAT (Motion Adaptive Transmission).• Securitylevels(userroles,Networkfiltering,
 HTTPS, SSL Encryption)• 12 Vdc Power Adapter (included).• Consumption 3.5 W.• Compatible with: IX NVR, INEX, iSYSPRO, (iPhone,
 Android), HD416, INR1000/4000, RASPLUS
 • SupportsUSB2.0Mouse(included).• 2ormoredecoders,videowallfunction.• Accept soft reset factory settings.• Power Adapter: 5 dc (Included).• Consumption 4 W.• Supports USB shared Mouse between decoders.• Alarm Control (with server INT-1000).
 Network Features INT-1000 Series (Video and PTZ Data, Converts Analog to Network)
 INR-1000/4000 Series Features (Converts Video and PTZ Data to Analog)
 CompatiblewithNetworkKeyboard
 INK-1000(P.42,58and64)
 1 Ch Video Server and PTZ Data
 INT-1000...............................US$ 469.00
 • Speed: MPEG-4, M-JPEG 30FPS + 30FPS @ 4CIF H.264 15FPS+15 fps @ 4CIF or 30FPS + 30FPS @ 4CIF.
 • 1 BNC video input.• Supports 20 live remote users and 1 in
 Recording.
 1 Ch Video Decoder and PTZ Data
 INR-1000............................US$ 659.00
 • Speed: 30FPS @ 4CIF.• BNCvideooutputandVGA.• Decodes 1 INT-1000.
 4 Ch Video Decoder and PTZ Data
 Analog Video Wall
 Video Wall
 INR-4000...........................................US $779.00
 • Speed: 120FPS @ CIF (MPEG4, JPEG) / 120FPS @ CIF (H.264), 120 FPS @ 2CIF (MPEG4. JPEG) / 60 FPS @ 2CIF (H.264), 60 FPS @ 4CIF (MPEG-4, JPEG) / 30 FPS @ 4CIF (H.264).
 • BNCvideooutputandVGA(Quadimage).• Decodes 4 INT-1000 Servers.
 Includes Recording Software of 32 Free Channels
 Ver. 1.02Compatible
 Switch
 Switch
 Analog Cameras
 Servers / Encoders
 Decoders
 INEX Software (Monitoring and Recording
 Included)
 Mouse
 INT
 INT
 INT
 INR
 INTSeries INT / INR includes the Video Wallfunction that decodes video and PTZ datain network with the aim of displaying thedesired image on the monitor and have PTZ control. A single mouse maintains absolute control of INR decoders in extended monitor.
 ®
 Video Encoders and Decoders
 Protect your equipment from power surges and discharges, (see pgs. 256 - 261). Ask Technical Support.
 Access via Smartphone
 Available in
 Available in
 Play StoreFree mobile applicationiPhone, Android
 • iSYSPRO
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 RESOLUTION NETWORK
 IPCOMPATIBLEAUDIO
 INSERTION
 TEXT
 ETHERNET REAL TIME
 12
 6
 9 3
 O. VOLTAGE
 100 Vac
 240 VacWARRANTY
 YEARSCHANNELS
 4/8/16EMBEDDED
 LINUX
 AUTONOMOUS
 STAND
 Alone
 FPS
 120/240480
 FPSTRIPLE CODEC
 H.264MPEG4MJPEG
 Recording and Display Functions:
 Real Solution NVR-NAS Full HD
 • Embedded Linux System.• Compression H.264, MPEG4 and JPEG.• Auto-Recovery O/S System.• Compatible with AXIS, BOSH, CANNON, CISCO,
 HIKVISION, SYSCOM NC, PANASONIC, SAMSUNG, Siemens and Sony.
 • Supports ONVIF Protocol 1.2.04.• Operating Temperature: 41 - 104 °F.• Operating Voltage: 100-240VAC, 8 - 4A.• Dimensions: 8.66 x 3.46 x 11.6 in.• Approvals: FCC, UL, CE, LB, MIC.
 • Recording Resolution QCIF, CIF, 2CIF, VGA, 4CIF, 1MP, 2MP.
 • Recording / Custom Search by Date / Time, Calendar, Event, Motion.
 • Audio Recording via network.• Event Recording and pre-event.• E-SATA External Storage.• Supports up 2HDD or 1 + e-SATA HDD.• Supports RAID 0/1.
 • Compatible with DVRNS.• Standard INEX and Federation included.• Compatible with Back Up Service (not included).• Allows monitoring and video playback of SYSCOM DVRs
 (latest generation).• EventNotificationbyEmail.• Client-Server Platform.• Compatible with Inex Client.• Audio via data network.• Supports 10 remote clients.
 General Characteristics:
 Data Network Functions:
 Serie SN
 SN-104..............................US$ 1,129.00 SN-208...........................US$ 1,429.00 SN-416.............................US$ 2,059.00
 4 IP Video Channels NVR
 Standalone NVR
 8 IP Video Channels NVR 16 IP Video Channels NVR• RecordingSpeed120FPS@2MP.• HDD S-ATA of 1TB.
 • RecordingSpeed240FPS@2MP.• HDD S-ATA of 1TB.
 • RecordingSpeed480FPS@2MP.• HDD S-ATA of 1TB.
 Compatible with: SYSCOM NC Series and Onvif, Ask Technical Support for more information.
 ®Powered by
 compatiblewith AllLineSYSCOM NCPage 129-138
 (Recording IP System Megapixel in Real Time)
 Support SystemsstorageMass e-SATA DS-104EPage 100
 Ver. 1.02.04Compatible
 HARD DRIVES•HighPerformance.•variouscapacities.•SpecialforCCTV.
 (See page. 230)
 Protect your equipment from power surges and discharges, (see pgs. 256 - 261) Ask Technical Support.
 Accessories
 INEX Client Software Playback
 NEW
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 RESOLUTIONPROPRIETARY
 H.264HW
 NETWORK
 IPCOMPATIBLEAUDIO FPS
 480/960
 FPSBURNER
 DVD /CD
 EMBEDDEDWindows
 OUTPUT KEYBOARD-TCP/IP
 Control
 CHANNELS
 16/32INSERTION
 TEXT
 ETHERNET REAL TIME
 12
 6
 9 3
 O. VOLTAGE
 100 Vac
 240 VacWARRANTY
 YEARS
 Recording and display functions:
 NVR System (Network Video Recorder)
 • OperatingSystembasedonWindowsXPE.• Pentaplex System. (Live video, recording, playback, backup
 and remote access).• Watchdog: Monitoring system hardware and software.• Extraction of data via USB for hard disk and Flash Drive.• 1 input text insertion. (Expandable to 16).• Maximum support of 2TB hard drives.• Additional hard drives (S-ATA 3 + 1 ES-ATA).• 1 Output E-SATA external hard drive.• Includes CD + DVD burner.• 1 parallel port, 1 RS-232.• 8USB2.0fordataextractionandmouse.• 1 RS-485 Built-In.• Multiprotocol PTZ Control (SYSCOM, SAMSUNG, PELCO,
 etc.).• 1digitalmainoutput1VGA,1HDMI,1DVI.• Professional Cabinet for Rack 19”.• Operating Voltage: 100-240 VAC.• Power Consumption: 175 W.• Approvals: FCC, UL, CE, CB, MIC.• Dimensions: 17.32 x 6.96 x 18.18 in. • Weight 3.5 Lbs.
 • Recording resolution: QCIF, CIF, 2CIF, VGA, 4CIF, 1 MP (720P), 2 MP (1080P).
 • Chainedfingerprintandwatermark.• Custom Recording: Time-lapse, event, pre-alarm and Scheduling .• Local Audio recording and playback.• Quicksearch:usingfilters,bycalendar,go-to,bytypeofstatus,by
 object.• Pre-alarm: you can record up to 1 min. before an event occurs.• Programmable motion detection camera.• Various display modes: (1x1, 2x2, 3x4, 3x3, 2 +8, 4x4, 1 +2, 1 +9, 1
 +5 for iX416 model), (5X5, 6X5, 32 +1) for iX-832 model .• Includes video analytics (Loitering and Tampering).
 • Compatible with DVRNS.• Compatible with Federation Software and Backup Service
 (not included).• External Storage for e-SATA port.• Grouping for control of 256 CH. with INEX Federation (16 iX
 iX-416-832 or 8). Call Technical Support for this service. • Audio Recording when cameras or Network servers have the
 authority to send it over the network.
 Characteristics:
 Data Network Functions:
 IX Series
 iX-416.....................................................US$ 5,479.00
 NVR 16 Network Channels• RecordingRate480FPS@2MP(1080P).• Hard Disk S-ATA of 1TB.
 Brands Supported: NC Series SYSCOM and ONVIF. Ask Technical support for more information
 ®Powered by
 iX-832....................................................US$ 6,649.00
 NVR 32 Network Channels• RecordingRate960FPS@2MP(1080P).• Hard Disk S-ATA of 1TB.
 Compatible with video server INT-1000 See pg. 139
 Compatible with the entire line NC SYSCOM Pgs. 129-138
 Mass Storage Support e-SATA DS104E
 easy Extraction of HDD's
 Ver. 1.02Compatible
 INEX client-server software (included) Playback Map Function (IMAP)
 HARD DRIVES •HighPerformance.•variouscapacities.•SpecialforCCTV.
 (See Page 192)
 Protect your equipment from power surges and discharges, (see pgs. 256 - 261) Ask Technical Support.
 Accessories
 VIDEO ANALYTICS
 CrossL> ROO02
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 WARRANTYYEARS
 NETWORK
 IPMATRIXSYSTEM
 APPROVAL
 FCCAPPROVAL
 ECCHANNELS
 16KEYBOARD-TCP/IP
 Control
 EMBEDDEDLINUX
 CERTIFIED
 • 16 video inputs (expandable).• One main video output.• 4 Way Quad mode.• 4 Way spot and 16 video loops.• 1 Reset button.• RS-485 in connector RJ-45 .• addressable by Dip switch (6-pin).• 4 Pine Dipswitch (Master,Spot,Signal(NTSC/PALand
 Termination).12Inputs/2AlarmOutputs(relaytype).• Ethernet 10/100 Mbps• Operating Temperature: 41 to 104 ºF.• Power Consumption: 15 W. • Operating Voltage: 110/240 Vac.• Dimensions: 16.92 x 3.46 x 15.74 in, 2U Rack.• Weight: 10.80 Lbs.
 • LCD display (2 lines of characters).• RS-485 Outputs (2 x Half Duplex, 2 x Full Duplex) in RJ-45.• CompatiblewithMinitraxII/III,FasTraxII/III/IV,INT-1000
 andNCSeriesSYSCOM.• Ethernet 10/100 Mbps Output.• SupportsUSBmousetocontrolDVR'sspecificmenu.• Audio input and output.• Connecting J-BOX (2 x RJ-45).• The joystick can be adjusted to the right or left, depending on the
 operatorprofile.• Operating temperature: 32 to 122 ° F.• Power Consumption: 10 W. • Power supply 5 Vdc (included).• Dimensions: 14.83 x 3.74 x 4.62 in.• Weight: 2.42 Lbs.
 Matrix 16-Channel Digital Video
 MMX. ....................................US$ 1,499.00
 MMX General Features
 MMX System Functions
 • The system operates in Master, Slave and Spot (DVR and MMX).• ConfigurationonlybyDataNetwork.• Allows master-slave synchronization or Network• Expandable up to 64 systems (MMX) Cascade (1024 Channels).• Motion Detection• Monitoring events (Alarm, Motion Detection and Video Loss.• Display modes of the main output 1, 4, 1 +5, 3 +4, 1 +7, 2 +8, 1
 +12, 16.• Log of events in memory.
 Hybrid Keyboard with Adjustable Joystick
 INK1000. ......................US$ 1,079.00
 Keyboard General Features
 Keyboard System Functions• Firmware upgrade via USB.• Device AutoScan (MMX, INT, NC).• Supports analog devices (DVR and PTZ cameras).• Supports networked devices (MMX and Network cameras).• USB 2.0: Download information (video Clip DVR's), Control of
 decoders INR 1000/4000 by USB mouse.• Able to select monitor, camera and MMX device.• Configurationviadatanetwork.• Supports up to 100 Macros (frequent special functions).• It has 4 keys (Hot Key) to call Macros.• Supports 8 MAP functions (images for control).• 2 User Levels.• Reset to factory defaults.
 •MMXitsaPowerful system that helps save space, time, wiring and cost.Its easy expansion to manage more cameras starting from a base system. Fully operable in network environment with Network Joystick INK-1000.
 The Ideal Solution for Comprehensive Management Total Continuous Video Monitoring.Handles up to 1024 analog channels (64 MMX).
 INK1000
 MMX 16 Channel Digital Matrix System
 • INK1000has been designed to control MMX systems. The strong association between DVR, MMX and INK1000 (SYSCOM) Allows the creation of a Virtual Matrix.
 • Remote control of DVR functions and PTZ Control via Ethernet communication network
 • In addition it's functional to the Network Series: NC and INT.
 General wiring diagram between analog cameras, DVR's and Matrix
 SYSCOM
 The Matrix System allows complete management of the selection between cameras and monitors with analog interface. You can deploy any camera in the desired monitor individually, and can generate quadrants to see simultaneous cameras.
 Cameras Analog
 MMX
 MMX Spot
 Monitor
 Monitors
 Adjustable Joystick
 (Right or Left)
 O. VOLTAGE
 5 Vdc
 O. VOLTAGE
 100 Vac
 240 Vac
 AUDIO
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 Monitoring and Recording iNEX Enterprise Sofware
 IP Cameras Encoder (INT)
 Video Wall Agent
 NVR / DVR
 SwitchSwitch
 Video Wall Service
 iNEX Std.
 IP Keyboard
 Analog Cameras
 For integration of INEX and Demo Contact DEPT. of Engineering.
 iSoftware
 Management software and monitoring of cameras SYSCOM, ONVIF, NVRs and DVRs, through licensing that offer services or special attributes as required. They represent a complete and powerful tool, medium or high level, with easy expansion and interaction of modules.
 Complies with applications requiring backup, video analysis, client-server platform, total control from a single site (INEX Federation), multiple and varied display schemes, handling of a large number of cameras and robust storage media (Back Up Service )
 WeareproudtointroduceINEX,highlyscalablesolutionforhigh-definitionIPvideosurveillance.INEXisnotjustasolutionfortheenterprisemarket,butalso for small and medium businesses.
 The iNEX software lets you scale modularly a unlimited number of cameras and manage it through a TV wall.
 • Unlimited number of monitors.• System Monitoring and Map (IMAP).• Full control via IP keyboard INK-1000
 • Up to 64 cameras of live display by monitor.• Up to 6 monitors for Video Wall Agent.• Up to 4 Video Wall Services in a management service
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 INEX Software SYSCOMSoftware management and monitoring of Network cameras, DVR's SYSCOM and ONVIF Protocol through licenses that allow services or special attributes as required. It represents a complete and powerful tool in basic needs, medium and high level to easy expansion and interaction of modules. Some applications requiring backup, video analytics, client-server platform, total control from a single site (INEX Federation), multiple and varied display schemes, handling many cameras and robust storage (Back Up Service ).
 Inex Standard SoftwareSoftware iNEX Federation
 (BACK UP Service (DVR´s SYSCOM and IP cameras)
 Aditional Services
 Monitoring Playback Function Map (IMAP)
 Basic INEX (Administration, Monitoring and Playback Local)
 Inex Standard(Administration, Monitoring, Playback, and Streaming
 Client Access Local and Remote)
 iNEXSTD-8CH...........US$ 969.00iNEXSTD-4CH...........US$ 489.00
 iNEXSTD-16CH......US$ 1,929.00iNEXSTD-32CH......US$ 3,369.00
 iNEXSTD-48CH......US$ 5,049.00iNEXSTD-64CH......US$ 6,729.00
 For integration of Inex Standard and Professional Contact the Department. of Engineering.
 iNEXFED. More than 1024 CH.
 iNEX Back Up Service. 64, 128, 256 CH.Contact us!!
 Ver. 1.04Compatible
 FUNCTION iNEXBasic iNEXStandard iNEXFederation
 ADMINISTRATION
 LICENSES Not Required (Free) Required (8, 16, 32, 48, 64 Ch) up to 256 channels Growth (4 servers 64 CH.) Required (1024 CH).
 SUPPORTED DEVICES INT, NC Series NC, INT, AXIS, PANASONIC Series, DVR’s SYSCOM (display only) and ONVIF
 SPECIAL SERVICES Administration, Recording and Local Access
 Administration Record (Only Network Cameras), Monitoring, Streaming with
 local and remote access
 Standard INEX Management and Back Up Service (Not Included in Standard
 INEX)
 MINIMUM REQUIREMENTSWindows XP / Vista X86 (32/64 Bit) (Home Premium, Professional, Ultimate), Windows Server 2003/2008. Intel Core II Quad 8200
 2.33 GHz / Intel Xeon 3.0 GHz 2GB RAM. VGA Card ATI Radeon TM HD 3650 (1024 x 768, 24 bpp). 10GB free installation service. Faster Gigabit Ethernet LAN Card.
 Server (64 CH.)
 Display Formats 1x1, 2x2, 3x3, 4x4, 5x5, 6x6, 1+5, 1+7, 1+9, 1+11, 3+4, 2+8, 1+12, 2+18, 1+27, 32 y 64 CH.
 IMAP (Services) Instant Vista, Windows Popup, Event SPOT
 Layout (Custom Screens) 30 Different (Multi Dynamic Control Streaming)
 Supported Panels Live 4 +2 and 1 IP Search for another (Event Report or State)
 4 Live Search + 8 (4 +4 DVR Network) + 4 in Search Back Up and one for another (Event Report or State)
 RECORDING AND PLAYBACK
 Channels In Recording 32 CH. 8-64 CH. (Max 256 with 64 CH 4 INEX. C / U) More than 1024 CH (Only Back Up Service).
 Types Of Recording Area, Event, Pre-Event, Instant and Audio
 Storage 5 TB 50 TB Backup to Back Up Service (not included)
 Types Of Support (Video Clip) AVI, BMP, JPEG and CLIP PLAYER (Multichannel Bank Mini)
 Back Up (Mass Support) No Yes (With Back Up Service, Not Included)
 NETWORK
 Protocols TCP TCP, RTP/RTSP, SSL, Multicast
 Remote Access Local Direct 64 remote clients (LAN / WAN)
 Self-Recognition Of Network Cameras
 For Network, Series NC and INT For Network, Series NC and INT, ONVIF Chambers Recognizes Inex Standard
 Update Devices Group (Device for device in sequence)
 E-MailNotification No Yes
 IP Cameras AnalogCameras
 INT’s
 iNEX
 Usuario Remoto
 ®IP SURVEILLANCE BEYOND IMAGINATION
 IP Cameras
 AnalogCamerasAnalog
 Cameras
 DVR’s
 Administration
 ®IP SURVEILLANCE BEYOND IMAGINATION ®
 IP SURVEILLANCE BEYOND IMAGINATION
 ®IP SURVEILLANCE BEYOND IMAGINATION
 INT’s
 iNEXClientMonitoring Reproduction
 Streaming Recording
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 COMPATIBLE
 CONTROLLERS
 COMPATIBLE
 CONTROLLERS
 COMPATIBLE
 CONTROLLERS
 DYNAMIC RANGE
 WDRWIDE
 DAY & NIGHT NETWORK
 IPPower Over Ethernet
 PoECMOS O. VOLTAGE
 12 Vdc
 RESOLUTIONCOMPRESSION
 H.264
 WARRANTYYEARS
 DYNAMIC RANGE
 WDRWIDE
 DAY & NIGHT NETWORK
 IPPower Over Ethernet
 PoECMOS O. VOLTAGE
 12 Vdc
 RESOLUTIONCOMPRESSION
 H.264
 WARRANTYYEARS
 FACIALIDENTIFICATION
 FACIALIDENTIFICATION
 FACIALIDENTIFICATION
 DYNAMIC RANGE
 WDRWIDE
 DAY & NIGHT NETWORK
 IPPower Over Ethernet
 PoEAUDIOCMOS48 LEDs IR 98 ft O. VOLTAGE
 12 Vdc
 RESOLUTIONCOMPRESSION
 H.264
 IP66 STANDARD WARRANTYYEARS
 Megapixel Network Domes and Cameras
 AP470 ............................................US$ 299.00
 HD Megapixel Network Dome Camera
 • FaceIdentificationTechnology.• CompatiblewithControllers
 SYSCOMAccessProaccess.• 720P HD resolution (1280 x 720).• CMOS 1/3 "Progressive Scan.• Minimum illumination. Color: 0.1 Lux / B /
 W: 0 Lux• Electronic Day / Night,• 3.6mmfixedlens.• Wide Dynamic Range Function (WDR).• H.264 compression.
 AP373.............................................US$ 438.00
 • FaceIdentificationTechnology.• CompatiblewithAccessControllers
 SYSCOMAccessPro.• 720P HD resolution (1280 x 720).• CMOS 1/3 "Progressive Scan.• Minimum illumination. Color: 0.1 Lux / B / W:
 0 Lux• RealDay/Nightwithfilter(ICR).• 12mmfixedlens.• FunctionofWideDynamicRange(WDR).• Light 48 IR LEDs (range of up to 30m).• H.264 compression.
 • Integration of CCTV and Access Control.• Dual streaming.• Access via Internet Explorer and Client Software
 AccesPRO Vision (included).• RS-485 interface.• 2-wayaudio(input/output).• Audio Format G.726 / G.711.• BNC output.
 • IntegrationofCCTVandAccessControl.• Dual streaming.• Access via Internet Explorer and Client
 Software AccesPRO Vision (included).
 • Built-InMicrophone.
 • Supportslocalstorageupto32GBmicroSDmemory.
 • SupportsPoE(802.3af).• Protocols: TCP / IP, HTTP, FTP, RTSP, NTP, SMTP,
 DDNS.
 • Supportslocalstorageupto32GBmicroSDmemory.
 • SupportsPoE(802.3af).• Protocols: TCP / IP, HTTP, FTP, RTSP, NTP, SMTP,
 DDNS.
 • 1 input / 1 alarm output.• Power 12VDC (includes source).• Power Consumption: 13W.• Operating temperature: -4 to 131 ºF.• Dimensions: 4.21 x 3.4 x 11.2 in.• Weight: 3.74 Lbs.• Includes wall mounting.
 • Operating Voltage: 12 Vdc (Includes Power Adapter).
 • Power Consumption: 8W.• Operating temperature: -4 to 131 ºF.• Dimensions: 4 x 1.8 x 5.2 in.• Weight: 1.1 Lbs.
 Megapixel Network Bullet Type HD IR Camera
 Compatible with SoftwareAccess and AccesPRO Vision
 Monitoring and Recording up to 16 Cameras
 • 1 input / 1 alarm output.• Operating Voltage: 12 Vdc (Includes Power
 Adapter)• Power Consumption: 8W.• Operating temperature: -4 to 131 ºF.• Dimensions: 2.5 x 2.4 x 5.2 in.• Weight: 1.1 Lbs.
 AP370...............................................US$ 388.00
 Megapixel Network HD Camera• FaceIdentificationTechnology.• SupportsAccessControllers
 SYSCOMAccessPro.• 720P HD resolution (1280 x 720).• CMOS 1/3 "Progressive Scan.• Includes lens 4-9 mm.• Minimum Illumination: Color: 0.1 Lux / B / W: 0 Lux• Electronic Day / Night,• WideDynamicRangeFunction(WDR).• H.264.
 • IntegrationofCCTVandAccessControl.• Dual streaming.• Access via Internet Explorer and Client Software
 AccesPRO Vision (included).• RS-485 interface.• 2-wayaudio.• Audio Format G.726 / G.711.• BNC output.
 • SupportslocalmemoryStorage SD/SDHCupto32GB.
 • SupportsPoE(802.3af).• Protocols: TCP / IP, HTTP, FTP, RTSP, NTP, SMTP,
 DDNS.
 Compatible with SoftwareAccess and AccesPRO Vision
 Monitoring and Recording up to 16 Cameras
 Compatible with SoftwareAccess and AccesPRO Vision
 Monitoring and Recording up to 16 Cameras
 Designed for Video Surveillance Cameras and Access Control• AccessPro ® Support Systems Access Control.
 • Integrated Biometrics (Face Detection).
 Camera Features:
 General Features:
 Networking Functions and Storage:
 Specifications:
 Camera Features:
 General Features:
 Specifications:
 Networking Functions and Storage:
 Camera Features:
 General Features:
 Networking Functions and Storage:
 Specifications

Page 19
                        

Net
 wor
 k S
 ecti
 on
 146
 ProfessionalVideo Surveillance Guide
 COMPATIBLE
 CONTROLLERS
 COMPATIBLE
 CONTROLLERS
 Megapixel Network Cameras & Domes
 AP472W ............................................US$ 275.00
 Cube Type, Megapixel HD Network Camera, WI-Fi
 • FaceIdentificationTechnology.• CompatiblewithControllers
 SYSCOMAccessProaccess.• 720P HD resolution (1280 x 720).• CMOS 1/3 "Progressive Scan.• Minimum illumination. Color: 0.05 Lux / B
 / W: 0 Lux• 6mmfixedlens.• RealDay/Nightwithfilter(ICR).• (WDR)WideDynamicRangeFunction.• IR LED light (range up to 10m).• H.264 compression.
 AP372T With Ceiling Mount.............US$ 425.00AP372P With Wall Mount................ US$ 425.00
 • FaceIdentificationTechnology.• CompatiblewithSYSCOMAccessPro
 AccessControllers.• 720P HD Resolution: 1280 x 720 (1 MP).• CMOS 1/3 "Progressive Scan.• Minimum illumination. Color: 0.1 Lux / B / W: 0 Lux• Varifocal lens 4-9 mm.• RealDay/Nightwithfilter(ICR).• FunctionWideDynamicRange(WDR).• Light 25 IR LEDs (range of up to 15m).• H.264 compression.
 • Integration of CCTV and Access Control.• Dual streaming.• Access via Internet Explorer and Client Software
 AccesPRO Vision (included).• RS-485 interface.• 2-way audio (input / output).• Audio Format G.726 / G.711.• BNC output.
 General Features:• Integration of CCTV and Access Control.• Dual streaming.• Access via Internet Explorer and Client
 Software AccesPRO Vision (included).
 • Supportslocalstorageupto32GBMicroSDmemory.
 • SupportsPoE(802.3af).• Protocols: TCP / IP, HTTP, FTP, RTSP, NTP,
 SMTP, DDNS.
 • Intercom function.• Microphone and built in high power speaker.• 2-way audio.• Audio Format G.726 / G.711.• BNC output.
 Networking and Storage• SupportsLocalMemoryStorage
 MicroSDupto32GB.• Protocol: TCP / IP, HTTP, FTP, RTSP, NTP, ARP,
 SMTP, DDNS, UPNP.• WiFi built.
 • 1 input / 1 alarm output.• 12 Vdc Operating Voltage (Included).• Power Consumption: 10W.• Operating temperature: -4 to 131 ºF.• Dimensions: 9.1 x 3.1 x 5.7 in.• Weight: 3.2 Lbs.• Includes ceiling or wall mount.
 Specifications:• 12VdcOperatingVoltage(Included).• Power Consumption: 8W.• Operating temperature: 14 to 131 ºF.• Dimensions: 4.3 x 2.1 x 1.8 in.• Weight: 1.1 Lbs.• Includes bracket.
 Megapixel Network, VandalProof, HighDefinitionDome
 Specifications:• 24 Vac Operating Voltage(Included).• 30W consumption.• Operating Temperature: -40 to 131 ºF.• Dimensions: 11 x 9.3 x 9.3 in.• Weight: 9.8 Lbs.• Includes wall mount.
 AP330.........................................US$ 1,650.00
 PTZ 18X Network Dome
 Camera Features:• SupportsAccessControllers
 SYSCOMAccessPro.• 480 lines of resolution.• Sony CMOS 1/4”• 216Xzoom(18Xopticaland12Xdigital).• Minimum Illumination. Color: 0.1 Lux / B / W: 0 Lux• RealDay/Nightwithfilter(ICR).• Horizontal speed of 0.1o - 250th / S• Vertical Speed 0.1o-100o / S• H.264. General Features: • IntegrationofCCTVandAccessControl.• 360°continuous.• RS-485 interface.• 255 Presets.• Dual streaming.• Access via Internet Explorer and Client
 Software AccesPRO Vision (included).
 • 2-wayaudio(input/output).• Audio Format G.726 / G.711.• BNC output.
 Networking Functions and Storage:• SupportslocalstorageonSD/SDHCupto
 64GB.• Protocol: TCP / IP, HTTP, FTP, RTSP, NTP, ARP,
 SMTP, DDNS, UPNP.
 Compatible with SoftwareAccess and AccesPRO Vision
 Monitoring and Recording up to 16 Cameras
 Compatible with SoftwareAccess and AccesPRO Vision
 Monitoring and Recording up to 16 Cameras
 Compatible with SoftwareAccess and AccesPRO Vision
 Monitoring and Recording up to 16 Cameras
 Designed for Video Surveillance Cameras and Access Control• AccessPro ® Support Systems Access Control. Integrated
 Biometrics (Face Detection).
 Camera Features:
 General Features:
 Networking Functions and Storage:
 Specifications:
 Camera Features:
 AP372P AP372T
 FACIALIDENTIFICATION
 DYNAMIC RANGE
 WDRWIDE
 NETWORK
 IPPower Over Ethernet
 PoEAUDIOCMOS 25 LEDs IR 49 ft O. VOLTAGE
 12 Vdc
 RESOLUTIONIP66 STANDARD COMPRESSION
 H.264
 WARRANTYYEARS
 FACIALIDENTIFICATION
 DYNAMIC RANGE
 WDRWIDE
 DAY & NIGHT NETWORK
 IPCMOS IR 32 ft O. VOLTAGE
 12 Vdc
 RESOLUTION AUDIO HORNCOMPRESSION
 H.264
 WARRANTYYEARS
 DYNAMIC RANGE
 WDRWIDE
 DAY & NIGHT NETWORK
 IPAUDIOCMOSDIGITAL ZOOM
 12X
 OPTICAL ZOOM
 18XO. VOLTAGE
 24 Vac
 IP66 STANDARDCOMPRESSION
 H.264
 WARRANTYYEARS
 RESOLUTION
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 NETWORK
 IP
 RESOLUTION AUDIOCOMPRESSION
 H.264
 WARRANTYYEAR
 AccessPROVision Software
 IP NVR Recording Systems for AccessPRO Cameras
 • Only compatible with IP cameras and NVR's AccessPro.• Supports up to 100 cameras.• Supportsonechannelforfacialrecognition(requireslicensingby
 DonglePRO).• Video integration with biometrics F9PRO, F18, F19, and iClock990• AccessPro controllers (no license required for this function).• Search of events by access or facial recognition event.• For recording it requires additional hard drive to the operating system.
 USB Dongle for face recognition feature in AccessPROiVi-sion Software:
 • USB Licensing for face recognition in a video channel.• Compatible only with AccessPROiVision software and AccessPro
 IP cameras.
 Characteristics:
 System Requirements:
 Characteristics: Data Network Functions: Data Network Functions:
 DONGLEPRO1CH............................................US$ 625.00
 USB License for facial recognition of 1 channel.
 Search Faces Face RegistrationSoftware interface Face Recognition
 • Real-time 720P recording on all channels.• Motion detection.• Digital Zoom.• Dual Stream.• Video Outputs VGA, BNC and HDMI (NV0802 only).• Recording playback control.• Support for cyclical Recording.• G.711 audio compression.• CompatibleonlywithAccessProIPcameras
 (allmodels).
 • H.264 Compression.• 4 and 8 channels of IP video.• Supports USB mouse to operate the
 NVR and PTZ control.• 2 USB ports.• 2-Way Audio.• Does not include hard drive.• Operating temperature -10 to 55 ° C.• Includes power supply.
 • DDNS Protocol.• Compatible with iPhone, Android and
 Blackberry (ask for compatible models).• Viewing via Internet Explorer.• Client Software of up to 100 channels.• Remoteparameterconfiguration.• Download and network playback of recor-
 dedfilesintheNVR.
 Model IPChannels Recording VideoOutputs
 capacityHDDS-ATA
 ReproductionSynchronous
 Channels
 NetworkInterface Dimensions Weight Price
 NV0401 4 720P@30FPS VGA 1280 x 1024BNC 704 x 480 1 HDD / 2.5TB 1 10 / 100 Mbps 12.7x9.2x2.5 in 3.08 Lbs
 without HDD US$ 399.00
 NV0802 8 720P@30FPSHDMI 1080P
 VGA 1280 x 1024BNC 704 X 480
 4 HDD / 2.5TB 2 10 / 100 Mbps 17.4x16.1x2.9 in 11.2 Lbswithout HDD US$ 649.00
 NV0401 NV0802
 • Operating system: Windows 2000 / Windows XP / Windows 2003 / Windows 7 (32 bit).
 • CPU: Intel Core i3 2GHz or higher.• video accelerator card with 1GB internal memory.• Hard Drive: Minimum 80GB free operating system and additional for
 video recording.
 COMPATIBLE WITH
 BIOMETRIC
 VIDEO
 UP TO
 100
 SOFTWARE TCP/IP IP Cam AccessProCOMPATIBLE
 OUTPUT
 NEW
 NEW
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 Solution in NETWORK Cameras
 Highly Compatible Easy to Integrate
 D11................................................US$ 199.00
 Video:• Resolution HDTV 720p / 1 MP.• H.264HighProfileencoding/MJPEG.• DualStream/DualCodecSimultanouswithdifferentconfi-
 gurations.• 30FPS at 1280 x 720 (HDTV 720p), 30 FPS at 640x480 (VGA).
 Alarms:• Notificationtothecontrolcenter,controlofother
 devices,notificationbye-mail,uploadvideoorFTP capture.
 Interfaces:• 1 Ethernet port RJ45 10/100 Base-T
 Integration:• Completely compatible with Software and NVR
 ACTi.• Compatible with ONVIF and integrated with VMS
 as NUUO, Milestone, Exacq, QNAP, Genetec, OnSSI, among others. (For more details refer to the compatibility lists of your VMS).
 Physical and electrical characteristics:• Includes mounting. (Ceiling or wall mountable).• Certifications:CE,FCC.• PoE 802.3af Class 1 / 2.95W.• Operating Temperature:14 to 113° F.• Dimensions: 2.62 x 4.09 x 1.53 in.• Weight: 0.31 lb.
 Cube Camera HDTV 720p / 1 MP PoE for Indoors
 Lens:• FixedLensof3.6mm/F2.0Device:• Progressive CMOS Scan.• Minimum illumination 0.1 lux color.• Electronic Shutter (Manual / Automatic) 1/5 to 1/10, 000.
 Functions:• AWB, AGC, DNR, Flickerless, Brightness, Contrast.• Motion Detection (3 Regions), Privacy Masks (4 Regions),
 text overlay, Image Flip or in Mirror.
 E11. 1 Megapixel Resolution..............US$ 275.00E12. Megapixel Resolution.................US$ 349.00
 Video:• H.264HighProfileencoding/MJPEG.• DualStream/DualCodecSimultaneouswithdifferentconfigura-
 tions.• 30FPS at 1280 x 720 (HD 720p); 30FPS at 640 x 480 (VGA) (E11).• 15FPS at 2048x1536, 30FPS at 1920 x 1080 (1080p FullHD);• 30FPS at 1280x720 (HDTV 720p); 30FPS at 640x480 (VGA) (E12).
 Alarms:• Notificationtothecontrolcenter,controlofother
 devices,notificationbye-mail,uploadvideoorFTP capture.
 Interfaces:• 1 RJ45 Ethernet 10/100Base-T port.• Built in omnidirectional microphone.• 3.5mm jack for audio output.
 Integration:• Fully compatible with software and NVR ACTi.• Compatible with ONVIF and Integrated with VMS
 as NUUO, Milestone, Exacq, QNAP, Genetec, OnSSI, among others. (For details see the com-patibility lists of your VMS).
 Physical and Electrical Characteristics:• Includes mounting. (Ceiling or wall mountable).• Certifications:CE,FCC.• Operating Temperature: 14 - 113° F• Class 2 PoE power supply 802.3af / 3.15W.• Dimensions: 3.78 x 3.78 x 1.77 in• Weight: 0.55 lb
 Megapixel Cube Camera with Microphone and Audio Output for Indoors.
 Lens:• FixedLensof4.2mm/F1.8ManualIris(interchangeablelens)(E11).• FixedLensof2.8mm/F2.0ManualIris(interchangeablelens).(E12).
 Device:• Progressive CMOS Scan.• Minimum illumination 0.1 lux color.• Electronic Shutter (Manual / Automatic) 1/5 to 1/10,000.
 Functions:• Basic WDR, AWB, AGC, DNR, Flickerless, Brightness, Contrast.• Motion Detection (3 Regions), Privacy Masks (4 Regions), text
 overlay,imageflipormirror.
 3Megapixels
 1Megapixel
 1Megapixel
 Compatible
 Compatible
 NEW
 NEW
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 3Megapixels
 5Megapixels
 E52. 1 Megapixel Resolution..................US$ 389.00E53. 3 Megapixel Resolution..................US$ 465.00
 Video:• H.264HighProfileencoding/MJPEG.• DualStream/DualCodecSimultaneouswithdifferentconfi-
 gurations.• 30FPS at 1280x720 (HDTV 720p), 30 FPS at 640x480 (VGA) (E52).• 15FPS to 2048x1536, 30FPS at 1920x1080 (FullHD 1080p);• 30FPS at 1280x720 (HD 720p); 30FPS at 640x480 (VGA) (E53).
 Alarms:• Notificationtothecontrolcenter,controlofotherdevices,
 notificationbye-mail,uploadvideoorFTPcapture.
 Interfaces:• 1 RJ45 Ethernet 10/100Base-T port.
 Integration:• Fully compatible with Software and NVR ACTi.• Compatible with ONVIF and Integrated with VMS as
 NUUO, Milestone, Exacq, QNAP, Genetec, OnSSI, among others. (For details see the compatibility lists of your VMS).
 Physical and Electrical Characteristics:• Includes mounting. Suitable for ceiling, wall, post or
 corner (see Mounts Page XX).• Certifications:CE,FCC.• Operating Temperature: 14 - 122° F• Class 2 PoE power supply 802.3af / 4.26W, IR On
 (E52).• Class 2 PoE power supply 802.3af / 6.02W IR On
 (E53).• Dimensions: 128 mm x 99 mm (5.12" x 3.90").• Weight: 0.64 lb.
 Mini Megapixel Dome, Real Day/Night with IR LEDs for Indoors
 Lens:• FixedLensof3.6mm/F1.8.• Adjustment angle: Pan 0-330°, Tilt 20-90°.
 Device:• Progressive CMOS Scan.• Minimum illumination 0.1 Lux Color, 0 Lux with IR on.• IR LEDs to illuminate up to 15m in total darkness.• Mechanical ICR Filter.• Electronic Shutter (Manual / Automatic) 1/5 to 1/10,000.
 Functions:• BasicWDR, AWB, AGC, DNR, Flickerless, Brightness, Contrast.• Motion Detection (3 Regions), Privacy Masks (4 Regions),
 text overlay, Image Flip or Mirror.
 E62. 3 Megapixel Resolution.............US$ 655.00E63. 5 Megapixel Resolution.............US$ 899.00
 Video:• H.264HighProfileencoding/MJPEG.• Dual Stream / Dual Codec Simultaneous with different
 configurations.• 15FPS at 2048x1536, 30FPS at 1920x1080 (FullHD 1080p);• 30FPS at 1280x720 (HD 720p); 30FPS at 640x480 (VGA).
 Alarms:• Notificationtothecontrolcenter,controlofother
 devices,notificationbye-mail,uploadvideoorFTP capture.
 Interfaces:• LocalStoragewithMicroSDHCofupto32GB.
 (Doesnotincludememory)• 1 RJ45 Ethernet 10/100Base-T port.
 Integration:• Fully compatible with ACTi Software and NVR ACTi.• Compatible with ONVIF and Integrated with VMS as
 NUUO, Milestone, Exacq, QNAP, Genetec, OnSSI, among others. (For details see the compatibility lists of your VMS).
 Physical and Electrical Characteristics:• Includes mounting. Suitable for ceiling, wall, post or
 corner (see Mounts Page XX).• Certifications:CE,FCC.• Operating Temperature: 14 - 122° F• Class 2 PoE power supply 802.3af / 5.18W, IR On
 (E62).• Class 2 PoE power supply 802.3af / 5.37W IR On
 (E63).• Dimensions: 146 mm x 113.9 mm (5.8" x 4.5").• Weight: 503 gr. (1.11 lbs).
 Mini Megapixel Dome, Varifocal, Real Day/Night with IR LEDs
 Lens:• VarifocalLensof2.8-12mm/F1.4.• Adjustment angle: Pan 0-360°, Tilt 25-155°.
 Rotation: 0 to 360°.
 Device:• Progressive CMOS Scan.• Minimum illumination 0.1 Lux Color, 0 Lux with IR on.• IR LEDs to illuminate up to 15m in total darkness.• Mechanical ICR Filter.• Electronic Shutter (Manual / Automatic) 1/5 to 1/10,000.
 Functions:• BasicWDR, AWB, AGC, DNR, Flickerless, Brightness,
 Contrast.• Motion Detection (3 Regions), Privacy Masks (4 Regions),
 text overlay, Image Flip or Mirror.
 Compatible
 Compatible
 1Megapixel
 3Megapixel
 NEW
 NEW
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 Functions:• BasicWDR, AWB, AGC, DNR, Flickerless, Brightness,
 Contrast.• Motion Detection (3 Regions), Privacy Masks (4 Re-
 gions), text overlay, Image Flip or Mirror.
 E91. 1 Megapixel Resolution.................US$ 315.00E92. 3 Megapixel Resolution.................US$ 375.00
 Video:• H.264HighProfileencoding/MJPEG.• Dual Stream / Dual Codec Simultaneous with different
 configurations.• 30FPS at 1280x720 (HDTV 720p), 30 FPS at 640x480 (VGA)
 (E91).• 15FPS at 2048x1536, 30FPS at 1920x1080 (FullHD 1080p)• 30FPS at 1280x720 (HD); 30FPS at 640x480 (VGA)(E92).
 Alarms:• Notificationtothecontrolcenter,controlofother
 devices,notificationbye-mail,uploadvideoorFTPcapture.
 Interfaces:• InterfaceforMicroSDHCofupto32GB.(Does
 notincludememory)• 1 RJ45 Ethernet 10/100Base-T port.Integration:• Fully compatible with ACTi Software and NVR
 ACTi.• Compatible with ONVIF and Integrated with VMS
 as NUUO, Milestone, Exacq, QNAP, Genetec, OnSSI, among others. (For details see the com-patibility lists of your VMS).
 Physical and Electrical Characteristics:• Includes mounting. (Ceiling mountable).• Certifications:CE,FCC.• Operating Temperature: 14 - 104° F• Class 1 PoE power supply 802.3af / 2.43W, IR
 On (E91).• Class 1 PoE power supply 802.3af / 2.91W IR
 On (E92).• Dimensions: 4.33” x 2.28”• Weight: 0.44 lb.
 Discreet Mini Megapixel Dome for Indoors
 Lens:• Fixedlensof2.95mm/F2.0.• Adjustment angle: Pan +-90°, Tilt 0~90°.
 Device:• Progressive CMOS Scan.• Minimum illumination 0.1 Lux Color.• Electronic Shutter (Manual / Automatic) 1/5 to 1/10,000.
 Compatible
 Compatible
 D31. 1 Megapixel Resolution...........US$ 339.00D32. 3 Megapixel Resolution...........US$ 399.00
 Video:• H.264HighProfile encoding / MJPEG.• Dual Stream / Dual Codec Simultaneous with different
 configurations.• 30FPS at 1280x720 (HDTV 720p), 30 FPS at 640x480• (VGA)(E31).• 15FPS at 2048x1536, 30FPS at 1920x1080 (FullHD 1080p);• 30FPS at 1280x720 (HD); 30FPS at 640x480 (VGA)(D32).
 Alarms:• Notificationtothecontrolcenter,controlofotherdevices,
 notificationbye-mail,uploadvideoorFTPcapture.
 Interfaces:• 1 RJ45 Ethernet 10/100Base-T port.
 Integration:• Fully compatible with ACTi Software and NVR
 ACTi.• Compatible with ONVIF and Integrated with VMS
 as NUUO, Milestone, Exacq, QNAP, Genetec, OnSSI, among others. (For details see the compa-tibility lists of your VMS).
 Physical and Electrical Characteristics:• IP66ForOutdoors.• Includesmounting. Mountable in Wall or Ceiling
 (See Mounts Pages.XX).• Certifications:CE,FCC.• Operating Temperature: 14 - 122° F• Class 1 PoE power supply 802.3af / 3.77W, IR On
 (D31).• Class 1 PoE power supply 802.3af / 4.88W IR On
 (D32).• Dimensions: 3.03” x 6.93”• Weight: 1.14 lb.
 Megapixel Bullet Camera with IR LEDs for Outdoors
 Lens:• Fixedlensof4.2mm/F1.8.
 Device:• Progressive CMOS Scan.• Minimum illumination 0.1 Lux Color.• IRilluminationofupto32ft.• Electronic Shutter (Manual / Automatic) 1/5 to 1/10,000.
 Functions:• AWB, AGC, DNR, Flickerless, Brightness, Contrast.• Motion Detection (3 Regions), Privacy Masks (4 Re-
 gions), text overlay, Image Flip or Mirror.
 1Megapixel
 1Megapixel
 3Megapixels
 3Megapixels
 NEW
 NEW
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 Functions:• BasicWDR, AWB, AGC, DNR, Flickerless, Brightness,
 Contrast.• Motion Detection (3 Regions), Privacy Masks (4 Re-
 gions), text overlay, Image Flip or Mirror.
 E42. 3 Megapixel Resolution..............US$ 759.00E43. 5 Megapixel Resolution..............US$ 999.00
 Video:• H.264HighProfile encoding / MJPEG.• Dual Stream / Dual Codec Simultaneous with different
 configurations.• 15FPS at 2048x1536, 30FPS at 1920x1080 (FullHD 1080p);
 30FPS at 1280x720 (HDTV 720p); 30FPS at 640x480 (VGA).
 Alarms:• Notificationtothecontrolcenter,controlofother
 devices,notificationbye-mail,uploadvideoorFTP capture.
 Interfaces:• 1 RJ45 Ethernet 10/100Base-T port.
 Integration:• Fully compatible with ACTi Software and NVR
 ACTi.• Compatible with ONVIF and Integrated with
 VMS as NUUO, Milestone, Exacq, QNAP, Ge-netec, OnSSI, among others. (For details see the compatibility lists of your VMS).
 Physical and Electrical Characteristics:• IP66ForOutdoors• Includes mounting. Mountable in Wall or Ceiling,
 Pole or corner (See Mounts Pages.XX).• Certifications:CE,FCC.• Operating Temperature: -4 to -122 °F• Class 2 PoE power supply 802.3af / 4.75W, IR
 On(E42).• Class 2 PoE power supply 802.3af / 4.9W IR On
 (E43).• Dimensions: 3.03” x 8.39”• Weight: 1.14 lb.
 Megapixel Varifocal Bullet Camera, Real Day/Night with IR LEDs for Outdoors
 Lens:•Varifocallensof3.3-12mm/F1.6.
 Device:• Progressive CMOS Scan.• Minimum illumination 0.1 Lux Color: 0 lux with IR on.• IR illumination of up to 49 ft in total darkness.• Mechanic ICR Filter• Electronic Shutter (Manual / Automatic) 1/5 to 1/10,000.
 Compatible
 Compatible
 E31. 1 Megapixel Resolution................US$ 445.00E32. 3 Megapixel Resolution................US$ 499.00
 Video:• H.264HighProfile encoding / MJPEG.• DualStream/DualCodecSimultaneouswithdifferentconfigu-
 rations.• 30FPS at 1280x720 (HDTV 720p), 30 FPS at 640x480• (VGA) (E31).• 15FPS at 2048x1536, 30FPS at 1920x1080 (FullHD 1080p);• 30FPS at 1280x720 (HDTV 720p); 30FPS at 640x480 (VGA)(D32).
 Alarms:• Notificationtothecontrolcenter,controlofotherdevices,
 notificationbye-mail,uploadvideoorFTPcapture.
 Interfaces:• 1 RJ45 Ethernet 10/100Base-T port.
 Integration:• Fully compatible with ACTi Software and NVR
 ACTi.• Compatible with ONVIF and Integrated with
 VMS as NUUO, Milestone, Exacq, QNAP, Gene-tec, OnSSI, among others. (For details see the compatibility lists of your VMS).
 Physical and Electrical Characteristics:• IP66ForOutdoors• Includes mounting. Mountable in Wall or Cei-
 ling, Pole or corner (See Mounts Pages.XX).• Certifications:CE,FCC.• Operating Temperature: -4 to 122° F• Class 2 PoE power supply 802.3af / 5.41W, IR
 On (E31).• Class 2 PoE power supply 802.3af / 4.75W IR
 On (E32).• Dimensions: 3.03” x 7.72”.• Weight: 1.29 lb.
 Megapixel Bullet Camera, Real Day/Night with IR LEDs for Outdoors
 Lens:•Fixedlensof4.2mm/F1.8.
 Device:• Progressive CMOS Scan.• Minimum illumination 0.1 Lux Color: 0 lux with IR on.• IR illumination of up to 49 ft in total darkness.• Mechanic ICR Filter• Electronic Shutter (Manual / Automatic) 1/5 to 1/10,000.
 Functions:• BasicWDR, AWB, AGC, DNR, Flickerless, Brightness, Con-
 trast.• Motion Detection (3 Regions), Privacy Masks (4 Regions), text
 overlay, Image Flip or Mirror.
 1Megapixel
 3Megapixels
 3Megapixels
 5Megapixels
 NEW
 NEW
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 Functions:• BasicWDR, AWB, AGC, DNR, Flickerless, Brightness,
 Contrast.• Motion Detection (3 Regions), Privacy Masks (4 Re-
 gions), text overlay, Image Flip or Mirror.
 Functions:• BasicWDR, AWB, AGC, DNR, Flickerless, Brightness,
 Contrast.• SuperiorWDR(E24).• Motion Detection (3 Regions), Privacy Masks (4 Re-
 gions), text overlay, Image Flip or Mirror.
 E72. Fixed Lens.............................US$ 615.00E82. Varifocal Lens........................US$ 1,049.00
 E22V. 5 MP Resolution.....................US$ 685.00E24. 3 MP Resolution with Superior WDR....................................................................US$ 819.00
 Video:• H.264HighProfile encoding / MJPEG.• Dual Stream / Dual Codec Simultaneous with different
 configurations.• 15FPS at 2048x1536, 30FPS at 1920x1080;
 30FPS at 1280x720 (HDTV); 30FPS at 640x480 (VGA).
 Video:• H.264HighProfile encoding / MJPEG.• Dual Stream / Dual Codec Simultaneous with different
 configurations.• 15 FPS at 2592x1944;15FPS at 2048x1536, 30FPS at
 1920x1080(Full HD 1080p); 30FPS at 1280x720 (HD 720p); 30FPS at 640x480 (VGA).
 Alarms:• Notificationtothecontrolcenter,controlofotherdevi-
 ces,notificationbye-mail,uploadvideoorFTPcapture.
 Alarms:• Notificationtothecontrolcenter,controlofother
 devices,notificationbye-mail,uploadvideoorFTP capture.
 Interfaces:• 1 RJ45 Ethernet 10/100Base-T port.• Interface for MicroSDC memory of up to 32GB.
 (not included).
 Interfaces:• 1 RJ45 Ethernet 10/100Base-T.• Connector for IRIS DC Lens
 Integration:• Fully compatible with ACTi Software and NVR
 ACTi.• Compatible with ONVIF and Integrated with VMS
 as NUUO, Milestone, Exacq, QNAP, Genetec, OnSSI, among others. (For details see the com-patibility lists of your VMS).
 Integration:• Fully compatible with ACTi Software and NVR
 ACTi.• Compatible with ONVIF and Integrated with VMS
 as NUUO, Milestone, Exacq, QNAP, Genetec, OnSSI, among others. (For details see the com-patibility lists of your VMS).
 Physical and Electrical Characteristics:• IK10 Vandal Proof for Outdoors IP66.• Includes mounting. Mountable in Wall or Ceiling,
 Pole or corner (See Mounts Pages.XX).• Certifications:CE,FCC,IK10.• Operating Temperature: -4 to 122 °F• Class 2 PoE power supply 802.3af / 4.54W.• Dimensions: 5.94” x 4.6”• Weight: 2.15 lb.
 • Physical and Electrical Characteristics:• Certifications:CE,FCC.• Operating Temperature: 14 to 122 °F• Class 2 PoE power supply 802.3af / 4.32W.• Dimensions: 2.64” x 2.64” x 5.72”.• Weight: 0.88 lb.
 Vandal Proof Dome of 3 MP, Real Day/Night for Outdoors
 Megapixel Box Camera, Real Day/Night with Megapixel Varifocal Lens
 Lens:• FixedLens of 2.95mm / F2.0 (E72).• Varifocal lens of 2.8-12mm / F1.4 (E82).• Adjust Angle: Pan: 0-360 °, Tilt: 25-155 °; Rotation:
 0-360 °.
 Lens:•FixedLensof2.8-12mm/F1.4withAutomaticIrisDC.•CSMount,InterchangeableLens.
 Device:• Progressive CMOS Scan.• Minimum illumination 0.1 Lux Color.• 10IRLEDstoilluminateupto32ftintotaldarkness.• BuiltinMechanicalICRFilter• Electronic Shutter (Manual / Automatic) 1/5 to 1/10,000.
 Dispositivo:• Progressive CMOS Scan.• Minimum illumination 0.1 Lux Color.• Built in Mechanical ICR Filter• Electronic Shutter (Manual / Automatic) 1/5 to 1/10,000.
 Compatible
 Compatible
 3Megapixels
 3Megapixels
 5Megapixels
 E72
 E82
 NEW
 NEW
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 Compatible
 Compatible
 Compatible
 TCM-3111...................................US$ 415.00
 TCM-5111................................US$ 369.00
 Device Characteristics:• CMOS 1/3" progressive scan.• Resolution of 1280x1024 pixels @ 18FPS.• Includes 4.2mm Fixed Lens MP (Swappable).• H.264 Compression, MPEG-4 and MJPEG with Dual
 Streaming.• Compatible with Manual Iris lenses.• Real Day / Night with Mechanic ICR Filter and CDS Sensor. Physical and Electrical Characteristics:• Mountable in Wall in Indoors (requires assembly) or
 Outdoors (Requires Mounting and Housing).
 • Device Characteristics:• CMOS 1/3” progressive scan.• Resolution of 1280x1024 pixels @ 18FPS.• IncludesMegapixelFixedLensof2.8mm.• H.264 Compression, MPEG-4 and MJPEG with Dual Streaming.• Compatible with Manual Iris lenses.• Electronic Day / Night. • Physical and Electrical Characteristics:• Ceiling mountable (No accessories required), ceiling
 (Req PMAX-1006) or Wall (Req PMAX-0308 Page 136).• Smoked Cover available (PDCX-0100).
 Box Type IP Camera, 1.3 MP, Real Day/Night for Indoors.
 1.3 MP Dome, Electronic Day/Night for Indoors
 1.3Megapixels
 1.3Megapixels
 • Operating Power: 4.51 W @ 802.3af PoE• Operating temperature: 14 to 122° F• Dimensions: 2.64” x 2.17” x 5.1”• Weight: 0.88 lb• Complies with CE, FCC.
 • Operating Power: PoE 802.3af @ 4.37W.• Operating temperature: 14 to 122 °F• Dimensions: 5.12” x 3.9”. (Diameter x Height)• Weight: 0.6 lb.• Complies with CE, FCC.
 TCM-1111................................US$ 479.00
 Device Characteristics:• CMOS 1/3" progressive scan.• Resolution of 1280x1024 pixels @ 18FPS.• Fixed Lens of 4.2mm.• H.264 Compression, MPEG-4 and MJPEG Dual Streaming.• 20 IR LEDs to see up to 15m in total darkness with
 Mechanical ICR Filter and CDS Sensor. Physical and Electrical Characteristics:• For Outdoors IP66.• Wallmountable(ReqPMAX-1103Page66)• Operating Power: PoE 802.3af @ 5.76W.
 Bullet Type IP Camera, 1.3 MP, Real Day/Night for Outdoors with IR LEDs
 • Operating temperature: -4 to 122 °F• Dimensions: 3.03” (D) x 7.6” (H).• Weight: 1.34 lb.• Complies with CE, FCC, IP66.
 TCM-3511...................................US$ 815.00
 Device Characteristics:• CMOS 1/3” de Escaneo Progresivo.• Compresión H.264, MPEG-4 y MJPEG con Dual Streaming.• Día/Noche Real con Filtro ICR Mecánico y Sensor CDS, 24
 LEDs IR 20M.• WDR, AGC, AWB, AE, Flickerless.
 Physical and Electrical Characteristics:• For Indoors.• Surface mountable, wall, roof, ceiling, corner
 and pole. See mounts page. 136.• Operating Power: PoE 802.3af @ 9.12W /
 12VDC @ 6.72W• Operating temperature: 14 to 122° F• Dimensions: 5.12” x 3.9”• Weight: 0.84 lb.• Complies with CE, FCC.
 IP Dome, 1.3MP,Real Day/Night PoE for Indoors with IR LEDs1.3
 Megapixels
 Compatible
 Interfaces:• 1 input and 1 alarm output, Terminal Block.• 1 input and 1 audio output, Terminal Block.
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 Compatible
 Compatible
 Compatible
 KCM-5211E.......................................US$ 1,475.00
 KCM-5211.......................................US$ 975.00
 KCM-5611..........................................US$ 1,349.00
 KCM-5511..........................................US$ 999.00
 Device Characteristics:• CMOS 1/3.2” progressive scan.• Resolution of 2032x1920 pixels @ 8FPS.• Minimum illumination 0.1 Lux Color, and 0 Lux at
 B/W with IR LEDs on.• MegapixelLenswithZoomandAutomatic
 Focus18X(4.7-84.6mm).• H.264 Compression, MPEG-4 and MJPEG with
 Dual• Streaming.• 24IRLEDs to see up to 20m in total darkness with
 mechanic ICR Filter.• SuperiorDynamicRange,2D+3DDNR,
 Defogging, AWB, AGC, Image Flip, Image Mirror.
 Device Characteristics:• CMOS 1/3.2” progressive scan.• Resolution of 2032x1920 pixels @ 8FPS.• Minimum illumination 0.1 Lux Color.• MegapixelLenswithZoomandAutomatic
 Focus18X(4.7-84.6mm.).• H.264 Compression, MPEG-4 and MJPEG with
 Dual• Streaming.• HighDynamicRange,2D+3DDNR, Defogging,
 AWB, AGC, Image Flip, Image Mirror.
 Device Characteristics:• CMOS 1/4” progressive scan.• Resolution of 1920x1080 pixels @ 15FPS.• Minimum illumination 0.1 Lux Color, and 0 Lux at
 B/W with IR LEDs on.• MegapixelLenswithZoomandAutomatic
 Focus18X(4.7-84.6mm.).• H.264 Compression, MPEG-4 and MJPEG with
 Dual• Streaming.• 24IRLEDs to see up to 20m in total darkness with
 mechanic ICR Filter.• ExtremeDynamicRange,2D+3DDNR,
 Defogging, AWB, AGC, Image Flip, Image Mirror.
 Device Characteristics:• CMOS 1/4” progressive scan.• Resolution of 1920x1080 pixels @ 15FPS.• Minimum illumination 0.1 Lux Color, and 0 Lux at
 B/W with IR LEDs on.• MegapixelLenswithZoomandAutomatic
 Focus22X.• H.264 Compression, MPEG-4 and MJPEG with
 Dual• Streaming.• 24IRLEDs to see up to 20m in total darkness with
 mechanic ICR Filter.• ExtremeDynamicRange,2D+3DDNR,
 Defogging, AWB, AGC, Image Flip, Image Mirror.
 IP Camera Zoom Type 18X 2 MP, Real Day/Night for Outdoors
 IP Camera Zoom Type 18X 4 MP, Real Day/Night for Indoors
 IP Camera Zoom Type 18X 2 MP, Real Day/Night for Outdoors Super Low-Light
 IP Camera Zoom Type 22X 2 MP, Real Day/Night for Outdoors
 4Megapixels
 4Megapixels
 2Megapixels
 2Megapixels
 Physical and Electrical Characteristics:• ForOutdoorsIP66.• Wall Mountable (Req. PMAX-1103)• Operating Power: PoE 802.3af @ 7.68W; [email protected].• Operatingtemperature:-22to122°F• Dimensions: 4.54” x 5.14” x 7.68”.• Weight: 2.98 lb.• Complies with CE, FCC, IP66.
 Physical and Electrical Characteristics:• ForOutdoorsIP66.• Wall Mountable (Req. PMAX-1103)• Operating Power: PoE 802.3af @ 7.92W; [email protected].• Operatingtemperature:-22to122°F.• Dimensions: 4.54” x 5.14” x 7.68”.• Weight: 2.98 lb.• Complies with CE, FCC, IP66.
 Interfaces:• 2-way Audio with 3.5mm jack connectors.• Alarm Input and Output (Terminal block).• MicroSDandMicroSDHCInterface(upto32GB).Physical and Electrical Characteristics:• ForOutdoorsIP66.• Wall Mountable (Req. PMAX-1103)• Operating Power: PoE 802.3af @ 9.12W; [email protected].• Operatingtemperature:-22to122°F.• Dimensions: 4.54” x 5.14” x 7.68”. (LxHxD)• Weight: 2.98 lb.• Complies with CE, FCC, IP66.
 Interfaces:• 2-way Audio with 3.5mm jack connectors.• Alarm Input and Output (Terminal block).• MicroSDandMicroSDHCInterface(upto32GB).
 Physical and Electrical Characteristics:• Forindooruseonly.• Operating Power: PoE 802.3af @ 10.8W;
 [email protected].• Operatingtemperature:14to122°F.• Dimensions: 2.99” x 2.8” x 5.43” (WxHxD)• Weight: 1.63”• Complies with CE, FCC.
 Interfaces:• 2-way Audio with 3.5mm jack connectors.• Alarm Input and Output (Terminal block).• MicroSDandMicroSDHCInterface(upto32GB).
 Interfaces:• 2-way Audio with 3.5mm jack connectors.• Alarm Input and Output (Terminal block).• MicroSDandMicroSDHCInterface(upto32GB).
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 KCM-3311.......................................US$ 875.00
 KCM-7311..........................................US$ 1,199.00
 Device Characteristics:• CMOS 1/3.2 “progressive scan.• Resolution of 2032x1920 pixels @ 8FPS.• Minimum illumination 0.1 Lux color, 0.05 Lux B / N.• MegapixelLenswithZoomand3.6XAuto
 Focus(3.3-12mm.)WithP-IRIS.• H.264 Compression, MPEG-4 and MJPEG with
 Dual Streaming.• HighDynamicRange,2D+3DDNR, Defogging,
 AWB, AGC, Image Flip, Mirror Image.
 Device Characteristics:• CMOS 1/4” progressive scan.• Resolution of 1920x1080 pixels @ 15FPS.• Minimum illumination 0.1 Lux color and 0.05 lux B / W.• MegapixelLenswithZoomandAutoFocus3.6X
 (3.3-12mm.)WithP-IRIS.• H.264 Compression, MPEG-4 and MJPEG with Dual
 Streaming.• ExtremeDynamicRange,2D+3DDNR, defogging,
 AWB, AGC, Image Flip, Mirror Image.
 IP Dome, 3.6X Zoom of 4 Megapixels, Real Day/Night for Indoors with Automatic Focus and Motorized Zoom
 Vandal Proof IP Dome with 3.6X Zoom of 4 Megapixels, Real Day/Night for Outdoors with Auto Focus
 4Megapixels
 2Megapixels
 Physical and Electrical Characteristics:• ForOutdoorsIP66.• See mounting options (p).• Operating Power: PoE 802.3af @ 12.24W; [email protected].• Operatingtemperature:-22to122°F.• Dimensions: 4.54” x 5.14” x 7.68” (WxHxD).• Weight: 2.65 lb.• Complies with CE, FCC, IP66.
 Interfaces:• 1 RJ45 Ethernet 10/100 Base-T Port.Physical and Electrical Characteristics:• See mounting options (page. X).• Operating Power: PoE 802.3af @ 11.76W.• Operatingtemperature:14-122°F.• Dimensions: 5.75” x 4.13”• Weight: 1.36 lb.• Complies with CE, FCC.
 Interfaces:• 2-way Audio with 3.5mm jack connectors.• Alarm Input and Output (Terminal block).• MicroSD and MicroSDHC Interface (up to 32GB).
 KCM-7911 For Outdoors IP66..............US$ 1,540.00 KCM-3911. For Outdoors IP66.............US$ 1,290.00
 Device Characteristics:• CMOS 1/2.5” progressive scan.• Resolution of 2032x1920 pixels @ 6FPS.• Minimum illumination 1.63 Lux Color / 0.06 Lux B
 / W.• Megapixel Fisheye Lens 1.05 mm.• H.264 Compression, MPEG-4 and MJPEG with Dual
 Streaming.• Real Day / Night with Mechanicak ICR Filter.• 180°Functionwhenmountedonwall,360°/
 ePTZwhenmountedonceiling.• Up to 6 cropped regions as independent channels.• HighDynamicRange,2D+3DNR, AGC, AWB, AE,
 Flickerless.
 Hemispheric IP Camera 180 ° / 360 ° / ePTZ 4MP, Real Day / Night PoE
 Compatible
 Interfaces:• 1 input and 1 alarm output terminal block.• 1 input and 1 audio output, terminal block.• MicroSD and MicroSDHC Interface (up to 32GB).
 Physical and Electrical Characteristics:• See mounting options (p).• Operating Power: PoE 802.3af @ 9.6W /
 [email protected].• Operating temperature: 14 - 122 ° F• Dimensions: 5.91” x 1.78”• Weight: 0.94 lb• Complies with CE, FCC.
 KCM-3911
 KCM-7911
 4Megapixels
 KCM-3911 KCM-7911
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 IP Dome, PTZ 12X of 2 Megapixels with WDR and Super Low-Light
 KCM-8211 For Outdoors................ US$ 2,889.00KCM-8111 For Indoors.................. US$ 2,499.00
 2Megapixels
 Compatible
 Compatible
 PMAX-0307 Gooseneck Mount with Bracket for wall..................................................US$ 240.00
 TCM-6630N..................................US$ 3,749.00
 Device Characteristics:• CCD Sony 1/4” EXview HAD II.• CCD Sony 1/4 “Exview HAD II.• Resolution of 720x480 pixels (D1) @ 30FPS.• Minimum illumination 0.1 Lux color and 0.01 lux B / W.• ZoomLensandAutoFocus36X(3.4-122.4mm.)• 360 ° continuous rotation. Vertical movement of -10 to
 190 °.• 250 Presets, 8 Tours.• H.264 Compression, MPEG-4 and MJPEG with Dual• Streaming.• RealDay/NightwithMechanicalICRFilter.• WDR, DNR, AWB, AGC, Image Flip, Image Mirror.
 High Speed IP Dome 36X D1, Real Day/Night (ICR) WDR for Outdoors
 Physical and Electrical Characteristics:• ForOutdoorsIP66.• Wall mountable (Req PMAX-0307).• Operating Voltage: 24VAC @ 65W.• Operatingtemperature:-49to122°F• Dimensions: 5.97” (D) x 4.52” (H).• Weight: 12.79 lb.• Complies with CE, FCC, IP66.
 FULL D1
 Interfaces:• 2-way Audio Jack 3.5mm connectors.• 8 Inputs and 1 Alarm Output (Terminal block).
 Video:• 2megapixelsResolution(1920x1080px).• H.264HighProfileencoding/MJPEG.• Dual Stream / Simultaneous Dual Codec with different
 configurations.• 15FPS at 1920x1080 (FullHD 1080p) 30 FPS at
 1280x720 (HD 720p); 30FPS at 640x480 (VGA)
 PTZ:• 18xopticalzoom,4.7-84.6mmwithAutoFocusand
 IriswithDC.• Zoom speed of 1 ~ 18X in 2 seconds.• Panning and Tilting Speed Manual 0.5 ~ 90° / S• Panning and Tilting speed in Preset 0.5 ~ 450° / S• PanningRange350°(360°withAutoflip).
 Device:• Progressive CMOS Scan• Minimum illumination 0.1 lux color, B / W 0.05 Lux.• Mechanical ICR Filter.• Electronic Shutter (Manual / Automatic) 1/25 to 1/2, 000
 Features:• Advanced WDR, AWB, AGC, 3D +2D DNR, Super Low-
 Light Sensitivity, Flickerless, Brightness, Contrast.• Motion Detection (3 Regions), Privacy Masks (4 Regions),
 Overlay Text, Image Flip or mirror.
 Alarms:• Notificationtothecontrolcenter,controlofotherdevices,
 notificationbye-mail,videouploadorFTPcapturevideo.
 Interfaces:• LocalstoragewithMicroSDHCMemoryupto
 32GB.(Notincluded).• 2 alarm inputs on terminal block• 2 alarm outputs Terminal Block• 1 input and 1 output of 3.5mm Audio Jack.• 1 RJ45 Ethernet 10/100Base-T Port
 Integration:• Fully compatible with Software and NVR ACTi.• Compatible with ONVIF and Integrated with VMS as
 NUUO, Milestone, Exacq, QNAP, Genetec, OnSSI, among others. (For details see the compatibility lists of your VMS).
 Physical and electrical characteristics:• See mounting options (p).• For Outdoors IP66(KCM-8211).• Vandal Proof IK10 (KCM-8211).• Operating Temperature: 14 - 122° F (KCM-8111).• Operating Temperature: -22 ° F ~ 122 ° F (KCM-8211).• High PoE Supply 802.3at @ 19.2W / 12VDC @ 15W
 (KCM-8111).• High PoE Supply 802.3at @ 30W / 12VDC @ 42W(KCM-
 8211).• Includes Adapter.• Dimensions: 4.96” x 6.42” (KCM-8111).• Dimensions: 10.83” x 17.87” (KCM-8211).• Weight: 3.31 lb (KCM-8111).• Weight: 14.77 lb (KCM-8211).• Certifications:CE,FCC,UL,PSE,EFFICIENCYLEVELV.
 KCM-8111
 KCM-8211
 NEW
 IP66 STANDARD
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 TCD-2100.........................................US$ 439.00
 ACD-2300. 8 Channels......................US$ 2,825.00ACD-2400. 16 Channels....................US$ 3,819.00
 ACD-3100............................................US$ 439.00
 Device Characteristics:• Encodes 1 Analog Video Channel to IP• D1 resolution 720x480 pixels @ 30FPS.• H.264 Compression, MPEG-4 and MJPEG with Dual
 Streaming.• Supports Pelco-D, Pelco-P V1 and V2, Dynacolor,
 Sony VISCA, American Dynamics. Interfaces:• 1 BNC video input.• 1 input and 1 alarm output, terminal block.• 1 Serial Port RS-485, RS-422, RS-232 for PTZ
 control.
 Characteristics:• Decodes 1 IP Video Channel to Analog.• D1 resolution 720x480 pixels @ 30FPS.• Decodes MPEG-4 Compression.• Transparent PTZ Data transfer.• Web Interface for Internet Explorer 6 or higher. Interfaces:• 1 BNC Video Output.• 1 input and 1 alarm output, terminal block.• 1 Serial Port RS-485, RS-422, RS-232 for PTZ
 control.
 Physical and Electrical Characteristics:• For Indoors.• IncludesAdapter.• Operating Voltage: [email protected].• Operating temperature: 14 to 122 ° F.• Dimensions: 4.06” x 1.12” x 2.99”.• Weight: 0.43 lb.• Complies with CE, FCC. Adapter: CE, TUV-GS, UL,
 RCM, CCC.
 Physical and Electrical Characteristics:• For Indoors.• IncludesAdapter.• Operating Voltage: [email protected]• Operating temperature: 14 to 122 ° F• Dimensions: 4.41” x 1.46” x 4.69”.• Weight: 0.77 lb.• Complies with CE, FCC. Adapter: CE, TUV-GS, UL,
 RCM, CCC.
 Video Server and PTZ Data of 1 Channel
 Full D1 Video Server with PTZ, Audio and Alarms
 IP / Analog Video Decoder
 Video:• Full D1 resolution at 30 FPS per channel.• MPEG-4 SP, MJPEG Encoding.• MultipleSimultaneousStreamswithsameconfigura-
 tion per channel.
 Functions:• 2-way audio.• Motion Detection, Privacy Masking (1 Region per chan-
 nel), text overlay.
 Alarms:• Notificationtothecontrolcenter,controlofother
 devices,notificationbye-mail,videouploadingorFTPcapture, external device enabled with alarm output.
 Interfaces:• 8 video inputs in BNC connector (RCA-2300).• 16 video inputs in BNC connector (RCA-2400).• 2 inputs and 2 alarm outputs per channel.• 1 Serial Port RS-485/RS-232/RS-422 per channel.• 1 input and 1 audio output per channel. Terminal
 block.• 1 RJ45 Ethernet port 10/100Base-T
 Integration:• Fully compatible with software and NVR ACTi.• Compatible with ONVIF and Integrated with VMS as
 NUUO, Milestone, Exacq, QNAP, Genetec, OnSSI, among others. (For details see the compatibility list of your VMS).
 Physical and Electrical characteristics:• Rack mountable.• Operating Voltage 100-240 VAC 60Hz @ 50W.• Weight: 8.61 lb.• Dimensions: 17.48” x 1.75” x 10.71”.• Operating Temperature: 14 ~ 122 ° F.• Certifications:CE,FCC.
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 ACTi NVR v3.0
 Synchronized Playback of up to 64 simultaneous channels
 LNVR3 Licencia of 1 additional channel..........................................US$ 79.00NVR3 ACTi NVR Software 3.0 con Licence for 16 Channels.......................FREE
 Instant Playback in live visualization window
 • Recordsanddisplaysupto64IPcamerasorencoders.• Supports H.264/MPEG-4/MJPEG.• Upto4megapixelsonallchannels.• Display Monitor 4:3 and 16:9 Wide.• Instant Live Playback.• Control PTZ Presets and Tours.• Dual Stream Management.• Recording schedule, event or manual.• Search by time or event.• Synchronousplaybackofupto64channels.• Event handling with Motion Detection and Alarm Inputs.• 2-Way Audio-Equipment.• User interface and customizable language.• UnlimitedremoteClients.• Multilingual(SpanishandEnglishincluded).
 • Recording: Intel Core2Duo 2.66 GHz, 4 GB RAM.• Recording+Display:Intel Core i7 920, 6GB RAM.• Display: Intel Core i7 920, 6GB in RAM.
 • OS 32/64 bit: Windows 7, Windows Server 2008, Windows Server 2003 SP3, Windows XP SP3.
 • Internet Explorer 8.0, 9.0 or higher.• Mobilego!: IPhone, iPad and iPod Touch.
 VMS Software for ACTi Cameras
 Special Functions
 Solution Architecture
 Main Functions:
 Hardware Requirements:Software Requirements:
 INTERNET
 ACTi NVR ProfessionalGrabación, Visualización y Reproducción
 LANLAN
 NVR 3.0 Workstation
 Cliente Web NVR
 NVR 3.0 ServerGrabación
 Visualización y Reproducción
 Visualización y Reproducción
 Visualización y Reproducción
 LANLAN
 MobileGO!Visualización y Reproducción
 NVR 3.0 Workstation
 INTERNET
 NVR Workstation
 Cliente Web NVR
 XNR-4200Grabación
 Visualización y Reproducción
 Visualización y Reproducción
 Visualización y ReproducciónLANLAN
 NVR Workstation
 Related Products
 Display Station / High Performance RecordingSYSWS01
 DNS-1200-05See page. 238
 Mass Storage NAS for 5 Hard Drives
 See page. 74
 See page. 247USB Joystick for easy
 PTZ Control
 IPDUSB
 Viewing and Playback
 Recording
 Viewing and Playback
 Viewing and Playback
 Viewing and Playback
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 SOFTWARE
 NVR3COMPATIBLE WARRANTY
 YEARSYEARSEMBEDDED
 Windows
 COMPATIBLE
 iSCSIVGA OUTPUT
 GNR-3000. NVR Megapixel...............................US$ 3,679.00LNVR3. License for additional channel......................US$ 79.00
 64 Channel Megapixel NVR
 • Operating Power: 110VAC ~ 220VAC 60Hz @ 200W.• Operating temperature: 32 to 104 ° F• Dimensions: 7.87” x 8.46” x 12.34”.• Weight: 8.55 lb without hard drives.• Complies with CE, FCC.
 NVR (Network Video Recorder)
 • Supportsupto64IPcamerasandvideoencoders.• Includeslicensefor16channels.• SupportsH.264,MPEG-4andMJPEGwithDualStream
 handling.• Client-ServerArchitecture.
 • Local video VGA output at Full HD resolution.• Digital Zoom with PIP (Picture in Picture) Function• Event Monitoring Panel.• Screenshot and Instant Event Playback.• Support for eMaps.• Two-Way Audio.• PTZ Control by Mouse or USB Joystick (See IPDUSB).
 • Throughput of 384Mbps. 1920FPS, 30FPS per camera.• Supports resolutions of up to 5 megapixels on all channels.• Recording by Calendar, Event, Manual and Instant.
 • Includes a hard drive with Windows 7 Std Embedded + ACTi NVR3 Software.
 • 4 additional bays for hard drives of up to 3TB.• Supports External Storage via iSCSI.• Supports external storage via eSATA.
 • Multiple event triggers such as motion detection, alarm inputs, Video Loss / network, hard disk full, disk not found.
 • Multiple Actions for events such as: recording, Video, Pop-UpSoundPlayback,EmailNotifications,uploadimagestoFTP server, move PTZ to Preset, control external devices with alarm outputs.
 • Search by time, event or activity.• forward and reverse playback speeds of 1X ~ 8X.• synchronous playback of up to 9 channels.• Export video clips in AVI format and RAW.• Digital Zoom in playback.
 • Multiple users / groups with multiple permission levels.• Multilingual (English and Spanish included).• Compatible with iPhone, iPad and iPod Touch application with
 Mobilego! of ACTi.• Web access for Internet Explorer 8 or higher.• Software Client ACTi NVR3 Workstation.
 • 2 Gigabit Ethernet ports. 1000Base-T• 4 USB ports.• VGA video output.• Audio inputs and outputs.
 • Compatible with all lines of ACTi Cameras (ACM, TCM, KCM, D, E).
 Live View: Recording:
 General:
 Storage: Events:
 System:Search and Playback:
 Interfaces:
 Compatible Cameras:
 Physical and Electrical Characteristics:
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 CHANNELS
 4
 CHANNELS
 9
 NETWORK
 IPWARRANTY
 YEARSPLUG & PLAYOUTPUT
 Mini NVRs Standalone Megapixel of 4, 9 and 16 Channelswith HDMI Output
 • Client-Server Architecture.• DHCPServiceforautomaticconfigurationofcameras.• Supports up to 3 concurrent users, 1 Local + 2 Remotes.
 ENR-1000. Full HD NVR of 4 Channels...................US$ 669.00ENR-1100. Full HD NVR of 9 Channels...................US$ 969.00
 • LocalHDMIVideoOutputwithFullHD1080pdisplayresolution.
 • Digital Zoom with Mouse.• Monitoring of Events.
 • Throughput of 16Mbps. 120FPS, 30FPS per camera.• Supports H.264 on resolutions of up 2MP FullHD 1080p.• Recording by Calendar, Event, Manual and Instant.
 • 2 additional bays for SATA hard drives of up to 3TB.• Multiple event triggers such as motion detection, alarm in-
 puts, Video and network loss, hard disk full, disk not found.• Multiple Actions for events such as: recording, Pop-Up
 Video,SoundPlayback,EmailNotifications,uploadimagesto FTP server, move PTZ to Preset, control external devices with alarm outputs.
 • Search by time, event or activity.• forward and reverse playback speeds of 1/2X-1X ~ 32X.• synchronous playback of up to 4 channels.• Export video clips in AVI format and RAW.• Digital Zoom in playback.
 • Multiple users / groups with multiple permission levels.• Web access for Internet Explorer 8, 9 or better.
 • 2 Gigabit Ethernet ports. 1000Base-T.• 2 USB 2.0 ports.• HDMI video output.
 • Complies with CE, FCC.• Operating Power: 100-240V AC 60 Hz 50W.• Operating Temperature: 32 ~ 104 ° F.• Dimensions: 5.31” x 4.76” x 9.49”.• Weight: 2.93 lb without HDD.
 • Compatible with all lines of ACTi cameras with H.264. (TCM, KCM, D, E).
 General:
 Live View:
 Storage:
 Search and Playback:
 System:
 Interfaces:
 Compatible Cameras:
 Physical and Electrical Characteristics:
 Events:
 Recording:
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 Indoor PTZ Mounts
 Wall PMAX-0311
 Pendant PMAX-0110PMAX-0103
 Ceiling PMAX-1010
 Hemispheric Mounts
 Ceiling PMAX-1009
 Wall PMAX-0310
 Pendant PMAX-0101PMAX-0103
 Pole PMAX-0310PMAX-0503
 Dome Mounts
 Wall PMAX-0308
 Pendant PMAX-0101PMAX-0103
 CornerPMAX-0101PMAX-0303PMAX-0402
 PolePMAX-0101PMAX-0303PMAX-0503
 Ceiling PMAX-1003 (Indoor Domes)PMAX-1006 (Outdoor Domes)
 Bullet and Cameras Zoom Mounts
 Wall PMAX-1103
 Corner PMAX-1103PMAX-0402
 Pole PMAX-1103PMAX-0503
 MOUNTINGS
 MODEL PMAX-0308 PMAX-0101 PMAX-0103 PMAX-0303 PMAX-0402 PMAX-0503 PMAX-1003
 PRICE US$ 60.00 US$ 90.00 US$ 125.00 US$ 179.00 US$ 145.00 US$ 125.00 US$ 65.00
 MODEL PMAX-1103 PMAX-1009 PMAX-0310 PMAX-0311 PMAX-0110 PMAX-1010 PDCX-1105
 PRICE US$ 30.00 US$ 65.00 US$ 65.00 US$ 75.00 US$ 90.00 US$ 75.00 US$ 45.00
 ACTi Accessories
 Smoked Cover
 PDCX-1105
 US$ 163.00
 +
 +
 +
 +
 +
 +
 +
 +
 o
 +
 +
 5.28”
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 Box Cameras Mounts
 WALL (Indoors) HCS805E
 PARED (Exterior) TS-816BR
 WALL (Outdoors)
 TS-816BRPMAX-0402
 POLETS-816BRPMAX-0503
 PTZ Dome Mounts for Outdoors
 Wall PMAX-0303
 Pendant PMAX-0103
 Corner PMAX-0303PMAX-0402
 Pole PMAX-0303PMAX-0503
 PTZ Dome Mounts for Outdoors
 Wall PMAX-0307
 Pendant PMAX-0109
 Corner PMAX-0306PMAX-0402
 Pole PMAX-0306PMAX-0503
 ACTi Accessories
 +
 +
 +
 +
 +
 +
 Vandal Proof Smoked Cover
 (IK10)
 Bubbles
 PDCX-1107
 (Clear Vandal Proof)
 PDCX-0001 (Clear)
 PDCX-0001 (Clear)
 7”
 5.8”
 5.8”
 5.8”
 Mounts
 Model PMAX-0303 PMAX-0103 PMAX-0402 PMAX-0503 PMAX-0307 PMAX-0109 PMAX-0306
 Model US$ 60.00 US$ 185.00 US$ 145.00 US$ 125.00 US$ 240.00 US$ 245.00 US$ 169.00
 Model HCS805E TS-816BR PDCX-1107 PDCX-1001 PDCX-1001 PDCX-0103
 Price US$ 18.00 US$ 74.00 US$ 125.00 US$ 165.00 US$ 125.00 US$ 125.00
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 Camera Features:• CCD1/3"SONYVerticalDoubleDensity.• Minimum illumination. Color: 0.1 Lux. / B / W:
 0.01 Lux.• RealDay/Nightwithfilter(ICR).• Automatic or manual electronic shutter.• Accepts DC auto iris lenses.• Upto30FPSat4CIFresolution.• CompressionH.264/MPEG4/MJPEG.
 DS-2CD893NF-E................................US$ 349.00DS-2CD893NF-EW. (Wi-Fi version).....US$ 429.00
 DS-2CD853F-E...................................US$ 549.00
 DS-2CD864FWD-E.............................US$ 749.00
 High Resolution Network Camera
 HD Network Camera1.3 Megapixel
 Compatible with Hybrid Recorders (See Page 107) and NVR's
 (See p. 184 and 185) HIKVISION
 Compatible with Hybrid Recorders (See Page 107) and NVRs
 (See p. 184 and 185) HIKVISION
 Compatible with Hybrid Recorders (See Page 107) and NVRs
 (See p. 184 and 185) HIKVISION
 HD Network Camera2 Megapixels
 Network Cameras / Megapixel
 Camera Features:• CMOS1/3"ProgressiveScan.• Minimum illumination. Color: 0.5 Lux. / B / W:
 0.05 Lux.• RealDay/Nightwithfilter(ICR).• Automatic or manual electronic shutter.• Accepts DC auto iris lenses.• 2megapixelresolution(1920x1080)realtime.• CompressionH.264/MPEG4/MJPEG
 Camera Features:• CMOS1/3"ProgressiveScan.• Minimum illumination. Color: 0.01 Lux. / B / W:
 0.001 Lux.• RealDay/Nightwithfilter(ICR).• DigitalNoiseReductionFunction(3D-DNR).• WideDynamicRangeFunction(WDR).• AutomaticandManualShutter.• Accepts DC auto iris lenses.• 1.3megapixelresolution(1280x960).• CompressionH.264/MPEG4/MJPEG.
 General Features:• SupportsDualStreaming.• Motiondetectionwithnotificationclient
 software.• Access via Internet Explorer and Client
 Software.• RS-485 interface.• Supports2-wayaudio.• BNCoutput.
 General Features:• SupportsDualStreaming.• Motiondetectionsoftwarenotificationclient.• Access via Internet Explorer and Client
 Software.• RS-485 interface.• Supports2-wayaudio.• BNCoutput.
 General Features:• SupportsDualStreaming.• Motiondetectionwithnotificationinclient
 software.• P Access or Internet Explorer and client software.• RS-485 interface.• Supports2-wayaudio.• BNCoutput.
 Networking Functions and Storage:• Protocol: ONVIF,PSIA,CGITCP/IP,HTTP,
 DHCP,DNS,PPPoE,RTP/RTCP.• Supports local storage on SD / SDHC Card.• NASsupports.• SupportsPoE(802.3af).• StandardWi-Fi802.11b/g/n.
 Networking Functions and Storage:• Protocol: ONVIF,PSIA,CGITCP/IP,HTTP,DHCP,
 DNS,PPPoE,RTP/RTCP.• Supports local storage on SD / SDHC Card.• NASsupports.• SupportsPoE(802.3af).
 Networking Functions and Storage:• Protocol: ONVIF,PSIA,CGITCP/IP,HTTP,
 DHCP,DNS,PPPoE,RTP/RTCP.• Supports local storage on SD / SDHC Card.• NASsupports.• SupportsPoE(802.3af).
 Specifications:• Lensnotincluded.• CompatibleLenses:SYS082812DIR,STIR0409MP,
 SYS0515DIR,SYS0820DIRandTG4Z2813M.• Compatible with mounts C / CS • PowerConsumption:14WwithIRfilter.• Operating Voltage: 12 Vdc.• Dimensions: 2.67 x 2.55 x 5.7 in.• Weight: 1.1 Lbs
 Specifications:• Lensnotincluded.• CompatibleLenses:SYS082812DIR,STIR0409MP,
 SYS0515DIR,SYS0820DIRandTG4Z2813M.• Compatible with mounts C / CS • PowerConsumption:14WwithIRfilter.• Operating Voltage: 12 Vdc.• Dimensions: 2.67 x 2.55 x 5.7 in.• Weight: 1.1 Lbs.
 Specifications:• Lensnotincluded.• CompatibleLenses:SYS082812DIR,STIR0409MP,
 SYS0515DIR,SYS0820DIRandTG4Z2813M.• Compatible with mounts C / CS • Power Consumption: 12 W.• Power:14WwithIRfilter.• Dimensions: 2.67 x 2.55 x 5.7 in.• Weight: 1.1 Lbs.
 Ver.1.02Compatible
 4CIFResolution
 Ver.1.02Compatible
 Ver.1.02Compatible
 1.3Megapixels
 2Megapixels
 DAY & NIGHT Power Over Ethernet
 PoECCD O. VOLTAGE
 12 Vdc
 RESOLUTION
 4CIF
 TRIPLE CODEC
 H.264MPEG4MJPEG
 EMBEDDEDWindows
 AUDIO WARRANTYYEARS
 COMPATIBLE EMBEDDED COMPATIBLE COMPATIBLECHROME
 COMPATIBLECHROME
 DYNAMIC RANGE
 WDRWIDE
 DAY & NIGHT Power Over Ethernet
 PoECMOS3D - DNR O. VOLTAGE
 12 Vdc
 TRIPLE CODEC
 H.264MPEG4MJPEG
 EMBEDDEDWindows
 AUDIO WARRANTYYEARS
 LOW LIGHT
 LOWLIGHT
 RESOLUTION COMPATIBLE EMBEDDED COMPATIBLESAFARI
 COMPATIBLECHROME
 COMPATIBLECHROME
 DAY & NIGHT Power Over Ethernet
 PoECMOS O. VOLTAGE
 12 Vdc
 TRIPLE CODEC
 H.264MPEG4MJPEG
 EMBEDDEDWindows
 AUDIO WARRANTYYEARS
 COMPATIBLE EMBEDDED COMPATIBLESAFARI
 COMPATIBLECHROME
 COMPATIBLECHROME
 RESOLUTION
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 Specifications:• Power Consumption: 5.5 W.• Operating Voltage: 12 Vdc.• Operating Temperature: 14 to 140 ºF.• Dimensions: 2.53 x 3 x 5.43 in.• Weight: 0.66 Lbs.
 DS-2CD2012-I. 1.3 MP.....................US$ 225.00DS-2CD2032-I. 3 MP.......................US$ 269.00
 Mini Bullet Network Camera Type1.3 Megapixel with IR Day / Night
 1.3Megapixels
 Camera Features:• CMOS 1/3 “SONY Progressive Scan.• Minimum illumination 0.01 Lux / 0 Lux IR.• Fixed Lens 4 [email protected].• 18 IR LEDs (up to 98.5 ft of vision).• RealDay/NightFunctionwithICRFilter.• AutoElectronicShutter.• Resolution: 1280 x 960 pixels (1.3
 megapixels).• Up to 15 [email protected] / 30FPS @ 720p.• Compression H.264/MPEG4/MJPEG.
 General Features:• Password Protection.• MotiondetectionwithnotificationClient
 Software.• Remote Access Internet Explorer and Client
 Software.
 Networking and Storage:• Protocol: ONVIF, PSIA, CGI, TCP / IP, HTTP, DHCP,
 DNS, PPPoE, RTP / RTCP.• RJ45 Ethernet connection.• NAS supports.• Supports Dual Streaming.• Supports PoE (802.3af).
 Network Cameras / Megapixel Network
 DS-2CD863NF-E............................US$ 599.00
 Camera Features:• CCD1/3"SONYProgressiveScan.• Minimum illumination. Color: 0.1 Lux. / B / W:
 0.01 Lux.• RealDay/Nightwithfilter(ICR).• Automatic or manual electronic shutter.• Accepts DC auto iris lenses.• Upto30FPSat4CIFand720p.• CompressionH.264/MPEG4/MJPEG.
 General Features:• SupportsDualStreaming• MotionDetectionwithClientnotification.• Access via Internet Explorer and Client Software.• RS-485 interface.• Supports2-wayaudio.• BNCoutput.
 Networking Functions and Storage:• Protocol: ONVIF,PSIA,CGITCP/IP,HTTP,
 DHCP,DNS,PPPoE,RTP/RTCP.• Supports local storage on SD / SDHC Card.• NASsupports.• SupportsPoE(802.3af).
 Specifications:• Lensnotincluded.• CompatibleLenses:SYS082812DIR,
 STIR0409MP,SYS0515DIR,SYS0820DIRandTG4Z2813M.
 • Compatible with mounts C / CS • PowerConsumption:14WwithIRfilter.• Operating Voltage: 12 Vdc.• Dimensions: 2.67 x 2.55 x 5.7 in.• Weight: 1.1 Lbs.
 1.3Megapixels
 HD Network Camera1.3 Megapixel
 Specifications:• 1 input / 1 alarm output.• Power Consumption 8.5 W. • Operating Voltage: 12 Vdc.• Operating Temperature: 14 to 140 ºF.• Dimensions: 3.85 x 3.48 x 12.94 in.• Weight: 3.75 Lbs.
 DS-2CD8233F(EI)............................US$ 349.00
 Bullet Type Network Camera with IR, High Resolution, Day / Night
 Camera Features:• CMOS 1/4 "Progressive.• Color Minimum Illumination 0.01 Lux / 0 Lux
 with IR.• Fix 11 mm @F1.2 lens.• 48 LED's IR (up to 98.5 ft of vision).• Real Day / Night ICR Filter.• Resolution: 640 x 480 pixels (VGA).• BNC video output.• Up to 30 FPS @ VGA.• Compression H.264/MPEG4/MJPEG. General Features:• Audio compression OggVorbis 1 input / 1 output.• And password protection.• MotiondetectionwithnotificationClient
 Software.• Remote Access Internet Explorer and Client
 Software.• RS-485 interface.
 Networking Functions and Storage:• Protocol: ONVIF, PSIA, CGI, TCP / IP, HTTP, DHCP,
 DNS, PPPoE, RTP / RTCP.• RJ45 Ethernet connection.• NAS supports.• Supports Dual Streaming.• Supports local storage on SD Card. • Supports PoE.
 Protect your equipment from power surges and discharges, (see pgs. 256 - 261). Protect your equipment from power surges. Ask Technical Support.
 Compatible with Hybrid Recorders (See Page 107) and NVRs
 (See p. 184 and 185) HIKVISION
 Compatible with Hybrid Recorders (See Page 107) and NVRs
 (See p. 184 and 185) HIKVISION
 Compatible with Hybrid Recorders (See Page 107) and NVRs
 (See p. 184 and 185) HIKVISION
 Ver.1.02Compatible
 Ver.1.02Compatible
 Ver.1.02Compatible
 HighResolution
 DAY & NIGHT Power Over Ethernet
 PoECCD O. VOLTAGE
 12 Vdc
 TRIPLE CODEC
 H.264MPEG4MJPEG
 EMBEDDEDWindows
 AUDIO WARRANTYYEARS
 COMPATIBLE EMBEDDED COMPATIBLESAFARI
 COMPATIBLECHROME
 COMPATIBLECHROME
 RESOLUTION
 DAY & NIGHT NETWORK
 IPPower Over Ethernet
 PoEAPPROVAL
 FCC
 CECMOS18 LEDs IR 98.5 ft O. VOLTAGE
 12 Vdc
 IP66 STANDARDTRIPLE CODEC
 H.264MPEG4MJPEG
 EMBEDDEDWindows
 WARRANTYYEAR
 COMPATIBLE EMBEDDED COMPATIBLESAFARI
 COMPATIBLECHROME
 COMPATIBLECHROME
 APPROVALRoHS
 DAY & NIGHT NETWORK
 IPPower Over Ethernet
 PoEAPPROVAL
 FCC
 CECMOS48 LEDs IR 98.5 ft O. VOLTAGE
 12 Vdc
 IP66 STANDARDTRIPLE CODEC
 H.264MPEG4MJPEG
 EMBEDDEDWindows
 WARRANTYYEAR
 COMPATIBLE EMBEDDED COMPATIBLESAFARI
 COMPATIBLECHROME
 COMPATIBLECHROME
 APPROVALRoHS
 NEW
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 Specifications:• 1 input / 1 alarm output.• Power Consumption 8.5 W. • Operating Voltage: 12 Vdc.• Operating Temperature: 14 to 140 ºF.• Dimensions: 3.85 x 3.48 x 12.94 in.• Weight: 3.75 Lbs.
 Specifications:• 1 input / 1 alarm output.• Power Consumption 8.5 W. • Operating Voltage: 12 Vdc.• Operating Temperature: 14 to 140 ºF.• Dimensions: 3.85 x 3.48 x 12.94 in.• Weight: 3.75 Lbs.
 DS-2CD8253F-EI.........................US$ 449.00
 DS-2CD8254F-EI.......................US$ 1,179.00
 Bullet Type Network Camera 2 Megapixel with IR, Day / Night
 Bullet Type Network Camera 3 Megapixel IR Day / Night
 3Megapixels
 Camera Features:• CMOS 1/3 "SONY Progressive Scan.• Minimum illumination 0.1 Lux.• Varifocal lens of 2.7 to 9 [email protected].• 48 LED's IR (up to 65 ft of vision).• RealDay/Nightwithfilter(ICR).• AutoElectronicShutter.• Resolution: 1600 x 1200 pixels (2 megapixels).• BNC video output.• Up to 15 FPS @ 2MPixeles/25FPS @ 1.0MPixels.• Compression H.264/MPEG4
 General Features: • Audio compression OggVorbis 1 input / 1 output• Protection by user and password.• Motion Det. with notice to Client Software.• Remote Access Internet Explorer and Client Software.• RS-485 interface.
 Camera Features:• CMOS 1/2.5 "Sony Progressive Scan.• Minimum illumination 0.6 Lux.• Varifocal lens 2.7 to 9 [email protected].• 48 LED's IR (up to 9.85 ft of vision).• RealDay/Nightwithfilter(ICR).• AutoElectronicShutter.• Resolution: 2048 x 1536 pixels (3 megapixels).• BNC video output.• Up to 15 FPS @ 3MPixeles/25FPS @ 1.0MPixels.• Compression H.264/MPEG4
 General Features: • Audio compression OggVorbis 1 input / 1 output• And password protection.• Motion Det. with notice to Client Software.• Remote Access Internet Explorer and Client software.• RS-485 interface.
 Networking Functions and Storage:• Protocol: ONVIF, PSIA, CGI, TCP / IP, HTTP, DHCP,
 DNS, PPPoE, RTP / RTCP.• RJ45 Ethernet connection.• NAS supports.• Supports Dual Streaming.• Supports local storage on SD Card. • Supports PoE.
 Networking Functions and Storage:• Protocol: ONVIF, PSIA, CGI, TCP / IP, HTTP, DHCP,
 DNS, PPPoE, RTP / RTCP.• RJ45 Ethernet connection.• NAS supports.• Supports Dual Streaming.• Supports local storage on SD Card. • Supports PoE.
 Bullet Cameras Network / Megapixel
 Specifications:• 1 input / 1 alarm output.• Power Consumption 8.5 W. • Operating Voltage: 12 Vdc.• Operating Temperature: 14 to 140 ºF.• Dimensions: 3.85 x 3.48 x 12.94 in.• Weight: 3.75 Lbs.
 DS-2CD8264FWD-(EI)..................US$ 949.00
 Bullet Type Network Camera with IR, 1.3 MP, Day / Night, WDR
 Camera Features:• CMOS 1/3 "Progressive.• Color Minimum Illumination 0.1 Lux / 0 Lux with IR.• Varifocal lens 2.7 to 9 [email protected].• 48 LED's IR (up to 65 ft of vision).• RealDay/Nightwithfilter(ICR).• WideDynamicRangeFunction(WDR).• FunctionDigitalNoiseReduction(3D-DNR).• Auto Electronic Shutter 1/100, 000s.• Resolution: 1280 x 960 pixels (1.3 megapixels).• BNC video output.• Up to 30 [email protected].• Compression H.264/MPEG4/MJPEG.
 General Features: • Audio compression OggVorbis 1 input / 1 output.• Protection by user and password• MotiondetectionwithnotificationinClientSoftware.• Remote Access Internet Explorer and Client
 Software.• RS-485 interface.
 Networking Functions and Storage:• Protocol: ONVIF, PSIA, CGI, TCP / IP, HTTP, DHCP,
 DNS, PPPoE, RTP / RTCP.• RJ45 Ethernet connection.• NAS supports.• Supports Dual Streaming.• Supports local storage on SD Card. • Supports PoE.1.3
 Megapixels
 Protect your equipment from power surges and discharges, (see pgs. 256 - 261). Protect your equipment from power surges. Ask Technical Support.
 Compatible with Hybrid Recorders (See Page 107) and NVRs
 (See p. 184 and 185) HIKVISION
 Compatible with Hybrid Recorders (See Page 107) and NVRs
 (See p. 184 and 185) HIKVISION
 Compatible with Hybrid Recorders (See Page 107) and NVRs
 (See p. 184 and 185) HIKVISION
 Ver.1.02Compatible
 Ver.1.02Compatible
 Ver.1.02Compatible
 2Megapixels
 DYNAMIC RANGE
 WDRWIDE
 DAY & NIGHT NETWORK
 IPPower Over Ethernet
 PoECMOS3D - DNR 48 LEDs IR 65 ft O. VOLTAGE
 12 Vdc
 IP66 STANDARDTRIPLE CODEC
 H.264MPEG4MJPEG
 EMBEDDEDWindows
 LOW LIGHT
 LOWLIGHT
 WARRANTYYEAR
 COMPATIBLE EMBEDDED COMPATIBLESAFARI
 COMPATIBLECHROME
 COMPATIBLECHROME
 APPROVALRoHS
 DAY & NIGHT NETWORK
 IPPower Over Ethernet
 PoEDUAL CODEC
 H.264
 MJPEG
 APPROVAL
 FCC
 CECMOS48 LEDs IR 65 ft O. VOLTAGE
 12 Vdc
 IP66 STANDARD EMBEDDEDWindows
 WARRANTYYEAR
 COMPATIBLE EMBEDDED COMPATIBLESAFARI
 COMPATIBLECHROME
 COMPATIBLECHROME
 APPROVALRoHS
 DAY & NIGHT NETWORK
 IPPower Over Ethernet
 PoEDUAL CODEC
 H.264
 MJPEG
 APPROVAL
 FCC
 CECMOS42 LEDs IR 98 ft O. VOLTAGE
 12 Vdc
 IP66 STANDARD EMBEDDEDWindows
 WARRANTYYEAR
 COMPATIBLE EMBEDDED COMPATIBLESAFARI
 COMPATIBLECHROME
 COMPATIBLECHROME
 APPROVALRoHS
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 NETWORK
 IPPower Over Ethernet
 PoEAPPROVAL
 FCC
 CECMOS O. VOLTAGE
 12 Vdc
 VANDALPROOF IP66 STANDARDTRIPLE CODEC
 H.264MPEG4MJPEG
 EMBEDDEDWindows
 WARRANTYYEAR
 COMPATIBLE EMBEDDED COMPATIBLESAFARI
 COMPATIBLECHROME
 COMPATIBLECHROME
 APPROVALRoHS
 DAY & NIGHT NETWORK
 IPPower Over Ethernet
 PoECMOS O. VOLTAGE
 12 Vdc
 TRIPLE CODEC
 H.264MPEG4MJPEG
 EMBEDDEDWindows
 AUDIO WARRANTYYEARS
 COMPATIBLE EMBEDDED COMPATIBLESAFARI
 COMPATIBLECHROME
 COMPATIBLECHROME
 DS-2CD8153F-EW 2 Megapixels........US$ 275.00DS-2CD8133F-EW VGA......................US$ 219.00
 DS-2CD8153F-E 2 Megapixels...........US$ 229.00DS-2CD8133F-E VGA........................US$ 199.00
 Cube Type Network camera HDVGA and 2 megapixels (HD) Wireless
 Cube Network camera HDVGA and 2 megapixels (HD)
 Cube Network camera VGA / Megapixel / Wi-Fi
 VandalProof Mini Dome
 2Megapixels
 2Megapixels
 Camera Features:• CMOS1/3"ProgressiveScan(2MP).• CMOS1/4"ProgressiveScan(VGA).• Color Minimum Illumination: 0.5 Lux (2 MP). • Minimum illumination Color: 0.01 - 0.002 Lux
 (VGA). • RealDay/Nightwithfilter(ICR).• Automatic or manual electronic shutter.• Resolutionof2MP(1600x1200).• VGAresolution(640x480).• CompressionH.264/MPEG4/MJPEG.
 Camera Features:• CMOS1/3"ProgressiveScan(2MP).• CMOS1/4"ProgressiveScan(VGA).• Minimum Color Illumination: 0.5 Lux (2 MP). • Minimum illumination: 0.01 - 0.002 Lux (VGA). • RealDay/Nightwithfilter(ICR).• Automatic or manual electronic shutter.• Resolutionof2MP(1600x1200).• VGAresolution(640x480).• CompressionH.264/MPEG4/MJPEG.
 General Features:• SupportsDualStreaming.• MotiondetectionwithnotificationinClient
 Software.• Access via Internet Explorer and Client Software.• RS-485 interface.• Built-inmicrophoneandspeaker.• Supports2-wayaudio.
 General Features:• SupportsDualStreaming.• MotiondetectionwithnotificationClient
 Software.• Access via Internet Explorer and Client Software.• RS-485 interface.• Built-inmicrophoneandspeaker.• Supports2-wayaudio.
 Networking Functions and Storage:• Supports local storage Micro SD Card.• Protocol: ONVIF,PSIA,CGITCP/IP,HTTP,DHCP,
 DNS,PPPoE,RTP/RTCP.• NASsupports.• SupportsPoE(802.3af).• StandardWi-Fi802.11b/g/n.
 Networking Functions and Storage:• Supports local storage Micro SD Card.• Protocol: ONVIF,PSIA,CGITCP/IP,HTTP,DHCP,
 DNS,PPPoE,RTP/RTCP.• NAS supports.• Supports PoE (802.3af).
 Specifications:• 4mmfixedlens.• Includes wall and ceiling mounting.• Power Consumption: 7.5 W• Operating Voltage: 12 Vdc.• Poweradapterincluded.• Dimensions: 2.77 x 4.33 x 1.87 in.• Weight: 0.55 Lbs.
 Specifications:• 4mmfixedlens.• Includes wall and ceiling mounting.• Power Consumption: 7.5 W• Operating Voltage: 12 Vdc.• Poweradapterincluded.• Dimensions: 2.77 x 4.33 x 1.87 in.• Weight: 0.55 Lbs
 VGAResolution
 VGAResolution
 Ver.1.02Compatible
 2Megapixels
 1.3Megapixels
 Mini VandalProof Dome Network: VGA and 2 megapixels (HD)
 • Camera Features:• CMOS 1/3 “” (2 MP),CMOS1/4“(VGA). • 3.6mmLens(1.3MP/2MP), • 4mm lens • (VGA).LightingMax.Color0.5lux,B/W0.1
 lux.Upto15FPS(1.3MP / 2 MP), • 30 FPS • (VGA).• Compression H.264/MPEG4/JPEG.• Power Over Ethernet (PoE) 802.3af.• Physical 3-Axis Adjustment.WEB Interface
 (EI).DigitalPTZ(2MP).• SupportsDDNS(Proprietary). DS-2CD7133-E VGA Mini Dome...............US$ 215.00
 DS-2CD7164-E Mini Dome 1.3 Mpixel.......US$ 229.00DS-2CD7153-E Mini dome 2 MPixel (HD)...US$ 329.00
 Ideal for applications in the transportation industry (people and merchandise)
 • Protocols TCP / IP, HTTP, RTP, DDNS.• Power Consumption 3 W. • Dimensions: 3.93 x 3.83 x 1.83 in.• Weight: 1.1 Lbs.VGA
 Resolution
 Compatible with: NUUO NVR mini 2, TITAN and NUUO IP +
 Hybrid DVR's (p. 107) and NVRs HIKVISION (pg. 185)
 Compatible with Hybrid Recorders (See Page 107) and NVRs
 (See p. 184 and 185) HIKVISION
 Compatible with Hybrid Recorders (See Page 107) and NVRs
 (See p. 184 and 185) HIKVISION
 Ver.1.02Compatible
 Ver.1.02Compatible
 DAY & NIGHT NETWORK
 IPPower Over Ethernet
 PoECMOS O. VOLTAGE
 12 Vdc
 TRIPLE CODEC
 H.264MPEG4MJPEG
 EMBEDDEDWindows
 AUDIO WARRANTYYEARS
 COMPATIBLE EMBEDDED COMPATIBLESAFARI
 COMPATIBLECHROME
 COMPATIBLECHROME
 RESOLUTION
 RESOLUTION
 RESOLUTION
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 DAY & NIGHT NETWORK
 IPPower Over Ethernet
 PoECMOS O. VOLTAGE
 12 Vdc
 EMBEDDEDWindows
 AUDIO WARRANTYYEARS
 COMPATIBLE EMBEDDED COMPATIBLESAFARI
 COMPATIBLECHROME
 COMPATIBLECHROME
 3 AXIS OF MOVEMENT
 X
 YZ
 VANDALPROOFDUAL CODEC
 H.264
 MJPEG
 RESOLUTION
 DAY & NIGHT NETWORK
 IPPower Over Ethernet
 PoECMOS O. VOLTAGE
 12 Vdc
 EMBEDDEDWindows
 AUDIO WARRANTYYEARS
 COMPATIBLE EMBEDDED COMPATIBLESAFARI
 COMPATIBLECHROME
 COMPATIBLECHROME
 3 AXIS OF MOVEMENT
 X
 YZ
 VANDALPROOFRESOLUTION TRIPLE CODEC
 H.264MPEG4MJPEG
 IR 32-65 ft12 LEDs
 DAY & NIGHT NETWORK
 IPPower Over Ethernet
 PoECMOS O. VOLTAGE
 12 Vdc
 EMBEDDEDWindows
 AUDIO COMPATIBLE EMBEDDED COMPATIBLESAFARI
 COMPATIBLECHROME
 COMPATIBLECHROME
 3 AXIS OF MOVEMENT
 X
 YZ
 VANDALPROOFTRIPLE CODEC
 H.264MPEG4MJPEG
 IR 49 ft30 LEDs APPROVAL
 FCC
 CE
 WARRANTYYEAR
 DAY & NIGHT NETWORK
 IPPower Over Ethernet
 PoECMOS O. VOLTAGE
 12 Vdc
 EMBEDDEDWindows
 AUDIO WARRANTYYEARS
 COMPATIBLE EMBEDDED COMPATIBLESAFARI
 COMPATIBLECHROME
 COMPATIBLECHROME
 3 AXIS OF MOVEMENT
 X
 YZ
 VANDALPROOFDUAL CODEC
 H.264
 MJPEG
 RESOLUTION
 Vandal Proof IP Domes and Mini Domes
 DS-2CD783F-EP..................US$ 1,249.00
 Camera Characteristics:• CMOS1/3”ProgressiveScan.• Minimum Color illumination: 0.6 lux• Electronic Day and Night Function.• Automatic, electronic or manual Shutter.• Resolutionof5Megapixels(2560x1920).• CompressionH.264/MJPEG
 General Functions:• SupportsDualStreaming• Motiondetectionwithnotificationinclient
 software.• RS-485 Interface.• Access via Internet Explorer and Client Software.• Supports2-wayaudio.
 Network Functions and Storage:• Protocol: ONVIF,PSIA,CGITCP/IP,HTTP,
 DHCP,DNS,PPPoE,RTP/RTCP.• SupportsNAS.• SupportsPoE(802.3af).Specifications:• VandalProofMeetsIK10standard.• 3Axisadjustmentforlensorientation.• FixedLensof1.37mmwithVision• Panoramicof180/360°• Consumption: 5.5 W• Power supply: 12 Vdc.• Dimensions: 140 x 114 mm.• Weight: 1.4 kg.
 Vandal Proof Mini IP Dome 180/360° HighDefinition5MP
 5Megapixels
 Compatible with: NUUO IP+ Software Hybrid DVRs (Page. 107) and HIKVISION NVRs (Pages. 184 and 185)
 Ver.1.02Compatible
 DS-2CD783F-E......................US$ 1,139.00
 DS-2CD754 (FWD-EI)...............US$ 999.00
 Camera Characteristics:• CMOS1/3”ProgressiveScan.• Minimum Color illumination: 0.6 lux• ElectronicDayandNightFunction.• Automatic, electronic or manual Shutter.• Resolutionof5Megapixels(2560x1920).• H.264/MJPEGCompression.
 General Functions:• SupportsDualStreaming• Motiondetectionwithnotificationinclient
 software.• Access via Internet Explorer and Client Software.• RS-485 Interface.• Supports2-wayaudio.
 Network Functions and Storage:• Protocol: ONVIF,PSIA,CGITCP/IP,HTTP,
 DHCP,DNS,PPPoE,RTP/RTCP.• SupportsNAS.• SupportsPoE(802.3af).Specifications:• VandalproofmeetsIK10standard.• 3Axisadjustmentforlensorientation.• Varifocal Lens of 4.5 to 9 mm.• Consumption: 5.5 W• Operating Voltage: 12 Vdc.• Adapterincluded.• Dimensions: 5.5 x 4.48 in.• Weight: 3.08 Lbs.
 Vandal Proof Mini IP Dome High Definition5MP
 5Megapixels
 Camera Characteristics:• CMOS1/3”ProgressiveScan.• Minimum Color illumination: 0.1 Lux. / IR Light: 0 Lux.• RealDay&NightwithICRfilter.• IRrange:10to20m.• WideDynamicRange(WDR)Function.• Automatic, electronic or manual Shutter.• 2megapixelresolution(1920x1080).• H.264/MPEG4/MJPEGCompression.General Functions:• SupportsDualStreaming.• MotiondetectionwithnotificationinClient
 Software.• Access via Internet Explorer and Client Software.• RS-485 Interface.• Supports2-wayaudio.• VideooutputinRCA/BNC.
 Network Functions and Storage:• Supports local storage by SD Card.• Protocol: ONVIF,PSIA,CGITCP/IP,HTTP,
 DHCP,DNS,PPPoE,RTP/RTCP.• SupportsNAS.• SupportsPoE(802.3af).
 Specifications:• VandalProofMeetIK10standard.• 3Axisadjustmentforlensorientation.• VarifocalLensof2.7to9mm.• Consumption: 7.5 W• Operating Voltage: 12 Vdc.• Adapterincluded.• Dimensions: 5.5 x 4.48 in.• Weight: 3.08 Lbs.
 Vandal Proof Mini IP Dome, Real Day/Night(ICR),IRHighDefinition2MP
 2Megapixels
 Compatible with: NUUO IP+ Software Hybrid DVRs (Page. 107) and HIKVISION NVRs (Pages. 184 and 185)
 Compatible with: NUUO IP+ Software Hybrid DVRs (Page. 107) and HIKVISION NVRs (Pages. 184 and 185)
 Ver.1.02Compatible
 Ver.1.02Compatible
 3.9”
 3.9”
 3.9”
 3.7”
 Specifications:• Consumption 5.5 W.• Operating Voltage: 12 Vdc.• Operating Temperature: -10 to 60 º C.• Dimensions: 64.4 x 76.5 x 138.1 mm.• Weight: 300 gr.
 DS-2CD2112-I. 1.3 MP................US$ 229.00DS-2CD2132-I. 3 MP...................US$ 289.00
 Vandal Proof IP Dome, Real Day/ Night (ICR) with IR 1.3 Megapixels
 1.3Megapixels
 Camera Characteristics:• CMOS 1/3” Progressive Scan.• Minimum illumination 0.01 Lux / 0 Lux IR.• Fixed lens of 4 [email protected].• 30 IR LEDs (up to 49 ft of vision).• RealDay&NightwithICRfilter.• AutomaticElectronicShutter.• Resolution: 1280 x 960 pixels (1.3 megapixels).• Resolution Full HD: 1080p (2048x1536) (3megapixels).• Up to 15 [email protected] / 30FPS @ 720p
 (DS-2CD2112-I).• Up to 15 FPS@3MPixeles / 30FPS @ 720p
 (DS-2CD2132-I).• Compression H.264/MPEG4/MJPEG.General Functions:• Protection by username and password.• MotiondetectionwithnotificationinClientSoftware.• Remote Access via Internet Explorer and Client
 Software.
 Network Functions and Storage:• Protocol: ONVIF, PSIA, CGI, TCP / IP, HTTP,
 DHCP, DNS, PPPoE, RTP / RTCP.• RJ45 Ethernet connection.• Supports NAS.• Supports Dual Streaming.• Supports PoE (802.3af).
 Ver.1.02Compatible
 Compatible with Hybrid Recorders (See Page 107) and HIKVISION NVRs (See
 pages 184 and 185)
 NEW
 NEW
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 DAY & NIGHT NETWORK
 IPO. VOLTAGE
 12 Vdc
 24 VacCMOS 6 LEDs IR 32 to 65 ft IP66 STANDARDTRIPLE CODEC
 H.264MPEG4MJPEG
 AUDIO WARRANTYYEAR
 Power Over Ethernet
 PoEat/af
 RESOLUTION 3 AXIS OF MOVEMENT
 X
 YZ
 EMBEDDEDWindows
 COMPATIBLE EMBEDDED COMPATIBLESAFARI
 COMPATIBLECHROME
 COMPATIBLECHROME
 VANDALPROOF
 VandalProof Domes and Network Mini Domes
 DS-2CD7233F(EIZ)........................US$ 499.00
 DS-2CD7263NF(EIZ).....................US$ 1,099.00
 Camera Features:• CMOS1/4"ProgressiveScan.• Minimum illumination Color: 0.01 Lux. / IR Light:
 0 Lux.• RealDay/Nightwithfilter(ICR).• IRRange:32to65ft.• Automatic or manual electronic shutter.• Motorized Lens.• VGAresolution(640x480).• CompressionH.264/MPEG4/MJPEG.
 Camera Features:• CMOS1/3"ProgressiveScan.• Minimum illumination Color: 0.1 Lux / IR Light: 0
 Lux.• RealDay/Nightwithfilter(ICR).• IRRange:32to65ft.• Automatic or manual electronic shutter.• Motorized Lens.• 1.3megapixelresolution(1280x960).• CompressionH.264/MPEG4/MJPEG.
 General Features:• SupportsDualStreaming.• MotiondetectionwithnotificationClientSoftware.• Access via Internet Explorer and Client Software.• Supports 2-way audio.• Video output in RCA / BNC.
 General Features:• SupportsDualStreaming• MotiondetectionwithnotificationonClient
 Software.• Access via Internet Explorer and Client Software.• Supports 2-way audio.• Video output in RCA / BNC.
 Networking Functions and Storage:• Supports local storage on SD Card.• Protocol: ONVIF,PSIA,CGITCP/IP,HTTP,
 DHCP,DNS,PPPoE,RTP/RTCP.• NASsupports.• SupportsPoE(802.3af/at).
 Networking Functions and Storage:• Supports local storage on SD Card.• Protocol: ONVIF,PSIA,CGI,TCP/IP,HTTP,DHCP,
 DNS,PPPoE,RTP/RTCP.• NASsupports.• SupportsPoE(802.3af/at).
 Specifications:• VandalProofComplieswithIK10Standard.• 3Axisadjustmentforlensorientation.• Varifocal2.8to12mm.• Power Consumption: 12 W.• Operating Voltage: 12 Vdc/24 Vac.• Dimensions: 6.29 x 5.74 in.• Weight: 3.01 Lbs.
 Specifications:• VandalProofComplieswithIK10Standard.• 3Axisadjustmentforlensorientation.• Varifocallens2.7to9mm.• Power Consumption: 12 W.• Operating Voltage: 12 Vdc/24 Vac.• Dimensions: 6.29 x 5.74 in.• Weight: 3.01 Lbs.
 VandalProof Network Dome IR, High Resolution for Outdoor
 IR VandalProof Network Dome for OutdoorHighDefinition1.3MP
 Ver.1.02Compatible
 Ver.1.02Compatible
 1.3Megapixels
 DS-2CD764F-EI..............................US$ 365.00
 Camera Features:• CMOS1/3"ProgressiveScan.• Minimum illumination Color: 0.1 Lux. / IR Light:
 0 Lux.• RealDay/Nightwithfilter(ICR).• IRRange:32to65ft.• Automatic or manual electronic shutter.• 1.3megapixelresolution(1280x960).• CompressionH.264/MPEG4/MJPEG.
 General Features:• SupportsDualStreaming.• MotiondetectionwithnotificationClient
 Software.• Access via Internet Explorer and Client Software.• RS-485 interface.• Supports2-wayaudio.• VideooutputinRCA/BNC.
 Networking Functions and Storage:• Supports local storage on SD Card.• Protocol: ONVIF,PSIA,CGITCP/IP,HTTP,
 DHCP,DNS,PPPoE,RTP/RTCP.• NASsupports.• SupportsPoE(802.3af).
 Specifications:• VandalProofcomplieswithIK10Standard• 3Axisadjustmentforlensorientation.• Varifocallens2.7to9mm.• Power Consumption: 7.5 W• Operating Voltage: 12 Vdc.• Poweradapterincluded.• Dimensions: 5.51 x 4.48 in.• Weight: 3.01 Lbs.
 VandalProof Network Mini Dome IR.HighDefinition1.3Megapixel
 1.3Megapixels
 Compatible with Hybrid Recorders (See Page 107) and NVR's
 (See p. 184 and 1858) HIKVISION
 Compatible with Hybrid Recorders (See Page 107) and NVR's
 (See p. 184 and 185) HIKVISION
 Compatible with: Software NUUO Network +, Hybrid DVR's
 (p. 107) and NVR's HIKVISION (p. 184 and 185)
 Ver.1.02Compatible
 HighResolution
 DAY & NIGHT NETWORK
 IPPower Over Ethernet
 PoECMOS 12 LEDs IR 32 to 65 ft O. VOLTAGE
 12 Vdc
 TRIPLE CODEC
 H.264MPEG4MJPEG
 AUDIO WARRANTYYEARS
 RESOLUTION 3 AXIS OF MOVEMENT
 X
 YZ
 EMBEDDEDWindows
 COMPATIBLE EMBEDDED COMPATIBLESAFARI
 COMPATIBLECHROME
 COMPATIBLECHROME
 VANDALPROOF
 DAY & NIGHT NETWORK
 IPO. VOLTAGE
 12 Vdc
 24 VacCMOS 6 LEDs IR 32 to 65 ft IP66 STANDARDTRIPLE CODEC
 H.264MPEG4MJPEG
 AUDIO WARRANTYYEAR
 Power Over Ethernet
 PoEat/af
 3 AXIS OF MOVEMENT
 X
 YZ
 EMBEDDEDWindows
 COMPATIBLE EMBEDDED COMPATIBLESAFARI
 COMPATIBLECHROME
 COMPATIBLECHROME
 VANDALPROOFMOTORIZED LENS
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 DAY & NIGHT NETWORK
 IP
 O. VOLTAGE
 12 Vdc
 24 Vac
 CMOS 6 LEDs IR 32 ft IP66 STANDARDTRIPLE CODEC
 H.264MPEG4MJPEG
 AUDIO
 WARRANTYYEAR
 Power Over Ethernet
 PoEat/af
 RESOLUTION
 3 AXIS OF MOVEMENT
 X
 YZ
 EMBEDDEDWindows
 COMPATIBLE EMBEDDED COMPATIBLESAFARI
 COMPATIBLECHROME
 COMPATIBLECHROME
 VANDALPROOFMOTORIZED LENS
 DYNAMIC RANGE
 WDRWIDE
 DAY & NIGHT NETWORK
 IP
 O. VOLTAGE
 12 Vdc
 24 Vac
 CMOS 6 LEDs IR 65 ft
 IP66 STANDARD
 TRIPLE CODEC
 H.264MPEG4MJPEG
 AUDIOLOW LIGHT
 LOWLIGHT
 WARRANTYYEAR
 Power Over Ethernet
 PoEat/af
 RESOLUTION 3 AXIS OF MOVEMENT
 X
 YZ
 EMBEDDEDWindows
 COMPATIBLE EMBEDDED COMPATIBLESAFARI
 COMPATIBLECHROME
 COMPATIBLECHROME
 VANDALPROOFMOTORIZED LENS
 VandalProof Network Domes
 DS-2CD7254F(EIZ)....................US$ 1,039.00
 DS-2CD7253F(EIZ).......................US$ 1,129.00
 Camera Features:• CMOS1/3"ProgressiveScan.• Minimum illumination Color: 0.6 Lux. / IR Light: 0
 Lux.• RealDay/Nightwithfilter(ICR).• IRRange:16to32ft.• Automatic or manual electronic shutter.• Motorized Lens.• 3-megapixelresolution(2048x1536).• CompressionH.264/MPEG4/MJPEG.
 Camera Features:• CMOS1/3"ProgressiveScan.• Minimum illumination Color: 0.5 Lux. / IR Light: 0
 Lux.• RealDay/Nightwithfilter(ICR).• IRRange:16to32ft.• Automatic or manual electronic shutter.• Motorized Lens.• 2megapixelresolution(1600x1200).• CompressionH.264/MPEG4/MJPEG.
 General Features:• SupportsDualStreaming• MotiondetectionwithnotificationClientSoftware.• Access via Internet Explorer and Client Software.• Supports 2-way audio.• Video output in RCA / BNC.
 General Features:• SupportsDualStreaming.• MotiondetectionwithnotificationClientSoftware.• Access via Internet Explorer and Client Software.• Supports 2-way audio.• Video output in RCA / BNC.
 Networking Functions and Storage:• Supports local storage on SD Card.• Protocol: ONVIF,PSIA,CGI,TCP/IP,HTTP,
 DHCP,DNS,PPPoE,RTP/RTCP.• NASsupports.• SupportsPoE(802.3af/at).
 Networking Functions and Storage:• Supports local storage on SD Card.• Protocol: ONVIF,PSIA,CGI,TCP/IP,HTTP,
 DHCP,DNS,PPPoE,RTP/RTCP.• NASsupports.• SupportsPoE(802.3af/at).
 Specifications:• VandalProofComplieswithIK10Standard.• 3Axisadjustmentforlensorientation.• Varifocallens2.7to9mm.• Power Consumption: 12 W.• Operating Voltage: 12 Vdc/24 Vac.• Dimensions: 6.29 x 5.74 in.• Weight: 3.01 Lbs.
 Specifications:• VandalProofComplieswithIK10Standard.• 3Axisadjustmentforlensorientation.• Varifocallens2.7to9mm.• Power Consumption: 12 W.• Operating Voltage: 12 Vdc/24 Vac.• Dimensions: 6.29 x 5.74 in.• Weight: 3.01 Lbs
 IR VandalProof Network Dome for Outdoor HD, 3 MP
 IR VandalProof Network Dome for Outdoor HD, 2 MP
 Ver.1.02Compatible
 Ver.1.02Compatible
 2Megapixels
 DS-2CD7264FWD(EIZ)........................US$ 949.00
 Camera Features:• CMOS1/3"ProgressiveScan.• Minimum illumination Color: 0.1 Lux. / IR Light: 0
 Lux.• RealDay/Nightwithfilter(ICR).• FunctionWideDynamicRange(WDR).• IRRange:32to65ft.• Automatic or manual electronic shutter.• Motorized Lens.• 1.3 megapixel resolution (1280 x 960).• Compression H.264 / MPEG4 / MJPEG.General Features:• SupportsDualStreaming• MotiondetectionwithnotificationClient
 Software.• Access via Internet Explorer and Client Software.• Supports 2-way audio.• Video output in RCA / BNC.
 Networking Functions and Storage:• Supports local storage on SD Card.• Protocol: ONVIF,PSIA,CGITCP/IP,HTTP,DHCP,
 DNS,PPPoE,RTP/RTCP.• NASsupports.• SupportsPoE(802.3af/at).Specifications:• VandalProofComplieswithIK10Standard.• 3Axisadjustmentforlensorientation.• Varifocal2.7to9mm.• Power Consumption: 12 W.• Operating Voltage: 12 Vdc/24 Vac.• Dimensions: 6.29 x 5.74 in.• Weight: 3.01 Lbs.
 IR VandalProof Network Dome for OutdoorofHighDefinition,1.3MPWDR
 Ver.1.02Compatible
 Compatible with Hybrid Recorders (See Page 107) and NVR's
 (See p. 184 and 185) HIKVISION
 Compatible with Hybrid Recorders (See Page 107) and NVRs
 (See p. 184 and 185) HIKVISION
 Compatible with Hybrid Recorders (See Page 107) and NVR's
 (See p. 184 and 185) HIKVISION
 COMPATIBLE
 COMPATIBLE
 3 Megapixels
 1.3 Megapixels
 2Megapixels
 DAY & NIGHT NETWORK
 IP
 O. VOLTAGE
 12 Vdc
 24 Vac
 CMOS 6 LEDs IR 65 ft
 IP66 STANDARD
 TRIPLE CODEC
 H.264MPEG4MJPEG
 AUDIO
 WARRANTYYEAR
 Power Over Ethernet
 PoEat/af
 RESOLUTION 3 AXIS OF MOVEMENT
 X
 YZ
 EMBEDDEDWindows
 COMPATIBLE EMBEDDED COMPATIBLESAFARI
 COMPATIBLECHROME
 COMPATIBLECHROME
 VANDALPROOFMOTORIZED LENS
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 ALL UN ONEDYNAMIC RANGE
 WDRWIDE
 DAY & NIGHT NETWORK
 IPPower Over Ethernet
 PoECCD O. VOLTAGE
 12 Vdc
 PAN / TILTCOMPRESSION
 H.264
 WARRANTYYEAR
 HIKVISION IP Domes compatible with:
 Mounts and Housings Page
 186
 DS-2DF1-401H.........US$ 1,149.00 DS-1671ZJ Ceiling Mount..............US$ 35.00
 DecodersPage. 177
 Hybrid DVRsPage 107
 IncludesDome,HousingandBracket
 Camera Characteristics:
 General Functions:
 Specifications:
 Compatible with HIKVISION NVR Software
 NVRs Page 184
 NVR Page 185
 IP PTZ Dome, Real Day/Night (ICR)500 TVL Color 570 B/W
 Ceiling Mount
 4”
 IP Domes / PTZ / H.264 Compression
 Includes MountDS-1611ZJ
 Optional Mount
 DS-1671ZJ
 Compatible with: NUUO IP+ SoftwareHybrid DVRs (Page 43) and HIKVISION
 NVR(Pgs. 37 and 38)
 • CCD 1/4” SONY Interline Transfer.• H.264Compression.• Minimum Color illumination 0.7 Lux / F.14, 0.2 Lux B / W / F.14.• RealDayandNightICR.• 10x optical zoom / 10x digital zoom.• WideDynamicRangefunction.• For indoors.• Continuousrotationof360º.• Lens of 4.2 - 42 mm.• 256 Presets, 8 Patrols, 4 Patterns.
 • AWB,AGC,BLCFunctions.• BNC video output.• Recessed or surface mountable (wall or ceiling).• SD Card (not included).• Web interface compatible with IE.• Dual Stream.• Up to 30 FPS at 4CIF resolution.• 1 Input 1 Audio output.• 1 Input 1 alarm.• RS-485 Interface for PTZ data (HIKVISION Protocols, Pelco D / P).).
 • Includes:Dome,outdoorenclosureandbracket.• RS-485 communication.• SD memory recording (not included).• 1input/1audiooutput.• Protection against power surges and atmospheric discharges.• Integrated heater.• Operatingtemperature:-22to140°F.• Operating Voltage: 24 Vac, Consumption: 50 W (Operating Voltage included).• Dimensions: 9.57 diameter and 11.10 in height.• Weight: 11 Lbs.
 DC to AC Inverter Ideal to Power
 PTZ Domes See Page. XX
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 Network PTZ Dome 36X Day / Night High Speed 0.3 º - 300 º / s
 Network PTZ Dome 22X Day / Night High Speed 0.1 º - 300 º / s
 DS-2DF1-518.......................US$ 2,179.00DS-2DF1-512. ......................US$ 1,199.00
 •Includes:Dome,Housingfor Outdoor and Bracket.
 Camera FeaturesCamera Features
 General FunctionsGeneral Functions
 SpecificationsSpecifications
 • SONYSuperHADCCD¼.• 540TVL.• 4CIFresolution.• Day / Night function with ICR.• 576Xzoom(36Xopticaland16Xdigital).• Minimum illumination 0.2 Lux color, F1.6• Minimum illumination to B / W 0.02 Lux, F1.6• Focal length 3.4 to 122.4 mm.• 24 privacy zones (supports 8 in the same image).• OSD Menu.
 • SONYSuperHADCCD¼.• 540TVL.• 4CIFresolution.• Electronic Day / Night Function.• Zoom(22Xoptical).• Minimum color illumination 0.1 Lux, F1.6.• Minimum illumination to B / W 0.02 Lux, F1.6• Focal length of 3.9 to 85.8 mm.• 24 privacy zones (supports 8 in the same image).• OSD Menu.
 • 360°continuousrotation.• 256 Presets, 8 Patrols, 4 patterns, cruise function.• 180º Auto Flip.• Freeze frame between presets.• Programmable Scan speed.• Action Park Function (Home Function).• Scheduled action.• Highspeed:0.3º-300º/s.
 • 360°continuousrotation.• 256 Presets, 8 Patrols, 4 patterns, cruise function.• Auto Flip 180.• Programmable Scan speed.• Action Park Function (Home Function).• Scheduled function.• Highspeed:0.1º-300º/s.
 • Includes:dome,outdoorenclosureandbracket.• RS-485 communication.• 7 Inputs / 2 Alarm Outputs.• SDmemoryrecording(notincluded)andnotificationto
 client software.• 1input/1audiooutput. • Protection against power surges and lightning.• Integrated heater.• Operatingtemperature:-22to140ºF.• Dimensions: 8.66 diameter and 11.78 in height.• Weight: 11 Lbs.• Operating Voltage: 24 Vac (included).• Power Consumption: 30W.
 • Includes:dome,outdoorenclosureandbracket.• RS-485 communication.• 7 Alarm Inputs / 2 Alarm Outputs.• SDmemoryrecording(notincluded)andNotificationto
 Client Software.• 1audioinput/output.• Protection against power surges and lightning.• Integrated heater.• Operatingtemperature:-22to140ºF.• Dimensions: 8.66 diameter and 11.78 height.• Weight: 11 Lbs.• Operating Voltage: 24 Vac (included).• Power Consumption: 30W.
 DS-1611ZJ DS-1611ZJWall Mount
 IncludedWall Mount
 Included
 Network Features
 • Resolution 704 x 480 pixels.• H.264 video compression.• Audio compression OggVorbis/16 kbps.• Pan, tilt Zoom Camera Control.• Programmable Presets and Automode.• Programmable camera titles up to 18 characters.• TCP / IP, HTTP (Web Interface).
 Network Dome / PTZ / High Speed for Outdoors
 Software / NVR'sGeneral characteristics
 • Compatible with iVMS-4000/4200.• Compatible with NVR's 7604, 7608, 9616, 9632, 9664.• Built-in WEB interface.• “FOR FREE” SDK available for integration.
 Network Keyboard
 Compatible with DS-1100KI Network
 Keyboard See Page 177
 5”5”
 4CIFResolution
 4CIFResolution
 DAY & NIGHT NETWORK
 IP
 APPROVAL
 FCC
 OPTICAL ZOOM
 22X
 O. VOLTAGE
 24 Vac
 PAN / TILT
 IP66 STANDARD AUDIO WARRANTYYEARS
 COMPRESSION
 H.264
 CERTIFIED
 ALL UN ONE
 TEMPERATURE
 86° F 140°F
 DAY & NIGHT NETWORK
 IP
 APPROVAL
 FCC
 DIGITAL ZOOM
 16X
 OPTICAL ZOOM
 36X
 O. VOLTAGE
 24 Vac
 PAN / TILT
 IP66 STANDARD AUDIO WARRANTYYEARS
 COMPRESSION
 H.264
 CERTIFIED
 ALL UN ONE
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 TEMPERATURE
 -22° F 140°F
 DAY & NIGHT NETWORK
 IP
 APPROVAL
 FCCDIGITAL ZOOM
 12X
 OPTICAL ZOOM
 18/22X
 O. VOLTAGE
 24 Vac
 PAN / TILT
 IP66 STANDARD AUDIO WARRANTYYEARS
 COMPRESSION
 H.264
 CERTIFIED
 RESOLUTION ALL UN ONE
 Network Dome /PTZ/HD/High Speed for Outdoors
 Network PTZ Dome 18X Day and Night (ICR) of High Speed 0.1°-400°/sDS-2DF1-57A. ......................US$ 2,749.00
 Camera Features Camera Features
 General Functions General Functions
 Specifications Specifications
 • CCDSONYProgressiveScan.• H.264compressionmethod.• 1.3megapixelresolution(1280x960).• [email protected],30FPS@720p.• FunctionDay/NightwithICRFilter.• 216Xzoom(18Xopticaland12Xdigital).• Automatic or manual electronic shutter.• Minimum illumination 0.5 Lux color, F1.6.• Minimum illumination to B / W 0.02 Lux, F1.6.• Focal length of 4.7 to 84.6 mm.• 24 privacy zones (supports 8 in the same image).
 • CMOS1/2.8“ProgressiveScan.• compressionmethodH.264.• 2MegapixelsResolution(1920x1080).• 30FPS@720p,30FPS@1080p.• Day/NightFunctionwithICRFilter.• 240Xzoom(20Xopticaland12Xdigital).• Automatic or manual electronic shutter.• Minimum illumination 0.5 Lux color, F1.6.• Minimum illumination to B / W 0.08 Lux, F1.6.• Focal length of 4.7 to 94 mm.• 24 privacy zones (supports 8 in the same image).
 • 360°continuousrotation. • 256 Presets, 8 Patrols, 4 patterns, cruise function.• Auto Flip 180°.• ScheduledTask:Preset/Patrol/Pattern/ScanPan/
 Tiltscan.• Freeze frame between presets.• programmable Scan speed.• ACTION PARK Functionv.• Preset speed: 540 ° / s• Pan Speed: 0.1 to 400 ° / s.• Supports local storage on SD / SDHC Card.• Supports 1 input / 1 audio output.
 • 360°continuousrotation.• 256 Presets, 8 Patrols, 4 patterns, cruise function.• Auto Flip 180°.• ScheduledTask:Preset/Patrol/Pattern/ScanPan/
 Tiltscan.• Freeze frame between presets.• Programmable Scan speed.• ACTION PARK Function.• Preset speed: 540 ° / s• Pan Speed: 0.1 to 300 ° / s.• Supports local storage on SD / SDHC Card.• Supports 1 input / 1 audio output.
 • Includes:dome,outdoorhousingandbracket.• RS-485 communication.• 1 input / 1 alarm output.• BNC video output.• Protection against power surges and atmospheric discharges.• Operatingtemperature:-22to140°F.• Power Consumption: 40 W.• Operating Voltage: 24 Vac (Included).• Dimensions: 8.66 diameter and 11.78 in height.• Weight: 11 Lbs.
 • Includes:dome,outdoorhousingandbracket.• RS-485 communication.• 2 inputs / 2 alarm outputs.• BNC video output.• Protection against power surges and atmospheric discharges.• Operatingtemperature:-22to140°F.• Power Consumption: 40 W.• Power supply of 24 Vac (included).• Dimensions: 8.66 diameter and 11.78 in height.• Weight: 11 Lbs.
 DS-1611ZJWall
 Mount Included 5”
 1.3Megapixels
 Network PTZ Dome 20X Day and Night (ICR) of High Speed 0.1°-300°/sDS-2DF1-583. ......................US$ 3,279.00
 Network Characteristics
 • H.264 video compression.• OggVorbis/16 kbps audio compression• Pantilt Zoom Camera Control.• Programming of Presets and automode.• Programming of camera titles up to 18 characters.• TCP / IP, HTTP (Web Interface).
 Software / NVRsGeneral Characteristics
 • Compatible with iVMS-4200.• Compatible with NVRs 7604, 7608, 9616, 9632, 9664.• Compatible with NUUO IP + (DS-2DF1-57A).• Built-In WEB interface.• SDK available for integration “FREE”.
 Network KeyboardCompatible with NETWORK
 Keyboard DS-1100KI See Pg.177
 2Megapixels
 5”
 DS-1611ZJWall
 Mount Included
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 OPTICAL ZOOM
 20/28X
 DYNAMIC RANGE
 WDRWIDE
 DAY & NIGHT NETWORK
 IP
 DIGITAL ZOOM
 12X
 3D - DNR
 14 LEDs IR 328 ft O. VOLTAGE
 24 Vac
 PAN / TILT
 IP66 STANDARD WARRANTYYEARS
 ALL UN ONE
 • CCD1/4“SonyExViewHAD.• H.264compressionmethod.• [email protected] • Day/NightwithICRFilter.• FunctionWideDynamicRange(WDR).• Anti-ShakeDigitalImageStabilization.• DigitalNoiseReductiononimage(3D-DNR).• 100mts of vision with IR LEDs.• 14LEDsofsuperhighintensity.• IR gain control (depending on the zoom).• 336Xzoom(28Xopticaland12Xdigital).• Minimum illumination 0.65 Lux color, F1.4• Minimum illumination to B / W 0005 Lux, F1.4• Minimum illumination with IR. 0 Lux• Focal length of 3.5 to 98 mm.• 24 Privacy Zones (supports 8 in the same image).
 • CMOS1/2.8“ProgressiveScan.• H.264compressionmethod• 2MegapixelsResolution(1920x1080).• 30FPS@720p,30FPS@1080p.• FunctionDay/NightwithICRFilter.• Anti-ShakeDigitalImageStabilization.• 240Xzoom(20Xopticaland12Xdigital).• FunctionWideDynamicRange(WDR).• DigitalNoiseReductiononimage(3D-DNR).• 100mts of vision with IR LEDs• 14LEDsofsuperhighintensity.• IR gain control (depending on the zoom).• Minimum illumination 0.5 Lux color, F1.6, 0.08 Lux B / W
 F1.6.• Focal length of 4.7 to 94 mm.• 24 privacy zones (supports 8 in the same image).
 NETWORK Dome PTZ / IR Day / Night (ICR) of High Speed 0.1° to 240°/s
 Dome NETWORK PTZ / IR Day / Night (ICR) Full HD of High Speed 0.1º a 240º/s
 lateral Infrared LEDs
 DS-2DF1-715-B....................US$ 2,749.00 DS-2DF1-783..........................US$ 3,779.00
 Includes Dome, Housing for Outdoors and Bracket.Camera Features Camera Features
 General Functions General Functions
 SpecificationsSpecifications
 • 360°continuousrotation.• 256 Presets, 8 Patrols, 4 patterns, cruise function.• Auto Flip 180.• ScheduledTask:Preset/Patrol/• Pattern/ScanPan/Tiltscan.• Freeze frame between presets.• Programmable Scan speed.• ACTION PARK Function.• Preset speed: 240th / s• Pan Speed: 0.1 - 160 ° / s.• Supports local storage on SD / SDHC Card.• Supports 1 input / 1 audio output.
 • 360°continuousrotation.• 256 Presets, 8 Patrols, 4 patterns, cruise function.• Auto Flip 180.• ScheduledTask:Preset/Patrol/• Pattern/ScanPan/Tiltscan.• Freeze frame between presets.• Programmable scan speed.• ACTION PARK Function.• Pan Speed: 0.1 - 160 ° / s.• Supports local storage on SD / SDHC Card.• Supports 1 input / 1 audio output.
 • Includes:dome,outdoorhousingandbracket.• RS-485 communication.• 7 Inputs / 2 alarm outputs.• Protection against power surges and atmospheric discharges.• Operatingtemperature:-22to140°F.• Power Consumption: 40 W.• 24 VAC Operating Voltage included.• Dim: 9.07 diameter and 12.85 in height.• Weight: 12 Lbs.
 • Includes:dome,outdoorhousingandbracket.• RS-485 communication.• 2 inputs / 2 alarm outputs.• Protection against power surges and atmospheric
 discharges• Operatingtemperature:-22to140°F. • Power Consumption: 40 W.• 24 VAC Operating Voltage included.• Dim: 9.07 diameter and 12.85 in height.• Weight: 12 Lbs.
 DS-1611ZJWall
 Mount Included
 4CIFResolution
 Network Domes / PTZ / Day-Night / IR for Outdoors
 Network Characteristics
 • H.264 video compression.• OggVorbis/16 kbps audio compression• Pantilt Zoom Camera Control.• Programming of Presets and automode.• Programming of camera titles up to 18 characters.• TCP / IP, HTTP (Web Interface).
 Software / NVRsGeneral Characteristics
 • Compatible with iVMS-4200.• Compatible with NVRs 7604, 7608, 9616, 9632, 9664.• Compatible with NUUO IP + (DS-2DF1-57A).• Built-In WEB interface.• SDK available for integration “FREE”.
 DS-1611ZJWall
 Mount Included
 2Megapixels
 9” 9”TEMPERATURE
 -22° F 140°F
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 DAY & NIGHT NETWORK
 IPDIGITAL ZOOM
 16X
 14 LEDs IR 262 ft O. VOLTAGE
 24 Vac
 PAN / TILT IP66 STANDARD WARRANTYYEAR
 ALL UN ONESYSCOM CERTIFIED
 Network Domes PTZ / Day-Night / IR for Outdoors
 Dome NETWORK PTZ / IR Day / Night of High Speed 0.1º a 240º/s
 Dome NETWORK PTZ / IR Day / Night of High Speed 0.1º a 240º/s
 Dome NETWORK PTZ / IR Day / Night of High Speed 0.1º a 240º/s
 lateral Infrared LEDs
 DS-2DF1-718B.............US$ 1,659.00DS-2DF1-714B.............US$ 1,289.00 DS-2DF1-716B.............US$ 1,529.00
 Includes: Dome, Housing for Outdoors and Bracket
 Basic Line
 Camera Features
 General Functions
 Specifications
 • CCD1/4“SonySuperHAD• 540LinesofResolutionColor• 570LinesofResolutionB/W.• H.264compressionmethod.• 4CIF@30FPSresolution.• Day / Night with ICR.• 262 ft of Vision with IR LEDs.• IR Gain Control (Depending on the Zoom).• 368Xzoom(23Xopticaland16Xdigital).• 548Xzoom(30Xopticaland16Xdigital).• 576Xzoom(36Xopticaland16Xdigital).• Minimum Color illumination 1.2 lux, F1.4• Minimum illumination to B / W 0.02 Lux, F1.4• Minimum illumination 0 Lux with IR.• Focal length of 3.84 to 88.4 mm (23X).• Focal length of 3.5 to 105 mm (30X).• Focal Length 3.4 to 122.4 mm (36X).• 24 Privacy Zones (Supports 8 in the same image).
 • 360°continuousrotation • 256 Presets, 8 Patrols, 4 Patterns, Functions Cruise.• Auto Flip 180.• ScheduledTask:Preset/Patrol/Pattern/ScanPan/Tiltscan • Freezeframebetweenpresets.• ProgrammableScanspeed.• ACTIONPARKFunction.• Presetspeed:240°/s• Panspeed:0.1°-160°/s.
 • Includes:DomeHousingforOutdoorsandBracket.• RS-485 communication.• Protection against power surges and atmospheric discharges.• Operatingtemperature:-22to140°F.• Power Consumption: 30 W.• Power supply of 24 VAC (Included).• Dimensions: 9.07 diameter and 12.85 in height.• Weight: 12 Lbs.
 DS-1611ZJWall
 Mount Included
 Network Characteristics
 • H.264 video compression.• OggVorbis/16 kbps audio compression• Pantilt Zoom Camera Control.• Programming of Presets and automode.• Programming of camera titles up to 18 characters.• TCP / IP, HTTP (Web Interface).
 Software / NVRsGeneral Characteristics
 • Compatible with iVMS-4200.• Compatible with NVRs 7604, 7608, 9616, 9632, 9664.• Compatible with NUUO IP + (DS-2DF1-57A).• Built-In WEB interface.• SDK available for integration “FREE”.
 4CIFResolution
 TEMPERATURE
 -22° F 140°F
 OPTICAL ZOOM
 23XOPTICAL ZOOM
 30XOPTICAL ZOOM
 36X
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 NETWORK
 IPO. VOLTAGE
 12 Vdc
 WARRANTYYEARS
 COLOR
 R G B
 EMBEDDEDLINUX
 COMPATIBLE
 DVRCOMPATIBLE
 NVR
 1 Channel PTZ Data and HD Video Decoder
 4 Channel PTZ Data and HD Video Decoder
 8 Channel PTZ Data and HD Video Decoder
 DS-6301DI............................US$ 679.00 DS-6304DI........................US$ 979.00 DS-6308DI....................US$ 1,379.00
 DS-6301DI/DS-6304DI/ DS-6308DI
 General characteristics
 Decoding Characteristics
 Resolution Decoding
 Input and Output Interfaces
 • H.264 / MPEG4 Compression.• DecodingResolution:720P,VGA,SVGA,4CIF,2CIF,DCIF,
 CIF,QCIF.• Audio compression OggVorbis 16kbps.• Bidirectional data transmission via serial port RS-232 / RS-485.• Supported PTZ protocol HIKVISION, Pelco D / P.• Power Consumption: 40W.• Operating Voltage: 12Vdc.• Dimensions: 17.32 x 1.75 x 12.59 in.• Weight: 11 Lbs.
 • 6308DI supports VGA with Layout: 1x1, 1x2, 2x2, 3x3, 4x4.• 6308DIsupports BNC Output Layout: 1x1, 1x2, 2x2.• 6304DI supports VGA with Layout: 1x1, 1x2, 2x2, 3x3.• 6304DI supports BNC Output Layout: 1x1, 1x2, 2x2.• 6301DI supports VGA with Layout: 1x1, 1x2, 2x2.• 6301DI supports BNC Output Layout: 1x1, 1x2, 2x2.1x2, 2x2.
 • DS-6308DI can decode 16 channels that @ CIF / 8 @ 4CIF / 4 @ 720p.• DS-6304DI can decode 8 channels that @ CIF / 4 @ 4CIF / 2 @ 720p.• DS-6301DI can decode 4 channels @ CIF / 2 @ 4CIF / 1 @ 720p.
 • DS-6308DI 4 Channel VGA @ 1280 × 1024, 1280 × 720, 1024 × 768p.• DS-6304DI 2 Channel VGA @ 1280 × 1024, 1280 × 720, 1024 × 768p.• DS-6301DI 1 Channel VGA to 1280 × 1024, 1280 × 720, 1024 × 768p.
 DS6101HFIIP..............................US$ 229.00
 1-Channel Video Encoder and PTZ data• H.264 video and audio.• WebServerbuiltforconfigurationwith(IE
 6/7/8).• Bidirectional data transmission via RS-
 232/485 serial port.• Supports multiple protocols Pelco D / P,
 HIKVISION, SAMSUNG.• Power Consumption 12 W. • 12 Vdc Operating Voltage (included).• Dimensions: 1.65 x 2.75 x 4.72 in.
 DS6001DI 1 Chanel..............US$ 539.00
 Video and PTZ Data DecoderConvertsDigitaltoAnalog.• Video, and audio data output.• Receives a video signal, audio and PTZ via
 Network.• H.264 video compression, 16 kbps
 OggVorbis for audio.• Bidirectional data transmission via RS-
 232/485 serial port.• Power Consumption 12 W. • Operating Voltage: 12 Vdc (Power Adapter
 Included).• Dimensions: 9.25 x 1.69 x 5.31 in.• Weight: 6.5 Lbs.
 Keyboard for Domes and Cameras Network/ DVR / NVR's
 • Embedded Linux Operating System.• VODFunction(VideoDecodeOnline
 NetworkCameras,Networkdomes,DVRsandNVRs.
 • Supports99HIKVISIONDVR(Series7200,7000,7300,8000,9000)fortotalcontrolviaLAN.
 • Able to control Network domes (HIKVISION) with LAN Network Interface.
 • 7 "Touch Screen.
 DS-1100KI............................US$ 1,549.00
 HIKVISION Network Keyboard
 Servers and Decoders
 PTZ Data Decoders and HD Video
 Network Keyboard with 3D LeverCompatibilityDVR,NVR,
 Network.UsersLevel.
 CameraControl.VideoDecoding.
 • User Security Level: Manager and Operator.• Supports keyboard lock buttons.• Outputs RJ45 10M/100M LAN and RS-485 for
 PTZ.• Operating Temperature 14 to 131 ºF.• Power Consumption 15W• Operating Voltage: 12 Vdc (included).• Dimensions: 4.33 x 7.59 x 17.12 in. • Weight: 6.5 Lbs.
 7”
 NETWORK
 IPDUAL CODEC
 H.264
 MJPEG
 CHANNELS
 1/4/8RESOLUTION O. VOLTAGE
 12 Vdc
 FPS
 30/120240
 FPSAUDIO WARRANTY
 YEARSEMBEDDED
 LINUXAUTONOMOUS
 STAND
 Alone
 NETWORK
 IPO. VOLTAGE
 12 Vdc
 AUDIO WARRANTYYEARS
 COMPRESSION
 H.264NETWORK
 IPO. VOLTAGE
 12 Vdc
 AUDIO WARRANTYYEARS
 COMPRESSION
 H.264
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 WARRANTYYEARS
 NETWORK
 IPCHANNELS
 16/32/64
 COMPATIBLE
 O. VOLTAGE
 100 Vac
 240 Vac
 COMPATIBLERESOLUTION OUTPUT AUDIOCOMPRESSION
 H.264
 RAIDFAULT TOLERANCE
 EMBEDDEDLINUX
 EMBEDDEDWindows
 COMPATIBLE
 EMBEDDED COMPATIBLESAFARI
 COMPATIBLECHROME
 COMPATIBLECHROME
 AUTONOMOUS
 STAND
 Alone
 NVR Systems (Network Video Recorder) High PerformanceHikvision NVRs
 S-540-3-001.................US$ 619.00
 Removable and Redundant Power supply Model DS-9664NI-RH
 Detachablefliponallmodels for easy removal and inclusion of hard drives
 DS-9616RACK is requiered for 8 HDD’s in
 models 9616 and 9632
 Characterstics Recording and Display Functions
 Data Network Functions
 Recording Resolution Channel
 InterfacesInputs/Outputs
 Generalcharacteristics
 MODEL 2CIF 4CIF 720P 1080P 4CIFsynchronous channels.
 Max. Processing Capacity
 DS-9616NI-ST 16 Channels@30FPS 16 Channels@30FPS 8 Channels@15FPS 8 Channels@Time-lapse 16 Channel 50 Mbps/Input
 DS-9632NI-ST 32 Channels@30FPS 32 Channels@30FPS 16 Channels@15FPS 16 Channels@Time-lapse 16 Channel 100 Mbps/Input
 DS-9664NI-RH 64 Channels@30FPS 64 Channels@30FPS 32 Channels@15FPS 32 Channels@Time-lapse 16 Channel 200 Mbps/Input
 MODEL HDMI VGA AUDIOINPUT
 AUDIOOUTPUT
 ALARMINPUT
 ALARMOUTPUT
 NETWORKINTERFACE
 EXTERNALRECORDING
 CAP. OFDisks SATA
 eSATASUPPORT RAID
 DS-9616NI-ST 1080P/720P1280x1024 /
 1024x768 Pixels
 1 Chanel 2 Chanels 16 4 1 interfaz Gigabit
 8 Servers NAS o 7 NAS + 1 SCSI
 8 HDDs / 2TBc/u No RAID 4
 DS-9632NI-ST 1080P/720P1280x1024 /
 1024x768 Pixels
 1 Chanel 2 Chanels 16 8 1 interfaz Gigabit
 8 Servers NAS o 7 NAS + 1 SCSI
 8 HDDs / 2TBc/u No RAID 4
 DS-9664NI-RH 1080P/720P1280x1024 /
 1024x768 Pixels
 1 Chanel 2 Chanels 16 8 2 interfaces Gigabit
 8 Servers NAS o 7 NAS + 1 SCSI
 16HDDs/3TBc/u
 1 eSata port
 eSATARAID0,1,
 5,10
 MODEL SOURCE CONSUMPTION DIMENSIONS WEIGHT
 DS-9616NI-ST 100 ~ 240 Vac, 6.3 A, 50~60 Hz 85 Watts, without hard drives. 17.7 x 17.7 x 3.7 in 17.6 Lbs / without hard drives.
 DS-9632NI-ST 100 ~ 240 Vac, 6.3 A, 50~60 Hz 85 Watts, without hard drives. 17.7 x 17.7 x 3.7 in 17.6 Lbs / without hard drives.
 DS-9664NI-RH Dual(Optional)100~240Vac,6.3A,50~60Hz 115 Watts, without hard drives. 17.40 x 20.19 x 6.96 in 39.6 Lbs / without hard drives.
 • H.264compression.• 2 outputs: Main and Spot.• Supports USB mouse to operate the DVR (included).• Remote control included.• Supports PTZ.• Supports phonebook search locally or remotely.• Supports redundant recording.• Support for HIKVISION and brands Panasonic, Sony, AXIS,
 Bosch, SANYO, etc.. (Ask Technical Support. for supported models and other brands for integration).
 • Approvals: FCC, UL, CE, CB, CCC, SGS.• Operating temperature: 14 to 131 ºF.
 • Multi-zone motion detection• Digital zoom in viewing and recording• HDMI video output (1920 x 1080) and auxiliary BNC
 simultaneous, or VGA (1280 x 1024), auxiliary BNC and BNC spot.• Supports SMART hard drive technology• Supports multiple recording types, including real time, manual
 recording, video sensor, external alarm, motion detection and alarm, motion detection or alarm.
 • Intelligent recording Search by motion detection.• DVD and CD burner (optional).• It provides SDK and demo codes to reduce application
 development time.• Supports NETWORK Cameras & Domes HIKVISION DS-
 2CD892NFE,DS-2CD862MFE,DS-2CD852MFE,DS-2DF1-617H,DS-2DM1615H,DS-2DF1-401H,DS-2CD7153-E,DS-2CD7133-E,DS-6101HFIIP,DS-2DF1518,2CD802NF-W-DS,DS-2DF1518,DS-2CD8253F-EI,DS-2CD893NF-E,DS-2CD864(FWD-E),DS-2CD853F-E,DS-2CD8133F-E,DS-2CD8153F-E,DS-2CD754(FWD-IE),DS-2DF1-57A,2DF1715-B-DS,DS-2CD783FE,DS-2CD893NF-W,DS-2CD863NFE,DS-2CD8264FWD-(EI),DS-2CD72xx,DS-2CD75xx,DS-2DF1512.
 •DDNSProtocol.•Viaremoteaccess:CellPhoneplatformsiPhone,iPad(askfor
 compatible models).•MultiBrowserCompatibilityChrome,Firefox,Safari,IE,appliesto
 models16,32and64channels.•MultisiteClientSoftwareupto64Channels.•Remoteconfigurationparameters.•DownloadandnetworkplaybackofrecordedfilesintheNVR.•Remotefirmwareupgrade.•SupportsremotedownloadNVRalarms.
 DS-9616NI-ST: 16 Channel NVR.Does not include hard drive or burner ..............................U.S. $ 1,999.00 DS-9632NI-ST: 32 Channel NVR.Does not include hard drive or burner................................U.S. $ 2,499.00DS-9664NI-RH: NVR 64 Channels.Does not include hard drive or burner ..............................U.S. $ 4,999.00
 Ask Technical Support for compatibility with other brands
 DS-9616NI-ST
 DS-9632NI-ST
 DS-9664NI-RH
 * All brands, logos, trademarks and logos of the models found in this brochure are trademarks, owned by their respective companies.
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 WARRANTYYEARS
 NETWORK
 IPCHANNELS
 4/8/16COMPATIBLE O. VOLTAGE
 100 Vac
 240 VacCOMPATIBLERESOLUTION AUDIOCOMPRESSION
 H.264
 EMBEDDEDLINUX
 EMBEDDEDWindows
 COMPATIBLE COMPATIBLECHROME
 AUTONOMOUS
 STAND
 Alone
 • Multi-zone motion detection.• Digital zoom in viewing and recording.• Dual Stream (Main Stream and Sub Stream).• VGA video output and BNC (not simultaneously).• Supports fast forward, slow, frame by frame, etc..• Supports SMART hard drive technology• Supports multiple recording types, including real time recording
 manual, motion detection, external alarm, motion detection and alarm, alarm sensor or video.
 • Supports cyclic recording (overwriting) and noncyclic.• Supports USB HDD and USB-CDRW (Ask for compatibility).• Supports Network Cameras & Domes HIKVISION Models:
 DS-2CD892NFE,DS-2CD862MFE,DS-2CD852MFE,DS-2DF1-617H, DS-2DM1-615H,DS-2DF1-401H,DS-2CD7153-E,DS-2CD7133-E,DS-6101HFIIP,DS-2CD802NF-W,DS-2DF1518,DS-2CD8253F-EI,2CD893NF-E-DS,DS-2CD864(FWD-E),DS-2CD853F-E,DS-2CD8133F-E,DS-2CD8153F-E,DS-2CD754(FWD-IE),DS-2DF1-57A,DS-2DF1-715-B,DS-2CD893NF-W,DS-2CD863NFE,DS-2CD8264FWD-(EI),DS-2CD72xx,DS-2CD75xx,DS-2DF1512.
 NVR Systems (Network Video Recorder)
 Ask Technical Support for compatibility with other brands
 DS-7604NI-SDS-7608NI-S / DS-7608NI-ST / DS-7616NI-ST
 DS-7604NI-S: 4 Channel NVR.....................US$ 299.00DS-7608NI-S: 8 Channels NVR...................US$ 699.00DS-7608NI-ST: 8 Channels NVR.................US$ 549.00DS-7616NI-ST: 16 Channels NVR...............US$ 679.00Does not include hard drive or burner
 Network KeyboardDS-1100KICompatible
 MODEL 2CIF 4CIF 720P 1080P Synchronous Channel Playback
 Max. Processing Capacity
 DS-7604NI-S 4 Channels@30FPS 4 Channels@30FPS 2 Channels@15FPS 2 Channels@Time-lapse 4 Channels 20 Mbps/Input
 DS-7608NI-S 8 Channels@30FPS 8 Channels@30FPS 4 Channels@15FPS 4 Channels@Time-lapse 4 Channels 30 Mbps/Input
 DS-7608NI-ST 8 Channels@30FPS 8 Channels@30FPS 4 Channels@15FPS 4 Channels@Time-lapse 8 Channels 40 Mbps/Input
 DS-7616NI-ST 16 Channels@30FPS 16 Channels@30FPS 8 Channels@15FPS 8 Channels@Time Lapse 16 Channels 50 Mbps/Input
 MODEL HDMI VGA INPUTAUDIO
 OUTPUTAUDIO
 INPUTALARM
 OUTPUTALARM
 INTERFACENETWORK
 RECORDINGEXTERNAL
 SATADISCS CAP.
 eSATASUPPORT RAID
 DS-7604NI-S N/A 1024x768 Pixels 1 Channel 1 Channel 4 1 1 interface
 10/100Mbps N/A 1 HDD / 2TB N/A N/A
 DS-7608NI-S N/A 1024x768 Pixels 1 Channel 1 Channel 4 1 1 interface
 10/100Mbps N/A 2 HDD / 2TB N/A RAID4
 DS-7608NI-ST Yes 720/1080p 1 Channel 1 Channel 4 2 1 interfaz 1Gb N/A 2 HDD / 4TB N/A RAID4
 DS-7616NI-ST Yes 720/1080p 1 Channel 1 Channel 4 2 1 interfaz 1Gb N/A 2 HDD / 4TB N/A RAID4
 Channel Recording Resolution
 Input/OutputInterfaces
 Generalcharacteristics
 MODEL POWER SUPPLY CONSUMPTION DIMENSIONS WEIGHT
 DS-7604NI-S Simple of 100 ~ 240 VAC, 3.3 A, 50~60 Hz 12 Watts, w/o Hard Drives. 12.40 x 9 x 1.77 in 5.5 Lbs w/o Hard Drives
 DS-7608NI-S Simple of 100 ~ 240 VAC, 3.3 A, 50~60 Hz 12 Watts, w/o Hard Drives. 17.52 x 11.41 x 1.73 in 8.8 Lbs w/o Hard Drives
 DS-7608NI-ST Simple of 100 ~ 240 VAC, 3.3 A, 50~60 Hz 13 Watts, w/o Hard Drives. 17.52 x 11.41 x 1.73 in 8.8 Lbs w/o Hard Drives
 DS-7616NI-ST Simple of 100 ~ 240 VAC, 3.3 A, 50~60 Hz 13 Watts, w/o Hard Drives. 17.52 x 11.41 x 1.73 in 8.8 Lbs w/o Hard Drives
 • H.264.• 4 and 8 channels of NETWORK video.• Supports USB mouse to operate the NVR (included).• Wireless remote control (included).• Supports PTZ.• Supports phonebook search locally or remotely.• Approvals FCC, UL, CE, CB, CCC, SGS• Does not include hard drive.• Operating temperature 14 to 131 ºF.
 • DDNS Protocol.• Via remote access: Cell Phone platforms iPhone, iPad (ask
 for compatible models).• Internet browser (IE).• Multisite Client Software up to 64 Channels.• Remoteconfigurationparameters.• Downloadandnetworkplaybackofrecordedfilesinthe
 NVR.• Remotefirmwareupgrade.• Supports remote download NVR alarms log
 Features Recording and Display Functions
 Data Network Functions
 HARDDRIVES•HighPerformance.•variouscapacities.•SpecialforCCTV.(SeePage192)0)
 Hikvision NVRs
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 Mounts, Brackets and Cabinets for Cameras and Domes
 Ceiling Mount
 Tube type
 DS-1651ZJUS$ 35.00
 Wall Mount
 Goose type
 Ceiling Mount
 Tubeless
 Pole Mount
 Wall Mount
 Replacement Transparent Bubble for 5” Domes
 Replacement Smoked bubble for 5” Domes
 Replacement Transparent Bubble for 6” Dome
 Outdoor Housing Indoor / OutdoorWall Mount
 Indoor / OutdoorWall Bracket
 Outdoor Housing
 With clamp
 DS-1612ZJUS$ 28.00
 DS-1642ZJUS$ 15.00
 DS-1621ZJUS$ 77.00
 DS-1611ZJUS$ 44.00
 DS-1614ZJUS$ 44.00
 DS-1311HZUS$ 99.00
 DS-5BUBBLE......US$ 63.00 DS-5SMKBUBBLE....US$ 69.00DS-6BUBBLE......US$ 63.00
 DS-1229ZJUS$ 30.00
 DS-1213ZJUS$ 18.00
 DS-1312HZUS$ 129.00
 Compatible with Ceiling Mount
 DS-2DF1-401H
 DS1671ZJUS$ 42.00
 Corner Mount (SYSCOM)
 SADT-100-PMSUS$ 30.00
 Pole Mount (SYSCOM)
 SADT-110-CMSUS$ 20.00
 • Compatiblewith:DomeCameraDS-EI2CD754FWD
 • Material: Aluminum.• Dimensions: 3.93 x 7.18 x 9.92 in.• Weight: 1.27 Lbs.
 • Compatiblewithprofessionalcamerasandbox-Housings.
 • Material: Aluminum.• Dimensions: 11.96 x 2.79 x
 3.93 in.• Weight: 1.73 Lbs.
 • IP66 Standard.• Compatible with box-
 professional cameras.• Material: Aluminum.• Dimensions: 18.03 x 4.81 x
 5.51 in.• Weight: 5.07 Lbs.
 • Compatible with PTZ IP / Analog Series DS-2DF1-5xx, DS-2AF1-5xx
 • Compatible with PTZ NETWORK / Analog Series DS-2DF1-5xx, DS-2AF1-5xx
 • Compatible with PTZ NETWORK / Analog Series DS-2DF1-6xx, DS-2AF1-6xx, DS-2DM1-6xx.
 • Standard IP66• Wipers and heater and fan
 included.• Compatible with box-
 professional cameras.• Material: Aluminum.• Operating temperature: -40 to
 158 ºF.• Operating Voltage: 24Vac.• Power Consumption: 5W with
 wiper / 3W with fan / 50W with heater .
 • Dimensions: 18.03 x 4.81 x 5.51 in.• Weight: 5.73 Lbs.
 Transparent bubbleDomes Vandal resistant to 5 “
 DS-5VDLBUBBLE....US$ 99.00
 • Compatible with PTZ IP / Analog Series DS-2DF1-5xx, DS-2AF1-5xx.
 • Standard Meets IK10.
 NEW
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 2Megapixels
 D1Resolution
 Network Dome / PTZ / Day - Night for Outdoors
 2MP Network Camera PTZ Day / Night
 Camera Features
 Camera Features
 • CCD¼"ColorSonyVerticalDoubleDensity.• 550linesofresolutionincolorand680TVLB/W.• Day / Night (Auto / Color / BW).• WDR(WideDynamicRange).• 444Xzoom(37Xopticaland12Xdigital).• Minimum illumination 0.7 Lux color, F1.6.• Minimum illumination B/W 0.06 Lux, F1.6.• Focal length 3.5 to 129.5mm.• 2D/3D DNR (Digital Noise Reduction).• OSD Menu.
 • CMOS 1/2.8 “Sony Progressive Scan.• Resolution: 2MP (1920 x 1080).• Day / Night (ICR).• WDR (Wide Dynamic Range).• 240x Zoom (20X optical and 12X digital).• Color Minimum Illumination: 1.7 Lux off ICR, ICR on 0.3 Lux.• Minimum Illumination B / W: 0.5 Lux off ICR, ICR on 0095 Lux.• Focal length of 4.7 to 94mm.• 2D DNR (Digital Noise Reduction).
 General Functions
 General Functions:
 Network Features
 Network Features
 Specifications
 Specifications
 Mounts
 • Drawingfrom0°-360°continuous(PAN),-3-180°(TILT).• Highspeed:PAN/TILT400°/s(Auto),110°/s(Manual).• 128 presets.• 5 Scan.• 5 Turs.• 2 Patterns.• Home Function.• Digitalflip.• 8 privacy zones.• Motion detection with Pre and Post event.
 • Drawingfrom0°-360°continuous(PAN),0-90°(TILT).• Highspeed:PAN/TILT400°/s(Auto),400°/s(Manual).• 256 presets.• 1 Turs.• 4 Patterns.• House function.• Flip digital.
 • D1 resolution (720 x 480 pixels) @ 30FPS.• H.264 video compression.• G.711/64 kbps audio compression.• Dual Streaming H.264 / MJPEG.• 1 input / 1 audio output.• Protocols: HTTP, HTTPS, FTP, SMTP, UPnP, DNS, DynDNS,
 NTP, RTSP, RTP, TCP, UDP, ICMP, DHCP.• EventnotificationbyFTP/Mail• Supports SD / SDHC up to 32GB (not included).• Supports 16 simultaneous users.• Includes IP-Installer software (location of cameras on the
 network) and 16-channel NVR Software.
 • 2MP resolution (1920 x 1080 pixels) @ 30FPS.• G.711/64 audio compression kbps.• 1 input / 1 audio output.• Protocols: HTTP, HTTPS, FTP, SMTP, UPnP, DNS, DynDNS,• NTP, RTSP, RTP, TCP, UDP, ICMP, DHCP.• Supports SD / SDHC up to 32GB (not included).• Includes IP-Installer software (location of cameras on the
 network) and 16-channel NVR Software.
 • Includes: Dome, Housing and Wall Mount.• 2 inputs / 1 alarm output.• Built-in Fan and Heater.• OperatingTemperature-40to122°F.• Consumption 15W/36W (with fan and heater on).• Operating Voltage: 24 Vac.• Dimensions: 9.84 diameter and 14.84 in height.• Weight: 9.9 Lbs.
 • 2 inputs / 1 alarm output.• Integrated fan and heater.• Operating temperature -20 ° C to +60 ° C.• Power Consumption: 36W (with fan and heater on).• Power: 12 VDC / PoE.• Dimensions: Diameter 185mm and 193mm high.• Weight: 3.8 kg.
 PTZ Network Camera Day / Night with WDR for Outdoors
 PTZ Network Camera Day / Night with WDR for Outdoors
 VPD370IO..........................................US$ 1,799.00
 VPD200SM2TI.......................................US$ 2,749.00
 VPD-PDM-370US$ 50.00
 VPD-CMAUS$ 50.00
 VPD-PMAUS$ 45.00
 Include: Outdoor Dome, Housing and bracket
 Includes: Dome,Housing & Bracket for Outdoors
 VPD370iO
 CeilingBracket CORNERMOUNT
 CORNERPOST
 Ver.2.2Compatible
 Ver.2.2Compatible
 DYNAMIC RANGE
 WDRWIDE
 DAY & NIGHT NETWORK
 IPDUAL CODEC
 H.264
 MJPEG
 DIGITAL ZOOM
 12X
 OPTICAL ZOOM
 37X2D/3D - DNR O. VOLTAGE
 24 Vac
 PAN / TILT IP67 STANDARDAUDIO WARRANTYYEARS
 OSD MENUALL UN ONE
 DYNAMIC RANGE
 WDRWIDE
 DAY & NIGHT NETWORK
 IPRESOLUTION O. VOLTAGE
 24 Vac
 IP67 STANDARD WARRANTYYEARS
 COMPRESSION
 H.264
 ALL UN ONE
 Compatibility
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 28 LEDs IR 98 ft IP67 STANDARD VANDALPROOF
 14 LEDs IR 98 ft IP67 STANDARD
 21 LEDs IR 65 ft IP67 STANDARD
 VN7XSM3TI................................US$ 689.00
 VN6XSM3TI................................US$ 629.00
 VC58SM3TI...................................US$ 459.00
 NVS102................................US$ 279.00
 VDA100SM3TI..............................US$ 569.00
 IR Bullet Type Network Camera Day / Night (ICR) 3MP
 IR Bullet Type Network Camera Day / Night (ICR) 3MP
 Network Camera Day / Night Real (ICR) 3MP
 Video server and PTZ 1 CHANNEL DATA
 IR Dome Network TypeCamera Day/NightVandal Proof 3MP
 General Features:• 1/2.8” SONY Progressive Scan CMOS Image Sensor• Day / Night (ICR).• 3MP resolution (2048 x 1536 pixels).• CPU 32-bit ARM RISC 432 MHz.• Video Buffer 5 MB.• 128 Mbyte Flash.• SDRAM 128 Mbyte.• AuxiliaryVideoOutputBNC(1Vp-p,75ΩNTSC)• SpecialFeatures: AWB, ATR-EX, 2D/3D DNR, BLC,
 LSC, AGC, DSS, privacy zones, motion detection, camera title.
 General Features:• D1 resolution (720 x 480 pixels) @ 30 FPS.• CPU 32-bit ARM RISC 533 Mhz.• Video Buffer 16 MB.• Flash memory 5 Mbyte.• SDRAM 256 Mbyte.• RS-485 (PELCO D / P).• Supports SD / SDHC up to 32GB (not included).• Special Features: AWB, ATR-EX, 2D/3D DNR, BLC,
 LSC, AGC, DSS, privacy zones, motion detection, camera title.
 • Operating Temperature 14 to 122 ° F.• Power:12VDC/PoE(802.3af).• Consumption 3 W.• Dim: 5.51 x 13.66 x 4.88 in.• Weight 1.22 Lbs.
 Network Features:• Dual Steaming H.264 / M-JPEG• H.264 video compression.• G.711/64 audio compression kbps.• Dual Streaming H.264 / MJPEG.• 1 input / 1 audio output.• 1 input / 1 alarm output.• Protocols: HTTP, HTTPS, FTP, SMTP, UPnP,
 DNS, DynDNS, NTP, RTSP, RTP, TCP, UDP, ICMP, DHCP.
 • Digital PTZ function.• EventnotificationbyFTP/Mail• Motion detection with Pre and Post event.• Supports 16 simultaneous users.• Includes IP-Installer software (location of
 cameras on the network) and 16-channel NVR Software.
 Megapixel Network Cameras & Domes
 Network General Functions:• H.264 @ 20 FPS (2048 x 1536).• H.264 @ 30 FPS (1920 x 1080).• H.264 video compression.• G.711/64 kbps audio compression.• Dual Streaming H.264 / MJPEG.• Protocols: HTTP, HTTPS, FTP, SMTP, UPnP, DNS,
 DynDNS, NTP, RTSP, RTP, TCP, UDP, ICMP, DHCP.• Digital PTZ function.• EventnotificationbyFTP/Mail• Motion detection with Pre and Post event.• Supports 16 simultaneous users.• 12Vdc Power / PoE (802.3af).• Includes IP-Installer software (location of cameras
 on the network) and 16-channel NVR Software.• Compatible with NUUO (Mini2, TITAN, IP +).
 Individual characteristics:• Motorized Lens 5 - 60mm.• Minimum illumination 0 Lux.• Intelligent IR (14 LED's, 98Ft).• Supports SD / SDHC up to 32GB (not included).• Operating Temperature 14 to 122 ° F.• Operating Voltage: 12 VDC / PoE (802.3af).• Power Consumption: 6 W.• Dim: 3.97 x 4.27 x 11.69 in.• Weight 2.6 Lbs.
 Individual characteristics:• Motorized lens 3-10mm• Minimum illumination 0 Lux.• Intelligent IR (21 LED's, 65ft).• Supports SD / SDHC up to 32GB (not included).• Operating Temperature 14 to 122 ° F.• Operating Voltage: 12 VDC / PoE (802.3af).• Power Consumption: 6 W.• Dim: 3.42 x 4.27 x 11.69 in.• Weight: 1.8 Lbs.
 Individual characteristics:• Minimum illumination 0 Lux.• Supports SD / SDHC up to 32GB (not included).• Input / Output Audio / Alarm.• Operating Temperature 14 to 122 ° F.• Operating Voltage: 12 VDC / PoE (802.3af).• Power Consumption: 3 W.• Dim: 2.59 x 2.24 x 4.96 in.• Weight 1.2 Lbs.
 Individual characteristics:• Motorized lens 3-10mm.• Minimum illumination 0 Lux.• Intelligent IR (28 LED's, 98Ft).• Supports SD / SDHC up to 32GB (not included).• Operating Temperature 14 to 122 ° F.• Operating Voltage: 12 VDC / PoE (802.3af).• Power Consumption: 6 W.• Dim: 5.62 x 4.64 in.• Weight 1.8 Lbs.
 Ver.2.2Compatible
 3Megapixels
 CMT US$ 49.00
 100-CMUS$ 55.00
 CORNER MOUNT
 WALL MOUNT CEILING MOUNT
 PMT US$ 39.00
 POLE MOUNT
 100-WMUS$ 55.00
 3 Megapixels
 3 Megapixels
 3 Megapixels
 DAY & NIGHT NETWORK
 IPPower Over Ethernet
 PoEDUAL CODEC
 H.264
 MJPEGCMOS 2/3D - DNRRESOLUTION O. VOLTAGE
 12 Vdc
 WARRANTYYEARS
 NETWORK
 IPPower Over Ethernet
 PoEDUAL CODEC
 H.264
 MJPEG
 O. VOLTAGE
 12 Vdc
 AUDIO WARRANTYYEARS
 Compatibility
 Compatibility
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 COMPATIBLECOMPATIBLE COMPATIBLEiPAD2
 NETWORK
 IPCHANNELS
 4/16COMPATIBLE COMPATIBLE O. VOLTAGE
 12 Vdc
 WARRANTYYEARS
 COMPRESSION
 H.264
 EMBEDDEDLINUX
 AUTONOMOUS
 STAND
 Alone
 Vision NVR Software
 Major Features:
 Basic Functions: Minimum System Requirements:
 Vision NVR Main View
 Special Features:
 Mobile Software supports Cameras and NETWORK Video
 Servers Epcom by VISION
 • Compatible with cameras and video servers EPCOM by VISION.
 • Compatible with Windows XP / Windows 7.
 • Multisite System.• Up to 64 devices connected
 simultaneously.• Different display modes.
 • Control of color cameras.• PTZ Control.• Call of Presets and Tours.• View real-time system events.• View status of connected equipment.• Remote viewing of recordings.
 • Intel Core i7, 3.0 GHz• 4 GB of RAM.• 1GB video card.• DirectX 9.0.• Windows XP / 7.
 • H.264, M-JPEG.• Audio and video recording.• Continuous, motion detection, alarm,
 calendar.• Adjustable play back speed.• Overwritten of disk.• Includes map interface (NVR VISION Map).• 2-way audio.• Digital Zoom function.• Recording images (snapshot).• Support recording and remote events.
 Mobile Software (VisionViewer)
 Available in
 Available inAndroidMarket
 NVR (Network Video Recorder)
 HDNVR16. 16 Channel NVR.........................................US$ 1,129.00HDNVR4. 4 Channel NVR………................................…US$ 699.00
 General Features:• 4/16 channels.• Embedded Linux OS.• Java platform for monitoring via Internet browser.• H.264 compression.• Recording resolution: CIF / D1 @ 30 FPS per channel,• [email protected] FPS per channel, 1080P @ 5 FPS per channel.• Manual recording modes, continuous, alarm, motion detection.• Supports 4 HDD SATA II / III (Up to 3 TB per disk).• USB port for Backup.• LEDs for Power, Status, Recording, Red• Supports e-SATA
 Network Features:• Protocols IPV4, ARP, TCP, UDP, ICMP, DHCP, NTP, DNS, DDNS, HTTP, ONVIF (1.02).• Compatible with IE (Internet Explorer), Apple Safari, Google Chrome, Mozilla Firefox,
 Opera.• Compatible with Windows, Mac, Linux.• Remotefunctions:livemonitoring,searching,configuration.• PTZ Control support ONVIF (2.02).• 10/100/1000 base T Ethernet port (RJ45 connector).• Compatible with CMS (Central Manager S / W), iPhone, iPad, Android.
 CertificationCE,FCC,MIC,WEEE,RoHS.General Features:• OperatingTemperature:23to104°F.• Power supply: 12Vdc (adapter included).• Power Consumption: 60W• Dimensions: 14.17 x 14.96 x 2.79 in.• Weight: 5.5Lbs.
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 WARRANTYYEARS
 DAY & NIGHT NETWORK
 IPPower Over Ethernet
 PoEO. VOLTAGE
 12 Vdc
 24 VacCMOS 2D - DNRTRIPLE CODEC
 H.264MPEG4MJPEG
 SYSCOM CERTIFIED
 Super LoLux ™ Technology
 VN-T16U...............................US$ 569.00
 VN-T216U.............................US$ 789.00
 VN-T216VPRU........................US$ 859.00
 Professional Network Camera Electronic Day / Night Indoor 2.2MP Full HD Resolution
 Network Dome Camera ElectronicDay / Night Indoor 2.2MP Full HD Re-solution
 Infrared Network Dome Camera VandalProof Day / Night (ICR) for Outdoors FULL HD 2.2MP Resolution
 Individual characteristics:• Day / Night (ICR)• Minimum Illumination 0.3Lux, 0 Lux with IR• 3-9mm Varifocal Lens• 20 LED, IR range 50 ft.• IP66 Compliant weatherproof• Operating Voltage: PoE 802.3af, 24VAC• Consumption 8W• Dimensions 6.10 x 4.44 in.• Weight: 3.22 Lbs.
 General Features:• CMOS 1/2.7 "Super LoLux 1080• Features:DNR,AWB,SensUP,BLC,privacy
 masks,MotionDet.,AGC.• Operating Temperature: 14 to 122 ° F.• SD memory slot (not included).• Input / Output Alarm.
 Megapixel Network Cameras & Domes
 General Network Functions:• Compression H.264/MPEG-4/M-JPEG.• 2.2MPresolution.• Remote Access: 5 simultaneous users, 1 administrator.• 2-Way Audio (Input / Output Audio Line in)• Supported Protocols TCP / IP, UDP / IP, FTP, ARP, DHCP, SNTP, HTTP, HTTPS,
 SMTP, RTP, RTSP, SNMP.• Remote access through IE in WinXP / 7, VMS Proprietary (Free 32Ch).• Recording through VMS (Free 32Ch), NVR VR-X1600U/3200U (16/32 Network
 Channels) with built Milestone.• SD Memory Recording up to 32GB (not included).
 Individual characteristics:• Electronic Day / Night • Minimum Illumination 0.3Lux.• Lensnotincluded.• 802.3af PoE, 12Vdc/24Vac.• Consumption 6W.• Dimensions 2.20 x 2.68 x 4.92 in.• Weight: 1.43 Lbs.
 Individual characteristics:• Electronic Day / Night • Minimum Illumination 0.3Lux.• 3 to 9mm Varifocal Lens.• Operating Voltage: PoE 802.3af, 12Vdc/24Vac.• Consumption 6.5W.• Dimensions Diameter 4.96 x Height 4.18 in.• Weight: 2.2 Lbs
 Ver.1.02.4Compatible
 Ver.1.02.4Compatible
 Super
 2.2Megapixels
 2.2Megapixels
 2.2Megapixels
 Real Day / Night (ICR) Network Camera FULL HD 2.2MP Resolution
 VN-H37U.............................. US$ 859.00
 • 1/3 "CMOS.• Minimum illumination 0.5 Lux color,
 0.25 Lux B and N.• [email protected] 30 Megapixel.• H.264, MPEG-4 and MJPEG.• Functions: WDR, Sens-up Privacy Mask
 (4), Motion Detection, 3D DNR, AGC, BLC (4 areas), Image Flip.
 • CLVI (Clear Logic Video Intelligence). ATW (Auto White Balance).
 • Digital PTZ.• Motion Detection• Privacy Mask• 20simultaneoususers• Super LoLux.• BNC video output.• Operating Temperature -14 to 122 ° F• PoE.• NAS support.• Supports SD Storage.• Dimensions 2.17 X 2.17 X 2.40 in.• Weight: 1.10 Lbs.
 Ver.1.1Compatible
 2.2 Megapixels
 20 LEDs IR 50 ft IP66 STANDARDVANDALPROOF
 WARRANTYYEARS
 DAY & NIGHT NETWORK
 IPPower Over Ethernet
 PoECMOS 2D - DNRTRIPLE CODEC
 H.264MPEG4MJPEG
 SYSCOM CERTIFIED
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 IP66 STANDARD
 WARRANTYYEARS
 DYNAMIC RANGE
 WDRWIDE
 DAY & NIGHT NETWORK
 IPPower Over Ethernet
 PoECMOS 2D - DNRTRIPLE CODEC
 H.264MPEG4MJPEG
 VANDALPROOFSYSCOM CERTIFIED ZONESPRIVACY
 Super LoLux HD ™ Technology
 Network Video Recorder
 VN-H137U............................US$ 929.00
 VN-H237VPU........................US$ 1,429.00 VN-H237U..........................US$ 1,139.00
 Compatible Mounts (VN-H237VPU) PMTK-C205W. Ceiling Mount.........US$ 85.00WMTK-C205W. Wallmount...........US$ 139.00CMTK-C205VPW. Ceiling Mount...US$ 109.00
 VR-X1600U. NVR 16 Channel....US$ 9,029.00 VR-X3200U. NVR 32 Channels....US$ 13,619.00
 Askforavailability
 FULL HD Network Camera with Integrated Lens 2.2 MPIndoor
 Vandal Proof Full HD Network Camera Dome 2.2 MP
 Full HD Network Cameras & Domes
 NVR
 General Features:• 1/3 "CMOS.• Electronic Day / Night • Minimum Illumination 0.025 Lux Color,
 0.003Lux B and W.• Varifocal lens 2.8 to 10.5 mm.• 30 FPS @ 2 Megapixel.• H.264, MPEG-4 and JPEG.• Functions: WDR, Sens-up Privacy Mask (4),
 Motion Detection, 3D-DNR, BLC, AGC, OSD Menu, Image Flip.
 • CLVI (Clear Logic Video Intelligence).• ATW (Auto White Balance).
 General Features:• CMOS 1/3 ".• Varifocal lens 2.8 to 10.5 mm.• [email protected] 30 Megapixel.• H.264, MPEG-4 and MJPEG.• Functions: WDR, Sens-up Privacy Mask (4),
 Motion Detection, 3D-DNR, BLC, AGC, Image Flip.CLVI (Clear Logic Video Intelligence).
 • ATW (Auto White Balance)• Digital PTZ.• 20 simultaneous users.• Super LoLux HD.• Analog Video Output.• Operating Temperature 14 to 122 ° F.• VandalProof.• PoE.• NAS supports.• Supports SD Storage.• Ecological: Low Power Consumption 6.5 W.
 • Day / Night.• Minimum Illumination 0.025 Lux Color,
 0.003Lux B and W.• IP66Standard.• Dimensions: 6.30 x 4.96 in.• Weight: 2.87 Lbs.
 • Electronic Day / Night • Minimum Illumination 0.025 Lux Color,
 0.003Lux B and W.• Dimensions: 4.37 x 4.61 in.• Weight: 1.65 Lbs.
 • Digital PTZ.• 20simultaneoususers.• Super LoLux HD.• Analog Video Output.• Operating Temperature: 14 to 122 º C.• PoE.• NAS support.• Supports SD Storage.• Ecofriendly: Low Power Consumption 6.5 W.• Consumption 6W.• Dimensions: 2.17 x 2.40 x 6.89 in.• Weight: 1.21 Lbs.
 SuperS E R I E S C O M PA R I S O N
 Ceiling Mount
 Wall Mount
 OutdoorDome
 IndoorDome
 Ceiling Mount
 • MilestoneXProtectEnterprisepre-installedlicensedto16/32cameras(scalableto32/64cameras).
 • Recording / Playback local and remote network.• [email protected],[email protected].• Local display @ 150 FPS / network preview @ 150 FPS.• High capacity recording with support for NAS.• Supports up to 4TB total (Internal Arrangement). Supports e-SATA.• Search by date / time, event and motion detection in playback.• Recording Backup RAID 1 mirror with internal disk.• Supports RAID 1, 5, 6 and 10.• Exporting videos to USB memory or external CD burner via USB.• Two 10/100/1000 network cards.• 1 input and audio output.• 12alarminputsand5outputsforalarm.• Supported protocols: HTTP, SMTP (client), TCP, DHCP (client / IP lease), ARP, DNS
 (client), NTP, SNMP (ver1 and 2c).• Video output VGA / DVI 1600x1200 / 1280x1024 / 1280x720 / 1024x768.• Operating Voltage: 120 Vac - 240 Vac, Max 1.2 A (120 Vac) 144 W.• Operating temperature: (Recommended 50 to 95 ° F).• Dimensions (WxHxD): 16.5 x 13.8 x 13.8 in. • Weight: 20.1 Lbs.
 Milestone XProtect Enterprise
 embeddedPowered by Milestone
 VN-H237VPU VN-H237U
 WB-S2205U. Ceiling MountUS$ 99.00
 Mount Compatible (VN-H237U)
 Ver.1.02.4Compatible
 Ver.1.1Compatible
 2.2Megapixels
 2.2Megapixels
 WARRANTYYEARS
 DYNAMIC RANGE
 WDRWIDE
 DAY & NIGHT NETWORK
 IPPower Over Ethernet
 PoECMOS 2D - DNRTRIPLE CODEC
 H.264MPEG4MJPEG
 OSD MENUSYSCOM CERTIFIED ZONESPRIVACY
 WARRANTYYEARS
 NETWORK
 IPCHANNELS
 16/32O. VOLTAGE
 120 Vac
 AUDIOCOMPRESSION
 MPEG4
 SOFTWARE
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 VIDEO ANALYTICS WARRANTYYEARS
 DAY & NIGHT NETWORK
 IP
 Power Over Ethernet
 PoECMOS
 TRIPLE CODEC
 H.264MPEG4MJPEG
 RESOLUTION
 HD Resolution Network Camera
 • CMOS 8 1/2 Exmor• Compression: H.264, MPEG-4 and JPEG.• 3.3mmfixedlens.• Dual Streaming.• Protocols IPV4, IPV6, SP, UDP, ARP, ICMP,
 IGMP, HTTP, HTTPS, FTP, SMTP, DHCP, DNS, NTP, RTP / RTCP, RTSP, SNMP.
 • Intelligent motion detection.• DSP: DNR, Pro ATW, AGC, AES.• RJ45 port (10/100 Base T).• Analog monitor output (mini jack).• 1 alarm input.• Web browser: Internet Explorer, Firefox,
 Safari and Google Chrome• Compatible with monitoring and recording
 software "Real Shot Manager Lite" (included).
 • Consumption 2.4 W.• OperatingVoltage:(PoEonly).• Operating Temperature: 32 to 122ºF.• Dimensions 1.73 x 3.66 in. • Weight 0.218 Lbs.
 Network Cameras and Domes
 SNC-CH110/B. 1.3 MP (Black)...US$ 439.00SNC-CH110/S. 1.3 MP (Silver)....US$ 439.00SNC-CH210/B. 3 MP (Black).......US$ 639.00SNC-CH210/S. 3 MP (Silver)......US$ 639.00
 Network Mini Dome Camera HD Resolution
 HD Resolution Vandal Proof Network Mini Dome Camera
 • CMOS 8 1/2 Exmor • Compression: H.264, MPEG-4 and JPEG.• 3.3mmfixedlens.• Dual Streaming.• Protocols IPV4, IPV6, SP, UDP, ARP, ICMP,
 IGMP, HTTP, HTTPS, FTP, SMTP, DHCP, DNS, NTP, RTP / RTCP, RTSP, SNMP.
 • Intelligent motion detection.• DSP: DNR, Pro ATW, AGC, AES.• RJ45 port (10/100 Base T).• Analog monitor output (mini jack).• 1 alarm input.• Adjust Pan 340 º, Tilt adjustment from 0
 to 60 °.• Web browser: Internet Explorer, Firefox,
 Safari and Google Chrome• Compatible with monitoring and recording
 software "Real Shot Manager Lite" (included).
 • Consumption 2.4 W.• OperatingVoltage:(PoEonly).• Operating Temperature: 32 to 122ºF.• Dimensions 4.17 x 2.2 in. • Weight 0.35 Lbs.
 • CMOS 8 ½ • "Exmor.Compression: H.264, MPEG-4 and
 JPEG.• 3.3mmfixedlens.• Dual Streaming.• Protocols IPV4, IPV6, SP, UDP, ARP, ICMP,
 IGMP, HTTP, HTTPS, FTP, SMTP, DHCP, DNS, NTP, RTP / RTCP, RTSP, SNMP.
 • Intelligent motion detection.• DSP: DNR, Pro ATW, AGC, AES.• RJ45 port (10/100 Base T).• Analog monitor output (mini jack).• 1 alarm input.• Adjust Pan 340 º, Tilt adjustment from 0 to
 60 °.• Web browser: Internet Explorer, Firefox,
 Safari and Google Chrome• Compatible with monitoring and recording
 software "Real Shot Manager Lite" (included).
 • Consumption 2.4 W.• OperatingVoltage:(PoEonly).• Operating Temperature: 32 to 122 ºF.• Dimensions 4.17 x 2.2 in. • Weight 0.38 Lbs.
 SNC-DH110/B. 1.3 MP (Black).....US$ 509.00SNC-DH110/W. 1.3 MP (White)....US$ 509.00SNC-DH210/B. 3 MP (Black)......US$ 689.00SNC-DH210/W. 3 MP (White).....US$ 689.00
 SNC-DH110T/B. 1.3 MP (Black)..US$ 549.00SNC-DH110T/W. 1.3 MP (White)..US$ 549.00SNC-DH210T/B. 3 MP (Black).....US$ 709.00SNC-DH210T/W. 3 MP (White).....US$ 709.00
 • CMOS 1/3 "Exmor.• Compression: H.264, MPEG-4 and JPEG.• Varifocal Lens of 2.8 to 8 mm (includes
 lens).• 2.9x Optical Zoom.• Dual Streaming.• Protocols IPV4, IPV6, SP, UDP, ARP, ICMP,
 IGMP, HTTP, HTTPS, FTP, SMTP, DHCP, DNS, NTP, RTP / RTCP, RTSP, SNMP.
 • Intelligent motion detection.• DSP: DNR, Pro ATW, AGC, AES.• RJ45 port (10/100 Base T).• 1 BNC Output.• 1 alarm input.• Web browser: Internet Explorer, Firefox,
 Safari and Google Chrome• Compatible with monitoring and recording
 software "Real Shot Manager Lite" (included).
 • CompatibleLenses:SYS082812DIR,STIR0409MP,SYS0515DIR,SYS0820DIRandTG4Z2813M.
 • Consumption 5 W.• OperatingVoltage:(PoEonly).• Operating Temperature: 32 to 122ºF.• Dimensions 2.84 x 2.48 x 5.71 in. • Weight 1.19 Lbs with lens.• OperatingVoltage:(PoEonly).
 Network Camera Real Day / Night (ICR) 1.3 Megapixel HD Resolution
 SNC-CH120. 1.3 MP............US$ 779.00
 Compatible with NUUO NVR mini 2, TITAN, and NUUO IP + Software (pages 222-225 and 227)
 Ver. 1.02Compatible
 Ver. 1.02Compatible
 Ver. 1.02Compatible
 Ver. 1.02Compatible
 VIDEO ANALYTICS WARRANTYYEARS
 DAY & NIGHT NETWORK
 IP
 Power Over Ethernet
 PoECMOS
 TRIPLE CODEC
 H.264MPEG4MJPEG
 RESOLUTION
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 WARRANTYYEARS
 DAY & NIGHT NETWORK
 IP
 O. VOLTAGE
 12 Vdc
 24 VacCMOS
 27 LEDs IR 50 ft
 IP66 STANDARD
 TRIPLE CODEC
 H.264MPEG4MJPEG
 VIDEO ANALYTICS
 WARRANTYYEARS
 DAY & NIGHT NETWORK
 IP
 Power Over Ethernet
 PoE
 CMOS 21 LEDs
 IR 50 ft
 IP66 STANDARD
 TRIPLE CODEC
 H.264MPEG4MJPEG
 RESOLUTION
 VIDEO ANALYTICS
 Bullet Type Network Camera, Day / Night (ICR) 3 MP with Full HD Resolution for Outdoors• CMOS 1/2 8” Exmor Progressive Scan.• Compression: H.264, MPEG-4, JPEG.• Varifocal Lens 3.1 to 8.9 mm.• 2.9OpticalZoomX• EasyFocus(AF).• EasyZoom(autozoom).• Dual Streaming.• IPv4, IPv6, UDP, TCP, ARP, ICMP, IGMP,
 HTTP, HTTPS, FTP (client / server), SMTP, DHCP, DNS, NTP, RTP / RTCP, RTSP, SNMP (MIB-2)
 • Compatible with Wi-Fi cards (SNCA-CFW5 model).
 • Intelligent Motion Detection, Privacy Masking, Video Tampering, DEPA.
 • 1 BNC Output (600 TVL).• 1 input / 2 alarm outputs.• Web Browser: Internet Explorer, Firefox,
 Safari, Google Chrome.• Compatible with monitoring and recording
 Software Real Shot Manager.• OperatingVoltage:PoE,AC24V/DC12V.• Power Consumption: 33W.• Operating Temperature: -4 to 122° F. • Dimensions: 5.51 x 13.2 in.• Weight: 3.73 Lbs.
 SNC-CH280...........................US$ 2,005.00 SNC-CH240...................US$ 1,609.00
 Network Camera, Day / Night (ICR) 3 MP with full HD Resolution
 • CMOS 1/2 8” Exmor Proggressive Scan.• Compression: H.264, MPEG-4, JPEG.• Varifocal Lens f = 2.8 to 6.0 mm (includes
 lens).• 2.2XOpticalZoom.• EasyFocus(AF).• Dual Streaming.• IPv4, IPv6, UDP, TCP, ARP, ICMP, IGMP,
 HTTP, HTTPS, FTP (client / server), SMTP, DHCP, DNS, NTP, RTP / RTCP, RTSP, SNMP (MIB-2).
 • Compatible with Wi-Fi cards (SNCA-CFW5 model).
 • Intelligent Motion Detection, Privacy Masking, Video Tampering, DEPA.
 • 1 BNC Output (600 TVL).• 1 input / 2 alarm outputs.• Web Browser: Internet Explorer.• Compatible with monitoring and
 recording Software Real Shot Manager (included).
 • OperatingVoltage:PoE,12Vcd/24Vca.• Power Consumption: 11.2W.• Operating Temperature: 23 to 122° F.• Dimensions: 2.84 x 2.48 x 7.77 in.• Weight: 1.44 Lbs.
 • CMOS 1/3 "Exmor.• Compression: H.264, MPEG-4 and JPEG.• Varifocal Lens 3.1 to 8.9 mm.• 2.9xOpticalZoom.• DualStreaming.• Protocols IPV4, IPV6, SP, UDP, ARP, ICMP,
 IGMP, HTTP, HTTPS, FTP, SMTP, DHCP, DNS, NTP, RTP / RTCP, RTSP, SNMP.
 • Intelligent motion detection.• DSP: DNR, Pro ATW, AGC, AES.• RJ45 port (10/100 Base T).• 1 BNC Output.• 1 alarm input.• Web browser: Internet Explorer, Firefox,
 Safari and Google Chrome• Compatible with monitoring and recording
 software "Real Shot Manager Lite" (included).
 • Consumption 12.9 W• Operating Temperature: -4 to 122 ºF.• Dimensions 3.66 x 7.32 in. • Weight 3.38 Lbs.• OperatingVoltage:(PoEonly).
 Bullet Network Camera, Day / Night, (ICR) IR, 1.3 MP With HD Resolution
 SNC-CH160. 1.3 MP.............US$ 1,029.00
 • CMOS 1/3 "Exmor.• Compression: H.264, MPEG-4 and
 JPEG.• Varifocal Lens 3.1 to 8.9 mm.• 2.9xOpticalZoom.• DualStreaming.• Protocols IPV4, IPV6, SP, UDP, ARP,
 ICMP, IGMP, HTTP, HTTPS, FTP, SMTP, DHCP, DNS, NTP, RTP / RTCP, RTSP, SNMP.
 • Intelligent motion detection.• DSP: DNR, Pro ATW, AGC, AES.• RJ45 port (10/100 Base T).• 1 BNC Output.• 1 alarm input.• Web browser: Internet Explorer, Firefox,
 Safari and Google Chrome• Compatible with monitoring and
 recording software "Real Shot Manager Lite" (included).
 • Consumption 9.12 W.• OperatingVoltage:(PoEonly).• Operating Temperature: -4 to 122ºF.• Dimensions 6.54 x 4.96 in. • Weight 2.94 Lbs.
 Network Dome Camera, Day / Night, (ICR) 1.3 MP, IR, Vandal Proof (IK10) with HD Resolution
 SNC-DH160. 1.3 MP....US$ 1,069.00
 Ver. 1.02Compatible
 Ver. 1.02Compatible
 Ver. 1.02Compatible
 Ver. 1.02Compatible
 Network Cameras and Domes
 Compatible with NUUO NVR mini 2, TITAN, and NUUO IP + Software (pages 222-225 and 227)
 WARRANTYYEARS
 DAY & NIGHT NETWORK
 IP
 Power Over Ethernet
 PoE
 CMOS
 21 LEDs IR 50 ft
 TRIPLE CODEC
 H.264MPEG4MJPEG
 RESOLUTION
 VANDALPROOF
 VIDEO ANALYTICS
 WARRANTYYEARS
 DAY & NIGHT NETWORK
 IP
 Power Over Ethernet
 PoE
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 Network 1080p HD Vandal Resistant Minidome Camera with IR Illuminator
 • CMOS 1/2 8” Exmor Progressive Scan.• Compression: H.264, MPEG-4, JPEG.• Varifocal Lens 3.1 to 8.9 mm..• 2.9OpticalZoomX• EasyFocus(AF).• EasyZoom(autozoom).• Dual Streaming.• IPv4, IPv6, UDP, TCP, ARP, ICMP, IGMP,
 HTTP, HTTPS, FTP (client / server), SMTP, DHCP, DNS, NTP, RTP / RTCP, RTSP, SNMP (MIB-2)
 • Compatible with Wi-Fi cards (SNCA-CFW5 model).
 • Intelligent Motion Detection, Privacy Masking, Video Tampering, DEPA.
 • 1 BNC Output (600 TVL).• VandalProof:IK10.• 1 input / 2 alarm outputs.• Web Browser: Internet Explorer, Firefox,
 Safari, Google Chrome.• Compatible with monitoring and recording
 Software Real Shot Manager (included).• OperatingVoltage:PoE,DC12V/AC24V.• Power Consumption: 33W.• Operating Temperature: -4 to 122° F. (DC
 12V/Ac 24V) and 32 to 122° F (PoE).• Dimensions: 5.51 x 13.2 in.• Weight: 3.08 Lbs.
 Network Cameras and Domes
 Network Dome, Day & Night (ICR) 3MP IR VandalProof IK10 Full HDResolution for Indoors
 Network Camera, Day / Night (ICR) 3 MP with Full HD Resolution
 • CMOS of 8 ½ “Exmor Proggressive Scan.• Compression: H.264, MPEG-4, JPEG.• Varifocal lens of 3.1 to 8.9 mm.• 2.9OpticalZoomX• EasyFocus(autofocus).• EasyZoom(autozoom).• Dual Streaming.• IPv4, IPv6, UDP, TCP, ARP, ICMP, IGMP,
 HTTP, HTTPS, FTP (client / server), SMTP, DHCP, DNS, NTP, RTP / RTCP, RTSP, SNMP (MIB-2).
 • Intelligent motion detection, privacy masks, Video Tampering, DEPA.
 • DSP: Auto (ATW, ATW-PRO), Preset, One-push WB, Manual.
 • 1 BNC Output (600 TVL).• VandalProof:IK10.• 1 input / 2 alarm outputs.• Web Browser: Internet Explorer, Firefox,
 Safari, Google Chrome.• Compatible with monitoring and recording
 Software Real Shot Manager (included).• OperatingVoltage:PoE,AC12V/DC24V.• Power Consumption: 33W.• Operating Temperature: -4 to 122° F (12V/
 DC 24V) and 32 to 122° F (PoE).• Dimensions: 5.51 x 4.69 in.• Weight: 2.16 Lbs.
 • CMOS of 1/2 8” Exmor Progressive Scan.• Compression: H.264, MPEG-4, JPEG.• Varifocal lens of 2.8 to 6.0 mm (includes lens).• 2.2OpticalZoomX• EasyFocus(AF).• DualStreaming.• IPv4, IPv6, UDP, TCP, ARP, ICMP, IGMP, HTTP,
 HTTPS, FTP (client / server), SMTP, DHCP, DNS, NTP, RTP / RTCP, RTSP, SNMP (MIB-2).
 • Compatible with Wi-Fi cards (SNCA-CFW5 model).• Intelligent Motion Detection, Privacy Masking, Video
 Tampering, DEPA.• 1 BNC Output (600 TVL).• 1 input / 2 alarm outputs.
 Ver. 1.02Compatible
 Ver. 1.02Compatible
 Ver. 1.02CompatibleSNC-DH280.........................US$ 1,955.00 SNC-DH240T....................US$ 1,730.00
 SNC-DH240.......................US$ 1,609.00
 • Web Browser: Internet Explorer.• Compatible with monitoring and recording
 Software Real Shot Manager (included).• OperatingVoltage:PoE,AC12V/DC24V.• Power Consumption: 11.2W.• Operating Temperature: 32 to 122° F.• Dimensions: 2.83 x 2.48 x 7.68 in.• Weight: 1.44 Lbs.
 WARRANTYYEARS
 DAY & NIGHT NETWORK
 IP
 Power Over Ethernet
 PoE
 CMOS
 27 LEDs IR 50 ft
 IP66 STANDARD
 TRIPLE CODEC
 H.264MPEG4MJPEG
 VANDALPROOF
 VIDEO ANALYTICS WARRANTYYEARS
 DAY & NIGHT NETWORK
 IP
 Power Over Ethernet
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 24 Vac
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 WARRANTYYEARS
 DAY & NIGHT NETWORK
 IPPower Over Ethernet
 PoEO. VOLTAGE
 12 Vdc
 24 VacCMOSTRIPLE CODEC
 H.264MPEG4MJPEG
 VIDEO ANALYTICS
 Compatible with NUUO NVR mini 2, TITAN, and NUUO IP + Software (pages 222-225 and 227)
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 WARRANTYYEARS
 DAY & NIGHT NETWORK
 IP
 Power Over Ethernet
 PoE
 CMOS
 TRIPLE CODEC
 H.264MPEG4MJPEG
 RESOLUTION VIDEO ANALYTICS
 • CMOS 1/3 "Exmor Progressive Scan”.• Compression: H.264, MPEG-4 and JPEG.• VarifocalLens3.1to8.9mm.• 2.9xOpticalZoom.• Dual Streaming.• Protocols IPV4, IPV6, SP, UDP, ARP, ICMP,
 IGMP, HTTP, HTTPS, FTP, SMTP, DHCP, DNS, NTP, RTP / RTCP, RTSP, SNMP.
 • Intelligent motion detection.• DSP: DNR, Pro ATW, AGC, AES.• RJ45 port (10/100 Base T).• 1 BNC Output.• 1 alarm input.• Web browser: Internet Explorer, Firefox,
 Safari and Google Chrome• Compatible with monitoring and recording
 software "Real Shot Manager Lite" (included).
 • 6 W Consumption.• OperatingVoltage:(PoEonly).• Operating Temperature: 14 to 122ºF.• Dim: 5.51 x 4.69 Lbs. • Weight: 2.06 Lbs with / lens.
 • CMOS 1/4 "Exmor. • Compression: H.264, MPEG4 and JPEG. • 28X optical zoom and 12 digital. • DSP: AGC, AES, AWB, DynaView, • Lens: 4.7 - 94 mm. • DualStreaming. Motion Detection • Protocols: IPv4, IPv6, TCP / IP, ARP, ICMP,
 HTTP, FTP (client / server), SMTP, DHCP, DNS, NTP, RTP / RTCP, SNMP (MIB-2).
 • Port 10BASE-T / 100BASE-TX (RJ-45). • SD card slot. • 2 inputs / 1 alarm output. • 2-Way Audio (In / Out, Mini-Jack) • Maximum Connections: 5. • Supports IEEE802.1x Protocol. • Pan Speed: 300 ° per second. • Tilt angle: 210 º (SNC-ER550), 105 ° (SNC-
 EP550)• Web Browser: Internet Explorer Ver 6.0, View
 7.0, Firefox Ver 3.5, Safari 4.0 and Google Chrome View View 4.0
 • Compatible Real Shot Manager software. • Power Consumption: 25 W. • Operating Temperature: 23 to 122 ° F. • OperatingVoltage:24Vac,HPoE
 (IEEE802.3at).• Dimensions: 5.81 x 7.52 in. • Weight: 3.8 Lbs.
 • CMOS 1/3 "Exmor.• Compression: H.264, MPEG-4 and
 JPEG.• VarifocalLens3.1to8.9mm.• 2.9xOpticalZoom.• Dual Streaming.• Protocols IPV4, IPV6, SP, UDP, ARP,
 ICMP, IGMP, HTTP, HTTPS, FTP, SMTP, DHCP, DNS, NTP, RTP / RTCP, RTSP, SNMP.
 • Intelligent motion detection.• DSP: DNR, Pro ATW, AGC, AES.• RJ45 port (10/100 Base T).• 1 BNC Output.• 1 alarm input.• Web browser: Internet Explorer, Firefox,
 Safari and Google Chrome• Compatible with monitoring and
 recording software "Real Shot Manager Lite" (included).
 • 6 W Consumption.• OperatingVoltage:(PoEonly).• Operating Temperature: 32 to 122ºF.• Dimensions 5.5 x 4.65 in. • Weight 1.57 Lbs.
 • HD CMOS 1/2.8 "Exmor. • Compression: H.264, MPEG4 and JPEG. • 20X optical zoom and 12 digital. • DSP: AGC, AES, AWB, DynaView, DNR • Lens: 4.7 - 94 mm. • DualStreaming. Motion Detection • Protocols: IPv4, IPv6, TCP / IP, ARP, ICMP,
 HTTP, FTP (client / server), SMTP, DHCP, DNS, NTP, RTP / RTCP, SNMP (MIB-2).
 • SD Card Slot. • 2 inputs / 1 alarm output. • 2-Way Audio (In / Out, Mini-Jack) • Maximum Connections: 5. • Supports IEEE802.1x Protocol. • Pan Speed: 300 ° per second. • Tilt angle: 210 º (SNC-ER580), 105 ° (SNC-
 EP580)• Web Browser: Internet Explorer View 7.0,
 Firefox Ver 3.5, Safari 4.0 and Google Chrome View View 4.0
 • Supports Real Shot Manager software. • Power Consumption: 25 W. • Operating temperature: 23 to 122ºF. • OperatingVoltage:24Vac.HPoE
 (IEEE802.3at)• Dimensions: 5.5 x 4.65 in. • Weight: 5.57 Lbs.
 Network Dome Camera Day / Night (ICR) 1.3 Megapixel HD Resolution
 Network Dome Camera Day / Night (ICR) VandalProof (IK10) 1.3 Megapixel HD Resolution
 High Speed Network Dome Camera, Real Day / Night (ICR) 1MP, 28X Optical Zoom
 High Speed Network Dome Camera, Real Day / Night (ICR) 2MP, 20X Optical Zoom
 Indoor PTZ Indoor PTZ
 SNC-DH120. 1.3 MP.............US$ 639.00 SNC-DH120T. 1.3 MP.............US$ 749.00
 SNC-EP580340º
 US$ 2,929.00
 SNC-EP550340º
 US$ 2,369.00
 Ver. 1.02Compatible
 Ver. 1.02Compatible
 Ver. 1.02Compatible
 Ver. 1.02Compatible
 Network Domes
 SNC-ER580360º
 US$ 4,489.00
 SNC-ER550360º
 US$ 3,639.00
 WARRANTYYEARS
 DAY & NIGHT NETWORK
 IP
 Power Over Ethernet
 PoE
 CMOS TRIPLE CODEC
 H.264MPEG4MJPEG
 RESOLUTION
 VANDALPROOF
 VIDEO ANALYTICS
 ADVANCEVIDEO ANALYTICS
 Power Over Ethernet
 HPoE
 WARRANTYYEARS
 DAY & NIGHT NETWORK
 IP
 CMOS
 DIGITAL ZOOM
 12X
 OPTICAL ZOOM
 20X
 RESOLUTION
 TRIPLE CODEC
 H.264MPEG4MJPEG
 WARRANTYYEARS
 DAY & NIGHT NETWORK
 IP
 Power Over Ethernet
 HPoECMOS
 DIGITAL ZOOM
 12X
 OPTICAL ZOOM
 28X
 TRIPLE CODEC
 H.264MPEG4MJPEG
 RESOLUTION
 ADVANCEVIDEO ANALYTICS
 ENDLESS
 360ºENDLESS
 360ºTILT
 210ºTILT
 210ºTILT
 105ºTILT
 105º
 Compatible with NUUO NVR mini 2, TITAN, and NUUO IP + Software (pages 222-225 and 227)
 Compatible with NUUO NVR mini 2, TITAN, and NUUO IP + Software (pages 222-225 and 227)
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 ENDLESS
 360ºTILT
 210ºTILT
 105º
 Network Domes
 Accessories
 • CCD 1/4 "Exview HAD. • Compression: H.264, MPEG4 and JPEG. • 36X optical zoom and 12 digital. • DSP: AGC, AES, AWB, DynaView, DNR • Lens: 3.4 - 122.4 mm. • DualStreaming. • Motion Detection • Protocols: IPv4, IPv6, TCP / IP, ARP, ICMP,
 HTTP, FTP (client / server), SMTP, DHCP, DNS, NTP, RTP / RTCP, SNMP (MIB-2).
 • Port 10BASE-T / 100BASE-TX (RJ-45). • SD card slot. • 2 inputs / 1 alarm output. • 2-Way Audio (In / Out, Mini-Jack) • Maximum Connections: 5. • Supports IEEE802.1x Protocol. • Pan Speed: 300 ° per second. • Tilt angle: 210 º (SNC-ER520). 105 º (SNC-
 EP520)• Web Browser: Microsoft Internet Explorer
 Ver 6.0, View 7.0, Firefox Ver 3.5, Safari 4.0 and Google Chrome View View 4.0
 • Real Shot Manager software compatible. • Power Consumption: 25 W. • Operating Temperature: 23 to 122 ° F. • Operating Voltage: 24 Vac, HPoE
 (IEEE802.3at). • Dimensions: 5.81 x 7.52 in. • Weight: 3.8 Lbs.
 Network Dome, PTZ, Day / Night (ICR) for Indoors, 36X Optical Zoom
 1MP Network PTZ Dome, Day / Night (ICR) 10X Optical Zoom for Indoors
 Ver. 1.02Compatible
 • 1/3-type HD CMOS with Exwave HAD technology• Compression: H.264, MPEG4 and JPEG.• Continuous360º.• 10X of optical zoom.• DSP: AGC, AES, AWB, DynaView.• Lens: 5.1 to 51 mm.• DualStreaming. Motion Detection.• Protocols: IPv4, IPv6, TCP / IP, ARP, ICMP, HTTP,
 FTP (client / server), SMTP, DHCP, DNS, NTP, RTP / RTCP, SNMP (MIB-2).
 • Port 10BASE-T / 100BASE-TX (RJ-45).• 4 inputs / 2 alarm outputs.• Two-Way Audio (In / Out, Mini-Jack)• Maximum Connections: 10• Supports IEEE802.1x Protocol.• Pan Speed: 400 ° per second.• Tilt angle: 210 °.• Web Browser: Microsoft Internet Explorer ®
 Ver6.0, Ver7.0Chrome View 4.0• With software Real Shot Manager compatible.• Power Consumption: 25 W.• Operating temperature: 32 to 122 ° F.• Operating Voltage: DC 12V/AC 24V HPoE
 (IEEE802.3at).• Dimensions: 6.06 x 8.90 in.• Weight: 4.41 Lbs.
 SNC-RH124.........................US$ 4,119.00 Ver. 1.02Compatible
 Askforavailabilityoftheproductsofthispage
 UNI-ONL7T2US$ 669.00
 UNI-ORL7T2US$ 849.00
 UNI-ONL7C2US$ 669.00
 UNI-WMB1US$ 149.00
 UNI-UMB1US$ 149.00
 UNI-MDB3US$ 159.00
 Housing for Outdoors with Clear Cover
 Housing For Outdoors, Vandal Proof, Smoked
 Cover
 Housing for Outdoors with Clear cover
 Housing For Wall MountUNI-ONL7T2,
 UNI-ONL7C2 and UNI-ORL7T2
 Wall Mount for models SNC-DH120 and
 SNC-DH120T
 Goose Wall Mount for Model Type SNC-DH160
 SNC-EP520340º
 US$ 1,899.00
 SNC-ER520360º
 US$ 2,889.00
 Indoor PTZIndoor PTZ
 WARRANTYYEARS
 DAY & NIGHT NETWORK
 IP
 Power Over Ethernet
 HPoECMOS
 DIGITAL ZOOM
 12X
 OPTICAL ZOOM
 36X
 TRIPLE CODEC
 H.264MPEG4MJPEG
 ADVANCEVIDEO ANALYTICS
 WARRANTYYEARS
 DAY & NIGHT NETWORK
 IP
 Power Over Ethernet
 HPoECCD
 OPTICAL ZOOM
 10X
 TRIPLE CODEC
 H.264MPEG4MJPEG
 TILT
 210º
 ADVANCEVIDEO ANALYTICS
 VANDALPROOF
 Compatible with NUUO NVR mini 2, TITAN, and NUUO IP + Software (pages 222-225 and 227)
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 ADVANCEVIDEO ANALYTICS
 Software
 NSR-S10 (Network Surveillance Recorder)
 NSR-500 (Network Surveillance Recorder)
 Multisite Management Software "Real Shot Manager"
 Rear View
 NSR-S10. ...........................................................US$ 1,219.00
 NSR-500. ...........................................................US$ 3,315.00
 NSBKHS0501 HDD 1TB for NSR500........................US$ 355.00NSBKHS0502 HDD 2TB para NSR500.....................US$ 595.00
 Ask for Availability on the products on this page.
 Special Capabilities:
 • Custom environments and a intuitive GUI (Graphical User Interface).• Intelligent Motion Detection.• Manual record and schedule.• Replay while recording.• Control PTZ cameras.• Privacy zones.• Playing multiple cameras.• Supports Audio.• Authority level users.• ExportingfilestoAVI(videoonly).• Operation Client Server (Streaming).
 Capabilities:
 • 4 Ch.• Compression Method: H.264, MPEG4 and JPEG.• 60 FPS recording range.• Supports 1TB Hard Drives.• Expansion Hard Drives with e-SATA (Max. 4 TB).• RGB Monitor Output.• 1 Audio output.• 4 inputs and 1 alarm output.• 2-Port 10/100/1000 Base T Ethernet• 3 USB ports.• HDD not included.• Operating temperature 41 to 104 ° F.• Consumption 36 W• Operating Voltage: 12 Vdc.• Dimensions: 9.64 x 2.08 x 6.29 in.• Weight: 1.76 Lbs (without HDD).
 Capabilities:
 • 16 Channels (expandable to 24).• Compression Method: H.264, MPEG4 and JPEG.• 480 FPS recording range.• Supports 2TB Hard Drives.• Maximum recording capacity of up to 12 TB.• iSCSI up to 16 TB.• RAID 0, 1 (1 +0) 5, 5 + hot spare.• 2 RGB monitor outputs.• 1 Input / 1 Audio output.• 8 inputs and 8 alarm outputs.• 2 Ethernet Ports 10/100/1000 Base T• 4 USB ports.• HDD not included.• Operating temperature of 41 to 104 ° F.• Power Consumption: 250 W (max).• Operating Voltage: 100 V to 127 Vac / 200 V to 240 V (50/60 Hz).• Dimensions: 17.3 x 3.50 x 15.4 in.• Weight: 20.7 Lbs (w/o HDD).
 IMZ-NS101. (Manageability: 1 Network Camera)..................U.S. $ 465.00IMZ-NS104. (Manageability: 4 Network Cameras)................U.S. $ 929.00IMZ-NS109. (Manageability: 9 Network Cameras).................US$ 1,909.00IMZ-NS116. (Manageability: 16 Network Cameras)...............US$ 3,279.00IMZ-NS132. (Manageability: 32 Network Cameras)................US$ 4,799.00
 RMS-Lite. (Manageability: 9 NETWORK Cameras)........................................FREE!
 Accesories:
 WARRANTYYEARS
 NETWORK
 IPO. VOLTAGE
 12 Vdc
 TRIPLE CODEC
 H.264MPEG4MJPEG
 AUTONOMOUS
 STAND
 Alone
 WARRANTYYEARS
 NETWORK
 IPTRIPLE CODEC
 H.264MPEG4MJPEG
 EMBEDDEDLINUX
 AUTONOMOUS
 STAND
 Alone
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 IP66 STANDARDVANDALPROOF
 Network Cameras Accessories
 ArecontVisionmegapixel technology...
 beyond imagination
 • 1/2” CMOS .• H.264 and MJPEG Compression• Bit Rate Control.• Supports RTSP Protocol.• Operating temperature from 23 to 140ºF.• Approved by FCC, CE and RoHS.• Power over Ethernet (PoE): PoE 802.3af.• Image Cropping.• MULTI-Streaming.• Motion Detection• Consumption 4.5 W.• DoesnotincludelensorPowersupply.• AV3105AILensesCompatibleModel:
 SYSVD4510IR,SYSVD1040IR,HM4010VDCIR,HM880VDCIR,AG3Z3112M,AG4Z1214M,HG5Z2518FCMandLENS4-10AI.
 • Dimensions: 3 x 2.5 x 1.25 in. • Weight: 0.361 Lbs.
 AV5115AI. 5 Megapixels, color, w-DC Auto Iris ...................................US$ 949.00AV5115DN. 5 Megapixels, Day / Night, Filter ICR ................................US$ 949.00
 Network Camera with 3MP DOME Option
 21FPS@3MP 7fps@10MP30fps@1080P
 14fps@5MP
 Megapixel Network Cameras, Dual Codec (H.264/MJPEG)
 AV3115AI. 3 Megapixels, color, w-DC Auto Iris.......................................US$ 899.00AV3115DN. 3 Megapixels, Day/Night, ICR Filter......................................US$ 899.00
 Compatible with NVR NUUO NVR mini 2, TITAN and NUUO IP Software. (See pgs. 178-184)
 • 1/2” CMOS.• Day / Night.• ICR Filter.• H.264 and MJPEG.• Operating temperature from 23 to 140ºF.• Approved by FCC, CE and RoHS.• Bit Rate Control.• Supports RTSP Protocol.• Power over Ethernet (PoE): PoE 802.3af.• Image Cropping.• MULTI-Streaming.• Motion Detection• Consumption 5 W.• DoesnotincludelensorPowersupply.• Dimensions: 3 x 2.5 x 1.25 in. • Weight: 0.361 Lbs.
 • 1/2” CMOS.• Day / Night.• ICR Filter.• H.264 and MJPEG.• Operating temperature from 23 to 140ºF.• Approved by FCC, CE and RoHS.• Bit Rate Control.• Supports RTSP Protocol.• Power over Ethernet (PoE): PoE 802.3af.• Image Cropping.• MULTI-Streaming.• Motion Detection• Consumption 4.5 W.• DoesnotincludelensorPowersupply.• Dimensions: 3 x 2.5 x 1.25 in. • Weight: 0.361 Lbs.
 Network Camera with 10MP DOME Option
 AV10115DN. 10 Megapixels, Day/Night, Filter ICR...........................US$1,109.00
 Network Camera with 5MP Dome Option
 AV10115AI. 10 Megapixels, color, w-DC Auto Iris..............................US$ 1,109.00
 Ask for Availability on the products on this page.
 AV2125IR. ..................................................................US$ 1,289.00
 DOME 4O.....................US$ 275.00 DOME 4I.....................US$ 199.00
 Network Camera Day / Night (ICR), 2.1 megapixels (1080)
 IP66 Outdoor Housing, VandalProof Network Camera with Dome Option
 Indoor Housing forNetwork Camera with Dome Option
 • 1/2.7” CMOS • ALL IN ONE• 4.5-10 mm varifocal lens.• IP66.• Operating Temperature -40 to 122ºF.• Approved by FCC, CE and RoHS. • Dual Codec.• H.264 and MJPEG Compression• Bit Rate Control.• Supports RTSP Protocol.• Power over Ethernet (PoE): PoE 802.3af.
 • 2-Axis Position.• IP66 STANDARD.• Operating Temperature 32 to 122ºF
 (withoptionalheater:-4to122ºF).• Operating Humidity: 0-95%.• Protection Cover.
 • 2-Axis Position.• Operating Temperature 32 to 122 ºF.• Operating Humidity: 0-95%.• Protection Cover.
 3Megapixels
 5Megapixels
 2.1Megapixels
 10Megapixels
 • Image Cropping.• MULTI-Streaming.• Motion Detection• Power Consumption: 9.8 W• DoesnotincludePowersupply.• IncludesWallMounting• Dimensions: 4 x 4.3 x 11.5 in.• Weight: 3.74 Lbs.
 NETWORK
 IPPower Over Ethernet
 PoEDUAL CODEC
 H.264
 MJPEGAPPROVAL O. VOLTAGE
 12 Vdc
 24 VacCMOS WARRANTY
 YEARAPPROVALRoHS
 DAY & NIGHT NETWORK
 IPPower Over Ethernet
 PoEDUAL CODEC
 H.264
 MJPEGAPPROVAL O. VOLTAGE
 12 Vdc
 24 VacCMOS WARRANTY
 YEARAPPROVALRoHS
 DAY & NIGHT NETWORK
 IPPower Over Ethernet
 PoEDUAL CODEC
 H.264
 MJPEG
 O. VOLTAGE
 12 Vdc
 24 VacCMOS48 LEDs IR 25 ft IP66 STANDARD WARRANTY
 YEARNETWORK
 IPPower Over Ethernet
 PoEDUAL CODEC
 H.264
 MJPEGAPPROVAL O. VOLTAGE
 12 Vdc
 24 VacCMOS WARRANTY
 YEARAPPROVALRoHS
 VANDALPROOF
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 45º 45º
 45º45ºAV8185DN. 8 Megapixels.........US$ 2,539.00
 Vision of 180ºFixed Dome Camera of 8MP• With 4 lenses 45 ° ea.• 1/2” CMOS.• 8 Megapixels (2 Megapixels per Lens).• Compression H.264/MJPEG.• Bit Rate Control.• Supports RTSP Protocol.• Operating Temperature 32 to 140ºF.• Power over Ethernet (PoE): PoE 802.3af.• Image Cropping.• MULTI-Streaming.• Motion Detection• Consumption 9 W.• DoesnotincludePowersupply.• Dimensions: Height 6.9 x 6.5 in. • Weight: 3.81 Lbs.
 AV8365DN. 8 Megapixels........................................US$ 2,539.00
 Vision of 360ºFixed Dome Camera of 8MP• With 4 lenses 90 ° ea.• 1/2” CMOS.• 8 megapixel color (2 megapixels per Lens).• Compression H.264/MJPEG.• Bit Rate Control.• Operating Temperature 32 to 140ºF.• Power over Ethernet (PoE): PoE 802.3af.• Image Cropping.• MULTI-Streaming.• Motion Detection• Consumption 9 W.• DoesnotincludePowersupply.• Dimensions: Diam. Height 6.9 x 6.5 in. • Weight: 3.81 Lbs.
 Accessories
 Wall and Ceiling Mounts
 SV-WMT. Wall Mount..............US$169.00SV-CMT. Roof Mount..............US$245.00
 Pole Mount for SV-WMT
 D6-PMA. US$ 116.00
 Corner Mount for SV-WMT
 Ceiling Mounting for Network Domes 8/20
 MP
 Junction Box for SV-WMT
 D6-CMA. US$ 116.00
 SV-FMAUS$ 105.00
 SV-JBAUS$ 119.00
 8 Megapixel Network Domes, Dual Codec (H.264/MJPEG)
 Ask for Availability on all the products on this page.
 2MP
 2MP 2MP
 2MP
 5.5”
 5.5”
 8Megapixels
 8Megapixels
 90º
 90º
 90º90º2MP
 2MP
 2MP
 2MP
 ArecontVisionmegapixel technology...
 beyond imagination
 DAY & NIGHT NETWORK
 IPPower Over Ethernet
 PoEDUAL CODEC
 H.264
 MJPEG
 APPROVAL
 ECO. VOLTAGE
 12 Vdc
 24 VacCMOS IP66 STANDARD WARRANTY
 YEARAPPROVALRoHS
 DAY & NIGHT NETWORK
 IPPower Over Ethernet
 PoEDUAL CODEC
 H.264
 MJPEG
 APPROVAL
 ECO. VOLTAGE
 12 Vdc
 24 VacCMOS IP66 STANDARD WARRANTY
 YEARAPPROVALRoHS
 Compatible with NUUO NVR mini 2, TITAN, and NUUO IP + Software (pages 222-225 and 227)
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 AV20185DN. 20 Megapixels......................................US$ 3,069.00
 Vision of 180ºFixed Dome Camera 20 Megapixels• With 4 lenses 45 ° ea.• 1/2” CMOS.• 20 Megapixel color (5 megapixels Lens).• Compression H.264/MJPEG.• Bit Rate Control.• Supports RTSP Protocol.• Operating Temperature 0 to 55 ° C.• Power over Ethernet (PoE): PoE 802.3af.• Image Cropping.• MULTI-STREAMING.• Motion Detection• Consumption 12 W.• DoesnotincludePowersupply.• Dimensions: Diam. Height 6.9 x 6.5 in. • Weight: 3.81 Lbs.
 AV20365DN. 20 Megapixels....................................US$ 3,069.00
 Vision of 360ºFixed Dome Camera20 Megapixels
 • With 4 lenses 90 ° ea.• 1/2” CMOS.• 20 Megapixel color (5 megapixels Lens).• Compression H.264/MJPEG.• Bit Rate Control.• Operating Temperature 0 to 55 ° C.• Power over Ethernet (PoE): PoE 802.3af.• Image Cropping.• MULTI-STREAMING.• Motion Detection• Consumption 12 W.• Does not include Power supply.• Dimensions: Diam. Height 6.9 x 6.5 in. • Weight: 3.81 Lbs.
 20 Megapixels Network Domes, Dual Codec (H.264/MJPEG)
 5.5”
 5.5”
 90º
 90º
 90º90º5MP
 5MP
 5MP
 5MP
 45º 45º
 45º45º5MP
 5MP 5MP
 5MP
 XNR-4200 (Pag. 160-161)
 High Performance NVR
 AskforAvailabilityontheproductsonthispage
 NVR Compatible with the entire line of Arecont Vision Network cameras
 Gigabit PoE Switch 8-Port
 PoE Fast Ethernet Switch Managed with Gigabit Ports / SPF
 DGS-1008P...............US$ 229.00
 High Performance Data Link Systems
 DES-1210-28P...................US$ 815.00
 D-Link Switches (See Page 238-240)
 ArecontVisionmegapixel technology...
 beyond imagination
 20Megapixels
 20Megapixels
 DAY & NIGHT NETWORK
 IPPower Over Ethernet
 PoEDUAL CODEC
 H.264
 MJPEG
 APPROVAL
 ECO. VOLTAGE
 12 Vdc
 24 VacCMOS IP66 STANDARD WARRANTY
 YEARAPPROVALRoHS
 DAY & NIGHT NETWORK
 IPPower Over Ethernet
 PoEDUAL CODEC
 H.264
 MJPEG
 APPROVAL
 ECO. VOLTAGE
 12 Vdc
 24 VacCMOS IP66 STANDARD WARRANTY
 YEARAPPROVALRoHS
 Power Over Ethernet
 PoEPower Over Ethernet
 PoE
 Compatible with NUUO NVR mini 2, TITAN, and NUUO IP + Software (pages 222-225 and 227)
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 WARRANTYYEARS
 NETWORK
 IPPower Over Ethernet
 PoECMOSDYNAMIC RANGE
 SSDRSUPER
 O. VOLTAGE
 12 Vdc
 IP66 STANDARDTRIPLE CODEC
 H.264MPEG4MJPEG
 COLOR
 R G B
 RESOLUTIONVANDALPROOFHLC
 1234567
 HLC
 1234567
 WARRANTYYEARS
 DAY & NIGHT NETWORK
 IP
 Power Over Ethernet
 PoE
 O. VOLTAGE
 12 Vdc
 24 Vac
 CMOS
 DYNAMIC RANGE
 SSDRSUPER
 TRIPLE CODEC
 H.264MPEG4MJPEG
 RESOLUTION
 Wall Mount SBP-300WMI+AdapterSBP-300HM3
 Compatible with NVR NUUO mini 2, TITAN and Software NUUO IP + (SNB-5000, SNO-5080R, SND-5080, SNV-5080, SNP-5200 and SNP-5200H) Compatible with Software NUUO IP + (SNB-7000, SND SNV-7080 and -7080) see pages. 222-225 and 227.
 Ask For Availability on the products of this page
 Ver.1.02Compatible
 Ver.1.02Compatible Ver.1.02
 Compatible
 Ver.1.02Compatible
 • CMOS 1/3 "Sony Progressive Scan.• H.264, MPEG-4 and MJPEG.• Multiple Streaming.• Resolution: 1280 x 1024, 1280 x 720P
 (HD). 800 x 600, 640 x 480 and 320 x 240.• Hybrid Technology RJ45 and BNC output.• Videoanalyticsfunctions.• 1 input and alarm output.• 1 input and 1 audio output (bidirectional).• Supports 10 remote users.• Memory Slot SD / SDHC.• Compatible with Samsung NVR's, NET-i
 Viewer NET-Iware, Internet Explorer, Firefox, Safari and Google Chrome.
 • Lens not included.• Power Consumption: 6 W.• Operating temperature: 14 to 122 ºF.• Operating Voltage: 12 Vdc / 24 Vac and
 PoE.• Dimensions: 2.83 x 2.36 x 5.38 in.• Weight .97 Lbs.
 • CMOS 1/3 "Sony Progressive Scan.• H.264, MPEG-4 and MJPEG.• For Indoor (Plastic).• Multiple Streaming.• Varifocal Lens of 2.8 to 11 mm.• Resolution: 1280 x 1024, 1280 x 720P
 (HD). 800 x 600, 640 x 480 and 320 x 240.• Hybrid Technology RJ45 and BNC output.• Videoanalyticsfunctions.• 1 input and alarm output.• 1 input and 1 audio output (bidirectional).• Supports 10 remote users.• Memory Slot SD / SDHC.• Compatible with Samsung NVR's, NET-i
 Viewer NET-Iware, Internet Explorer, Firefox, Safari and Google Chrome.
 • Power Consumption: 7 W.• Operating temperature: 14 to 122 ºF.• Operating Voltage: 12 Vdc / 24 Vac and
 PoE.• Dimensions: 5.2 Diam x 5.09 in. • Weight 1.15 Lbs.
 • CMOS 1/3 "Sony Progressive Scan.• H.264, MPEG-4 and MJPEG.• Multiple Streaming.• Varifocal Lens of 2.8 to 11 mm.• Resolution: 1280 x 1024, 1280 x 720P
 (HD). 800 x 600, 640 x 480 and 320 x 240.• Hybrid Technology RJ45 and BNC output.• Videoanalyticsfunctions.• 1 input and alarm output.• 1 input and 1 audio output (bidirectional).• Supports 10 remote users.• Memory Slot SD / SDHC.• Compatible with Samsung NVR's, NET-i
 viewer NET-i Ware, Internet Explorer, Firefox, Safari and Google Chrome.
 • Power Consumption: 11 W. • Operating temperature: -40 to 122 ° F.• Operating Voltage: 12 Vdc / 24 Vac and
 PoE.• Dimensions: 6.3 Diam x 5.3 in. • Weight 2.8 Lbs.
 • CMOS 1/3 "Sony Progressive Scan.• H.264, MPEG-4 and MJPEG.• Multiple Streaming.• Varifocal Lens of 2.8 to 11 mm.• Resolution: 1280 x 1024, 1280 x 720P
 (HD). 1024 x 768, 800 x 600, 640 x 480 and 320 x 240.
 • Hybrid Technology RJ45 and DIP Output.
 • Video analytics functions.• 1 input and alarm output.• Supports 10 remote users.• Compatible with Samsung NVR's,
 NET-Iware, Internet Explorer, Firefox, Safari and Google Chrome, Net iViewer.
 • Power Consumption: 11 W. • Operating temperature: 14 to 122 ºF.• Operating Voltage: 12 Vdc / 24 Vac
 and PoE.• Dimensions: 3.39 x 3.39 x 13.1in.• Weight 2.8 Lbs.
 Network Cameras and Domes
 Network Camera Day / Night (ICR) 1.3 Megapixel HD resolution
 Network Dome, Day / Night (ICR) 1.3 Megapixels with HD Resolution
 Vandal Proof Network Dome, Real Day / Night (ICR), 1.3 MP with HD Resolution
 Network Camera Day / Night (ICR) 1.3 Megapixel HD resolution
 SNB-5000......................... US$ 889.00SNB-7000. SNB-7000. 3 MP, CMOS 1/2”. 8 Areas of interest function, Face Detec-tion and WDR ................. US$ 1,079.00
 SND-5080...................... US$ 899.00SND-7080. 3 MP, CMOS 1/2. 8 Areas of Interest Function, Face Detection, WDR and Varifocal Lens of 3 to 8.5 mm................................................. US$ 1,129.00
 SNV-5080. ...................... US$ 929.00SNV-7080. 3 MP, CMOS 1/2”, 8 Areas of Interest Function, Face Detection, WDR and Varifocal Lens of 3 to 8.5 mm........................... US$ 1,219.00
 SNO-5080R................. US$ 989.00Compatible lenses (see p. 219-220)
 Ver.1.02Compatible
 • CMOS1/3“SonyProgressiveScan.•3mmlens.•H.264,MPEG-4,MJPEG.•MultipleStreaming.•Resolution1280x1024,1280x720P(HD),1024
 x 768, 800 x 600, 640 x 480 and 320 x 240.•30FPS(720PHD)•RJ45Ethernetconnection.•Videoanalyticsfunctions.•Supports10remoteusers.
 1.3Megapixels
 1.3Megapixels
 1.3Megapixels 1.3
 Megapixels
 1.3Megapixels
 3Megapixels 3
 Megapixels
 •CompatiblewithSAMSUNGNVRs,Net-iWare and Net-i Viewer, Internet Explorer, Firefox, Safari and Google Chrome.
 •PowerConsumption:6W•Operatingtemperature:-10to50°C.•OperatingVoltage:12Vdc,PoE.•Dimensions:125.2x52x115.2mm•Weight:435gr.
 VandalProof Network Mini Dome of 1.3 Megapixels HD
 SNV-5010.............................US$ 649.00
 WARRANTYYEARS
 DAY & NIGHT NETWORK
 IP
 Power Over Ethernet
 PoE
 O. VOLTAGE
 12 Vdc
 24 Vac
 CMOS
 DYNAMIC RANGE
 SSDRSUPER
 31 LEDs IR 98 ft IP66 STANDARD
 TRIPLE CODEC
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 WARRANTYYEARS
 NETWORK
 IPPower Over Ethernet
 PoEDUAL CODEC
 H.264
 MJPEG
 O. VOLTAGE
 12 Vdc
 RESOLUTION
 4CIF
 Ver.2.1Compatible
 Ver.2.1Compatible
 Ver.2.1Compatible
 Ver.2.1Compatible
 Ver.2.1Compatible
 Ver.2.1Compatible
 • CMOS 1/3 “Sony Progressive Scan.• Compression: H.264, MJPEG.• Multiple Streaming.• Resolution 1280 x 1024, 1280 x 720P
 (HD), 1024 x 768, 800 x 600, 640 x 480 and 320 x 240.
 • 30 FPS (720P HD)• R-J45 Ethernet connection.• Videoanalyticsfunctions.• 1 input and alarm output.• Supports 10 remote users.• Compatible with SAMSUNG NVRs,• Net-i Ware and Net-i Viewer, Internet
 Explorer, Firefox, Safari and Google Chrome.
 • Lens not included• Power Consumption: 4.3 W• Operating temperature: 14 to 131 °F.• Operating Voltage: 12VDC, PoE.• Dimensions: 2.9 x 2.1 x 4.4 in.• Weight: 0.3 Lbs.
 Network Domes, Cameras and Video Servers
 • CMOS 1/2.8 “Sony Progressive Scan.• Compression: H.264, MJPEG.• Multiple Streaming.• Resolution 2048 x 1536, 1920 x 1080p
 (Full HD), 1600 x 1200, 1280 x 1024, 1280 x 720P (HD), 1024 x 768, 800 x 600, 640 x 480 and 320 x 240.
 • 30 FPS at 2MP and 20 FPS at 3MP.• R-J45 Ethernet connection .• Videoanalyticsfunctions.• AreaofinterestFunction.• 1 input and alarm output.• Supports 10 remote users.• Compatible with SAMSUNG NVRs, Net-i
 Ware and Net-i Viewer, Internet Explorer, Firefox, Safari and Google Chrome.
 • Lens not included• Power Consumption: 4.3 W• Operating temperature: 14 to 131 °F.• Operating Voltage: 12VDC, PoE.• Dimensions: 2.9 x 2.1 x 4.4 in.• Weight: 0.3 Lbs.
 • 1 BNC video input.• RS422/RS485 Interface• multiprotocol• Compression: H.264, MPEG-4, MJPEG.• 30 FPS at 4CIF.• Multiple Streaming.• R-J45 Ethernet connection.• Supports 10 remote users.• Compatible with SAMSUNG NVRs, Net-i
 Ware and Net-i Viewer, Internet Explorer, Firefox, Safari and Google Chrome.
 • Power Consumption: 3.2 W• Operating temperature: 14 to 122 ºF.• Power supply: 12VDC (not included) and
 PoE.• Dimensions: 1.6 x 1.1 x 3.7 in.• Weight: 0.25 Lbs.
 • 4 BNC video inputs.• 4 Multiprotocol RS485 interfaces.• 1 Input / Output of Bi-directional audio.• Compression: H.264, MPEG-4, MJPEG.• 30 FPS at 4CIF per channel.• Multiple Streaming.• R-J45 Ethernet connection.• Supports 10 remote users.• Slot for SD / SDHC (not included).• Compatible with SAMSUNG NVRs, Net-i
 Ware and Net-i Viewer, Internet Explorer, Firefox, Safari and Google Chrome.
 • Power Consumption: 15 W.• Operating temperature: 14 to 104 ºF.• Power supply: 12VDC (not included).• Dimensions: 5 x 1.3 x 7 in.• Weight: 1.2 Lbs.
 • CMOS 1/3 “Sony Progressive Scan.• Varifocal lens of 3 to 8.5mm.• H.264, MJPEG.• Multiple Streaming.• Resolution: 1280 x 1024, 1280 x 720P
 (HD), 1024 x 768, 800 x 600, 640 x 480 and 320 x 240.
 • 30 FPS (720P HD)• R-J45 Ethernet connection .• Videoanalyticsfunctions.• 1 input and alarm output.• Supports 10 remote users.• Compatible with SAMSUNG NVRs,
 Net-i Ware and Net-i Viewer, Internet Explorer, Firefox, Safari and Google Chrome.
 • Power Consumption: 4.3 W• Operating temperature: 14 to 131 °F.• Operating Voltage: 12VDC, PoE.• Dimensions: 4.5 (diameter) x 3.6 in (H).• Weight: 0.7 Lbs.
 • CMOS 1/2.8 “Sony Progressive Scan.• Varifocal lens of 3 to 8.5mm.• Compression: H.264, MJPEG.• Multiple Streaming.• Resolution: 2048 x 1536, 1920 x 1080p
 (Full HD), 1600 x 1200, 1280 x 1024, 1280 x 720P (HD), 1024 x 768, 800 x 600, 640 x 480 and 320 x 240.
 • 30 FPS at 2MP and 20 FPS at 3MP.• R-J45 Ethernet connection.• Videoanalyticsfunctions.• AreaofinterestFunction.• 1 input and alarm output.• Supports 10 remote users.• Compatible with SAMSUNG NVRs, Net-i
 Ware and Net-i Viewer, Internet Explorer, Firefox, Safari and Google Chrome.
 • Power Consumption: 4.3 W• Operating temperature: 14 to 131 °F.• Operating Voltage: 12VDC, PoE.• Dimensions: 4.5 (diameter) x 3.6 in (H).• Weight: 0.7 Lbs.
 1.3Megapixels
 1.3Megapixels
 3Megapixels
 3Megapixels
 Network Camera, Electronic Day / Night, 1.3 MP, HD
 Network Camera, Electronic Day / Night, 3 MP, HD
 SNB-5001.......................US$ 389.00 SNB-7001..........................US$ 479.00
 Network Mini Dome Dome, Electronic Day / Night, 1.3 MP, HD
 Network Mini Dome, Electronic Day / Night, 3 MP, HD
 SND-5061........................US$ 519.00 SND-7061..........................US$ 749.00
 Video Server and PTZ data of 1 Channel
 Video Server and PTZ data of 4 Channels
 SPE-101 .............................US$ 369.00 SPE-400 ...........................US$ 1,079.00
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 WARRANTYYEARS
 DYNAMIC RANGE
 WDRWIDE
 DAY & NIGHT NETWORK
 IPPower Over Ethernet
 PoEO. VOLTAGE
 12 Vdc
 24 VacCMOS DYNAMIC RANGE
 SSDRSUPER
 15 LEDs IR 82 ftIP66 STANDARDTRIPLE CODEC
 H.264MPEG4MJPEG
 RESOLUTIONVANDALPROOF HLC
 1234567
 VandalProof Network Domes
 • CMOS 1/2.8 “Sony Progressive Scan.• Compression: H.264, MPEG-4 and MJPEG.• Multiple Streaming• Varifocal lens of 3 to 8.5mm.• Resolution: 2048 x 1536, 1920 x 1080p (Full HD), 1600 x
 1200, 1280 x 1024, 1280 x 720P (HD), 1024 x 768, 800 x 600, 640 x 480 and 320 x 240.
 • 30 FPS at 2MP and 20 FPS at 3MP.• Hybrid Technology RJ45 and BNC output.• Videoanalyticsfunctions.• Areaofinterestfunction&Facedetection.• 1 input and alarm output.• 1 Input / Output Audio (bidirectional).• Memory Slot SD / SDHC (not included).• Supports 10 remote users.• Compatible with SAMSUNG’s NVR, and Net Ware Net
 I I Viewer, Internet Explorer, Firefox, Safari and Google Chrome.
 • Power Consumption: 13 W.• Operating temperature: -40 to 50 ° C.• Operating Voltage: 12Vdc / 24Vac and PoE.• Dimensions: 160mm (diameter) x 134.5mm (H).• Weight: 1.4 kg
 • CMOS 1/3 “Sony Progressive Scan.• Compression: H.264, MPEG-4 and MJPEG.• Multiple Streaming• Varifocal lens of 3 to 8.5mm.• Resolution: 1280 x 1024, 1280 x 720P (HD), 1024 x 768, 800
 x 600, 640 x 480 and 320 x 240.• 30 FPS at (720P HD)• Hybrid Technology RJ45 and BNC output.• Videoanalyticsfunctions.• 1 input and alarm output.• 1 Input / Output Audio (Bi).• Memory Slot SD / SDHC (not included).• Supports 10 remote users.• Compatible with SAMSUNG’s NVR, and Net Ware Net I I
 Viewer, Internet Explorer, Firefox, Safari and Google Chrome.• Power Consumption: 13 W.• Operating temperature: -40 to 50 ° C.• Operating Voltage: 12Vdc / 24Vac and PoE.• Dimensions: 160mm (diameter) x 134.5mm (H).• Weight: 1.4kg.
 SBP-300WM1. Wall Mount...............................US$ 69.00
 Requires adapter SBP-300HM3 to install the SBP-300WM1 mount.
 SBP-300HM3. Mount Adapter....................................US$ 45.00
 SBP-300WM1. Wall Mount................................US$ 69.00
 Requires adapter SBP-300HM3 to install the SBP-300WM1 mount
 SBP-300HM3. Mount Adapter....................................US$ 45.00
 SBP-300WM1
 SBP-300WM1
 SBP-300HM3
 SBP-300HM3
 Ver.2.1Compatible
 Ver.2.1Compatible
 1.3Megapixels
 3Megapixels
 Vandal Proof Network Dome, IR, Day / Night (ICR) 1.3 MP, HD
 SNV-5080R.................................................US$ 1,019.00
 Vandal Proof Network Dome, IR, Day / Night (ICR) 3 MP, HD
 SNV-7080R.................................................US$ 1,309.00
 WARRANTYYEARS
 DAY & NIGHT NETWORK
 IPPower Over Ethernet
 PoEO. VOLTAGE
 12 Vdc
 24 VacCMOS DYNAMIC RANGE
 SSDRSUPER
 15 LEDs IR 49 ftIP66 STANDARDTRIPLE CODEC
 H.264MPEG4MJPEG
 RESOLUTIONVANDALPROOF HLC
 1234567
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 IP66 STANDARD
 WARRANTYYEARS
 DAY & NIGHT NETWORK
 IPPower Over Ethernet
 PoE+DUAL CODEC
 H.264
 MJPEG
 CMOS
 DIGITAL ZOOM
 16X
 OPTICAL ZOOM
 20X
 DYNAMIC RANGE
 SSDRSUPER
 O. VOLTAGE
 24 Vac
 RESOLUTION
 HLC
 1234567
 IP66 STANDARD
 WARRANTYYEARS
 DAY & NIGHT NETWORK
 IP
 Power Over Ethernet
 PoE+
 CMOSDIGITAL ZOOM
 16X
 OPTICAL ZOOM
 20X
 DYNAMIC RANGE
 SSDRSUPER
 O. VOLTAGE
 24 Vac
 TRIPLE CODEC
 H.264MPEG4MJPEG
 RESOLUTION
 HLC
 1234567
 Ceiling Mount
 SBP-300CM US$ 69.00
 SBP-300HM1 US$ 69.00
 Corner Adapter
 SBP-300KM US$ 55.00
 Pole Adapter
 SBP-300PM US$ 69.00
 Wall Mount (Parapet)
 SBP-300LMUS$ 355.00
 Ceiling Mount
 SHP-3700FUS$ 179.00
 Compatible with Dome: SNP-5200H/SNP-6200H
 Compatible with Domes SNP-5200 / SNP-6200 (SBP-300HM1 adapter required) and with SNP-5200H / SNP-6200H.
 Indispensable Adapter for SNP-5200 / SNP-6200
 Compatible with SBP-300CM and SBP-300WM1 Compatible with
 SBP-300WM1Compatible with SBP-300WM1
 Compatible with Dome: SNP-5200H/SNP-6200H
 Wall Mount
 SBP-300WM1 US$ 69.00
 Compatible with Domes SNP-5200 / SNP-6200 (SBP-300HM1 adapter required) and with SNP-5200H / SNP-6200H.
 Network PTZ Domes
 Accessories
 • CMOS 1/3 "Sony Progressive Scan.• H.264, MPEG-4 and MJPEG.• Multiple Streaming.• Zoom lens of 4.45 to 89 mm.• Resolution: 1280 x 1024, 1280 x 720P (HD). 800 x
 600, 640 x 480 and 320 x 240.• Hybrid Technology RJ45 and BNC output.• Videoanalyticsfunctions.• 4 inputs and 2 alarm outputs.• Multiprotocol RS-485 • 1 input and 1 audio output (bidirectional).• Supports 10 remote users.• Memory Slot SD / SDHC.• Compatible with Samsung NVR's, NET-i viewer NET-i
 Ware, IE, Firefox, Safari and Google Chrome.• Power Consumption: 21 W (SNP-5200) and 52 W (SNP-
 5200H).• Operating temperature: -58 to 122 ° F (SNP-5200H).
 Operating temperature: 14 to 122 ºF (SNP-5200). • Operating Voltage: 24 Vac and PoE 802.3 at• Dimensions: 6.1 Diam x 9.58 in (SNP-5200) and
 9.76 Diam x 12.46 in (SNP-5200H) • (SNP-5200) and 4.6 kg.(SNP-5200H).• Weight: 4.61Lbs (SNP-5200) and 10.14 Lbs (SNP-5200H)
 PTZ Network Dome, Real Day / Night (ICR) 1.3 MP, HD
 SNP-5200. Indoor Dome... ................ US$ 2,999.00SNP-5200H. Outdoor Dome.. ...............US$ 3,209.00
 SNP-5200 SNP-5200H
 • CMOS 1/3 “Sony Progressive Scan.• Compression: H.264 and MJPEG.• Multiple Streaming• Zoom Lens of 4.45 to 89mm.• Resolution: 1920 x 1080p (Full HD), 1280 x 1024,
 1280 x 720P (HD), 1024 x 768, 800 x 600, 640 x 480 and 320 x 240.
 • 30 FPS at 2MP.• Hybrid Technology RJ45 and BNC output.• Videoanalyticsfunctions.• 4 inputs and 2 alarm outputs.• Multi Protocol RS485.• 1 Input / Output Audio (bidirectional).• Supports 10 remote users.• Memory Slot SD / SDHC (not included).• Compatible with SAMSUNG NVRs, Net-i Ware and
 Net-i Viewer, Internet Explorer, Firefox, Safari and Google Chrome.
 • Power Consumption: 21 W (SNP-6200) and 60 W (SNP-6200H).
 • Operating temperature: -58 to 131 ºF. (SNP-6200H).• Operating temperature: 14 to 131 ºF. (SNP-6200).• Operating Voltage: 24VAC and PoE (802.3at).• Dimensions: 6.1 (diameter) x 9.5 in H (SNP-6200).• Dimensions: 9.7 (diameter) x 12.4 in H (SNP-6200H).• Weight: 4.8 Lbs. (SNP-6200) and 10.1 Lbs. (SNP-
 6200H).
 SNP-6200 SNP-6200H
 SNP-6200. Indoors Dome ..................US$ 3,419.00SNP-6200H. Outdoor Dome................US$ 3,649.00
 PTZ Network Dome, Day / Night (ICR) 2 MP, HD
 1.3Megapixels
 2Megapixels
 Ver.2.1Compatible
 Ver.2.1Compatible
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 WARRANTYYEARS
 NETWORK
 IPCOMPATIBLECOMPATIBLE AUDIO EMBEDDED
 LINUXTRIPLE CODEC
 H.264MPEG4MJPEG
 O. VOLTAGE
 110 Vac
 BURNER
 DVD /CD
 O. VOLTAGE
 12 Vdc
 O. VOLTAGE
 110 Vac
 BURNER
 DVD /CD
 SRN-470D. 4 Channel NVR.....................US$ 1,079.00
 SRN-1670D. 16 Channel NVR................US$ 3,509.00
 SRN-1000. 64 Channel NVR.................US$ 3,339.00
 • 2 Port TCP / IP Gigabit• Multiple Codec.• H.264, MPEG-4 and MJPEG.• 10 simultaneous users.• External storage 2 e-SATA.• Monitoring with NET-i Viewer Web Viewer and Smartphone.• Protocols TCP / IP, DHCP, DNS, DDNS, HTTP, ARP, NTP, RTCP, RTSP.• SAMSUNG iPOLiS DDNS.• E-mailnotification.• Operating temperature: 32 to 104 ºF.
 • 4 video channels.• 4 Channel RCA Audio 1.• 4 alarm inputs, 2 outputs.• 2 USB ports.• Resolution VGA, 4CIF, 1.3, 2 and 3 Megapixels.• VGA (1280 x 1024), HDMI (720p / 1080p).• DVD burner included.• 500GB hard drive included.• Processing capacity 64Mbps.• Consumption: 36W.• 12Vdc power adapter included.• Dimensions: 17.32 x 3.46 x 16.93 in• Weight: 6.6 Lbs.
 • 16 video channels.• 16-Channel RCA Audio 1.• 16 alarm inputs, 4 outputs.• 2 USB ports.• Resolution VGA, 4CIF, 1.3, 2 and 3 Megapixels.• VGA (1280 x 1024), HDMI (720p / 1080p).• DVD burner included.• Supports 5 internal HDDs (3TB c / u).• 1TB hard drive included.• Processing capacity 64Mbps.• Consumption: 56W.• Food 110Vac.• Dimensions: 8.46 x 3.46 x 13.86 in.• Weight: 16.5 Lbs.
 • 64videochannelswith100Mbpsmaximum.• 64 audio channels.• 16 alarm inputs, 4 outputs.• Supportsresolutionsupto5Megapixels.• ConfigurationviaNET-iViewerorWebViewer.• Supports8internalHDDs(3TBc/u).• 1TB hard drive included.• Processing capacity 100Mbps.• Consumption: 170W with 8 HDD.• Food 110Vac.• Dimensions: 17.32 x 3.46 x 18.22 in.• Weight: 13.66 Lbs.
 General characteristics:
 Characteristics:
 Characteristics:
 Characteristics:
 NVRs (Network Video Recorders)
 SRN-1670D
 SRN-1000
 SRN-470D
 Ver.2.1Compatible
 Ver.2.1Compatible
 Ver.2.0Compatible
 NEW
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 MODEL PRICESNS-SF016 Software 16 Channel FREE!SNS-SF032 Software 32 Channels US$ 2,879.00SNS-SF064 Software 64 Channels US$ 5,759.00
 SRN-1000
 • Recording 4,8,16,32 and 64 video channels.• Supports H.264, MPEG-4, MJPEG and G.711.• Supports resolution of 1.3 MP, 2 MP, 3 MP, 4CIF, VGA and CIF, up to 480
 FPS at 4CIF resolution.• TRIPLEX system.• EventNotifications.• Events and system backups.• Levels of users.• Multilanguage.• Systemrequirements: CPU Xeon E5405 QuardCore 2.0, RAM: 4GB,
 256 MB Video Memory, 2HDDs (SATA II) Operating systems: Windows 2003 Server SP2, Windows 2008 Server.
 • Supports Network Cameras and DVR’s SAMSUNG.• Monitoring of up to 64 cameras.• Supports 4 monitors with 16 cameras each.• Supports video formats: H.264, MPEG-4, MJPEG.• Audio formats supported: G.726, G.711 and G.723 (Bidirectional).• Supports resolution: 1 MP, 2MP, 3MP, 4CIF, Half D1, CIF and VGA.• Supports monitoring of maps and searches.• PTZcontrol,eventnotification,Backups.• Manual recording of 1 channel for 24 hrs.• Multilanguage.• Systemrequirements: Intel i7 CPU or higher, RAM: 3GB or higher Video
 Memory 1GB or higher HDD 200GB or higher, DirectX 8.1 or higher resolution 1280 x 1024 or higher, OS: Windows XP Professional, Windows 2000 Professional, Basic Windows Vista Home Premium, Ultimate and Windows 7. FREE!
 Recording Software
 Monitoring Software
 NET-i ware
 NET-i Viewer
 FormoreinformationaskTechnicalSupport
 Ask for availability
 Map Monitoring Search
 Ask for Availability of the products on this page
 Software
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 COMPATIBLELINUX
 EMBEDDEDWindows
 EMBEDDED
 COMPATIBLESAFARI
 COMPATIBLECHROME
 COMPATIBLECHROME
 NETWORK
 IPINJECTOR
 PoECMOS RESOLUTION WARRANTY
 YEARNETWORK
 IPINJECTOR
 PoECMOS RESOLUTION WARRANTY
 YEARNETWORK
 IPINJECTOR
 PoECMOS RESOLUTION WARRANTY
 YEAR
 HD Bullet Network Camera Mini HD Network DomeCube Type HD Network Camera
 Main Features:• RGB CMOS 1/4 “Progressive Scan.• Resolution: HDTV 720p (1MP).• Up to 30FPS.• H.264 compression.
 Lens• 3.6mmfixedlens.
 Audio• N/A.
 Mounting• Includes Desktop Mount.• Ask for Availability of the Wall Mount.
 Compatible Software• AirVision NVR (included).
 Physical and Electrical Characteristics• Operating Voltage by PoE, includes adapter.• Dimensions: 2.16 x 2.16 x 4.9 in• Weight: 0.365 Lbs.Other Features• Approvals: CE, FCC, IC.• Multiple levels of password protected access.• Log of user access.• Supported protocols: IPv4 / 6, HTTP, UPnP, DNS,
 NTP, RTSP, DHCP, TCP, UDP, IGMP, RTCP, ICMP, ARP.
 Main Features:• RGB CMOS 1/4 “Progressive Scan.• Resolution: HDTV 720p (1MP).• Up to 30FPS.• H.264 compression.
 Lens:• 4.0mmfixedlens.
 Audio:• N/A.
 Mounting:• Wall/Celing adapter kit included.
 Compatible Software:• AirVision NVR (Included).
 Physical and Electrical Characteristics:• Power Suppy by PoE, (includes adapter).• Dimensions: 10.39 x 2.42 x 2.30 in.
 Weight: 0.529 LbsOther Features:• Approvals: CE, FCC, IC.• Supported protocols: IPv4 / 6, HTTP, UPnP,
 DNS, NTP, RTSP, DHCP, TCP, UDP, IGMP, RTCP, ICMP, ARP.
 Main Features:• RGB CMOS 1/4 “Progressive Scan.• Resolution: HDTV 720p (1Mp).• Up to 30FPS.• H.264 compression.
 Lens:• 1.96mmfixedlens.
 Audio:• N/A.
 Mounting:• Includes ceiling mount.
 Compatible Software:• AirVision NVR (included).
 Physical and Electrical Characteristics:• Operating Voltage by PoE, (includes
 adapter).• Dimensions: 3.93 (diameter) x 3.70 (H) in.• Weight: 0.405 Lbs.
 Other Features:• CE, FCC, IC.• Supported protocols: IPv4 / 6, HTTP,
 UPnP, DNS, NTP, RTSP, DHCP, TCP, UDP, IGMP, RTCP, ICMP, ARP.
 AIRCAM-MINI ............................ US$ 164.00AIRCAMMINIM Mounting AirCam-MINI......................................................................Call Us!
 AirCam-MINI
 Micro SD MemoryCard Slot
 Micro SD MemoryCard Slot
 AIRCAM.................................... US$ 179.00 AIRCAM-DOME .................... US$ 199.00
 NVR Software
 AIRVISIONUnlimitedChannels...................................................................................FreeLicense
 The H.264 Megapixel Camera Line AirCam combine an advanced industrial design, powerful performance with a cost / benefit ratio in the market leader.There are a variety of cameras to choose from for optimizing application specific deployments.
 AirVision provides advanced recording system and powerful video analytics with an intuitive web interface. Combined with AirCam line of cameras Ubiquiti, AirVision becomes a revolutionary solution in price / performance. Can be installed on both Windows and Linux to display / manage from Windows, Linux or Mac
 Event Recording Advanced video analyticsActivity Reports and detailed performance
 Visio n
 NVR Software for Next Generation Network H.264 Cameras
 * All brands, logos, trademarks and logos of the models found in this brochure are trademarks, owned by their respective companies.
 Network Cameras and Domes
 IP64 STANDARD
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 ArecontVisionmegapixel technology...
 beyond imagination
 SupportsNetwork CAMERAS
 MEGAPIXEL
 New Titan NVR SystemCrystal Family
 The New Definition of Power and SpeedTheGlassFamilyNUUOsolutionprovideshighefficiencyMegapixel recording and friendly management platform.The Titan NVR uses NuClient: remote client software is a powerful, robust and FACL to handle, is fully compatible with Mac OS and Windows.Is the new Linux-based NVR highefficiencyandscalability (up to64channels)whereyou can make a complete professional network video system.
 Compatible with:
 General Features:
 Compatiblewith Through
 • Supports56brandsofNetworkcameras (Arecont Vision, Basler, BRICCOM, SONY, ZAVIO, HIKVISION, Samsung, Panasonic, AXIS, Toshiba, ACTi, Cisco, CNB, D-Link, Eneo, IQinVision, Level One, Linksys, Lumenera, Mobotix, Santec, Sanyo, StarDot, VIDEOSEC, VIVOTEK, etc).
 • Supports up to 64 cameras of 5 megapixel w / server.• Option of handling up to 100 servers, 400 live channels and 100
 playback channels.• Centralized E-map.• Centralized management of events and device I / S• Centralizedconfigurationandpasswordsin100serversthroughasingle
 Titan NVR.
 System Architecture
 Network Camera
 Video Server
 Converter I / OI / O device
 NuClient (Software)
 NuClient (Web)
 iViewer (Mobile Application)
 Analog Camera
 Ver. 1.02Compatible
 • ImageFusion-Combiningupto10camerasonasingle(Image)• Remote Administration bandwidth.• CompatiblewithWindowsandMAC.• Recording type: continuous, schedule, manual, event and for digital
 output.• Remote searches.• Compatible with NuClient Client software.
 NETWORK
 IPCHANNELS
 4/64INSERTION
 TEXT
 WARRANTYYEARS
 EMBEDDEDLINUX
 EMBEDDEDWindows
 COMPATIBLEAUTONOMOUS
 STAND
 Alone
 COMPATIBLE COMPATIBLE COMPATIBLEiPAD2
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 Model NT-4040 NT-4040RUS NT-8040R NT-8040RP
 Cabinet NT-Tower 1U (Rack) 2U (Rack) Number of Channels 4 Expandable to 64 with purchase of the corresponding license *
 Video Compression H.264, MPEG4, MJPEG (Depending on Network camera).
 Recording Performance (Total bitrate) 250 mbps.
 Removable HDD Trays 4x SATA II 8x SATA II
 HDD Support. 3TB per drive
 Hot Swappable Yes
 RAID level 0, 1, 5, 10
 Interface I / O 6x USB 2.0 (for mouse, UPS) 1x eSATA (For DAS). 2x USB 3.0, 2x USB 2.0, 1x eSATA (For DAS).
 External Storage DAS (FiT Axus 300 / Axus FiT 500 / Proware EP-2123-UA) *
 Ethernet (NIC) 2 Port RJ45 (10/100/1000 Mbps)
 Video output VGA (only 16 channels in D1 resolution visualization) --------- ---------
 Voltage 100-240 V.
 Consumption 200 W. 400W
 Redundant Power --------- Yes
 Dimensions 8.27 x 7.87 x 12.6 in. 17.5 x 17.36 x 16.88 in. 3.46 x 18.98 x 22.95 in.
 Weight (without hard drives) 12.13 Lbs. 13.75 Lbs. 23.37 Lbs.
 Temperature Operating 32 to 104ºF.
 PRICE US$ 1,625.00 US$ 2,439.00 US$ 4,039.00 US$ 5,529.00
 MinimumRequirementsoftheClientPC
 OperatingSystem
 MAC OS version 10.6 and higher /Windows7 (32 and 64 bit) /
 Windows XP (32-bit)
 CPU Intel CORE 2 Duo, 2.6 GHz.
 RAM 2 GB.
 Video Card Nvidia / ATI 1 GB or higher.
 Ethernet (NIC) 100/1000 Mbps (RJ45).
 Remote Client
 NuClient Software / NuClient WEB (Internet Explorer
 8.0, Firefox 7.0 o Superior/NUUO iViewer (iPad,
 iPhone y Android)
 Software Update Increase the Number of Channels
 NTTITANUP01 1 US$ 169.00
 NTTITANUP 4 4 US$ 659.00
 NTTITANUP 8 8 US$ 1,319.00
 NTTITANUP12 12 US$ 1,979.00
 NTTITANUP16 16 US$ 2,639.00
 NTTITANUP25 25 US$ 4,119.00
 NTTITANUP32 32 US$ 5,269.00
 NTTITANUP36 36 US$ 5,929.00
 NTTITANUP60 60 US$ 9,879.00
 RecommendedDisplayStationSYSWS01(SeePage247)
 NT-4040
 NVRTypeRack NVRTypeRackNVRTypeTower
 NT-4040RUS NT-8040R/P
 New Titan NVR SystemTheNewDefinitionofPowerandSpeed
 Ver. 1.02Compatible
 Hard Drives
 •HighPerformance.•variouscapacities.•SpecialforCCTV.(SeePage257)
 NETWORK
 IPCHANNELS
 4/64INSERTION
 TEXT
 WARRANTYYEARS
 EMBEDDEDLINUX
 EMBEDDEDWindows
 COMPATIBLEAUTONOMOUS
 STAND
 Alone
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 Family MainConsole
 Family MainConsole NUUO is a real, robust, comprehensive management platform and recording (Network, HD-SDI, SD-CCTV).The solution offers various system designs and advanced features to meet the diverse requirements that may arise even in the most complex project.
 • Matrix Wall unlimited (video wall).• Multiple layers of E-MAP centralized.• Instant alarm and event management.• Advanced Alarm Search and Reporting Tool
 • Linux-based operating system.• Supports Point of Sale (POS).• Compact and professional
 • Based on Windows / Software Only.• Advanced intelligent video surveilance.• 3rd Party Integration (POS / LPR /
 Access Control.• Viewing and Playback directly on the
 server and Playback.
 Instant Access Playback and Live Video simultaneously through the client software (Remote Live Viewer) or web interface (Internet Explorer).
 View and control video devices I / O directly from a mobile device
 System Administration
 CENTRAL(CMS)
 MainConsole NVR Mini 2
 Remote Client Remote Live Viewer (Free)
 Remote Live Viewer / Remote Playback iViewer
 Capture Card HD / SD
 Network CameraHD-CCTV Camera (SDI)SD-CCTV Camera
 HybridApplication
 IP+
 Video Server
 Video Server
 Analog Camera
 Analog Camera
 Network Ca-mera
 Compatiblewith
 Through
 COMPATIBLE COMPATIBLE COMPATIBLEiPAD2
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 COMPATIBLE COMPATIBLE COMPATIBLEiPAD2
 COMPATIBLE
 Windows
 Phone7
 NE-2020 NE-4080 NE-4160
 2 Channels (Scalableto4Channels)
 Now Compatible with
 Through
 8Channels(Scalableto10,12and16Channels)
 16Channels
 HardwareSpecificationsModel NE-2020 NE-4080 NE-4160
 Number of Channels 2 (4 with license upgrade) 8 (10, 12 and 16 withLicense upgrade) 16
 Number of Hard Drives 2x S-ATA II 4x S-ATA II
 HDD Support 3 TB per drive
 RAID Level RAID 0, 1 RAID 0, 1, 5, 10
 Interface I / O Input and Output 2xUSB 2.0 (for UPS) 2xUSB 2.0/1xe-SATA 2xUSB 2.0/1xe-SATA
 Ethernet (NIC) 10/100/1000 Mbps (RJ45) 10/100/1000 Mbps (RJ45 x 2)
 Voltage de 100 to 240 V de 100 to 230 V
 Power consumption 40 W 90 W
 Dimensions 5.51 x 4.32 x 8.62 in 5.51 x 7.2 x 8.62 in
 Weight 4.67 Lbs (without hard drives) 6.55 Lbs (without hard drives)
 Operating Temperature 32 a 104 ºF
 Price US$ 499.00 US$ 1,499.00 US$ 1,999.00
 UpdateLicenseto4ChannelsforNE-2020andNE-10
 Channelsfor4080
 Licenseupgradeto12and16channelsofNE-4080
 US$ 269.00 US$ 679.00
 HardDisks
 US$ 899.00
 NE-MINI-UP02 (2 Channels)
 NEMINIUP04(4 Channels)
 NEMINIUP08(8 Channels)
 Minimum Requirements of PC
 OperatingSystem
 Windows7 (32 y 64 bits) /Windows XP (32 bits)
 CPU Intel CORE 2 Duo, 2.6 GHz.
 RAM 2 GB.
 VideoCard
 nVidia / ATI 1 GB or Greater
 Ethernet (NIC) 100/1000 Mbps (RJ45).
 Remote Client
 Remote Live Viewer /
 WEB interface (Internet Explorer 8.0, Firefox
 7.0 or Superior / NUUO
 iViewer (IPad, iPhone and
 Android)
 Recommended Display Station SYSWS01(See Page 247)
 ArecontVisionmegapixel technology...
 beyond imagination
 Leverage your network cabling for easy and economical installation
 SupportsNetwork CAMERAS
 MEGAPIXEL
 NVR System (Network Video Recorder) EnhancedNVR Mini2
 Advanced Features • Supports 2 (4) / 8/16 Network cameras.• Totalbitrate:40Mbps(NE-2020)/80Mbps(NE-4080andNE-4160).• DualStream.• Supports56brandsofNetworkcameras (Arecont Vision, Basler,
 BRICCOM, SONY, ZAVIO, HIKVISION, Samsung, Panasonic, AXIS, Toshiba, ACTi, Cisco, CNB, D-Link, Eneo, IQinVision, Level One, Linksys, Lumenera, Mobotix, Santec, Sanyo, StarDot, VIDEOSEC, VIVOTEK, etc).
 • Real-time recording.• Supports 2 and 4 S-ATA hard drives (not included), depending on the
 model of the NVR.• Compression: H.264, MPEG4, MJPEG (Depending on the Network
 camera).• Recording type: continuous, by schedule, manual and events.• Audio recording (only if the camera has an audio channel).• IPDUSBJoysticksupportforPTZcameracontrolonRemoteLive
 ViewerSoftwareandWebInterface.
 • Smart search (by motion, loss of object, Outdoors object, loss of focus, camera obstruction).
 • Supports text insertion (Ask Technical Support).• 1RJ45Ethernetport(10/100/1000Mbps)inNE-2020,2RJ45Ethernet
 ports(10/100/1000Mbps)inNE-4080andNE-4160.• Multilingual (English, Spanish, German, Italian, Chinese, etc..). • E-Map Function (Allows import images for use with cameras Association),
 Compatible with CMS Software (p.73).• User Interface: Web Browser (Internet Explorer 7/8 and 9). • Multisite Client Software Remote Live Viewer 64 channels and up to 128
 channels with dual monitor application. • No hard drive included.• Compatible with Android, Windows Phone7, iPhone and iPad (for more
 information ask Technical Support)
 The Enhanced Digital Recorder Mini Network camera (Mini2 NVR) offers a new solution based on Linux Embedded Network.Configuration,monitoringandplaybackMini2NVRisthroughthewebinterface,andalsocanmonitorupto128channelssimultaneouslyusingtheRemote Live Viewer Software (Ask Technical Support).
 Record all of the events in your Network cameras digitally
 Compatible with:Ver. 1.02
 Compatible
 •HighPerformance.•variouscapacities.•SpecialforCCTV.(SeePage257)
 NETWORK
 IPCHANNELS
 4/8/16INSERTION
 TEXT
 WARRANTYYEAR
 EMBEDDEDLINUX
 AUTONOMOUS
 STAND
 Alone
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 TheStandaloneNUUONVR give us real time video directly from the HDMI NVR output, 4 channel 1080p resolution and it supports the MainConsole Family Products. With External USB ports that can connect Mouse, USB memory and UPS. To make use of a more simple and friendly NVR. It supports over 56 brands of network cameras in the market.
 Ver. 1.02Compatible
 NVR System (Network Video Recorder) Enhanced
 Standalone NVRRemoteControl
 Mouse Keyboard
 Remote UsersRouterRouter
 Local Operator
 Network Camera Network Camera
 Internet
 NVR SPECS
 Model NS-1040
 Recording Channels 4(8)
 Channel Playback 4(8)
 Video Output HDMI, VGA
 Output Resolution 1920X1080, 1280X1024, 1280X720, 1024X768
 Decoding H264 120FPS @ 1080p, 240FPS @ 27p (up to 4M per channel)
 MPEG4 Decoding 120FPS @ 1080p, 240FPS @ 720p (up to 2M per channel)
 MJPEG Decoding 15FPS @720p
 Total Bitrate (Throughput) 60Mbps
 External Ports 1 X 3.5” SATA II / 2X2.5” SATA II, 1XeSATA
 Storage Capacity 3 TB
 Raid Level 0,1
 Interface I/O 5XUSB 2.0
 Network Card 2 X GIGABIT RJ45
 Voltage 100-240V
 Power Consumption 40W
 Dimensions 262X137X300mm
 Weight (without HDD) 2,5
 Operating Temperature 0-40º
 Auto Backup Yes (Server FTP)
 Smart SearchGeneral Movement, forgotten object,
 missing object, Lost Focus, Camera Occlusion
 ArecontVisionmegapixel technology...
 Compatible with:
 NETWORK
 IPCOMPATIBLE COMPATIBLE WARRANTY
 YEAREMBEDDED
 LINUXAUTONOMOUS
 STAND
 Alone
 AcUpgradeyourlicenseto5-8Channels
 NS-1040. Sistema NVR Standalone................... US$ 1,079.00 NSS0LOUP01..................................... US$ 97.00NSS0LOUP02..................................... US$ 194.00NSS0LOUP04..................................... US$ 387.00
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 COMPATIBLE COMPATIBLECOMPATIBLE
 WIND
 OWS
 MOBIL
 E
 Stations RecommendedrecordingNH-4100/NH-4000EXT
 (SeePage230)
 Monitoring and Management SoftwareRemote Network CameraTheSoftwareNUUO provides a friendly graphical interface (GUI) with which you can monitor up to 64 Network cameras simultaneously. Features include real-time monitoring, intelligent detection, instant response, PTZ control and graphical interface for recording.This software can be installed in virtually any PC (See restriction, ask Technical Support)
 •PlateRecognition(LPR).•AccessControl.•PointofSale(POS).
 For more information ask Technical Support.
 • Event log system and database.• Applicationofpeoplecounterandtrafficamountcontrol.• Simpleconfigurationofcameras.• Instant playback system.• E-Map function.• Multiple screen division.• 10differentformsofeventnotification(e-mail,sound,screen,callPTZ
 Preset, FTP, etc.).• OperatingsystemthatsupportsMicrosoft: Windows XP Pro
 SP3/2003/Vista SP1/Win7.• Minimum PC Requirements: Intel Core i3, 4 GB RAM, 250 GB HDD /
 Mother-board: Intel and Asus Chzet Vendor, Video Card: ATI Radeon 4650 and NVIDIA GF-9600 Geoforce or higher (ATi ) / Network card: 100BaseT or higher (Gigabit). NOTE: The minimum requirements for the PC may vary depending on the scope of the system. (Live display, remote clients connect, camera resolution, number of channels enabled Smart Guard System, etc..For more information ask Technical Support
 Supports over 1000 Network camera models from over 50 different manufacturers
 Compatible with Joystick Connector Mod IPDUSB USB PTZ Control via Software NUUO Main Console and Remote Live Viewer
 NUUO Lite and NUUO IP+ Version Comparison Chart Model NUUO Lite NUUO IP+Number of Channels Up to 32 Up to 64
 Video Analytics 2 Types of video analytics (Motion Detection and Digital Input). 6 Types of video analytics
 Playback 4 Channels 16 Channels
 Smart Search No Yes
 Remote Client A single connection multiple connections
 Remote Client Software Up to 16 Channels Up to 128 channels (Ask Technical Support)
 Remote Search Up to 4 Channels Up to 16 Channels
 Access Mobile Yes Yes
 StreamProfile Fixed Variable
 E-MAP No Yes
 Watermark (Watermark) Yes Yes
 POS (Point of Sale) No Yes
 People Counting No Yes
 CMS (Central System Admin.) No Yes
 SDK No Yes
 NUUO Lite
 Model Price NUUO IP+upgrade Price
 Lite4ch US$ 219.00 Lite UP4 US$ 439.00Lite8ch US$ 439.00 Lite UP8 US$ 879.00Lite 12ch US$ 659.00 Lite UP12 US$ 1,309.00Lite16ch US$ 879.00 Lite UP16 US$ 1,749.00Lite 32ch US$ 1,749.00 Lite UP32 US$ 3,499.00
 NUUO IP+Model PriceSCB-IP-P-1 US$ 139.00SCB-IP-P-4 US$ 540.00SCB-IP-P-8 US$ 1,079.00SCB-IP-P-12 US$ 1,620.00SCB-IP-P-16 US$ 2,160.00SCB-IP-P-25 US$ 3,379.00SCB-IP-P-32 US$ 4,320.00SCB-IP-P-36 US$ 4,860.00SCB-IP-P-64 US$ 8,640.00
 Advanced Features • Up to 64 Network cameras (SYSCOM, Arecont Vision, EPCOM, SONY,
 SAMSUNG, AXIS, Canon, D-LINK, ETROVISION, IQ INVISION, JVC, LEVEL ONE, Lumenera, Mobotix, Panasonic, PLANET, TOSHIBA, VIVOTEK, ACTi, etc. , formoreinformationcallcompatibilityDept.models.engineering).
 • Client-server application.• CompressionFormat:H.264,MPEG4andMJPEG.• SupportsAutobackup.• PrivacyMasks.• Triple Function Monitor (Monitor 1 and 2 for live view and third monitor for
 playback). NOTE: You need to add video output cards.• * Smart Guard System with 6 kinds of video analytics (motion, missing
 object, Outdoors object, camera occlusion, loss of focus, loss of signal) and 6 kinds of instant response (to monitor e-mail, phone call, audio , IO devices, activating a preset PTZ).NOTE: For applications with Smart Guard Ask Technical SupportScheduling GUI recording.
 • Recording mode (continuous, event, motion, Scheduling , manual, w / audio and car recycling).
 • Intelligent searches for easy location of the recorded events.• Supports text insertion (Ask Technical Support).• Multi-functiondisplayA/Vandfiltersinrealtime.Toolstoimprovevideo
 quality.
 Ver. 1.02Compatible
 ArecontVisionmegapixel technology...
 Compatiblewith:
 Compatible with
 Through
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 Network Camera
 MainconsoleViewfinderremoteLive(Software)
 ViewfinderremoteLive(Web)
 iViewer(Mobile App)
 SD-CCTV Camera
 HD-CCTV (SDI) Camera
 Device I/O Access Control LPR POS IVS
 LAN
 Network Camera
 SD-CCTVCamera Failover Server
 Liveview / Playback Failover
 HD-CCTVCamera
 Ma
 Mb
 Mc
 Features • Easytoconfigure.• Add the IP address in the Failover Agent Mainconsole.• ConfigurationbyServernotbycamerachannels• Cost Effective.• Failover vs. redundancy:• With Mainconsole remote live viewer and remote playback.• Log search.• Failover: video only, not events, alarms, metadata, E / S, IVS• Supports IP + and Video Encoder (does not support capture
 cards).• It keeps the videos on the failover server.• 1 Failover server connects up to 8 Mainconsole servers.• Unable to install and Failover Mainconsole Agent on the same
 server.• CMS v1.7 will support Failover.
 WhyuseIPBridge • Playback: client wants to see poor recording.• See low and high recording quality.• Provides more connections of Live Streaming.• Video Backup.• Enable IP Bridge license in IP Bridge server.• Bridge IP Server supports a maximum of 64 channels.
 WhatisOnGuard? • When Mainconsole not responding, restart Mainconsole• Save Logs of Mainconsole that is not responding• Supports IP + and capture card• Only supported in Mainconsole
 • Failover (Fault Tolerance).• IP Bridge.• OnGuard (software watchdog).• NUUO IVS.• ImprovedStreamProfile(supportsBitratelow).
 Integrationof3rdparty.• Metadata: LPR (VIT).• Metadata plug-in: POS (Micros dStore).
 Advance Solutions of the MainConsole Family
 Failover Agent
 IP Bridge
 OnGuard (Software Watchdog)
 Advanced features offered by the Software IP + MainConsole ver. 4.0:
 SCBIPPF..................................... US$ 2,029.00
 SCBIPBRIDGE............................ US$ 2,029.00
 Note:ForeachSCBIPBRIDGEquotealicenseSCP-IP-P-1
 FreeSoftware
 Mainconsole 2
 Mainconsole 1 Mainconsole 1:
 Mainconsole 2:
 NVR SCB-IP+
 OriginalNVR SCB-IP+
 Transcode
 Live view:Original SizeRecorded video:Original Size
 Live view:Resized (Transcode)Recorded video:Resized (Transcode)
 Connect to MC 1 by usingDevice Pack and able toreceive video from MC 1 upto: 64Ch
 Free to choose:Original Size
 orResized
 NUUO RemotePlayback
 NUUO Remote Playback
 Main Console 2:
 System Architecture
 Brand: NUUOModel: Main console
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 Advanced Video Analysis
 PeopleCount–Thissolutionincludesfilterof bi-directional line, suitable for people counting on entries.
 Presence- Detects when the object or individual has penetrated the perimeter defined.
 VehicleCount-Thissolutionincludesfilterof bi-directional line, suitable for parking, security and other urban scenarios.
 EntryandExit-The alarm is activated when the object passes from outside to inside of the detection zone.
 Stabilizer-In environment where it has stability problem in camera, this function will compensate for any movement and offers a clear view.
 Appearanceanddisappearance-Used to detect the appearance and disappearance of people by the entrance but ignores person passing in front of the entrance.
 Advantages • Supports NETWORK and analog cameras.• Compatible with NUUO Mainconsole.• Recording by advanced IVS.• Supports8notifications:NUUOSmartguard.• Smart search of video.• Low CPU consumption.• 40 detection zones and 100 objects by camera.• Intuitive 3D calibration.• Supports thermal cameras.
 • Minimum Requirements• CIF or higher resolution• More than 15 FPS• 2) Does not support
 HD-SDI (SCB-8000 series card) in this version.
 • 3) can not be reset / Transfer License
 Function IVS Counting(Counting Packet)
 IVS Surveillance(Surveillance Packet)
 IVS Advanced(Advance Packet)
 PeopleCount V V
 Vehicle Count V V
 Stabilizer V V
 TamperDetection V V V
 Presence V V
 EntryandExit V V
 Appearanceanddisappearance V V
 Dwell V V
 Tracking V V
 Detention V V
 Direction V V
 Model Channels Function PriceIVSCOU01 1 Counting US$ 239.00IVSCOU04 4 Counting US$ 769.00IVSSUR01 1 Surveillance US$ 449.00IVSSUR04 4 Surveillance US$1,419.00IVSADV01 1 Advanced US$ 589.00IVSADV04 4 Advanced US$ 1,995.00
 Licencia IP+ Licencia IVSOnline Activation O O
 OfflineActivation O O
 Transference O X
 Reset vy FAE O X
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 Cash Register
 Printer
 NUUOSCB - C31A POS
 NUUOMainconsole
 LAN
 Wire-Y
 Null ModemM F F
 Operator
 1234 - AB
 Camera
 Video Archive
 NUUOMainconsole
 Video
 Integration with 3rd part LPR
 3rd Party Integration
 3rd Party Integration
 The NUUO LPR solution allows us to connect the video of the software IP + licensed from 3rd party application for license plate recognition (LPR). The information of the license plate can be displayed in live view or playback and be used to trigger alarms defined by the user. For example:NUUO Mainconsole sends an alarm to alert the administrator when a vehicle with a license plate not authorized has entered on the perimeter.
 The3rdpartyapplicationofPOSfromNUUO allows us to connect the video from cameras of out monitoring with transactions data from point of sale (POS) and ATMs. All barcode scanned or typed in items can be displayed in live view or playback and is used to enable user-defined alarms. For example, the solutionPOS from NUOO sends an alarm to alert the administrator when a transaction is void. The system stores all transactions and special events, and with filteringkeyboards be able to make the searches.
 Advantages • Fully compatible and scalable with Mainconsole
 NUUO family (NVR, DVR and hybrid systems)• CMS for a single or chained operation.• Visualization of license plates data from multiple
 locations.• Record enrollment data with CCTV• 10 user defined events LPR alarms allowing
 Advantages • Fully compatible and scalable with Mainconsole NUUO Family
 (NVR, DVR and hybrid systems) and CMS.• Visualization of POS data from multiple locations.• Data transaction record with video surveillance• 4predefinedeventssuchasPOScashdraweropenandlogoff.• 10userdefinedeventsPOS,allowingcustomizationalarms,
 such as text match, comparison values and occurrence rate.• Up to 10 instantaneous responses for each POS event.• KeywordSearchtofiltersuspicioustransactionsthrough
 database multiple registration
 customization, such as prohibited plate, and the loss of the plate etc ...
 • Up to 10 instantaneous responses for each LPR event.
 • Keyword Search to filter suspicious platesthrough multiple databases for license plate recognition.
 Plate Recognition
 Point of Sale (POS)
 VITLPRPARK01............................... US$ 2,029.00
 SCB-C31A-POS (Includes cable Y y Null Modem).... US$ 425.00
 Note:foreachlicenseLPR(VITLPRPAR01/VITLPRTARF01)quoteSCB-IP-P-LPR01
 POS con RS232
 POS con TCP/IP
 VITLPRTRAF01............................... US$ 3,039.00SCB-IP-P-LRP01............................... US$ 165.00
 SCB-IP-P-POS-01............................................. US$ 165.00SCB-IP-P-POS-04............................................. US$ 655.00
 Printer
 Cash RegisterNUUO
 Mainconsole(TCP Client)
 (TCP Server)LAN
 NUUOSCB-IP-P-POS-01
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 Tri-brid NUUO servers
 Model NH-4100
 CPU Model Intel® Core™ i5-2400 (6MB de Caché, 3.40GHz)Memory 4GB
 Number Of Channels 64 (maximum number of channels supported in any of its applications: Network / Hybrid / Tríbrida)
 Compatible Software (Not Included)NUUOIP+ (SCB-IP-P-1, SCB-IP-P-4, SCB-IP-P-8, SCB-IP-P-12, SCB-IP-P-16,
 SCB-IP-P-25, SCB-IP-P-32, SCB-IP-P-36, SCB-IP-P-64,
 Compatible Capture Card (Not Included) Series: SCB-6000S, SCB-7000S, SCB-7100, SCB-8000
 Recording Performance D1@960FPS+1.3M@230FPS/D11920FPS/13.M@230FPS
 Total Bitrate (Troughput) 80 Mbps (With 1 HDD) 130 Mbps (with 2 hard drives)180 Mbps (with 3 HDDs) 230 Mbps (with 4 hard drives)
 Platform Windows 7 Profesional (64 bit)
 Hard Drive Included 250GBBays Hard Drives (Hdd) 4 x S-ATA IIMaximum Capacity Hard Drives For 3TB HDDRaid Level RAID requires a separate controller cardExternal Storage iSCSI (Proware SB-3164E-G1S3 3U, Promise VessRAID 1730i 2U)Ethernet Port 2X 100/1000 mbps (RJ45)External Ports 6x USB 2.0, 2x COMVideo Output 1 x VGA (D-sub), 1 x DVIBurner Cd / Dvd Yes, includedPower Supply 100-240 VacConsumption 400 WDimensions 26.79 x 18.97 x 6.96 inWeight (Without Hard Drives) 37.7 LbsOperating Temperature 32 to 104ºFPrice US$ 3,399.00
 NUUO Capture CardsSCB-8000 (HD-SDI) SERIES SCB-7100 SERIES SCB-7000S SERIE
 Model SCB-8004HD SCB-7108 SCB-7116 SCB-7004S
 Video Inputs 4 8 16 4Audio Inputs N/A 8 16 4
 Cards per Servers 2 (can be with Series7000S for more channels) 1 (can be with 7000S Series for more channels) 4
 Display Rate (Ntsc) 120 FPS@1080p 240 FPS@D1 480 FPS@D1 120 FPS@D1
 Record Speed 120 FPS@1080p 240 FPS@D1 480 FPS@D1 120 FPS@D1Video Resolution 10080p, 720p NTSC: 176 x 120, 352 x 240, 704 x 480Dimensions 7.01 x 4.96 in 8.5 x 4.96 in 7.4 x 4.76 in
 Price US$ 1,499.00 US$ 1,199.00 US$ 2,199.00 US$ 479.00
 NUUO AccessoriesBox I/O Converters
 Modelo SCB-C28 SCB-C08 SCB-C31-AUS
 Description Module input and alarm output (4 inputs and 4 alarm outputs) RS-485 interface.
 USB Converter RS-485/232/422, February 1 accessory for POS
 function.
 Converter RS-232 to Ethernet, February 2 accessory for POS
 function.Price US$ 299.00 US$ 199.00 US$ 229.00
 Tri-brid Servers for Applications: Network / SD-CCTV / HD-CCTV (SDI)The Application Tri-brid NUUO is the best solution robust, flexible and scalable for different market demands surveillance: Network/SD-CCTV/HD-CCTV(SDI) today.Depending on the needs of your project you can select if you need an application Network (NVR) using the software IP + NUUO or a hybrid / tri-flange using the software IP + in combination with capture cards NUUO (Series: SCB-6000S, SCB-7000S, SCB-7100,

Page 104
                        

Netw
 ork Section
 231
 ProfessionalVideo Surveillance Guide
 ClientServerArchitecture: • Supports Unlimited clients and multiple
 monitors, Client Support, Live Window pop, up to 16 channels, remote playback, embedded applications, intelligent playback and special event search.
 CentralizedWallMatrix: • Designed to simplify and organize
 monitoring needs from the central security station. The Wall matrix is built with the system with intuitive drag and drop advanced tour options (for camera, view, alarm). With only a mouse and keyboard, the user can easily view and control hundreds of cameras on multiple monitors
 CentralizedE-Map: • Position and control cameras, devices
 I / O, POS, LPR and Access Control directly from any recorder from the family Minconsole in your E-map custom multi-layer. Simply click on the camera on the E-map to access the video popup. Click on the output device to trigger an alarm. Click on the bubble warning for managing open events.
 CentralizedManagement: • Report, track, store and search for
 thousands of events from more than 1,000 cameras and recording servers from anywhere in the world and do it effortlessly. Let the software filter critical server events, camera, I / O, POS, LPR and Access Control more reliably during the Day / Night. Having a central control room organized and efficient has never been easier
 Configuration • You can assign different privilege
 levels to exceed servers, cameras, alarms,logsandmore.ConfiguringRemote Desktop to access remotely integrated to any NUUO system.
 NUUO CMS (Central Management System)
 Central Management System (CMS) of NUUO is a powerful technology and advanced designed for large-scale and high level proyects. The CMS can manage an unlimited number of NETWORK cameras located around the world, while allowing simultaneous operations through I / O devices and POS.It has a powerful alarm management system for all NUUO product line and can control an unlimited number of matrix video consoles in centralized control rooms. NCS Matrix offersavideowallsothatuserscanefficientlyobtainvideoinstantly
 Central Management System
 Central AdministrationSystem(CMS)
 Network / Analog Cameras Item Device I / 0
 Control Access.
 LPR
 Mini NVR IP+HybridHybrid Application Unlimited Sites
 CMS Alarm ServerSQL Database
 Read Save Settings
 Multiple Customers (with E-Map) Matrix Display (video wall)
 Live Video or recording
 Live Video
 Events
 Order Visualiza-
 tion
 NCS-BASE. Administration Software(Includes a license for 48 cameras and 8 I / O.
 US$ 2,489.00
 For more information ask Technical Support
 CMS
 Central Management System IP+
 Mini NVR DVR
 Hybrid NVR
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 SPEED
 1000Mbps
 STACK
 HDMITYPE
 PORTSAPPROVAL
 802.1Q
 VLANPORT MIRRORING
 PMACCESS CONTROL
 LIST
 ACLLINK AGGREGATION
 LACP
 WARRANTYYEARS
 AUTO
 MDIMDI-X
 FIBER OPTIC
 SFP
 QOS MULTICAST LOOP DETECTION
 APPROVAL
 802.1Q
 VLANPORT MIRRORING
 PMACCESS CONTROL
 LIST
 ACLLINK AGGREGATION
 LACPFIBER OPTIC
 SFP
 QOS MULTICAST LOOP DETECTION
 APPROVAL APPROVAL WARRANTYYEARS
 AUTO
 MDIMDI-X
 SPEED
 1000Mbps
 TOTAL POWER
 360Watts
 Power Over EthernetPoE
 HIGH
 STACK
 HDMITYPE
 PORTS
 SGSW-24040HP.................................................. US$ 1,095.00CBSTX50 HDMI wire................................................. US$ 19.00
 SGSW-24040......................................................... US$ 529.00CBSTX50 stacking HDMI wire................................... US$ 19.00
 Networking & Communication
 Power over Ethernet Solutions
 Managed Stackable Switches
 Switches
 Download the Spec Sheets, Manuals, Guides and more in
 www.syscom.mx
 Injectors Extenders
 Ports:• 24 Ports High PoE 802.3af/at to 10/100/1000BaseT• 4 Ports 1000Base-SX/LX/BX Shared SFP (Ports 21-24).• Two 5Gbps HDMI-Like interface• 1 RS232 Port DB9 Male for Administration.
 Stacking:• Up to 16 Stacked Switches /384 Gigabit ports managed like one.• Handling all with a single IP Stack Management.• Supports architectures of Chain, Ring and Back-To-Back for Stacking.• Plug & Play Connectivity.
 Protection:• Auto Detects devices High PoE 802.3af/at, protects the equipment from
 damage by improper installation.• Protection Circuit prevents interference between ports.
 PoE Administration:• Intuitive Web Interface for Administration.• State Monitoring and Power consumption per port.• Per port power limit and priority.• Activation / deactivation of PoE per port.
 Ports:• 24 ports 10/100/1000BaseT.• 4 Ports 1000Base-SX/LX/BX SFP Shared (Ports 21-24).• Two 5Gbps HDMI-Like interface• 1 Port RS232 DB9 male for Administration.
 Stacking:• Up to 16 Stacked Switches /384 Gigabit ports managed like one.• Handling all with a single IP Stack Management.• Supports architectures of Chain, Ring and Back-To-Back for Stacking.• Plug & Play Connectivity.
 24-Port 10/100/1000Mbps with 4 Shared SFP Managed Stackable Switchs
 24-Port 10/100/1000Mbps with 4 Shared SFP 802.3at PoE Managed Stackable Switch
 Administration:• Web Interface Administration.• Command Line Interface for Telnet / Console.• Monitoring by SNMP v1, v2c.• Real-time monitoring with history, statistics, alarms and events.• Reset button to restore factory settings.
 Layer 2 Characteristics• Supports QoS, Multicast IGMP Snooping V1 and V2, Flow
 Control, 802.1Q VLANs, 802.3ad LACP Link Aggregation, 802.1d / 802.1w Spanning Tree Protocol, Port Mirroring, Broadcast / Multicast / Unicast Storm Control, ACL, NTP, LLDP.
 Protection:• Protection against Electrostatic Discharge ESD and Transient EFT
 of 6KV.• Auto Detects devices High PoE 802.3af/at, protects the equipment
 from damage by improper installation.• Protection Circuit prevents interference between ports.
 Physical and Electrical Characteristics:• Operating Voltage: 100-240VAC @ 432W• Total power: 360W.• Dimensions: 1U Rack, 15.75” x 11.81” x 1.75”.
 Administration:• Web Interface Administration.• Command Line Interface for Telnet / Console.• Monitoring by SNMP v1, v2c.• Real-time monitoring with history, statistics, alarms and events.• Reset button to restore factory settings..
 Layer 2 Characteristics:• Soporta QoS, Multicast IGMP Snooping V1 y V2, Flow • Control, 802.1Q VLANs, 802.3ad LACP Link Aggregation, 802.1D /
 802.1w Spanning Tree Protocol, Port Mirroring, Broadcast / Multicast / Unicast Storm Control, ACL, NTP, LLDP.
 Protection:• Protection against Electrostatic Discharge ESD and EFT 6KV Transient.
 Physical and Electrical Characteristics:• Operating Voltage: 100-240VAC @ 30W• Dimensions: 1U Rack, 15.75” x 7.87” x 1.75”.
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 Ports:• 24 Ports 10/100BaseTX with PoE 12 Ports 802.3af (Ports 1-12).• 2 Gigabit ports / SFP shared (ports 25 and 26).• 1 Port RS232 DB9 male for Administration.• Compatible with devices PoE 802.3af Class 1,2 and 3 up to 15.4W per port.• Transmission distance and Operating Voltage up to 100m and up to 300m with POE-E101
 extenders.
 Protection:• Auto Detects PoE 802.3af devices, It protects the equipment from damage by improper
 installation.• Protection Circuit that prevents interference between ports.
 PoE Administration:• Intuitive Web Interface for Administration.• State Monitoring and Power consumption per port.• Per port power limit and priority.• Activation / deactivation of PoE per port.
 Physical and Electrical Characteristics:• Operating Voltage: 100-240VAC @ 210W• Total power: 190W.• Dimensions: 1U Rack, 17.32” x 10.43” x 1.73”• Weight: 7.94 lb.• Operating Temperature: 32 - 122° F
 APPROVAL
 WARRANTYYEARS
 AUTO
 MDIMDI-X
 APPROVAL APPROVAL
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 AUTO
 MDIMDI-X
 APPROVAL
 802.3af
 PoEaf
 PORTS
 802.3af
 PoEaf
 PORTS
 TOTAL POWER
 190Watts
 802.3af
 PoEaf
 PORTS
 APPROVAL
 802.1Q
 VLANPORT MIRRORING
 PMACCESS CONTROL
 LIST
 ACLLINK AGGREGATION
 LACP
 WARRANTYYEARS
 SPEED
 1000Mbps
 AUTO
 MDIMDI-X
 TECHNOLOGYGreen
 FIBER OPTIC
 SFP
 QOS MULTICAST LOOP DETECTION
 APPROVAL
 APPROVAL
 802.1Q
 VLANPORT MIRRORING
 PMACCESS CONTROL
 LIST
 ACLLINK AGGREGATION
 LACP
 WARRANTYYEARS
 SPEED
 1000Mbps
 AUTO
 MDIMDI-X
 TECHNOLOGYGreen
 FIBER OPTIC
 SFP
 QOS MULTICAST LOOP DETECTION
 APPROVAL
 Ports:• 24 Ports PoE 802.3af at 10/100BaseTX + 2-Port Gigabit / SFP.• 1 Port RS232 DB9 male for Administration.• Compatible with PoE 802.3af Class 1,2 and 3 up to 15.4W per port.• Transmission distance and Operating Voltage up to 100m and up to 300m with POE-E101
 extenders.
 Protection:• Auto Detects PoE 802.3af devices, It protects the equipment from damage by improper
 installation.• Protection Circuit that prevents interference between ports.
 PoE Administration:• Intuitive Web Interface for Administration.• State Monitoring and Power consumption per port.• Per port power limit and priority.• Activation / deactivation of PoE per port.
 Physical and Electrical Characteristics• Operating Voltage: 100-240VAC @ 210W• Total power: 190W.• Dimensions: 1U Rack, 17.32” x 10.43” x 1.73”.• Weight: 7.99 lb.• Operating Temperature: 32 - 122 °F
 Ports: • 8-Ports 10/100BaseTX, 4 Ports PoE 802.3af(Ports 1-4)• Compatible with devices PoE 802.3af Class 1,2 and 3 up to
 15.4W per port.• Transmission distance and Operating Voltage up to 100m and up
 to 300m with POE-E101 extenders.
 Protection:• Auto Detects PoE 802.3af devices, It protects the equipment from
 damage by improper installation.• Protection Circuit that prevents interference between ports.
 Physical and Electrical Characteristics:• Operating Voltage: 100-240VAC @ 65W• Total power: 55W.• Dimensions: 8.54” x 5.31” x 1.69”
 Ports: • 8-Port PoE 802.3af 10/100BaseTX.• Compatible with devices PoE 802.3af Class 1,2 and 3 up to 15.4W per
 port.• Transmission distance and Power feed up to 100m and up to 300m with
 POE-E101 extenders.
 Protection:• Auto Detects PoE 802.3af devices, It protects the equipment from
 damage by improper installation.• Protection Circuit that prevents interference between ports.
 Physical and Electrical Characteristics:• Operating Voltage: 100-240VAC @ 135W• Total power: 125W.• Dimensions: 11.02” x 7.09” x 1.69”
 24-Port 10/100Mbps + 2- Gigabit TP/SFP Managed PoE Switch
 FGSW-2620PVM...................................... US$ 625.00
 FSD-804P................................................................ US$ 115.00GSD-804P...Gigabit 10/100/1000 Mbps..................... US$ 179.00
 FSD-808P......................................................................... US$ 189.00
 FGSW-2612PVM...................................... US$ 475.00
 Networking & CommunicationPoE Switches 802.3af
 24-Port 10/100Mbps + 2 Gigabit TP / SFP Managed Switch with 12-Port PoE
 8-Port 10/100Mbps with 4-Port PoE Ethernet Switch8-Port 10/100Mbps PoE Fast Ethernet Switch
 TOTAL POWER
 190Watts
 802.3af
 PoEaf
 PORTS
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 APPROVAL
 Ports:• 16 Ports 10/100/1000BaseT• 2 Ports 100Base-FX / 1000Base-SX/LX Shared (Ports 21-24).
 Administration:• Web Interface Administration.• Monitoring by SNMP v1, v2c.• Real-time monitoring with history, statistics, alarms and events.• Reset button to restore factory settings..
 Layer 2 Characteristics:• Complies with Gigabit 802.3, 802.3u, 802.3ab, 802.3z.• Technology for diagnostics of Cable.• Supports QoS, Multicast IGMP Snooping V1 and V2, Flow Control, 802.1Q VLANs,
 802.3ad LACP Link Aggregation, 802.1d / 802.1w Spanning Tree Protocol, Port Mirroring, Broadcast / Multicast / Unicast Storm Control, ACL, NTP, LLDP.
 Physical and Electrical Characteristics:• Operating Voltage: 100-240VAC @ 19W. Energy saving technology depending on the
 length of the cables.• Dimensions: 1U Rack, 17.32” x 4.72” x 1.73”.• Weight: 3.46 lb.• Operating Temperature: 32 - 122 ° F.
 Ports:• 16 Ports 10/100/1000BaseT.
 Physical and Electrical Characteristics:• Operating Voltage: 100-240VAC @ 13W.• Dimensions: 1U Rack, 17.32” x 7.09” x 1.77”• Weight: 5.07 lb• Operating Temperature: 32 - 122 ° F.
 Ports:• 24 Ports 10/100/1000BaseT.
 Physical and Electrical Characteristics:• Operating Voltage: 100-240VAC @ 18W.• Dimensions: 1U Rack, 17.32” x 7.09” x 1.77”• Weight: 5.38 lb.• Operating Temperature: 32 - 122 ° F.
 Ports:• 24 Ports 10/100/1000BaseT• 4 Ports 100Base-FX / 1000Base-SX/LX Shared (Ports 21-24).
 Administration:• Web Interface Administration.• Monitoring by SNMP v1, v2c.• Real-time monitoring with history, statistics, alarms and events.• Reset button to restore factory settings.
 Layer 2 Characteristics:• Complies with Gigabit 802.3, 802.3u, 802.3ab, 802.3z.• Technology for diagnostics of Cable.• Supports QoS, Multicast IGMP Snooping V1 and V2, Flow Control, 802.1Q VLANs,
 802.3ad LACP Link Aggregation, 802.1d / 802.1w Spanning Tree Protocol, Port Mirroring, Broadcast / Multicast / Unicast Storm Control, ACL, NTP, LLDP.
 Physical and Electrical Characteristics:• Operating Voltage: 100-240VAC @ 26W. Energy saving technology depending on the
 length of the cables.• Dimensions: 1U Rack, 17.32” x 4.72” x 1.73”• Weight: 3.68 lb• Operating Temperature: 32 - 122 ° F.
 Networking & Communication
 Gigabit Switches Managed and Unmanaged
 24-Port Web Smart Gigabit Ethernet Switch with 4 Shared SFP
 GSW-2404SF.................................... US$ 305.00
 GSW-1602SF...................................... US$ 239.00
 GSW-2401...................................... US$ 205.00 GSW-1601...................................... US$ 159.00
 16-Port Web Smart Gigabit Ethernet Switch with 2 Shared SFP Interfaces
 24-Port 10/100/1000Mbps Gigabit Ethernet Switch 16-Port 10/100/1000Mbps Gigabit Ethernet Switch
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 POE-152... Gigabit 10/100/1000 Mbps.......................... US$ 45.00POE-151...................................................................... US$ 39.00
 POE-161............................................................... US$ 65.00
 POE-E201....................................................................US$ 95.00POE-E101...................................................................... US$ 75.00
 Injectors, Extenders and PoE Splitters
 Characteristics:• Extends the transmission range / PoE 802.3af an additional 328 ft.• Supports daisy chain. Reaches up to 300m. Total with PoE + Extender +
 Extender.
 Protection:• Auto detects devices PoE 802.3af, It also protects equipment from
 damage by improper installation.• Protection against Electrostatic Discharge ESD and EFT 6KV Transient.
 Maximum distance:• Class 1 PoE devices (3.8W), Class 2 (6.5W) up to 300m.• Class 3 PoE devices (12.9W) up to 200m.• Data-only devices up to 300m..
 Ports:• 1 Input Port 10/100Base-TX with PoE 802.3af.• 1 Output Port 10/100Base-TX with 802.3af PoE.• Compatible with devices PoE 802.3af Class 1.2 and 3 up until 15.4W.
 Physical and Electrical Characteristics:• No power required.• Dimensions: 3.7” x 2.76” x 1.02”
 Characteristics:• Injects power to a PoE device by the same data cable.• Transmission distance and Operating Voltage up to 100m and up to
 200m with POE-E201 extenders.
 Protection:• Auto Detects PoE 802.3at devices, It also protects the equipment from
 damage by improper installation.
 Ports:• 1 input Port 10/100/1000Base-T.• 1 Output Port 10/100/1000Base-T with PoE 802.3at.• Compatible with devices PoE 802.3af Class 1,2 and 3 up to 30W.
 Physical and Electrical Characteristics:• Operating Voltage: 56Vdc@30A (Operating Voltage included)• Dimensions: 3.74” x 2.76” x 0.98”
 Characteristics:• Injects power to a PoE device by the same data cable.• Transmission distance and Operating Voltage up to 100m and up to
 300m with POE-E101 extenders.
 Protection:• Auto Detects PoE 802.3af devices, It also protects the equipment from
 damage by improper installation.
 Ports:• 1 input Port 10/100Base-TX.• 1 Output Port 10/100Base-TX with PoE 802.3af.• Compatible with devices PoE 802.3af Class 1,2 and 3 up to 15.4W
 Physical and Electrical Characteristics:• Operating Voltage: [email protected] (Operating Voltage Included)• Dimensions: 2.87” x 2.17” x 0.94”
 Characteristics:• Extends the transmission range / PoE 802.3af an additional 328 ft.• Supports daisy chain. Reaches up to 200m. Total with PoE + Extender +
 Extender.
 Protection:• Auto detects devices PoE 802.3af, It also protects equipment from
 damage by improper installation.• Protection against Electrostatic Discharge ESD and EFT 2KV Transient..
 Maximum distance:• PoE devices at (25W) up to 200m.• Class 2 PoE devices af (12.9W) up to 200m.• Class 3 PoE devices af (12.9W) up to 400m.
 Ports:• 1 Input Port 10/100Base-TX with PoE 802.3at.• 1 Output Port 10/100Base-TX with 802.3af/at PoE.• Compatible with devices PoE 802.3af of up to 15.4W..
 Physical and Electrical Characteristics:• No power required.• Dimensions: 3.7” x 2.76” x 1.02”
 802.3af Power Over Ethernet Injector of 1 Port 10/1000 Mbps
 802.3af 100m Power over Ethernet Extender of 1 Port 10/100 Mbpss
 802.3af Power Over Ethernet Injector of 1 Port 10/1000 Mbps
 802.3af 100m Power over Ethernet Extender of 1 Port 10/100/1000 Mbps
 PoE Network Camera
 PoE-151S
 300m 200m 100m 0m
 Network Camera 12 Vdc/5Vdc
 PoE Switch/ PoE Injector
 Splitter
 Extender Extender
 Networking & Communication
 (11W)
 100M 100M
 100M 100M
 100M
 (13W) (15W)
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 Characteristics:• Power injected at 12 devices High PoE on the same data cable.• Transmission distance and Operating Voltage up to 100m and up to 200m
 with POE-E201 extender.
 Protection:• Auto detects devices PoE 802.3af/at, It also protects equipment from
 damage by improper installation.• Protection Circuit prevents interference between ports.
 Ports:• 12 Input Ports 10/100/1000Base-T.• 12 Output Ports 10/100/1000Base-T con High PoE 802.3af/at.• 1 Port 10/100Base-TX for administration.• Compatible with devices PoE 802.3af (15.4W) / High PoE 802.3at (30W).
 PoE Administration:• Intuitive Web Interface for Administration.• State Monitoring and Power consumption per port.• Per port power limit and priority.• Activation / deactivation of PoE per port.
 Physical and Electrical Characteristics:• Operating Voltage: 100-240VAC @ 370W• Total power: 340W.• Dimensions: 1U Rack, 17.32” x 11.81” x 1.73”
 Characteristics:• Power injected at 4 devices High PoE on the same data cable.• Transmission distance and Operating Voltage up to 100m and up to
 300m with POE-E201 extender.
 Protection:• Auto detects devices PoE 802.3af/at, It also protects equipment from
 damage by improper installation.• Protection Circuit prevents interference between ports.
 Ports:• 4 Input Ports 10/100/1000Base-T.• 4 Output Ports 10/100/1000Base-T with PoE 802.3af/at.• Compatible with devices PoE 802.3af (15.4W) / High PoE 802.3at
 (30W).
 Physical and Electrical Characteristics:• Power: 52 ~ 56VDC.• Total power: 120W.• Dimensions: 1.02” x 2.76” x 3.82”
 Characteristics:• Injects PoE power to 24 devices on the same data cable.• Transmission distance and Operating Voltage up to 100m and up to 300m with POE-E101
 extenders .
 Protection:• Auto detects devices PoE 802.3af, It also protects equipment from damage by improper
 installation.• Protection Circuit prevents interference between ports.
 Ports:• 24 Input Ports 10/100Base-TX.• 24 output ports 10/100Base-TX with PoE 802.3af.• 1 Port 10/100Base-TX for Administration.• Compatible with devices PoE 802.3af Class 1,2 and 3 up to 15.4W per port.
 PoE Administration:• Intuitive Web Interface for Administration.• State Monitoring and Power consumption per port.• Per port power limit and priority.• Activation / deactivation of PoE per port.
 Characteristics:• Injects PoE power to 12 devices on the same data cable.• Transmission distance and Operating Voltage up to 100m and up to 300m with POE-E101
 extenders.
 Protection:• Auto detects devices PoE 802.3af, It also protects equipment from damage by improper
 installation.• Protection Circuit prevents interference between ports.
 Ports:• 12 Input Ports 10/100Base-TX.• 12 output ports 10/100Base-TX with PoE 802.3af.• 1 Port 10/100Base-TX for Administration.• Compatible with devices PoE 802.3af Class 1,2 and 3 up to 15.4W per port.
 PoE Administration:• Intuitive Web Interface for Administration.• State Monitoring and Power consumption per port.• Per port power limit and priority.• Activation / deactivation of PoE per port.
 Networking & Communication
 POE-2400...................................... US$ 519.00POE-2400P4 (380W) ...................... US$ 589.00
 POE-1200........................................ US$ 319.00POE-1200P2 (190W) ....................... US$ 389.00
 HPOE-1200G.................................................................. US$ 669.00 HPOE-460................................................................... US$ 159.00
 Injectors, Extenders and PoE Splitters802.3af 24-Port Power over Ethernet Web Management Injector Hub 10/100 Mbps
 802.3af 12-Port Power over Ethernet Web Management Injector Hub 10/100 Mbps
 12-Port Gigabit IEEE 802.3at Power over Ethernet Injector Hub 10/100/1000 Mbps
 4-Port IEEE 802.3at High Power over Ethernet Injector Hub 10/100/1000 Mbps
 Physical and Electrical Characteristics:• Operating Voltage: 100-240VAC @ 260W.• Total Power 220W.• Dimensions: 1U Rack, 17.32” x 7.87” x 1.73”
 Physical and Electrical Characteristics:• Operating Voltage: 100-240VAC @ 130W.• Total Power 110W.• Dimensions: 1U Rack, 17.32” x 7.87” x 1.73”
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 Characteristics:• Separate voltage on a RJ45 PoE 802.3af in an output of
 5VCD/12VCD independent of the data.• Output voltage selectable from 5VCD/2A or 12VCD/1A.• Maximum transmission distance of up to 100m.
 Protection:• Auto detects devices PoE 802.3af/at, It also protects
 equipment from damage by improper installation.
 Ports:• 1 Input Port 10/100Base-TX with PoE 802.3af.• 1 Output Port 10/100BaseTX• 1 Output Jack with 5Vdc/12Vdc Voltage.• Dip Switch to select 5VCD (Default) or 12VCD.
 Physical and Electrical Characteristics:• No power required.• Dimensions: 2.87” x 2.17” x 0.94”• Operating Temperature: 32 - 122 ° F.
 Injectors, Extensors and PoE SplittersNetworking & Communication
 POE-151S........................................................... US$ 25.00
 PoE Voltage Splitter 802.3af at 5Vdc/12Vdc of 1 Port
 MGB-SX..............................................US$ 44.00
 MGB-LX.........................................US$ 49.00
 General Characteristics
 General Characteristics
 Media Converters
 Ports:• 1 Port RJ45 10/100/1000Base-T.• 1 Fiber Optic Fiber 1000Base-LX with
 SC Dúplex Connector. Characteristics:• 1000 Mbps transfer rate• Up to 10Km with Single mode Fiber
 9um. Physical and Electrical Characteristics:• Power: 5VDC @ 2A.• Dimensions: 1.02” x 2.76” x 3.82”.• Weight: 0.44 lb .• Operating Temperature: 32 - 122 ° F6.
 Mini-GBIC SFP 1000Base-SX Transceiver for Multi Mode Fiber up to 550m
 • 1000 Mbps transfer rate• Upto220mwithmultimodefiber
 62.5um.• Upto550mwithmultimodefiber
 50um.• Duolex LC connector.• Hot Swap.• Plug & Play.
 Mini-GBIC SFP 1000Base-LX Transceiver for Single Mode Fiber up to 10Km
 • 1000 Mbps transfer rate• Up to 10Km on Single Mode Fiber• Duolex LC connector.• Hot Swap.• Plug & Play.
 Media Converter 1000 Mbps UTP / Fiber Optic up to 550m
 Ports:• 1 Port RJ45 10/100/1000Base-T.• 1 Fiber Optic Fiber 1000Base-SX with
 SC Dúplex Connector. Characteristics:• 1000 Mbps transfer rate• Up to 220m with multimode Fiber
 62.5um• Up to 550m with Multimode Fiber 50um. Physical and Electrical Characteristics:• Power: 5VDC @ 2A.• Dimensions: 1.02” x 2.76” x 3.82”• Weight: 0.44 lb.• Operating Temperature: 32 ~ 122 ° F.
 Media Converter 1000 Mbps UTP / Fiber Optic up to 10Km
 GT-802.............US$ 119.00 GT-802S......US$ 129.00
 802.3af PoE 4-Port 10/100Mbps Gigabit PoE Switch 8-Port 10/100/1000 Mbps with High802.3at PoE
 characteristics:• Injects power to 4 PoE devices on the same data cable.• Power Transmission distance up to 100m and up to 300m with exten-
 ders POE-E101.
 Protection:• 802.3af PoE devices Autodetect protects equipment from damage by
 improper installation.• Protection Circuit prevents interference between ports.
 Ports:• 4 input ports 10/100Base-TX.• 4 output ports 10/100Base-TX with PoE 802.3af.• Compatible with 802.3af PoE Class 1,2 and 3 up to 15.4W per port.
 Physical and Electrical Characteristics:• Food: [email protected] (transformer included)• Total power: 70W.• Dimensions: 26 x 70 x 97 mm.• Weight: 220gr.• Operating Temperature: 32 to 122 ºF.
 ports:• 8-Port 10/100/1000BaseT with High PoE 802.3at / 802.3af.• Compatible with PoE 802.3af / 802.3at High PoE up to 30W per port.• Power Transmission distance up to 100m and up to 500m (12W) with
 extenders POE-E201.
 Protection:• 802.3af/at Autodetect PoE devices, protect equipment from damage
 by improper installation.• Protection Circuit prevents interference between ports.
 Switch:• Store and Forward architecture.• 10/100/1000Mbps Auto Negotiation.• Auto MDI / MDI-X.• 1K MAC Address Table with Autolearning function.
 Physical and Electrical Characteristics:• Food: [email protected] (GSD-808HP), [email protected] (GSD-
 808HP2).• Total power: 130W (GSD-808HP), 240W (GSD-808HP2).• Dimensions: 330 x 155 x 43.5 mm.• Weight: 1.56kg (GSD-808HP), 1.66kg (GSD-808HP2).• Operating Temperature: 32 to 122 ºF.
 NEW
 NEW
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 PORTS
 4WIRELESS
 DES-1008A.................................................................................US$ 18.00
 DSL-2730B..................................................................................US$ 95.00
 DGS-1008P ..............................................................................US$ 229.00
 DNS-1200-05..........................................................................US$ 1,309.00
 Physical and Electrical Characteristics
 Physical and Electrical Characteristics
 Physical and Electrical Characteristics
 Additional information
 Additional information
 Additional information
 General characteristics
 General characteristics
 Main Functions
 Administration
 Wireless
 Physical and Electrical Characteristics
 General characteristics
 General characteristics
 Performance Switching
 Ports
 Ports
 Ports
 Ports
 Performance Switching
 • 802.3x Flow Control for protection against data loss per port.
 • Support Full / Half-Duplex and Auto-negotiation of speed per port.
 • Auto-negotiation MDI / MDI-X, eliminating the need for crossover cables.
 • EasyintegrationwithADSLconnectionsinMexico.• Openingportsforeasyandquickdevices(DVR,NVR,
 Camera,Servers,etc..)
 • VPN IPSec / PPTP / L2TP, QoS, NAT.• MACfiltering,packetfiltering,DMZ,DoSPrevention.
 Prevención DoS.
 • Web-basedconfigurationinterface.
 • Auto Detection VPI / VCI• BackupConfiguration.
 • 802.11g - Speeds of up to 54Mbps• Security WEP, WPA-PSK, WPA2.• WDS, eaP, Multi-SSID, WLAN QoS.
 • Power: 12VDC, 1A (transformer included).• Operating temperature: 32 to 104 ° F• Dimensions: 7.68 x 5.79 x 1.30 in.• Weight: 0.70 Lbs.
 • 802.1qQoSforautomaticprioritizationoftraffic.• 802.3x Flow Control for protection against data loss
 per port.• Support Full / Half-Duplex and Auto-negotiation of
 speed per port.• Auto-negotiation MDI / MDI-X, eliminating the need
 for crossover cables.
 • Upto5SATAHDD3.5"inanycapacity.• ISCSI support, to be added as additional internal HDD
 DVRs, NVRs and VMS Software.• RAID 0, 1, 10, 5, 5 + Spare, 6, JBOD, Standard.• Supports Link Aggregation.• SharingfileswithWindows,Mac,LinuxFTP,NFS,
 CIFS, SMB, DFS.• 128x32 OLED display.
 • 1.6Gbps(Allportstransmitting/receivingatfullspeed).
 • 8-Ports 10/100BASE-TX.
 • 1 RJ11 Port (DSL)• 4 Ports 10/100BASE-TX RJ45
 • 4-Ports10/100/1000BASE-TPoE.• 4 ports 10/100/1000BASE-T
 • 2-Port 10/100/1000BASE-T Gigabit Ethernet. • 2 USB ports.
 • 16 Gbps (All ports transmitting / receiving at full speed).
 • Addressing: 1,488,000 packets per second per port.
 • Operating Voltage: 7.5 Vdc / 1 A (Includes Power Adapter).
 • Power Consumption: 2 W.• Operating temperature: 32 to 122 ° F.• Dimensions: 7.56 x 4.65 x 1.26 in.• Weight: 0.68 Lbs.
 • Operating Voltage: 48 Vdc / 1.25 A (Includes Power Adapter).
 • Power Consumption: 57.83 W (PoE On) / 4.48 W (PoE Off)
 • Operating temperature: 32 to 122 ° F.• Dimensions: 7.48 x 4.72 x 1.50 in.• Weight: 1.54 Lbs.
 • Power supply 115 VAC (Includes cable and internal source).
 • Power Consumption: 55W.• Operating temperature: 32 to 104 ° F• Dimensions: 10.8 x 6.42 x 10.2 in.• Weight: 13.2 Lbs.
 • Wall mountable.• Silent, fanless.• easy Installation, Plug &
 Play.• CE, FCC.
 • easy Installation, Plug & Play.
 • Complies with CE, FCC.
 • Complies with FCC, CE.
 Unmanaged Switch 8-Port Fast Ethernet
 Easy Setup Modem/Router 4-Port Wireless ADSL
 8 Port Gigabit PoE Switch
 NAS Networking: Mass Storage System for 5 Hard Drives
 The DSL-2730B combines the function of a high speed ADSL modem, Wireless Access Point and Router 4 ports in a single device. Easily create secure wireless network and share the Internet connection with Computers, DVRs / NVRs, servers, card terminals, etc.
 Openingofportstomultipledeviceswithoutchanginglocalports
 It is detected as local hard disk to increase the storage capacity on DVRs and NVRs that support, NAS just as well as for any recording software that works on Windows, Mac or Linux.
 CompatiblewithNUUOSoftware,SoftwareINEX,ACTiNVRSoftware,HIKVISION,SYSCOMandWindows-based
 Networking: Connection, Distribution, PoE and Storage
 WARRANTYYEARS
 PORTS
 8PLUG & PLAY
 WARRANTYYEARS
 PORTS
 8PLUG & PLAYPower Over Ethernet
 PoE
 STORAGE
 NSAWARRANTY
 YEARSCOMPATIBLE
 iSCSI
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 Power Over Ethernet
 PoEat
 Power Over Ethernet
 PoEaf
 The DGS-3120 xStack Series are enhanced Layer 2 stackable switches designed for medium and large enterprise systems. These switches support physical stacking, multicast and enhanced security, making them the ideal solution for security systems involving high performance connecting multiple switches to a central switch.
 DGS-3120-24(TCSI).....................US$ 909.00 DGS-3120-24P(CSI).....................US$ 1,679.00
 High Performance Main Switch High Performance Main Switch PoE
 Highperformancestackableswitchesforvideoanddatacentersinvolvinginterconnectingmultipleswitcheswithoutsacrificingperformance
 Physical and Electrical Characteristics
 Physical and Electrical Characteristics
 Additional information
 General characteristics
 Common Features
 Features for Stack (Stack)
 PoE Characteristics
 Performance
 Administration
 Ports
 Ports
 • 802.1Q VLANs.• 802.3ad Link Aggregation.• 802.1p Quality of Service, QoS.• 802.1d Spanning Tree Protocol, STP, detection /
 correction Loops automatic.• 802.3x Flow Control for protection against data loss per
 port.• Supports Multicast, IGMP snooping, L2 Multicast
 Filtering.• Port Mirroring.• Supports Access Control Lists based on MAC ACLs,
 IPv4, ICMP / IGMP / TCP / UDP.• Supports SNMP V1/V2/V3.• Support Full / Half-Duplex and Auto-negotiation of speed
 per port.• Auto-negotiation MDI / MDI-X.• Automatic Voice VLAN by MAC Address.• Diagnostic functions for cables..
 • 2 Port HDMI Stack.• Transfer rate of up to 10 Gbps.• Up to 6 Switches per stack. All switches are managed as
 if it were only one.
 • 802.3af/802.3atPowerOverEthernet,upto15.4W/and30Wperport.
 • TotalAvailablePower:370W.
 • 88 Gbps Switching (All ports transmitting / receiving at full speed).
 • Addressing: 65.48 Mpps.
 • Web Interface.• Command Line Interface (CLI) through Telnet.• Command Line Interface (CLI) for RS-232.
 • 20 Ports 10/100/1000BASE-T • 4 Port Combo 10/100/1000BASE-T / 100/1000SFP• 2 Port HDMI (10Gbps to put on Stack).• 1 RS-232 port.
 • 20 Ports 10/100/1000BASE-T PoE.• 4 Port Combo 10/100/1000BASE-T / 100/1000SFP.• 2 HDMI Ports (10Gbps to put in Stack).• 1 RS-232 Port.
 • Power supply 115 VAC / 2.215 A (Includes cable and internal source).
 • Power Consumption: 49.39 W.• Operating temperature: 32 to 104 ° F.• Dimensions: 17.3 x 8.27 x 1.73 in.• Weight: 6.70 Lbs.
 • Power 115 VAC (Includes cable and internal source).• Power Consumption: 482.7 W (Maximum PoE).• Operating temperature: 32 to 122 ° F.• Dimensions: 17.3 x 12.2 x 1.73 in.• Weight: 12 Lbs.
 • - Silent (Max. 50.8 dB), Smart Fan.• -Complies with FCC, CE, IC, C-Tick, VCCI, cUL, CB.
 High Performance Gigabit Ethernet Switches
 WARRANTYYEARS
 802.1Q
 VLANPORT MIRRORING
 PMACCESS CONTROL
 LIST
 ACLLINK AGGREGATION
 LACPAPPROVALRoHS
 PORTSFIBER OPTIC
 SFP
 QOS MULTICAST LOOP DETECTIONxStack
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 Power Over Ethernet
 PoEat
 Power Over Ethernet
 PoEaf
 The DES-1210es Series the latest generation of intelligent switches D-Link, which integrate an advanced management and security features to provide improved performance and scalability. The switches are designed to provide users of small and medium systems complete control over your network. With Ethernet and Gigabit by copper, allows you to connect to an existing network infrastructure, eliminating the need for complicated reconfigurations. They also allow a flexible connection to the Backbone or Server (DVR, NVR, monitoring station, etc).
 Managed Fast Ethernet Switches with Gigabit / SFP Ports
 DES-1210-28....................................................US$ 299.00
 DES-1210-52 (52-port version) ..........................US$ 609.00
 DEM-311GT..............................................US$ 149.00
 DES-1210-28P.............................................US$ 815.0048 10/100BaseTX, 2 10/100/1000BaseT ports, 2 combo ports 1000BASET/SFP.
 DEM-312GT2.....................US$ 329.00
 Physical and Electrical Characteristics
 Additional information
 Administration
 General characteristics
 General characteristics General characteristics
 Common Features
 PoE Characteristics
 Performance Switching
 Ports
 • 802.1Q VLANs.• 802.3ad Link Aggregation.• 802.1p Quality of Service, QoS.• 802.1d Spanning Tree Protocol, STP, detection / correction Loops
 automatic.• 802.3x Flow Control for protection against data loss per port.• Supports Multicast, IGMP snooping, L2 Multicast Filtering.• Port Mirroring.• Supports Access Control Lists based on MAC ACLs, IPv4, ICMP /
 IGMP / TCP / UDP.• Supports SNMP V1/V2/V3.• Support Full / Half-Duplex and Auto-negotiation of speed per port.• Auto-negotiation MDI / MDI-X.• Automatic Voice VLAN by MAC Address.• Diagnostic functions for cables.
 • PoE802.3af/802.3at-Ports1-4(Upto15.4Wand30Wperport)
 • PoE802.3af-Ports5-24(upto15.4Wperport)• PoEtotalPowerof193W.
 • 12.8 Gbps (All ports transmitting / receiving at full speed).• Addressing: 9.5 million packets per second.
 • 24 Ports 10/100BASE-TX PoE • 2 Ports 10/100/1000BASE-T• 2 Combo Ports 10/100/1000BASE-T / 100/1000SFP• 1 RS-232.
 • Power supply 115 VAC / 2215 A (Includes cable and internal source).
 • Power Consumption: 254 W (PoE Power), 26.4 W (PoE Off)
 • Operating temperature: 32 to 104 ° F.• Dimensions: 17.3 x 8.27 x 1.73 in.• Weight: 8.14 Lbs
 • Silent (53.9 dB Max.), Smart Fan, 3 fans.• CE, FCC, VCCI, IC, C-Tick, cUL, CE LVD.
 • Web Interface.• Command Line Interface (CLI) through Telnet.• Command Line Interface (CLI) through RS-232.
 Modules / SFP Fiber Transceivers
 Ports
 • 24-port 10/100Base-TX• 2 Ports 10/100/1000BASE-T• 2 Combo Ports 10/100/1000BASE-T / 100/1000SFP• RS-232 port.
 Physical and Electrical Characteristics
 • Silent, fanless.• Power supply 115 VAC / 0.302 A (Includes cable and
 internal source).• Maximum power 17.6 W.• Operating temperature: 32 to 104 ° F.• Dimensions: 17.3 x 8.27 x 1.73 in.• Weight: 5.73 Lbs.
 1000BASE-SX SFP Transceiver formultimodefiberforupto1805ft.
 • Upto1000MbpsFiber1805ftor722ftwith50umMultimode62.5um
 • LC Duplex connector.• Full Duplex Operation.• Hot Swap.• EN 60825-1 Class 1 Laser• Dimensions: 1.19 x 0.47 x 2.25 in.
 1000BASE-SX SFP Transceiver formultimodefiberofupto1.24Miles
 • 1000Mbpsspeedupto1.24Milemultimodefiber50umor62.5um
 • LC Duplex connector.• Full Duplex Operation.• Hot Swap.• EN 60825-1 Class 1 Laser• Dimensions 1.19 x 0.47 x 2.25 in.
 WARRANTYYEARS
 802.1Q
 VLANPORT MIRRORING
 PMACCESS CONTROL
 LIST
 ACLLINK AGGREGATION
 LACPAPPROVALRoHS
 PORTSFIBER OPTICSF
 PQOS MULTICAST LOOP DETECTION
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 Structured Cable
 EPCOM presents its new Line of Structuring Cabling Solutions designed to fill the increasing demand of the communications market. EPCOM offers only high quality products designed and tested by our qualified engineering team.Our high-end technology products are the perfect solution for your networks and communications infrastructure requirements.
 Nowadays, computer science and communications come together, and for this Certified Specialized Professional Integrators are required to determine the most appropriate architecture needed for each complex system in each specific case. At the end, the goal of this is to concentrate everything in a central platform capable of integrating all telecommunications services: Telephony, data, video, electronic security, etc. The result is a structure capable of integrating both active and passive elements.
 All communications services in any company focused on the transmission of voice and data are conducted through a common cabling system, through a well-planned and specially designed structuring cabling that allows to the company the necessary infrastructure to support local networks, telephone exchange, fax, video conferencing, internet, intranet, etc.
 SYSCOMintroducesitsnewlineofstructuredcablingthatfillsamajormarketinthefieldofcommunications,withhighqualityproducts,qualifiedpersonnelandadvancedtechnologyto solve problems in the network infrastructure, responding to your demands for effective communication in your company.
 Welcome
 Introduction
 Definition
 Regulating Agencies and Structured Cabling Standards
 Every integrator must comply with certain norms and regulations in order to provide service to any local network and other communication systems. The installation of these systems must comply with EIA/TIA/568 and ISO11801 standards, these norms and regulations are controlled by the ANSI (American National Standards Institute) and the EIA (Electronics Industries Alliance). It is important to add that our products comply with the UL444 and UL1685 specifications.
 ANSI: American National Standards Institute.
 EIA:Electronics Industry Association.
 TIA:Telecommunications Industry Association.
 ISO: International Standards Organization.
 IEEE: Instituto de Ingenieros Eléctricos y de Electrónica.
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 WHITE PATCH CORD UTP CAT5e / CAT6Model Category Distance Price
 LPUT3050WH CAT5e 39.37 in US$ 1.49LPUT3100WH CAT5e 78.74 in US$ 1.99LPUT3200WH CAT5e 118.1 in US$ 3.19LPUT3300WH CAT5e 275.5 in US$ 4.39LPUT3700WH CAT5e 19.68 in US$ 9.29LPUT6050WH CAT6 39.37 in US$ 1.89LPUT6100WH CAT6 78.74 in US$ 2.49LPUT6200WH CAT6 118.1 in US$ 3.79LPUT6300WH CAT6 275.5 in US$ 5.19LPUT6700WH CAT6 275.5 in US$ 10.49
 RED PATCH CORD UTP CAT5e / CAT6LPUT3050RD CAT5e 19.68 in US$ 1.49LPUT3100RD CAT5e 39.37 in US$ 1.99LPUT3200RD CAT5e 78.74 in US$ 3.19LPUT3300RD CAT5e 118.1 in US$ 4.39LPUT3700RD CAT5e 275.5 in US$ 9.29LPUT6050RD CAT6 19.68 in US$ 1.89LPUT6100RD CAT6 39.37 in US$ 2.49LPUT6200RD CAT6 78.74 in US$ 3.79LPUT6300RD CAT6 118.1 in US$ 5.19LPUT6700RD CAT6 275.5 in US$ 10.49
 YELLOW PATCH CORD UTP CAT5e / CAT6LPUT3050YE CAT5e 19.68 in US$ 1.49LPUT3100YE CAT5e 39.37 in US$ 1.99LPUT3200YE CAT5e 78.74 in US$ 3.19LPUT3300YE CAT5e 118.1 in US$ 4.39LPUT3700YE CAT5e 275.5 in US$ 9.29LPUT6050YE CAT6 19.68 in US$ 1.89LPUT6100YE CAT6 39.37 in US$ 2.49LPUT6200YE CAT6 78.74 in US$ 3.79LPUT6300YE CAT6 118.1 in US$ 5.19LPUT6700YE CAT6 275.5 in US$ 10.49
 BLUE PATCH CORD UTP CAT5e / CAT6LPUT3050BU CAT5e 19.68 in US$ 1.49LPUT3100BU CAT5e 39.37 in US$ 1.99LPUT3200BU CAT5e 78.74 in US$ 3.19LPUT3300BU CAT5e 118.1 in US$ 4.39LPUT3700BU CAT5e 275.5 in US$ 9.29LPUT6050BU CAT6 19.68 in US$ 1.89LPUT6100BU CAT6 39.37 in US$ 2.49LPUT6200BU CAT6 78.74 in US$ 3.79LPUT6300BU CAT6 118.1 in US$ 5.19LPUT6700BU CAT6 275.5 in US$ 10.49
 BLACK PATCH CORD FTP CAT5e / CAT6
 LPFT4050BK CAT5e 39.37 in US$ 1.59LPFT4100BK CAT5e 78.74 in US$ 1.79LPFT4200BK CAT5e 118.1 in US$ 2.39LPFT4300BK CAT5e 275.5 in US$ 2.99LPFT4700BK CAT5e 19.68 in US$ 5.39LPFT7050BK CAT6 39.37 in US$ 1.99LPFT7100BK CAT6 78.74 in US$ 2.49LPFT7200BK CAT6 118.1 in US$ 3.29LPFT7300BK CAT6 275.5 in US$ 3.99LPFT7700BK CAT6 19.68 in US$ 6.99
 HighlycertifiedtotherequirementsoftheTIA/EIA568andISO11801. Made with UL444 and UL1685specifications.
 UTP cable, CAT5e and CAT6 FTP LinkedPro allows installation flexibility, scalability, and manageability. It is a high performance wire and complete LinkedPro entire solution. Twisted pair unshielded(UTP, Unshielded Twisted Pair):
 Twisted pair cable used simpler and without any additional shielding and with a characteristic impedance of 100 Ohms. TWISTED PAIR OVERALL SHIELDEDFTP (Foiled Twisted Pair)In this type of cable as the UTP, pairs are not shielded, but has an overall shielding to improve their level of protection from external interference. CAT5e Its aim is the physical interface to connect the dots of the telecommunications room to the work area, adapted to the specifications of the IEEE 802.3i/3u in LANs with data 10/100Base T / Tx with performance that exceeds the 110 Mbps CAT6 Its aim is the physical interface to connect the dots of the telecommunications room to the work area adapting to the specifications of the IEEE 802.3/3u/3ab in LAN with 10/100/1000 Base TX data transmission with a performance that exceeds 1Gbps.
 Structured Cable Patch Cord
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 Jack Connectors and Wall Boxes
 UTPandSTPjacks
 UTPandSTPWallBoxes
 Structured Cable
 CAT5 UTP Jack Type 110Model Cover Price
 LPKJ505BK Black US$1.99LPKJ505BU Blue US$1.99LPKJ505RD Red US$1.99LPKJ505WH White US$1.99LPKJ505YE Yellow US$1.99
 No tool CAT5e UTP JackModel Cover Price
 LPKJ516BK Black US$2.59LPKJ516BU Blue US$2.59LPKJ516RD Red US$2.59LPKJ516WH White US$2.59LPKJ516YE Yellow US$2.59
 Dual IDC Type UTP CAT6 JackModel Cover Price
 LPKJ601BK Black US$3.09LPKJ601BU Blue US$3.09LPKJ601RD Red US$3.09LPKJ601WH White US$3.09LPKJ601YE Yellow US$3.09
 No tool CAT6 UTP JackModel Cover Price
 LPKJ610BK Black US$3.99LPKJ610BU Blue US$3.99LPKJ610RD Red US$3.99LPKJ610WH White US$3.99LPKJ610YE Yellow US$3.99
 LPKJ601
 LPKJ610
 LPKJ505 LPKJ516
 LPKJ531. Shielded CAT5e STP Jack.............................................................US$3.99
 LPFP21. 1 Port Wall Cover without CAT5e UPT Jack .....................US$1.29LPFP22. 2 Port Wall Cover without CAT5e UPT Jack .....................US$1.49LPFP23. 1 Port Wall Cover without CAT5e UPT Jack .....................US$1.69LPFP24. 2 Port Wall Cover without CAT5e UPT Jack .....................US$1.89
 LPWP05. 1 Port Wall Box without Jack..................................US$1.79LPWP06. 2 Port Wall Box without Jack..................................US$1.99LPWP6034. 1 Port Wall Box with UTP CAT5e Jack................US$3.49
 LPWP6035. 2 Port Wall Box with UTP CAT5e Jack .......................US$4.29LPWP6036. 1 Port Wall Box with STP CAT5e Jack .......................US$3.69LPWP6037. 2 Port Wall Box with STP CAT5e Jack .......................US$4.49
 LPWP09. Wall Box with UTP CAT5e Jack and RJ11 Jack ....................US$6.09LPWP12. Wall Box with UTP CAT5e angled Jack ..........................US$6.09LPCB23. UTP CAT5e RJ45 to RJ45 Coupler..................................US$2.25
 LPWP05 LPWP06 LPWP6034
 LPWP6036LPWP6035 LPWP6037 LPCB23LPWP09 LPWP12
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 Structured Cable Patch Panel
 UTPandSTPjacks
 Model Description PriceLPPP501 CAT5e UTP Patch Panel 10 ", 12 ports US$29.99LPPP601 CAT6 UTP Patch Panel 10 ", 12 ports US$39.99LPPP507 CAT5e UTP Patch Panel 19 ", 24 ports with cable organizer US$65.90LPPP607 CAT6 UTP Patch Panel 19 ", 24 ports with cable organizer US$79.99LPPP508 CAT5e UTP Patch Panel 19 ", 48 ports with cable organizer US$125.00LPPP608 CAT6 UTP Patch Panel 19 ", 48 ports with cable organizer US$159.99LPODF008 Tray Fiber Optic Patch F / 0 24 ports 19 " US$39.00LPPP530 CAT5e STP patch panel 19 ", 24 ports US$89.99LPPP630 STP CAT6 patch panel 19 ", 24 ports US$129.99
 LPPP608
 CHAROLA PARA FIBRA ÓPTICA
 LPPP530 LPPP630
 LPPP607LPPP508
 LPPP501
 LPPP601 LPPP507
 LPODF008

Page 119
                        

Net
 wor
 k S
 ecti
 on
 246
 ProfessionalVideo Surveillance Guide
 LPCM04
 LPCM042U
 LPT501B LPT2023 LPNT8003
 PLASTIC LAYER FOR RJ45
 Model Colors Package Price
 LPPG8025BKBlackBlueRed
 WhiteYellow
 US$4.50/50pieceseach color
 US$ 9.00 /100pieceseach colorLPPG8025BU
 LPPG8025RD
 US$13.50/150pieceseach color
 US$ 18.00/200pieceseach color
 LPPG8025WH
 LPPG8025YE
 Cable Connector “UY”
 Model Package Price
 LPTM042UYUS$ 3.00 / 50 pieces US$ 6.00 / 100 pieces
 US$ 9.00 / 150 pieces US$ 12.00 / 200 pieces
 LPTM042UY2US$ 3.50 / 50 pieces US$ 7.00 / 100 pieces
 US$ 10.50 / 150 pieces US$ 14.00 / 200 pieces
 Structured Cable
 LPPP529
 Patch Panel and Organizers
 LPPP629
 LPPP529. CAT5e STP patch panel 10 “, 12 ports ........................US$42.99LPPP629. STP CAT6 Patch Panel 10 “, 12 ports .........................US$59.99
 LPCM04. Horizontal Cable Organizer 19 “with metal cover, 1U .................. ........................................................................................................US$20.00LPCM042U. Horizontal Cable Organizer 19 “with metal cover, 2U ............. ........................................................................................................US$35.99
 LPT501B. Multifunction Cable Stripper ..........................................US$7.99LPT2023. Impact Tool with 110 blade ..........................................US$15.99LPNT8003. Impact tool with hooks ................................................US$7.99
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 Recommended and VMS Software Compatible with Most Popular Market
 Compatible Devices SYSWS01
 * Performance is calculated on live view and continuous recording. Is approximate and can be used as a reference for system design.
 CIF @ 30FPS 4CIF/D1 @ 30FPS 720p @ 15FPS 1.3MP @ 15FPS 1080p @ 15FPS 3MP @ 15FPS 5MP @ 9FPS 10MP @ 5FPS
 1-96 Channels 1-64 Channels 1-32 Channels 1-24 Channels 1-16 1-12 1-8 1-8
 SPECIFICATION Techniques
 Software
 Displaystationsarereadytodisplayorplaymultiplevideostreamsinhighdefinitionresolutiononmultiplemonitorssimultaneously.Withpre-loadedsoftwareappropriatetoyourproject,outofthe
 Boxreadytouse.Theyareasimplified,reliableandcosteffectiveforallyourprojects.
 Display Station / High Performance Recording
 Display Station / High Performance Recording
 SYSWS01....................US$ 2,579.00
 iVMS-4000
 Smart Viewer
 RAS Plus
 CamGraba
 Real Shot Manager
 airVision
 NET-i Viewer
 iVMS-4200
 ACTi Software
 NUUO Software
 SYSCOM Software
 AXXON Smart
 • Windows 7 Professional 64-bit.• VMS Software preloaded appropriate to the
 project (VMS license not included).• Includes starter NAS Storage Systems for
 iSCSI.
 • Processor 3rd. Generation Intel Core i7-3770 3.9GHz.• 8 GB of DDR3 RAM @ 1600Mhz in Dual Channel.• 1GB Video Card Technology UVD 3 for H.264.• HDD SATA 3.0Gb / s 1TB, 7200RPM with 16MB Cache.• LED Monitor 20 "Widescreen Full HD.• 10/100/1000 Gigabit Network Card.• PCIe wireless network card.• Burner Drive DVD + /-RW 16X.• Media Reader 19 in 1.• HD 7.1 Audio Card.• USB keyboard and optical mouse.• Operating Temperature: 50 to 90ºF.• Weight: 24.8 Lbs.• Dimensions: (Without base) 14.17 (H) x 17.52 in (Depth).
 DNS-1200-05See Page 185
 Mass Storage Network System NAS for 5 Hard Disk
 * All brands, logos, trademarks and logos of the models found in this brochure are trademarks, owned by their respective companies.
 Switches managed and unmanaged Fast Ethernet, Gigabit, PoE See pgs. 186 and 187
 See Page 38
 See Page 208
 Easy USB Joystick for PTZ Control with 3-axis motion and 12 programmable buttons
 UPS Power Backup Power UPS, 360 W with 4 Output Surge Suppressor, Noise and Audible
 Alarm
 Number of video streams in H.264 Supported Simultaneous live view or playback.
 Support for 4 Monitors / Screens Includes LED Monitor 20 "Widescreen Full HD
 NETWORK
 IPO. VOLTAGE
 110 Vac
 120 VacWARRANTY
 YEARSCOMPATIBLE
 iSCIWIRELESS
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